R&S®HK116E
BICONICAL ANTENNA

Specifications

The given specifications represent warranted product performance. Compliance is ensured by individual testing during production or by
type approval during development. Typical values are designated with the abbreviation (typ.). Single values represent the device
performance throughout most of the given frequency range. Details are provided in diagrams. Specifications without limits (<, >, max. or

similar) represent mean values.

Electrical specifications

Frequency range

20 MHz to 300 MHz

Polarization linear
Nominal impedance 50 Q
Antenna factor see Fig. 1
Gain see Fig. 2
VSWR see Fig. 3

Cross-polarization

< -20dB, —25 dB (typ.), see Fig. 4

Maximum input power (T = +40 °C)

75 W CwW

RF connector

N female

MTBF

> 150000 h

Environmental specifications

Temperature range operating —40 °C to +55 °C
storage —-40 °Cto +70 °C
Humidity 95 %, +25 °C/+55 °C, cyclical,
in line with EN 60068-2-30
Vibration sinusoidal 5 Hz to 55 Hz,
in line with EN 60068-2-6
random 10 Hz to 300 Hz, 1.2 g RMS,
in line with EN 60068-2-64
Shock SRS 40 g,
in line with MIL-STD-810E,
method 516.4, proc. |
Mechanical specifications
Dimensions W xHxL approx. 0.53 m x 0.78 m x 1.37 m

(20.9in x 30.7 in x 53.9 in)

Weight

approx. 3.0 kg (6.6 Ib)
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Fig. 1: Typical antenna factor Fig. 2: Typical gain
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Fig. 3: Typical VSWR Fig. 4: Typical cross polarization
Ordering information
Designation Type Order No.
Biconical antenna R&S®PHK116E 4099.9000.02
Recommended extras
Wooden tripod R&S®HZ-1 0837.2310.02
Adapter for use on R&S®HZ-1 R&S®KM011Z10 4100.1703.02

Rohde & Schwarz GmbH & Co. KG
www.rohde-schwarz.com

Rohde & Schwarz training
www.training.rohde-schwarz.com
Rohde & Schwarz customer support
www.rohde-schwarz.com/support

Certified Quality Management Certified Environmental Management

IS0 9001 1SO 14001

R&S® is a registered trademark of Rohde & Schwarz GmbH & Co. KG

Trade names are trademarks of the owners

PD 3607.0498.22 | Version 02.00 | March 2020 (st)

R&S®HK116E Biconical Antenna

Data without tolerance limits is not binding | Subject to change

© 2014 - 2020 Rohde & Schwarz GmbH & Co. KG | 81671 Munich, Germany



http://www.rohde-schwarz.com/

