R&S®ZNA

VECTOR NETWORK ANALYZER

Specifications

Addendum to the “Options” section of the R&S®ZNA specifications

(PD 5215.4652.22)

R&S®ZNAG67-B80 frequency extension of the R&S®ZNAG7EXT to 117 GHz

Values listed below are valid in the extended frequency range 110 GHz to 117 GHz, if not specified otherwise.

Extended frequency range

110 GHz to 117 GHz

Maximum output power with source
leveling data

110 GHz to 115 GHz

5 dBm (meas.)

115 GHz to 117 GHz

3 dBm (meas.)

Power accuracy

ALC:on?

6 dB (meas.)

Dynamic range

110 GHz to 115 GHz

100 dB (meas.)

115 GHz to 117 GHz

80 dB (meas.)

Input Noise 2

at 1 kHz measurement bandwidth; normalized to 1 Hz

110 GHz to 115 GHz

—100 dBm (meas.)

115 GHz to 117 GHz

—90 dBm (meas.)

Trace noise magnitude (RMS) 2

0.02 dB (meas.)

Trace noise phase (RMS) 2 0.2° (meas.)
Ordering information
Designation Type Service center Order No.
upgrade *
mmWave extender LO output R&S®ZNAG7-B80 yes 1332.5836.02

With R&S®SMARTerCal (OSM or UOSM calibration).

The noise level is defined as the RMS value of the specified noise floor. For different bandwidth add [10 x log10(bandwidth / 1Hz)] to the given noise level.
At —10 dBm source power, 0 dB reflection (meas.).

Option may also be ordered at a later date; upgrade by Rohde & Schwarz service center. For upgrades, order the designated U option instead of the

B option.
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