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This manual applies to the following R&S®FSV3000 and R&S®FSVA3000 models with firmware version
2.50 and higher:

e R&S®FSV3004 (1330.5000K04) / R&S®FSVA3004 (1330.5000K05)
e R&S®FSV3007 (1330.5000K07) / R&S®FSVA3007 (1330.5000K08)
e R&S®FSV3013 (1330.5000K13) / R&S®FSVA3013 (1330.5000K14)
e R&S®FSV3030 (1330.5000K30) / R&S®FSVA3030 (1330.5000K31)
e R&S®FSV3044 (1330.5000K43) / R&S®FSVA3044 (1330.5000K44)
e R&S®FSV3050 (1330.5000K50) / R&S®FSVA3050 (1330.5000K51)

The following firmware options are described:

o R&S®PFSV3-K145 (5G NR R15 Uplink Measurements) (1330.7225.02)

o R&S®PFSV3-K147 (5G NR Combined EVM / ACLR / SEM Measurements) (1346.4250.02)

o R&S®PFSV3-K147C (3GPP 5G-NR FAST Multicarrier Measurement Application 1346.6498.02)
o R&S®PFSV3-K148 (5G NR R16 Downlink / Uplink Measurements) (1346.4914.02)

e R&S®FSV3-K171 (5G NR R17 / R18 Downlink / Uplink Measurements) (1346.5362.02)

e R&S®FSV3-K184 (Beyond 5G Measurements) (1345.6500.02)
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Documentation overview

1.1

1.2

User manuals and help

Documentation overview

This section provides an overview of the R&S FSV/A user documentation. Unless
specified otherwise, you find the documents at:

www.rohde-schwarz.com/manual/FSVA3000
www.rohde-schwarz.com/manual/FSV3000
Further documents are available at:
www.rohde-schwarz.com/product/FSVA3000

www.rohde-schwarz.com/product/FSV3000

Getting started manual

Introduces the R&S FSV/A and describes how to set up and start working with the
product. Includes basic operations, typical measurement examples, and general infor-
mation, e.g. safety instructions, etc.

A printed version is delivered with the instrument. A PDF version is available for
download on the Internet.

User manuals and help

Separate user manuals are provided for the base unit and the firmware applications:

e Base unit manual
Contains the description of all instrument modes and functions. It also provides
an introduction to remote control, a complete description of the remote control com-
mands with programming examples, and information on maintenance, instrument
interfaces and error messages. Includes the contents of the getting started manual.

e Firmware application manual
Contains the description of the specific functions of a firmware application, includ-
ing remote control commands. Basic information on operating the R&S FSV/A is
not included.

The contents of the user manuals are available as help in the R&S FSV/A. The help
offers quick, context-sensitive access to the complete information for the base unit and
the firmware applications.

All user manuals are also available for download or for immediate display on the
Internet.
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Documentation overview

1.3

1.4

1.5

1.6

1.7

1.8

Specifications and brochures

Printed safety instructions

Provides safety information in many languages. The printed document is delivered with
the product.

Videos

Find various videos on Rohde & Schwarz products and test and measurement topics
on YouTube: https://www.youtube.com/@Rohde-Schwarz

Service manual

Describes the performance test for checking compliance with rated specifications,
firmware update, troubleshooting, adjustments, installing options and maintenance.

The service manual is available for registered users on the global Rohde & Schwarz
information system (GLORIS):

R&S®FSVA3000/FSV3000 Service manual

Instrument health guide

Provides information for avoiding electrical and mechanical damage to the instrument.
It is available for download from the product page on the internet.

See www.rohde-schwarz.com/brochure-datasheet/FSV3000.

Instrument security procedures

Deals with security issues when working with the R&S FSV/A in secure areas. It is
available for download on the internet.

Specifications and brochures

The specifications document, also known as the data sheet, contains the technical
specifications of the R&S FSV/A. It also lists the firmware applications and their order
numbers, and optional accessories.

The brochure provides an overview of the instrument and deals with the specific char-
acteristics.

See www.rohde-schwarz.com/brochure-datasheet/FSV3000 /
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Documentation overview

1.9

1.10

Release notes and open-source acknowledgment (OSA)

www.rohde-schwarz.com/brochure-datasheet/FSVA3000

Application notes, application cards, white papers,
etc.

These documents deal with special applications or background information on particu-
lar topics.

See www.rohde-schwarz.com/application/FSV3000 /

www.rohde-schwarz.com/application/FSVA3000

Release notes and open-source acknowledgment
(OSA)

The release notes list new features, improvements and known issues of the current
software version, and describe the software installation.

The software uses several valuable open source software packages. An open source
acknowledgment document provides verbatim license texts of the used open source
software.

See www.rohde-schwarz.com/firmware/FSV3000 /

www.rohde-schwarz.com/firmware/FSVA3000
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Overview of the 5G NR applications

2 Welcome to the 5G NR measurement appli-
cation

The 5G NR application is a firmware application that adds functionality to measure
signals according to the 3GPP 5G NR (new radio) standard on the downlink to the
R&S FSV/A.

@ Bandwidth of 5G NR signals
5G NR signals have a bandwidth between 3 MHz and 400 MHz.

Measuring signals greater than 10 MHz requires an R&S FSV/A with one of the
optional bandwidth extensions (28 MHz or more).

This user manual contains a description of the functionality that the application pro-
vides, including remote control operation. Functions that are not discussed in this man-
ual are the same as in the spectrum application and are described in the R&S FSV/A
user manual. The latest versions of the manuals are available for download at the
product homepage.

https://www.rohde-schwarz.com/manual/fsv3000

Installation

You can find detailed installation instructions in the R&S FSV/A getting started manual
or in the release notes.

e Overview of the 5G NR applications............uuuececciiiiiiiii e 12
o Starting the appliCation......... ... e 15
o Display iNformation..........cceeee s 15

2.1 Overview of the 5G NR applications

You can equip the R&S FSV/A with one or more NR 5G applications. Each of the
applications provides functionality for specific measurement tasks.

R&S FSV3-K144

The R&S FSV/A-K144 is the base license for 5G NR measurements on the downlink
up to 3GPP release 15.

All licenses that unlock additional features require this base license.

e Basic signal characteristics (like multiple component carriers, frequency ranges
and channel bandwidths).

e (Automatic) demodulation and configuration of the PDSCH and synchronization
signal (SS/PBCH).

e Configuration and analysis of multiple frames and bandwidth parts (multi-numerol-
ogy).
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Overview of the 5G NR applications

Configuration and analysis of special downlink channels and reference signals (like
the PDCCH, the CSI-RS or the PT-RS).

Configuration and analysis of various demodulation reference signals.
Mapping of channels to different antenna ports.
LTE coexistence analysis.

Synchronization of the configuration with a connected Rohde & Schwarz signal
generator.

Tools to refine and filter the measurement results.

Various result displays that show the measured signal characteristics in a diagram
or a numeric result table.

Available measurements: EVM, ACLR, SEM, time alignment and on / off power.

R&S FSV3-K145

The R&S FSV/A-K145 is the base license for 5G NR measurements on the uplink up to
3GPP release 15.

All licenses that unlock additional features require this base license.

Basic signal characteristics (like multiple component carriers, frequency ranges
and channel bandwidths).

(Automatic) demodulation and configuration of the PUSCH.

Configuration and analysis of multiple frames and bandwidth parts (multi-numerol-
ogy).

Configuration and analysis of special uplink channels and reference signals (like
the PUCCH, the PRACH, the SRS or the PT-RS).

Configuration and analysis of various demodulation reference signals.
Mapping of channels to different antenna ports.

Synchronization of the configuration with a connected Rohde & Schwarz signal
generator.

Tools to refine and filter the measurement results.

Various result displays that show the measured signal characteristics in a diagram
or a numeric result table.

Available measurements: EVM, ACLR and SEM.

R&S FSV3-K147

The R&S FSV3-K147 is a license that adds features to combine different 5G NR
measurements in a single measurement sequence.

Combined analysis of EVM, ACLR and SEM in a single application.

Automatic measurement of multiple, subsequent events with a single analyzer.
Increased measurement speed due to optimized measurement methods.
Advanced trigger configuration.

Extended functionality of the result displays that reflect the measurement
sequence.
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Overview of the 5G NR applications

R&S FSV3-K147C

The R&S FSV3-K147C is a license that adds multi-carrier support to combined mea-
surements.

Requires the R&S FSV3-K147 license.

R&S FSV3-K148

The R&S FSV/A-K148 is a license that adds features introduced with 3GPP release 16
to 5G NR measurements.

e Configuration of DCI parameters.

e Configuration and analysis of the PRS.

e New operating bands, slot formats (for IAB) and test models introduced with
release 16.

e New channel bandwidth introduced with release 16 (70 MHz).
e Increased PDSCH DMRS length.
e Increased number of SS/PBCH blocks to support shared spectrum access.

R&S FSV3-K171

The R&S FSV/A-K171 is a license that adds features introduced with 3GPP release 17
and 18 to 5G NR measurements.
e New deployment frequency range (FR2-2, up to 71 GHz).

e New channel bandwidths introduced for FR2-2 (800 MHz, 1600 MHz and 2000
MHz).

e New subcarrier spacings for various channels (user allocations, SS/PBCH, PRACH
etc.) introduced with FR2-2.

e New channel bandwidths introduced with release 17 (35 MHz and 45 MHz).
e New channel bandwidths introduced with release 18 (3 MHz).
e Support of 1024QAM modulation in FR1.

e New operating bands, test models and limits for ACLR and SEM measurements
introduced with release 17.

e New test model categories for repeaters and satellite access nodes.

R&S FSV3-K175

The R&S FSV/A-K175 is a license that adds features for measurements based on the
O-RAN standard.
e Support of O-RAN test cases.

e Extended features in selected result displays that allow evaluation of O-RAN test
cases.

e Automatic configuration of the NR 5G application upon selection of an O-RAN test
case.
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Display information

R&S FSV3-K184

The R&S FSV/A-K184 is a license that adds features for measurements on signals
with characteristics not specified by 3GPP.
e Custom constellation for PUSCH allocations.

e Additional modulation types not specified by 3GPP (see specifications document
for details).

e Additional channel bandwidths not specified by 3GPP (see specifications docu-
ment for details).

e Extended cyclic prefix for selected subcarrier spacings (see specifications docu-
ment for details).

e Additional subcarrier spacings not specified by 3GPP for selected channel band-
widths.

2.2 Starting the application

The 5G NR measurement application measurement application adds a new entry to
the mode selection menu.

1. Select [Mode].

A dialog box opens that contains all operating modes and applications currently
available on your R&S FSV/A.

2. Select"5G NR".

The R&S FSV/A opens a new instance for the 5G NR measurement application.
The measurement starts immediately with the default settings.

3. Select "Overview" from any menu to begin configuring the measurement.

2.3 Display information

The following figure shows a measurement diagram during analyzer operation. All dif-
ferent information areas are labeled. They are explained in more detail in the following
sections.
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Display information
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4 = Result display

5 = Subwindows (Views)
6 = Subwindow header
7 = Status bar

8 = Softkeys

Channel bar information

In the 5G NR measurement application, the R&S FSV/A shows the following settings:

Table 2-1: Information displayed in the channel bar in the 5G NR measurement application

Ref Level Reference level.

Att Mechanical and electronic RF attenuation.

Inp: File Freq Frequency for 1/Q file input.

Freq Frequency for other input sources (RF etc.).

Mode* 5G NR mode (link direction and channel bandwidth).

Frame Count* The first number represents the number of frames that have already been
captured.

The second number represents the total number of frames that will be
captured.

The third number in brackets represents the number of frames currently in
the capture buffer.

Capture Time Signal length that has been captured.

Frame Selected frame number.
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Display information

BWP/SS* Shows the signal part for which results are displayed (evaluation range).
SS = synchronization signal
BWP = bandwidth part

View<x> Information about the contents of View 1 and View 2.

Select the button for access to the dialog box for view configuration.

SGL Indicates that single sweep measurement is active.
Auto Demod Once Select the button to start automatic signal demodulation.
Consecutive CC Meas Number of component carriers that are measured; the numbers in paren-

theses indicate the number of component carriers that are analyzed in a
single capture.

Example: 8 (3 /3 /2) means that 8 component carriers are analyzed

in three consecutive data captures. The first two data captures analyze
the first 6 component carriers (3 CCs each), while the last data capture
analyzes the last 2 component carriers.

*If you capture more than one data stream (for example several component carriers), the R&S FSV/A
shows two values separated by a slash. The first number corresponds to the first analyzed data stream, the
second number to the second analyzed data stream.

The channel bar also displays information on instrument settings that affect the mea-
surement results even though this is not immediately apparent from the display of
the measured values (for example transducer or trigger settings). This information

is displayed only when applicable for the current measurement. For details, see the
R&S FSV/A getting started manual.

Diagram header
The information in the diagram header depends on the result display.

e All diagrams show the window number and type of result display.
e Most diagrams contain trace information.

e Some diagrams contain controls to customize the diagram contents. The diagram
header of the "Allocation Summary", for example, contains a control to select which
columns are displayed.

e If you analyze multiple component carriers or frames, the diagram header shows
which CC or frame is analyzed.
Status bar information

Global instrument settings, the instrument status and any irregularities are indicated in
the status bar beneath the diagram. Furthermore, the progress of the current operation
is displayed in the status bar.

Regarding the synchronization state, the application shows the following labels.

e "Sync OK"
The synchronization was successful. The status bar is green.
e "Sync Failed"

The synchronization was not successful. The status bar is red.
If you are measuring several component carriers, the message also indicates
which component carrier could not be synchronized.
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3 Measurements and result displays

3.1

The 5G NR measurement application features a set of measurements that allow you to
analyze different aspects of the signal.

e Measurements define the way that the R&S FSV/A captures and analyzes the
signal.

e Result displays visualize various aspects of the analyzed data in a diagram or a
table. Each measurement has a defined set of result displays.
Result displays can be a single window in the user interface or have several
subwindows.

e Result views within result displays represent different data streams and are part of
a result display when you capture multiple data streams.

Remote command:
Measurement selection: CONFigure [ :NR5G] :MEASurement on page 289

Result display selection: LAYout :ADD[ :WINDow] ? on page 203

o  Selecting MEaSUMEMENTS. ... .. e it e e e e e e e e 18
o  Selecting result diSPIayS. .. ... e e 19
o  Performing MeasuremMENTS......ccooi i 20
o Results for I/Q MeasUremMENtS. .......ocuuiiii i e e 20
o Results for PRACH @nalySis.........ccccouuiiiiiiiiieie et e e esnree e e e e e e e e 47
o Frequency sweep MEaSUrEMENES.........ccoiiiiiiiiieiiiiiiii s se e e e e e e e e e e e eeeeeeeeeeeaeenees 49
o Combined MEASUIMEMENTS. ...coiiiiiii e e e e e e e e e e aae s 52
o Reference: customM lIMItS.......oo e 55

Selecting measurements

Access: [Meas]

Selecting the type of measurement is the first step in 5G signal analysis. The measure-
ment that best suits your needs depends on your tasks.

Each type of measurement provides a predefined set of result displays that analyze
different aspects of the measured data.

EVM

EVM measurements record, process and demodulate the signal's I/Q data. The result
displays available for EVM measurements show various aspects of the 5G NR signal
quality.

For EVM measurements, you can combine the result displays in any way.

For more information on the result displays, see Section 3.4, "Results for I/Q measure-
ments", on page 20.

Remote command:
CONFigure[:NR5G] :MEASurement on page 289
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PRACH Analysis
EVM measurements record, process and demodulate the PRACH. The result displays
available for PRACH measurements show various aspects of the PRACH signal qual-

ity.
For PRACH measurements, you can combine the result displays in any way.

Remote command:
CONFigure[:NR5G] :MEASurement on page 289

Combined EVM / ACLR / SEM
Combined measurements are a sequence of individual measurements that evaluate
the EVM, ACLR and / or SEM of a DUT.

For more information on the result displays, see Section 3.7, "Combined measure-
ments", on page 52.

Channel Power ACLR
ACLR measurements sweep the frequency spectrum instead of processing 1/Q data.

The ACLR measurements evaluates the leakage ratio of neighboring channels and
evaluates if the signal is within the defined limits. The measurement provides several
result displays. You can combine the result displays in any way.

For more information on the result displays, see Section 3.6, "Frequency sweep mea-
surements”, on page 49.

Remote command:
CONFigure[:NR5G] :MEASurement on page 289

SEM
SEM measurements sweep the frequency spectrum instead of processing 1/Q data.

The SEM measurements tests the signal against a spectrum emission mask and
evaluates if the signal is within the defined limits. The measurement provides several
result displays. You can combine the result displays in any way.

For more information on the result displays, see Section 3.6, "Frequency sweep mea-
surements”, on page 49.

Remote command:
CONFigure[:NR5G] :MEASurement on page 289

3.2 Selecting result displays

Access: I=(

The R&S FSV/A opens a menu to select result displays. The number and types of
result displays depend on the selected measurement.

In the default state, the user interface shows several result displays.
e Capture Buffer

e EVM vs Carrier

e Power Spectrum
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e Result Summary
e Alloc ID vs Symbol x Carrier
e Constellation Diagram

From that predefined state, add and remove result displays as you like. For more
information about working with the result displays, refer to the user manual of the
R&S FSV/A.

Remote command: LAYout : ADD[ :WINDow] 2 on page 203

Subwindows within result displays

For data captures with more than one data stream, for example more than one com-
ponent carrier, result displays have subwindows. Browse through the subwindows by
selecting the corresponding tab.

e The first tab shows the results for all data streams.
e The other tabs show the results for each individual data stream.

By default, the tabs are coupled to one another - if you select a certain data stream
in one display, the application also selects this data stream in the other result displays
(see Subwindow Coupling).

The number of subwindows (tabs) depends on the number of data streams.

3.3 Performing measurements

By default, the application measures the signal continuously. In "Continuous Sweep"
mode, the R&S FSV/A captures and analyzes the data again and again.

e For|I/Q measurements, the amount of captured data depends on the capture time.

e For frequency sweep measurement, the amount of captured data depends on the
sweep time.

In "Single Sweep" mode, the R&S FSV/A stops measuring after it has captured the
data once. The amount of data again depends on the capture time.

For more information about sweep modes, see the documentation of the R&S FSV/A.

Refreshing captured data

You can also repeat a measurement based on the data that has already been captured
with the "Refresh" function. Repeating a measurement with the same data can be
useful, for example, if you want to apply different modulation settings to the same 1/Q
data.

3.4 Results for I/Q measurements

Access: [Meas] > "EVM / Frequency Error / Power"
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3.41

Results for I/Q measurements

For I/Q measurements, the R&S FSV/A captures and then analyzes the demodulated
I/Q data. I/Q measurements provide various result displays that show different aspects
and characteristics of the captured signal.

You can select the result displays from the evaluation bar and arrange them as you
like.

Remote command:
Measurement selection: CONFigure [ :NR5G] :MEASurement on page 289

Result display selection: LAYout : ADD [ : WINDow] ? on page 203

Result summary

In addition to various graphical results, the R&S FSV/A provides a numerical result
summary for I/Q measurements. The result summary shows a multitude of results that
indicate the signal quality, combined in one table.

The result summary is split into several parts.

e Frame statistics, which evaluate the metrics of the resource elements in a complete
frame.
Results are averaged over frames.

e Slot and subframe statistics, which evaluate metrics of the resource elements in a
single slot or subframe.
Results are averaged over slots / subframes.

If you are using different numerologies, the R&S FSV/A first averages all slots with the
same numerology, before calculating the overall mean value.

Each row in the table corresponds to a certain metric or result parameter. You can add
or remove results that you want to display as necessary.

By default, the R&S FSV/A evaluates the results over all captured frames, bandwidth
parts, subframes and slots. For most results, the result summary therefore contains a
mean (average), maximum and minimum value.

3 Result Summary Selected Frame  Frame Averaged
Frame Results Averaged Limit Max Min .
EVM PUSCH QPSK (%) 17.50 0.50 0.50
EVM PUSCH 16QAM (%) 12.50
EVM PUSCH 64QAM (%) 8.00
EVM PUSCH 256QAM (%) 4.30
EVM DMRS PUSCH QPSK (%) . 17.50
EVM DMRS PUSCH 16QAM (%) 12.50
EVM DMRS PUSCH 64QAM (%) 8.00
EVM DMRS PUSCH 256QAM (%) 4.30
EVM PUCCH (%) 17.50
EVM DMRS PUCCH (%)

Results for Selection BWP All, Subframe All, Slot All

EVM All (%) 0.50 0.50
EVM Phys Channel (%) 0.50 0.50
EVM Phys Signal (%) 0.50 0.51
Frequency Error (Hz) -3.72 -3.58
Sampling Error {(ppm) -0.00 -0.00
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Limit check

The R&S FSV/A also tests several results against limits, if 3GPP has defined limits for
a result. Limits are only evaluated if the signal complies with the 3GPP specification
regarding the number of analyzed frames and the results are averaged over all frames.

Depending on the limit test, the results are highlighted.

e If one of the results passes the limit, the value is highlighted green.
e If one of the results violates the limit, the value is highlighted red.

e Results that are not evaluated are not highlighted in a color.

For some results, you can define custom limits. For more information, see Section 3.8,
"Reference: custom limits", on page 55.

You can check if a result supports limit evaluation in the result descriptions below. The
result descriptions also indicate special behavior of the limit check.

Evaluation range and multiple frame analysis
Unavailable for PRACH analysis.

The evaluation range selects the way that results are evaluated and which values are
displayed.

For the frame statistics, the evaluation range is irrelevant. However, you can select a
specific frame that you want to analyze.

e Select "Frame Averaged" in the result summary header to display the average
result over all analyzed frames. The average results relate to all frames, not just
the frames in the capture buffer.

The table also shows the minimum and maximum values over the analyzed
frames.

e Select "Selected Frame" in the result summary header to display the results for a
single frame.
If you analyze a single frame, the mean, minimum and maximum values are the
same.

2 Result Summary Selected Frame  Frame Averaged

For the slot statistics and subframe statistics, the effects of the evaluation range are
as follows.

e Select "Frame Averaged" in the result summary header to display the average
results over all analyzed slots in all analyzed frames. The average results relate
to all frames, not just the frames in the capture buffer. The table also shows the
minimum and maximum values found in the analyzed frames.

When you select a specific BWP, subframe or slot while in "Frame Averaged"
mode, the R&S FSV/A automatically selects "Selected Frame" mode.

e Select "Selected Frame" in the result summary header to display the results over
all analyzed slots in a single frame. The analyzed frame depends on the frame that
you have selected. In this case, you can filter the evaluation range as you like.
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Examples:

— If you select a specific BWP: the R&S FSV/A takes the average over all slots in
the selected BWP.

— If you select a specific subframe: the R&S FSV/A takes the average over all
slots in the selected subframe.

— If you select a specific slot: the R&S FSV/A shows the result for that slot.
Note that selecting a specific slot for the subframe results (frequency and
sampling error) does not make a difference, because those results are always
calculated over a complete subframe.

The current evaluation range is indicated in the header row of the slot statistics.

Multiple carrier analysis
Unavailable for PRACH analysis.

For measurements on multiple carriers, the contents of the result summary depend on
your configuration, especially the CC result setting.

e Select "CC Result" = "All" to display information about all component carriers,
regardless of the number of component carriers.

— The "All" tab shows the average results for all component carriers. Each col-
umn in the table corresponds to one component carrier.

— The "View <x>" tabs show the detailed results for the component carriers
assigned to the two views.

e Select "CC Result" = "Viewed" to display information about the component carriers
assigned to the two views.

— The "All" tab shows the average results for the two selected component carri-
ers. Depending on your selection in the result summary header, the results are
either averaged over all frames, or relate to a single frame.

— The "View <x>" tabs show the detailed results for the component carriers
assigned to the two views. Depending on your selection in the result summary
header, the results are either averaged over all frames, or relate to a single,
selected frame.

If you analyze only one frame, the results are the same in both cases.

Note that analyzing all component carriers is slower compared analyzing the viewed
component carriers, because of the postprocessing that occurs during the analysis.
Thus, if time is an issue, you can select two component carriers to analyze, and, if
you are later interested in the characteristics of another component carrier, analyze
that component carrier later - the data of the other carriers is available, it is just not
analyzed.

Units
Most of the units of the results are fixed.

The unit of the EVM results depends on the selected EVM unit.

REMOLE QUETIES.....ueeieeiiieie ettt e e e e e e s e s s et er e e e e e aaeeeessannnnrreneees 24
Y I 1 S 24
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Remote queries

The remote commands to query individual results and limit check results are indicated
in the description of the respective result.

Alternatively, you can query all results or limit check results at the same time using a
single command.

Remote command:

Results: FETCh [ :CC<cc>] [ : ISRC<ant>] [ : FRAMe<fr>] : SUMMary:ALL?

on page 217

Limit check: CAL.Culate<n>:LIMit<li>[:CC<cc>] [:ISRC<ant>][:
FRAMe<fr>] :SUMMary:ALL:RESult? on page 251

EVM PUSCH
EVM for all PUSCH resource elements with a certain modulation in the analyzed frame
(Pl/2 BPSK, QPSK, 16QAM, 64QAM, 256QAM).

3GPP release 17 adds 1024QAM modulation.

The values for resource elements with a PI/2 BPSK modulation are only calculated if
you turn on transform precoding.

When you turn on transform precoding, the allocations actually contain a PTRS. In that
case, the result summary also shows the combined EVM for PUSCH and PTRS.

Limit evaluation supported for modulations specified by 3GPP.
The beyond 5G license adds 4096QAM, 16kQAM and custom modulation.
Unavailable for PRACH analysis.

Remote command:

Pl/2 BPSK: FETCh [ :CC<cc>] [ : ISRC<ant>] [ : FRAMe<fr>] : SUMMary:EVM:
USPB[ :AVERage] ? on page 231

QPSK: FETCh[:CC<cc>] [ : ISRC<ant>] [ :FRAMe<fr>] :SUMMary:EVM:USQP [ :
AVERage] ? on page 232
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16QAM: FETCh [ :CC<cc>] [ : ISRC<ant>] [ : FRAMe<fr>] : SUMMary:EVM:USST [ :
AVERage] ? on page 233

64QAM: FETCh[:CC<cc>] [:ISRC<ant>] [ :FRAMe<fr>] :SUMMary:EVM:USSF[:
AVERage] ? on page 233

256QAM: FETCh [ :CC<cc>] [ : ISRC<ant>] [ : FRAMe<fr>] :SUMMary:EVM:
USTS [ :AVERage] ? on page 234

1024QAM: FETCh[:CC<cc>] [ : ISRC<ant>] [ :FRAMe<fr>] :SUMMary:EVM:
US1K[:AVERage] ? on page 229

4096QAM: FETCh[:CC<cc>] [:ISRC<ant>] [ :FRAMe<fr>] :SUMMary:EVM:
US4K [ :AVERage] ? on page 230

16kQAM: FETCh[:CC<cc>] [ :ISRC<ant>] [ :FRAMe<fr>] :SUMMary:EVM:
US16k[:AVERage] ? on page 229

Custom: FETCh[:CC<cc>] [:ISRC<ant>] [:FRAMe<fr>]:SUMMary:EVM:
USCustom|[:AVERage] ? on page 231

Limit check PI/2 BPSK: CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:
FRAMe<fr>] :SUMMary:EVM:USPB:MAXimum:RESult? on page 258

Limit check QPSK: CALCulate<n>:LIMit<1i>[:CC<cc>] [:ISRC<ant>][:
FRAMe<fr>] :SUMMary:EVM:USQP:MAXimum:RESult? on page 258

Limit check 16QAM: CALCulate<n>:LIMit<li>[:CC<cc>] [:ISRC<ant>] [:
FRAMe<fr>] :SUMMary:EVM:USST:MAXimum:RESult? on page 259

Limit check 64QAM: CALCulate<n>:LIMit<li>[:CC<cc>] [:ISRC<ant>][:
FRAMe<fr>] :SUMMary:EVM:USSF:MAXimum:RESult? on page 259

Limit check 256QAM: CAL.Culate<n>:LIMit<li>[:CC<cc>] [:ISRC<ant>][:
FRAMe<fr>] :SUMMary:EVM:USTS :MAXimum:RESult? on page 260

Limit check 1024QAM: CATL.Culate<n>:LIMit<li>[:CC<cc>] [:ISRC<ant>][:
FRAMe<fr>] :SUMMary:EVM:US1K:MAXimum:RESult? on page 257

EVM DMRS PUSCH
EVM for all PUSCH DMRS resource elements with a certain modulation in the ana-
lyzed frame (P1/2 BPSK, QPSK, 16QAM, 64QAM, 256QAM).

3GPP release 17 adds 1024QAM modulation.

The values for resource elements with a PI/2 BPSK modulation are only calculated if
you turn on transform precoding.

Limit evaluation supported for modulations specified by 3GPP.

The beyond 5G license adds 4096QAM, 16kQAM and custom modulation.
Unavailable for PRACH analysis.

Remote command:

PI/2 BPSK: FETCh[:CC<cc>] [: ISRC<ant>] [ :FRAMe<fr>] : SUMMary:EVM:
SDPB[:AVERage] ? on page 224

QPSK: FETCh[:CC<cc>] [: ISRC<ant>] [ :FRAMe<fr>] :SUMMary:EVM:SDQP [ :
AVERage] ? on page 225

16QAM: FETCh[:CC<cc>] [ : ISRC<ant>] [ :FRAMe<fr>] : SUMMary:EVM: SDST [ :
AVERage] ? on page 226

64QAM: FETCh[:CC<cc>] [:ISRC<ant>] [ :FRAMe<fr>] :SUMMary:EVM:SDSF [ :
AVERage] ? on page 226
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256QAM: FETCh[:CC<cc>] [:ISRC<ant>] [ :FRAMe<fr>] :SUMMary:EVM:
SDTS [ :AVERage] ? on page 227

4096QAM: FETCh[:CC<cc>] [:ISRC<ant>] [ :FRAMe<fr>] :SUMMary:EVM:
SD4K [ : AVERage] ? on page 223

16kQAM: FETCh[:CC<cc>] [:ISRC<ant>] [ :FRAMe<fr>] :SUMMary:EVM:
SD16k[:AVERage] ? on page 222

Custom: FETCh[:CC<cc>] [:ISRC<ant>] [ : FRAMe<fr>] :SUMMary:EVM:
SDCustom[:AVERage] ? on page 223

1024QAM: FETCh[:CC<cc>] [: ISRC<ant>] [ :FRAMe<fr>] :SUMMary:EVM:
SD1K[:AVERage] ? on page 221

Limit check PI/2 BPSK: CALCulate<n>:LIMit<li>[:CC<cc>] [:ISRC<ant>][:
FRAMe<fr>] :SUMMary:EVM: SDPB:MAXimum:RESult? on page 253

Limit check QPSK: CAL.Culate<n>:LIMit<li>[:CC<cc>] [:ISRC<ant>][:
FRAMe<fr>] :SUMMary:EVM: SDQP:MAXimum:RESult? on page 254

Limit check 16QAM: CAT.Culate<n>:LIMit<1li>[:CC<cc>] [:ISRC<ant>][:
FRAMe<fr>] :SUMMary:EVM: SDST:MAXimum:RESult? on page 255

Limit check 64QAM: CATL.Culate<n>:LIMit<li>[:CC<cc>] [:ISRC<ant>] [:
FRAMe<fr>] :SUMMary:EVM: SDSF:MAXimum:RESult? on page 254

Limit check 256QAM: CALCulate<n>:LIMit<li>[:CC<cc>] [:ISRC<ant>][:
FRAMe<fr>] :SUMMary:EVM: SDTS:MAXimum:RESult? on page 255

Limit check 1024QAM: CATL.Culate<n>:LIMit<li>[:CC<cc>] [:ISRC<ant>] [:
FRAMe<fr>] :SUMMary:EVM: SD1IK:MAXimum:RESult? on page 252

EVM PUCCH
EVM for all PUCCH resource elements in the analyzed frame.

Limit evaluation supported.

Unavailable for PRACH analysis.

Remote command:

Result: FETCh[:CC<cc>] [:ISRC<ant>] [ :FRAMe<fr>] :SUMMary:EVM:UCCH[ :
AVERage] ? on page 228

Limit check: CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:
FRAMe<fr>] :SUMMary:EVM:UCCH:MAXimum:RESult? on page 256

EVM DMRS PUCCH
EVM for all PUSCH DMRS resource elements in the analyzed frame.

Unavailable for PRACH analysis.

Remote command:

Result: FETCh[:CC<cc>] [:ISRC<ant>] [:FRAMe<fr>]:SUMMary:EVM:UCCD[:
AVERage] ? on page 227

Limit check: CALCulate<n>:LIMit<1i>[:CC<cc>] [:ISRC<ant>][:
FRAMe<fr>] :SUMMary:EVM:UCCD:MAXimum:RESult? on page 256

BER (%)

Average bit error rate (BER) for all bits used by the PUSCH as a percentage. The BER
is the ratio of the number of erroneously transmitted bits to all bits in the analyzed
frame.
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BLER (%)

Block error rate (BLER) for all code blocks used by the PUSCH as a percentage. The
BLER is the ratio of the number of erroneously transmitted code blocks to all code
blocks in the analyzed frame.

Note that the result is only calculated if the number of bits per code block is identical
for all allocations.

To see the BLER results, you have to turn on the throughput measurement.
Remote command:

FETCh[:CC<cc>] [:ISRC<ant>] [:FRAMe<fr>]:SUMMary:BLER[:AVERage]?
on page 218

TPUT (%)

Throughput for all code blocks used by the PUSCH. The BLER is the ratio of the
number of successfully transmitted code blocks to all code blocks in the analyzed
frame.

Note that the result is only calculated if the number of bits per code block is identical

for all allocations.

Prerequisites for the throughput measurement:

e License for the O-RAN measurement application.

e Active throughput measurement.

e An encoded signal - the R&S FSV/A automatically selects decoded payload data
for the throughput measurement.

Remote command:

FETCh[:CC<cc>] [:ISRC<ant>] [:FRAMe<fr>]:SUMMary:TPUT[:AVERage]?

on page 239

EVM PRACH
EVM for all PRACH resource elements in the captured signal.

Available for PRACH analysis.

Remote command:
FETCh[:CC<cc>] [:ISRC<ant>] [:FRAMe<fr>]:SUMMary:EVM:PRACh]:
AVERage] ? on page 220

Frame Start Offset
Start of the frame relative to the start of the capture buffer.

Unavailable for "Frame Averaged" results, otherwise refers to the selected frame.

For PRACH analysis, it shows the start of the preamble relative to the start of the
capture buffer.

Remote command:
FETCh[:CC<cc>] [:ISRC<ant>] [:FRAMe<fr>] :SUMMary:FOFFset?
on page 239

EVM All
EVM for all resource elements in the selected evaluation range.
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The result is a weighted average over all resource elements (PUSCH, DMRS etc.).
The number of occupied resource blocks and the number of used symbols of each
allocation is considered in the calculation of the mean EVM. Therefore, a fully loaded
PUSCH across multiple symbols gets a much higher weight than a single symbol
DMRS.

Remote command:

FETCh[:CC<cc>] [:ISRC<ant>] [:FRAMe<fr>]:SUMMary:EVM[:ALL] [:
AVERage] ? on page 218

EVM Peak
EVM of the resource element with the highest EVM value in the selected evaluation
range.

Unavailable for PRACH analysis.

Remote command:
FETCh[:CC<cc>] [:ISRC<ant>] [:FRAMe<fr>]:SUMMary:EVM:PEAK] :
AVERage] ? on page 220

EVM Phys Channel
EVM for all physical channel resource elements in the selected evaluation range.

A physical channel corresponds to a set of resource elements carrying information
from higher layers. PDSCH, PUSCH, PBCH or PDCCH, for example, are physical
channels.

Unavailable for PRACH analysis.

Remote command:
FETCh[:CC<cc>] [:ISRC<ant>] [:FRAMe<fr>]:SUMMary:EVM:PCHannel [:
AVERage] ? on page 219

EVM Phys Signal
EVM for all physical signal resource elements in the selected evaluation range.

The reference signal is a physical signal, for example.
Unavailable for PRACH analysis.

Remote command:
FETCh[:CC<cc>] [:ISRC<ant>] [:FRAMe<fr>]:SUMMary:EVM:PSIGnal]|:
AVERage] ? on page 221

Frequency Error
Difference in the measured center frequency and the reference center frequency.

The frequency error is calculated over a subframe.

The R&S FSV/A checks the measured frequency error against the limits defined by
3GPP. The values are highlighted green (pass) or red (fail) respectively. The color
of the mean value indicates the overall limit check passes or fails. Note that if you
evaluate a single subframe only, the minimum, maximum and mean values are the
same.
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Remote command:

Result: FETCh[:CC<cc>] [:ISRC<ant>] [:FRAMe<fr>]:SUMMary:FERRor[:
AVERage] ? on page 234

Limit check: CALCulate<n>:LIMit<1li>[:CC<cc>] [:ISRC<ant>][:
FRAMe<fr>] :SUMMary:EVM: FERRor [ : AVERage] : RESult? on page 252

Sampling Error
Difference in measured symbol clock and reference symbol clock relative to the system
sampling rate.

The sampling error is calculated over a subframe.

Remote command:
FETCh[:CC<cc>] [:ISRC<ant>] [:FRAMe<fr>]:SUMMary:SERRor[:AVERage]?
on page 238

Power
Average time domain power for all resource elements in the selected evaluation range.

Remote command:
FETCh[:CC<cc>] [:ISRC<ant>] [:FRAMe<fr>]:SUMMary:POWer [ :AVERage]?
on page 237

1/Q Offset
Power at spectral line "0" normalized to the total transmit power.

Not available for multiple BWPs.

Remote command:
FETCh[:CC<cc>] [:ISRC<ant>] [:FRAMe<fr>]:SUMMary:IQOFfset]|:
AVERage] ? on page 236

1/Q Gain Imbalance
Logarithm of the gain ratio between the Q-channel and the I-channel.

Not available for multiple BWPs and only calculated if you turn on the calculation.

Remote command:
FETCh[:CC<cc>] [:ISRC<ant>] [:FRAMe<fr>]:SUMMary:GIMBalancel:
AVERage] ? on page 235

I/Q Quadrature Error
Measure of the phase angle between Q-channel and I-channel deviating from the ideal
90 degrees.

Not available for multiple BWPs and only calculated if you turn on the calculation.

Remote command:
FETCh[:CC<cc>] [:ISRC<ant>] [:FRAMe<fr>]:SUMMary:QUADerror/|:
AVERage] ? on page 237

Crest Factor
Peak-to-average power ratio of the captured signal.

The peak power is determined over multiple frames.
Unavailable for PRACH analysis.
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Remote command:
FETCh[:CC<cc>] [:ISRC<ant>]:SUMMary:CRESt [:AVERage] ? on page 217

EVM analysis

Diagrams that show various aspects of the signal EVM.

Constellation Diagram..........eei e e 30
EVIM VS SYMDOI X CaITIE....ceiiiiiiieie ettt 31
Y A = 4 = S 31
EVIM VS SYMDOL....cieieeiei e e e e e e e e e e e e e e e ——————— 32
EVIM VS RB.... ettt sttt e ea et bt e bt e s be e ebe e s nb e e e aeeas 33

Constellation Diagram
The "Constellation Diagram" shows the in-phase and quadrature phase results and is
an indicator of the quality of the modulation of the signal.

In the default state, the result display evaluates the full range of the measured input
data.

If you apply a boosting factor to resources as required by 3GPP for certain test models,
the constellation diagram excludes that boosting factor to display the constellation
diagram points. To consider the boosting factor for the calculation of the constellation
points, turn on the corresponding parameter.

The colors represent either the modulation type or the allocation type, depending on
your selection. The color mapping for modulation is as follows. The color mapping for
allocations is the same as in the allocation ID vs symbol vs carrier result display.

RBPSK
- pi/2-BPSK
QPSK
16QAM
64QAM

: 256QAM

- 1024QAM

- PSK (CAZAC)

You can filter the results by changing the evaluation range.

5 Constellation Diagram

Points Measured @ 9

The constellation diagram shows the number of points that are displayed in the dia-
gram.
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Remote command:
Selection: LAY:ADD ? '1',LEFT,CONS
Query: TRACe:DATA?

EVM vs Symbol x Carrier
The "EVM vs Symbol x Carrier" result display shows the EVM for each carrier in each
symbol.

The x-axis represents the symbols. The y-axis represents the subcarriers. Different
colors in the diagram area represent the EVM. A color map in the diagram header
indicates the corresponding power levels.

1 EVM vs Symbol X Carrier
5%

B% 10% 12% 14% 16%

2041
2161
1681
1201
721
241 42 60 7896 114 132 150 168 186 204 222 240 258

Remote command:
Selection: LAY :ADD 2 '1',LEFT,EVSC
Query: TRACe:DATA?

EVM vs Carrier

The "EVM vs Carrier" result display shows the error vector magnitude (EVM) of the
subcarriers. With the help of a marker, you can use it as a debugging technique to
identify any subcarriers whose EVM is too high.

The results are based on an average EVM that is calculated over the resource
elements for each subcarrier. This average subcarrier EVM is determined for each
analyzed slot in the capture buffer.

The contents of the result display depend on the evaluation range.

e [f you analyze all bandwidth parts (BWP), the result display contains a variable
number of traces that represent the bandwidth parts. The traces show the average
EVM of the corresponding signal part. The diagram header contains a legend that
shows the information that each trace carries.

e |f you analyze only one specific bandwidth part, or a single subframe, the diagram
contains three traces. The traces show the following information.

— The average subcarrier EVM over all slots in the selected signal part.
— The lowest subcarrier EVM over all slots in the selected signal part.
— The highest subcarrier EVM over all slots in the selected signal part.

e |[f you analyze only a single slot, the diagram contains one trace. That trace shows
the subcarrier EVM for that slot only. Average, minimum and maximum values in
that case are the same.

The x-axis represents the center frequencies of the subcarriers. The y-axis shows the
EVM in % or in dB, depending on the EVIM Unit.
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4 EVM vs Carrier o1 Avge 2 Min ® 3 Max
0.6 %
0.5 %
0.4 %

A o 1

0:2%

0.0 Hz 9.83 MHz/ 98.28 MHz

Remote command:

Selection LAY:ADD 2 '1',LEFT,EVCA

Query (y-axis): TRACe:DATA?

Query (x-axis): TRACe<n>[:DATA] : X? on page 287

EVM vs Symbol

The "EVM vs Symbol" result display shows the error vector magnitude (EVM) of the
OFDM symbols. You can use it as a debugging technique to identify any symbols
whose EVM is too high.

The results are based on an average EVM that is calculated over the resource
elements for each subcarrier. This average subcarrier EVM is determined for each
analyzed slot in the capture buffer.

The contents of the result display depend on the evaluation range.

e If you analyze all bandwidth parts (BWP), the result display contains a variable
number of traces that represent the bandwidth parts. The diagram header contains
a legend that shows the information that each trace carries.

e [f you analyze only one specific bandwidth part, a single subframe or a single slot,
the diagram contains one trace. That trace shows the average EVM of the symbols
in the selected signal part.

The x-axis represents the OFDM symbols, with each symbol represented by a dot on
the line. Any missing connections from one dot to another mean that the R&S FSV/A
could not determine the EVM for that symbol.

On the y-axis, the EVM is plotted either in % or in dB, depending on the EVM Unit.
5 EVM vs Symbol

1
|
! f

i

830.03 psf 9.9603 ms

Remote command:

Selection: LAY:ADD 2 '1',LEFT,EVSY

Query (y-axis): TRACe:DATA?

Query (x-axis): TRACe<n>[ :DATA] :X? on page 287
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EVM vs RB
The "EVM vs RB" result display shows the Error Vector Magnitude (EVM) for all
resource blocks that can be occupied by the PDSCH.

The contents of the result display depend on the evaluation range.

e If you analyze all bandwidth parts (BWP), the result display contains a variable
number of traces that represent the bandwidth parts. The traces show the average
EVM of the corresponding signal part. The diagram header contains a legend that
shows the information that each trace carries.

e [f you analyze only one specific bandwidth part, or a single subframe, the diagram
contains three traces. The traces show the following information.

— The average subcarrier EVM over all slots in the selected signal part.
— The lowest subcarrier EVM over all slots in the selected signal part.
— The highest subcarrier EVM over all slots in the selected signal part.

e If you analyze only a single slot, the diagram contains one trace. That trace shows
the subcarrier EVM for that slot only. Average, minimum and maximum values in
that case are the same.

If you select and analyze one subframe only, the result display contains one trace
that shows the resource block EVM for that subframe only. Average, minimum and
maximum values in that case are the same. For more information, see "Subframe
Selection" on page 184.

The x-axis represents the PDSCH resource blocks. On the y-axis, the EVM is plotted
either in % or in dB, depending on the EVM Unit.

6 EVM vs RB o1 Avge 2 Min ® 3 Max

0.35 %

I

B o "
ul“”"“"‘-m—n‘a.ﬂ‘hu'-ww_ 1'

Wmﬂ”d“““w"-"‘"\w o~ ...m,..-'

0.25 %
0 RB 27.3 RB/

Remote command:

Selection: LAY:ADD ? '1',LEFT,EVRB

Query (y-axis): TRACe:DATA?

Query (x-axis): TRACe<n>[:DATA] : X? on page 287

Frequency analysis

Diagrams that show various aspects of the signal frequency.

Allocation ID vs SYmMDBOI X Carri€r........uuuuuuuiiiiiiiiiiie e e e e s 34
Frequency Error vS SYMDOL.........uuuiieccieie e 34
Frequency Error vs SUBframe........cooo i 35
POWET SPECITUM. ...t e e e e e e e e e e e s reeeeaaeeeeenaan 36
[T o= T o I = 1 £57= (o o 1 36
[ F= 11 1= PP PP PPPPPPPTPN 37
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Allocation ID vs Symbol x Carrier
The "Allocation ID vs Symbol x Carrier" result display is a graphical representation of
the structure of the analyzed frame. It shows the allocation type of each subcarrier in
each symbol of the received signal.

The x-axis represents the OFDM symbols. The y-axis represents the subcarriers.

Each type of allocation is represented by a different color. The legend above the
diagram indicates the colors used for each allocation. You can also use a marker to get
more information about the type of allocation.

The color mapping is as follows.
e [N: PUSCH allocations
I PUCCH allocations
Bl : DMRS allocations (PUCCH, PUSCH)
I PTRS allocations
: SRS allocations

%]

Alloc ID vs Symbol X Carrier

Mot Used

B oD
ETTEE
[l il ey iy

L£n
L
—

E e e e

i

S e

g e e e e s e e e

F

bl i

Remote command:
Selection: LAY:ADD ? '1',LEFT,AISC
Query: TRACe:DATA?

>
&

Frequency Error vs Symbol

The "Frequency Error vs Symbol" result display shows the frequency error of each
symbol. You can use it as a debugging technique to identify any frequency errors within
symbols.

The result is an average over all subcarriers in the symbol.

The contents of the result display depend on the evaluation range.

e If you analyze all bandwidth parts (BWP), the result display contains a variable
number of traces that represent the bandwidth parts. The diagram header contains
a legend that shows the information that each trace carries.

e [f you analyze only one specific bandwidth part, a single subframe or a single slot,
the diagram contains one trace. That trace shows the average frequency error of
the symbols in the selected signal part.

The x-axis represents the OFDM symbols, with each symbol represented by a dot on
the line. The number of displayed symbols depends on the subframe selection. Any
missing connections from one dot to another mean that the R&S FSV/A could not
determine the frequency error for that symbol.

On the y-axis, the frequency error is plotted in Hz.
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Note that the variance of the measurement results in this result display can be much
higher compared to the frequency error display in the numerical result summary,
depending on the PDSCH and control channel configuration. The potential difference is
caused by the number of available resource elements for the measurement on symbol
level.

2 Freq Error vs Symbol

711.45 ps/ 9.9603 ms

Remote command:

Selection: LAY:ADD 2 '1',LEFT, FEVS

Query (y-axis): TRACe:DATA?

Query (x-axis): TRACe<n>[:DATA] :X? on page 287

Frequency Error vs Subframe

The "Frequency Error vs Subframe" result display shows the frequency error of each
subframe. You can use it as a debugging tool to identify any frequency errors among
subframes.

The result is an average over all subcarriers and symbols of each subframe.

The contents of the result display depend on the evaluation range.

e |[f you analyze all bandwidth parts (BWP), the result display contains a variable
number of traces that represent the bandwidth parts. The diagram header contains
a legend that shows the information that each trace carries.

e If you analyze only one specific bandwidth part, the diagram contains one trace.
That trace shows the average frequency error of the subframes in the selected
signal part. Selecting a specific subframe or slot from the evaluation range has no
effects on the contents of the diagram.

The x-axis represents the subframes, with each of the nine subframes represented by
a dot on the line.

The y-axis represents the frequency error in Hz.

3 Freq Error vs Subframe o1 Clrw

0 Subframe 1 Subframe/ 9 Subframe

User Manual 1178.9255.02 — 15 35



R&S®FSV3-K145 Measurements and result displays

Results for I/Q measurements

Remote command:

Selection: LAY:ADD ? '1',LEFT, FEVS

Query (y-axis): TRACe:DATA?

Query (x-axis): TRACe<n>[:DATA] : X? on page 287

Power Spectrum
The "Power Spectrum" shows the power density of the complete capture buffer in
dBm/Hz.

The displayed bandwidth depends on the channel bandwidth.
The x-axis represents the frequency. On the y-axis, the power level is plotted.

For multi-carrier measurement with a large bandwidth and automatic selection of the
amount of captured data, it can happen that only parts of the signal are displayed.

1 Power Spectrum

-100 dBm/Hz ————————
-120 dlém,sz

-140 qtsm;Hz

-160-dBm/Hz
180 dBm/Hz
0.0 Hz 12.29 MHz/ 122.88 MHz

Remote command:

Selection: LAY:ADD ? '1',LEFT, PSPE

Query (y-axis): TRACe:DATA?

Query (x-axis): TRACe<n>[:DATA] : X? on page 287

In-band Emission

The "In-band Emission" result display shows the power of the unused resource blocks
relative to the allocated resource blocks (yellow trace). The diagram also shows the in-
band emission limit lines (red trace). The allocated resource blocks are not evaluated.

The x-axis represents the resource blocks. The numbering of the resource blocks is
based on 3GPP 38.521 as a function of the resource block offset from the edge of the
allocated uplink transmission bandwidth.

The y-axis shows the measured power for each resource block.

The evaluation method depends on the evaluation range:

e To check against limits, evaluate all bandwidth parts, subframes and slots. In that
case, the measurement is evaluated over 10 subframes as defined by 3GPP. In
addition, analyze a number of frames according to the standard and all slots in the
frame.

e If you select a specific slot, the in-band emissions are evaluated over a single slot.
In that case, however, the measurement does not check against limits.

You can only use a single PUSCH or PUCCH allocation to get results for the in-band
emission.

Limits for the in-band emission are specified in 3GPP 38.521-1/2.
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3 Rel. Inband Emission

s
P |
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You can also display the in-band emissions for the allocated resource block in addition
to the unused resource blocks when you select the "Inband Emissions All" result
display.

4 Rel. Inband Emission ALL

r

55| G

0 RB

Remote command:

Selection: LAY:ADD ? '1',LEFT, IE

Selection: LAY:ADD 2 '1',LEFT, IEA

Query (y-axis): TRACe:DATA?

Query (x-axis): TRACe<n>[ :DATA] :X? on page 287

Limit check: CATL.Culate<n>:LIMit<1i>:FAIL? on page 266

Flatness
The "Flatness" result analyzes the relative power offset caused by the transmit channel
for each subcarrier.

The contents of the result display depend on the evaluation range.

e |[f you analyze all bandwidth parts (BWP), the result display contains a variable
number of traces that represent the bandwidth parts. The traces show the average
flatness of the corresponding signal part. The diagram header contains a legend
that shows the information that each trace carries.

e If you analyze only one specific bandwidth part, a specific frame or a single sub-
frame, the diagram contains three traces. The traces show the following informa-
tion.

— The average subcarrier flatness over all slots in the selected signal part.
— The lowest subcarrier flatness over all slots in the selected signal part.
— The highest subcarrier flatness over all slots in the selected signal part.

e If you analyze only a single slot, the diagram contains one trace. That trace shows
the subcarrier flatness for that slot only. Average, minimum and maximum values in
that case are the same.
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The x-axis represents the frequency. On the y-axis, the channel flatness is plotted in
dB.

The spectrum flatness is also tested against the limits defined by 3GPP. Limit evalua-
tion is slot-based, so the limit lines (red color) are only displayed in the diagram, if you
select a certain slot.

Limits are defined for each operating band. For single carrier scenarios, the

R&S FSV/A automatically determines the operating band based on the center fre-
quency. For multi-carrier scenarios, make sure to select the correct operating band.
The shape of the limit line also depends on the operating conditions.

4 Flatness vs Carrier o1 Avg e 2 Min ® 3 Max
2dB

1dB

0 dB

-1 dB
__.:—ﬁg"'__
0.0 Hz 9.83 MHz/ 08.28 MHz

Remote command:

Selection: TAY:ADD ? '1',LEFT,SFL

Query:

TRACe:DATA?

TRACe<n>[:DATA] : X? on page 287

Limit check: CALCulate<n>:LIMit<1i>:FAIL? on page 266

Power analysis

Diagrams that show various aspects of the signal power.

(@7 o1 (0[S = T U N 38
Power VS SYMDOI X CaArTiEr.......uuuiiiiiiiiiieie e e e e ettt e e e e e e aaaaaaees 39
O 0 I LSS 40

Capture Buffer
The "Capture Buffer" shows the complete range of captured data for the last data
capture.

The x-axis represents time. The maximum value of the x-axis is equal to the Capture
Time.

The y-axis represents the amplitude of the captured I/Q data in dBm (for RF input).

The capture buffer uses the auto peak detector to evaluate the measurement data. The
auto peak detector determines the maximum and the minimum value of the measured
levels for each measurement point and combines both values in one sample point.
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3 Capture Buffer & [joExport @1 Clrw

2.01 ms/

Figure 3-1: Capture buffer without zoom

A green vertical line at the beginning of the green bar in the capture buffer represents
the frame start. The diagram also contains the "Start Offset" value. This value is the
time difference between the frame start and capture buffer start.

For PRACH analysis, the green line indicates the location of the preamble relative to
the start of the capture buffer ("Preamble Start Offset").

The header of the "Capture Buffer" result display contains an "I/Q Export" button that
allows you to export 1/Q data easily.

Remote command:

Selection: LAY:ADD 2 '1',LEFT,CBUF

Query (y-axis): TRACe:DATA?

Query (x-axis): TRACe<n>[:DATA] : X? on page 287

Frame start offset: FETCh [ :CC<cc>] [: ISRC<ant>] [ :FRAMe<fr>]:SUMMary:
FOFFset? on page 239

Power vs Symbol x Carrier
The "Power vs Symbol x Carrier" result display shows the power for each carrier in
each symbol.

The x-axis represents the symbols. The y-axis represents the subcarriers. Different
colors in the diagram area represent the power. A color map in the diagram header
indicates the corresponding power levels.

6 Power vs Symbol X Carrier

Remote command:
Selection: LAY:ADD 2 '1',LEFT, PVSC
Query: TRACe:DATA?
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CCDF
The "Complementary Cumulative Distribution Function (CCDF)" shows the probability
of an amplitude exceeding the mean power. For the measurement uses the complete

capture buffer.
The x-axis represents the power relative to the measured mean power.

The y-axis plots the probability in %.

%,

L

-18 dB 12 dB
Mean Peak Crest 10% 1% 0.1% 0.01%
-21.30 dBm-10.15 dBm 11.16 dB  3.68 dB 6.68dB 8.45dB 9.60 dB

In addition to the diagram, the results for the CCDF measurement are summarized in
the CCDF table.

Mean Mean power

Peak Peak power

Crest Crest factor (peak power — mean power)

10 % 10 % probability that the level exceeds mean power + [x] dB
1% 1 % probability that the level exceeds mean power + [x] dB
0.1% 0.1 % probability that the level exceeds mean power + [x] dB
0.01 % 0.01 % probability that the level exceeds mean power + [x] dB

Remote command:

Selection: LAY:ADD 2 '1',LEFT,CCDF

Query (y-axis): TRACe:DATA?

Numerical results: CATL.Culate<n>:STATistics:CCDF:X<t>? on page 249
Numerical results: CALCulate<n>:STATistics:RESult<res>? on page 250

3.4.5 Beamforming analysis

Diagrams that show various aspects of the beamforming characteristics.

The beamforming summary contains the results in numerical format.

ST =T 11 18 o L= SRR 40
RS 1= T YT 41
RS Phase DiffErENCE. . ... ettt e et e e e et e e e e e s e e eaean 42

RS Magnitude
The "RS Magnitude" result display shows the magnitude of the carriers occupied by
various reference signals (PDSCH, PDCCH etc.) on different antenna ports (AP).
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The contents of the result display depend on the evaluation range.

e |[f you analyze all antenna ports, the result display contains one trace for each
antenna port. The traces show the average magnitude of the corresponding
antenna port. The diagram header contains a legend that shows the information
that each trace carries.

e If you analyze a specific antenna port, the diagram contains three traces.

— The average magnitude over all slots on the selected antenna port.
— The lowest magnitude over all slots on the selected antenna port.
— The highest magnitude over all slots on the selected antenna port.

e |[f you analyze only a single slot, the diagram contains one trace. That trace shows
the magnitude for that slot only. Average, minimum and maximum values in that
case are the same.

The x-axis represents the frequency, with the unit depending on your selection. The
y-axis shows the magnitude of each antenna port in dB.

Because the beamforming configuration can change between the slots of one frame,
the contents of this result display for Slot Selection ="All' might be invalid. Thus, we
recommend selecting the precise slot to be evaluated to get valid results.

3 RS Magnitude o1 AP 4000= 2 AP 1000 =3 AP 2000« 4 AP 3000

RS Weights : All

L

9.83 MHz/ 98.28 MHz

Remote command:
Selection: LAY:ADD ? '1',LEFT,RSMA
Query: TRACe:DATA?

RS Phase
The "RS Phase" result display shows the phase of the carriers occupied by various
reference signals (PDSCH, PDCCH etc.) on different antenna ports (AP).

The contents of the result display depend on the evaluation range.

e If you analyze all antenna ports, the result display contains one trace for each
antenna port. The traces show the average phase of the corresponding antenna
port. The diagram header contains a legend that shows the information that each
trace carries.

e If you analyze a specific antenna port, the diagram contains three traces.

— The average phase over all slots on the selected antenna port.
— The lowest phase over all slots on the selected antenna port.
— The highest phase over all slots on the selected antenna port.

e [f you analyze only a single slot, the diagram contains one trace. That trace shows
the phase for that slot only. Average, minimum and maximum values in that case
are the same.

The x-axis represents the frequency, with the unit depending on your selection. The
y-axis shows the phase of each antenna port in degrees.
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Because the beamforming configuration can change between the slots of one frame,
the contents of this result display for Slot Selection = 'All' might be invalid. Thus, we
recommend selecting the precise slot to be evaluated to get valid results.

1 RS Phase o1 AP 1000= 2 AP 1001 = 3 AP 2000 = 4 AP 3000
RS

270.0 kHz 450.0 kHz/

Remote command:
Selection: LAY:ADD 2 '"1',LEFT,RSWP
Query: TRACe:DATA?

RS Phase Difference
The "RS Phase Difference" result display shows the phase difference of different
antenna ports (AP) relative to a reference antenna port.

The contents of the result display depend on the evaluation range.

e If you analyze all antenna ports, the result display contains one trace for each
antenna port (but not the reference antenna port). The traces show the average
phase deviation of the corresponding antenna port to the reference antenna port.
The diagram header contains a legend that shows the information that each trace
carries.

e [f you analyze a specific antenna port, the diagram contains three traces.

— The average phase deviation over all slots on the selected antenna port.
— The lowest phase deviation over all slots on the selected antenna port.
— The highest phase deviation over all slots on the selected antenna port.

e If you analyze only a single slot, the diagram contains one trace. That trace shows
the phase deviation for that slot only. Average, minimum and maximum values in
that case are the same.

The x-axis represents the frequency, with the unit depending on your selection. The
y-axis shows the phase deviation of each evaluated antenna port in degrees.

Because the beamforming configuration can change between the slots of one frame,
the contents of this result display for Slot Selection ="All' might be invalid. Thus, we
recommend selecting the precise slot to be evaluated to get valid results.

2 RS Phase Diff 1 AP 1001 =2 AP 3000
Reference AP : AP 1000

270.0 kHz 450.0 kHz/ 4.23 MHz
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Remote command:
Selection: LAY:ADD ? '1',LEFT,RSWP
Query: TRACe:DATA?

3.4.6 Tables

Tables contain the results in a numerical format.

The main numerical result is the result summary. This section describes all other
numerical results.

AllOCAtION SUMMIEIY....eiiiiiiiiiiie ettt e et e e e st et e e e s snbe e e e e s abeeeaeeanee 43
T ] 1= Y= o R 44
INband EMISSIONS SUMMAIY........uiiiiiiiiieee e e et e e e e e e e e s e srrarrrrer e e e e e e e e s s e snnnreaeeees 45
Beamforming SUMMAIY........oooiiiiiiicccre s e e e e e e e e e e e e 46
T (ST o =1 o] = U 47

Allocation Summary
The "Allocation Summary" shows various parameters of the measured allocations in a
table.

Each row in the allocation table corresponds to an allocation. A set of several alloca-
tions make up a slot. A horizontal line indicates the beginning of a new slot. Special
allocations summarize the characteristics of all allocations in a bandwidth part ("BWP
ALL") and the radio frame ("TOTAL ALL").

The "BWP ALL" and "TOTAL ALL" values are an average of all EVM values in the
table. For example: (EVM PDSCH 1 + EVM PDSCH 2 + EVM PDSCH 3 + EVM
DMRS) / 4. Each value has the same weight. Therefore, a fully loaded PUSCH across
multiple symbols has the same weight as a single symbol DMRS.

2 Allocation Summary * TableConfig
Allocation No of Rel . Power per EVM
BWP/SF/Slot D RBs Power [dB] Modulation RE [dBm] [%]
o/0/0 PUSCH O 273 0.000 64Q0AM -57.102 0.268
PUSCH DMRS 0 0.000 ( -57.101 0.261

-

0/0/1 PUSCHO 273 0.000 641QAM -57.097 0.268

PUSCH DMRS 0 0.000 -57.101 0.258

0/1/2 PUSCH O 273
The columns of the table show the following properties for each allocation.
The location of the allocation (slot, subframe, bandwidth part number).
The ID of the allocation (channel type).
Number of resource blocks used by the allocation.
The relative power of the allocation in dB.
The modulation of the allocation.
The power of each resource element in the allocation in dBm.
The EVM of the allocation.
The unit depends on the EVM unit.

Select "TableConfig" to open a dialog box that allows you to add and remove columns.
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Remote command:
Selection: LAY:ADD ? '1',LEFT,ASUM
Query: TRACe:DATA?

Bitstream
The "Bitstream" shows the demodulated data stream for the data allocations.

Each row in the table corresponds to an allocation (PUSCH or PUCCH). A set of
several allocations make up a slot.

At the end of the table is a summary of the bitstream for certain configurations.

e Total number of bits or symbols

Total number of coded bits

Total number of bit errors

Bit error rate (BER) in percent

Bits per second (= coded bits - bit errors)

The totals are calculated over all PUSCH allocations that contribute to the bit-
stream. If the CRC fails for one of the allocations, the R&S FSV/A returns NAN for
the total numbers.

The bitstream summary is displayed under the following conditions.
e Select an ORAN test case.

The PUSCH reference data must be "ORAN PN23".
e Outside of ORAN test cases:

Select demodulation data = "Decoded Payload Data".

Depending on the bitstream format, the numbers represent either bits (bit order) or
symbols (symbol order).

e For the bit format, each number represents one raw bit.
e For the symbol format, the bits that belong to one symbol are shown as hexadeci-
mal numbers.

Resource elements that do not contain data or are not part of the transmission are
represented by a "-".

5 Bitstream Table

R . Modulation # Symb Bitstreanm

BWP/Sf/Slot D —
0/0/0 PUSCH D 1/1 QPSK 44226 00 00 OD OO 0O 0O 0O 0O 0O

0/0/1 PUSCH 0 1/1 44226 00 00 00D OO0 OO 0O 0O 0O 0O

0/1/2 PUSCH 0 1/1 QPSK 44226 00 00 00 0O OO 0O 0O OO 0O

nJ4 12 DICL N 1./4 D K AATIE AN_NN NN AN N0 AN AN nne nne T

3

The table contains the following information:

e BWP/Sf/Slot
Number of the bandwidth part, subframe and slot the bits belong to.
e Allocation ID
Channel the bits belong to.
The channel is the PUSCH allocation.
e Codeword
Code word of the allocation.
e Modulation
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Modulation type of the channels.

e # Symbols / # Bits
Number of symbols in the allocation.

e Bit Stream
The actual bitstream.
The table only shows the first few bits for each slot. If you want to see the complete
bitstream, you have to select a certain bandwidth part, subframe and slot from the
evaluation range. When you have done that, you can select "Extended" bitstream
from the header row.

Bitstream Extended | [Compact]
00 00 00 00 0D 0D OO 00 0O ©0 0O OO 0O 00 OO OO ..

Bitstream [Extended] | Compact

00 00 00 00 0O 00 00 OO OO Q0 OO OO OO 0O 00 00
00 00 00 00 OO 00 00 OO OO 0O OO OO OO 0O 00 00
00 00 00 00 00 00 0D OO 00 00 OO OO OO0 00 00 00
00 00 00 00 OO 00 OO 0O 00 0O OO OO OO OO 00 OO
00 00 00 00 00 0D OO OO 00 0D OO OO OO 0O 03 0O
00 00 00 00 0O 00 00 OO OO 00 OO 00 OO 00 00 00
00 00 00 00 OD 0O OO 0O 00 0O OO OO OO0 0D 0O OO

Figure 3-2: Compact vs extended bitstream (symbol format for coded data)

In the extended display, the "# Symbols" / "# Bits" column turns into the "Bit Index"
or "Symbol Index" column, which indicates the position of the table row's first bit or
symbol within the complete stream.

If you decode the payload data, the R&S FSV/A shows the number of coded bits
(# symbols * Number of bits per symbol) and the number of bit errors at the end of
the bitstream. The number of info bits transmitted by the PDCCH is displayed in a
dedicated column ("# Bits").

Remote command:
Selection: LAY:ADD ? '1',LEFT,BSTR
Query: TRACe:DATA?

Inband Emissions Summary

The "Inband Emissions Summary" analyzes the power of the unused resource blocks
relative to the allocated resource blocks as numerical values. This table extends the
inband emissions diagram.

4 Rel. Inband Emission Summary
Parameter Power . .
Description T Rel [dB] e

General 35.07
IQ Image 39 . 46.28

Carrier Leakage 67 . 49.32

Each row in the table corresponds to one of the limit categories defined in 3GPP
38.521, table 6.4.3.2.5.

e General
Evaluates the limits for all non-allocated resource blocks.
e |QImage

Evaluates the limits for resource blocks on the image frequency.
e Carrier Leakage
Evaluates the limits for resource blocks on the carrier leakage frequency.
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Each column shows the result of the limit check.

e RB No.
Resource block whose power is nearest to the limit.
The numbering of the resource blocks is based on 3GPP 38.521 as a function
of the resource block offset from the edge of the allocated uplink transmission
bandwidth.

e Power Rel [dB]
Relative power that was measured on the corresponding resource block.

e A Limit [dB]
Distance between the measured power and the limit value defined by 3GPP for the
corresponding resource block.

You can also check these results in the inband emissions diagram by placing a marker
on the corresponding resource block and read out the measured power.

Remote command:
Selection: LAY:ADD 2 '1',LEFT, IEA
Query: TRACe:DATA?

Beamforming Summary

The "Beamforming Summary" shows the phase characteristics for each allocation used
by the UE-specific reference signals (PDSCH, CORESET, CSI-RS etc.) in numerical
form.

2 Beamforming Summary

Allocati Ant ]
BWP/Sf/Slot ‘.’r‘;ap:’“ “P‘f)':t“a Phase [°]  Phase Diff [°]

0/0/0 PDSCH AP 1000 0.000
CORESET AP 2000 -134.124 -134.124

0/0/1 PDSCH AP 1000 -0.000
CORESET AP 2000 59.630 59.630

0/1/2 PDSCH AP 1000 0.000
CORESET AP 2000 -1068.054 -708.054 7

The rows in the table represent the allocation types. A set of allocations forms a slot.
The slots are separated by a line. The columns of the table contain the following
information:

e BWP /SF/ Slot
Location of the allocation (bandwidth part - subframe - slot).
e Allocation Type
Type of the allocation.
e Antenna Port
Antenna port used by the allocation.
e Phase
Phase of the allocation in degrees.
e Phase Diff(erence)
Phase difference of the allocation relative to the reference antenna port.
e Average RS Weights
Average magnitude of the weighted reference signal carriers in dB.
e Rel Power
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Results for PRACH analysis

Power of each antenna port relative to the reference AP defined for the corre-
sponding slot.

The relative power in combination with the phase difference allows you to calculate
the beamforming.

Remote command:
Selection: LAY:ADD 2 '1',LEFT,BSUM
Query: TRACe:DATA?

Marker table
The "Marker Table" shows information about all active markers.

This table is displayed automatically if configured accordingly.

Wnd Shows the window the marker is in.

Type Shows the marker type and number ("M" for a nor-
mal marker, "D" for a delta marker).

Trc Shows the trace that the marker is positioned on.

Ref Shows the reference marker that a delta marker
refers to.

X-/Y-Value Shows the marker coordinates (usually frequency
and level).

Z-EVM Shows the "EVM", power and allocation type at the

Z-Power marker position.

Z-Alloc ID Only in 3D result displays (for example "EVM vs

Symbol x Carrier").

Remote command:

Selection: LAY:ADD 2 '1',LEFT,MTAB

Query (x-value): CAL.Culate<n>:MARKer<m>:X on page 247
Query (y-value): CAL.Culate<n>:MARKer<m>:Y on page 247
Query (z-value): CALCulate<n>:MARKer<m>:Z? on page 248
Query (all): CALCulate<n>:MARKer<m>:7:ALL? on page 248

Results for PRACH analysis

Access: [Meas] > "PRACH Analysis"

You can select the result displays from the evaluation bar and arrange them as you like
with the SmartGrid functionality.

Remote command:
Measurement selection: CONFigure [ :NR5G] :MEASurement on page 289
Result display selection: LAYout : ADD[ :WINDow] ? on page 203

The following result displays carry the same information as those available for 1/Q
measurements, but for the preambles:

e Capture buffer
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e Power spectrum
e Constellation diagram
e Marker table

The contents of the numerical result summary are similar (fewer result are available for
PRACH analysis). For a comprehensive description, see .

Spectrum Flatness
The "Spectrum Flatness" result shows the relative power offset caused by the transmit
channel for each subcarrier.

The contents of the result display depend on the evaluation range.

e If you analyze all preambles, the diagram contains three traces. The traces show
the following information.
— The average subcarrier flatness over all preambles in the selected signal part.
— The lowest subcarrier flatness over all preambles in the selected signal part.
— The highest subcarrier flatness over all preambles in the selected signal part.

e [f you analyze only a single preamble, the diagram contains one trace. That trace
shows the subcarrier flatness for that preamble only. Average, minimum and maxi-
mum values in that case are the same.

The x-axis represents the frequency. On the y-axis, the channel flatness is plotted in
dB.

Remote command:

Selection: LAY:ADD 2 '1',LEFT, FVCA
Query results:

TRACe:DATA?

TRACe<n>[:DATA] : X? on page 287

PRACH Allocation Summary
The "Allocation Summary" shows various parameters of the measured allocations in a
table.

Each row in the allocation table corresponds to a preamble. A set of several preambles
make up the PRACH. The last row summarizes the characteristics of all preambles in
the PRACH ("TOTAL ALL").

The columns of the table show the following properties for each allocation.

e Anindex number of the preamble.

e The allocation ID (always "PRACH").

e Number of resource blocks used by the preamble, expressed as number of
resource blocks for PUSCH.

The relative power of the preamble in dB.

The modulation of the preamble (always "CAZAC").

The power of the preamble in dBm.

The EVM of the preamble.

The unit depends on the EVM unit

Select "TableConfig" to open a dialog box that allows you to add and remove columns.

Remote command:
Selection: LAY:ADD 2 '1',LEFT,ASUM
Query: TRACe:DATA?
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3.6 Frequency sweep measurements

Access (ACLR): [Meas] > "Channel Power ACLR"
Access (SEM): [Meas] > "Spectrum Emission Mask"

The 5G NR application supports the following frequency sweep measurements.

e Adjacent channel leakage ratio (ACLR)

e Spectrum emission mask (SEM)

Instead of using I/Q data, the frequency sweep measurements sweep the spectrum
every time you run a new measurement. Therefore, it is mandatory to feed a signal

into the RF input for these measurements. Using previously acquired 1/Q data for the
frequency sweep measurements is not possible (and vice-versa).

Because each of the frequency sweep measurements uses different settings to obtain
signal data it is also not possible to run a frequency sweep measurement and view the
results in another frequency sweep measurement.

Make sure to have sufficient bandwidth to be able to capture the whole signal, includ-
ing neighboring channels.
Features of the frequency sweep measurements:
e SEM measurements use the FFT sweep type by default. For more information, see
the R&S FSV/A user manual.
In addition to the specific diagrams and table (see description below), frequency sweep
measurements support the following result displays.
e "Marker table" on page 47
e Marker peak list
Both result displays have the same contents as the spectrum application.
Remote command:
Measurement selection: CONFigure [ :NR5G] :MEASurement on page 289

Result display selection: LAYout :ADD[ :WINDow] ? on page 203

Adjacent Channel Leakage Ratio (ACLR).........ccooiiiiiiiiieiiee et 49
L RESUIE IAGIAM. ...ttt ettt s et e et s s s s e s sesee s seenas 50
L RESUIE SUMMAIY ...ttt ee et ee s e e e e ee e 50
Spectrum Emission Mask (SEM)......ccouiiiiiiiiii et 51
L RESUIt AIAGIam.......covveeeeeeecececeetete ettt ee e s nananaeaeeeeens 51
L RESUIL SUMMAIY......cviveeeeeeeeeeeeeceete et ee e ee e s esasee et tesessssses e s e anasanenees 51
MarKer PEAK LiSt.......coiiiiiiiiiieiiiiei ettt s e e e 52

Adjacent Channel Leakage Ratio (ACLR)

The adjacent channel leakage ratio (ACLR) measurement is designed to analyze sig-
nals that contain multiple signals for different radio standards. You can use the ACLR
measurement to determine the power of the transmit (Tx) channel and the power of the
neighboring (adjacent) channels to the left and right of the Tx channel. Thus, the ACLR
measurement provides information about the power in the adjacent channels as well
as the leakage into these adjacent channels.
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When you measure the ACLR in the 5G NR application, the R&S FSV/A automatically
selects appropriate ACLR settings based on the selected channel bandwidth.

For a comprehensive description of the ACLR measurement, refer to the user manual
of the R&S FSV/A.

Remote command:
Selection: CONFigure [ :NR5G] :MEASurement on page 289

Result diagram < Adjacent Channel Leakage Ratio (ACLR)

The result diagram is a graphic representation of the signals with a trace that shows
the measured signal. Individual channels (Tx and adjacent channels) are indicated by
vertical lines and corresponding labels.

In addition, the R&S FSV/A highlights the channels (blue: Tx channel, green: adjacent
channels).

The x-axis represents the frequency with a frequency span that relates to the specified
5G NR channel and adjacent channel bandwidths. On the y-axis, the power is plotted
in dBm.

The power for the Tx channel is an absolute value in dBm. The power of the adjacent
channels is relative to the power of the Tx channel.

In addition, the R&S FSV/A tests the ACLR measurement results against the limits
defined by 3GPP.

Remote command:
Result query: TRACe:DATA?

Result summary <— Adjacent Channel Leakage Ratio (ACLR)

The result summary shows the signal characteristics in numerical form. Each row in
the table corresponds to a certain channel type (Tx, adjacent channel). The columns
contain the channel characteristics.

e Channel
Channel type (Tx, adjacent or alternate channel).
e Bandwidth
Channel bandwidth.
o Offset
Channel spacing.
e Power

Power of the Tx channel.
e Lower/ Upper
Relative power of the lower and upper adjacent and alternate channels. The values
turn red if the power violates the limits.
Depending on the evaluation logic, the R&S FSV/A shows either the absolute
power in dBm, the relative power in dBc or both power values. The overall limit
check passes or fails, depending on your selected evaluation logic. The result of
the limit check is displayed in the table header.
Remote command:
Result query: CALCulate<n>:MARKer<m>:FUNCtion:POWer<sb>:RESult|[:
CURRent]?
Result query details: CAL.Culate<n>:MARKer<m>:FUNCtion:POWer<sb>:
RESult:DETails on page 285
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Limit check: CATL.Culate<n>:LIMit<1i>:FATIL? on page 266

Limit check absolute: CAT.Culate<n>:LIMit<1li>:ACPower:ACHannel :RESult:
ABSolute on page 261

Limit check relative: CAL.Culate<n>:LIMit<1li>:ACPower:ACHannel :RESult:
RELative on page 262

Spectrum Emission Mask (SEM)

The "Spectrum Emission Mask" (SEM) measurement shows the quality of the mea-
sured signal by comparing the power values in the frequency range near the carrier
against a spectral mask that is defined by the 3GPP specifications. In this way, you can
test the performance of the DUT and identify the emissions and their distance to the
limit.

For a comprehensive description of the SEM measurement, refer to the user manual of
the R&S FSV/A.

Remote command:
Selection: CONFigure[:NR5G] :MEASurement on page 289

Result diagram < Spectrum Emission Mask (SEM)
The result diagram is a graphic representation of the signal with a trace that shows the
measured signal. The SEM is represented by a red line.

If any measured power levels are above that limit line, the test fails. If all power levels
are inside the specified limits, the test passes. The application labels the limit line to
indicate whether the limit check has passed or failed.

The x-axis represents the frequency with a frequency span that relates to the specified
5G NR channel bandwidths. The y-axis shows the signal power in dBm.

Remote command:
Result query: TRACe:DATA?

Result summary «— Spectrum Emission Mask (SEM)

The result summary shows the signal characteristics in numerical form. Each row
in the table corresponds to a certain SEM range. The columns contain the range
characteristics. If a limit fails, the range characteristics turn red.

e Start/ Stop Freq Rel
Start and stop frequency of each section of the spectrum emission mask relative to
the center frequency.

e RBW
Resolution bandwidth of each section of the spectrum emission mask.

e Freq at A to Limit
Absolute frequency whose power measurement being closest to the limit line for
the corresponding frequency segment.

e Power Abs
Absolute measured power of the frequency whose power is closest to the limit. The
application evaluates this value for each frequency segment.

e Power Rel
Distance from the measured power to the limit line at the frequency whose power
is closest to the limit. The application evaluates this value for each frequency
segment.

e AtoLimit
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Minimal distance of the tolerance limit to the SEM trace for the corresponding fre-
quency segment. Negative distances indicate that the trace is below the tolerance
limit, positive distances indicate that the trace is above the tolerance limit.

Marker Peak List

The "Marker Peak List" determines the frequencies and levels of peaks in the fre-
quency or time domain. You can define how many peaks to display, as well as the sort
order. In addition, the detected peaks can be indicated in the diagram. You can also
export the peak list to a file for analysis in an external application.

You can define search and sort criteria to influence the results of the analysis.

Remote command:

Selection: LAY:ADD ? '1',LEFT,MTAB

Query (x-value): CALCulate<n>:MARKer<m>:X on page 247
Query (y-value): CAL.Culate<n>:MARKer<m>:Y on page 247
Query (z-value): CAL.Culate<n>:MARKer<m>:Z7? on page 248
Query (all): CALCulate<n>:MARKer<m>:7:ALL? on page 248

3.7 Combined measurements

Access (ACLR): [MEAS] > "Channel Power ACLR"

For an introduction on combined measurements and their application, see Section 4.5,
"Combined measurement guide", on page 150.

The measurements (EVM, ACLR and SEM) themselves are the same as in their
respective mode. The combined mode supports all result displays that are available for
the corresponding measurements (diagrams, tables etc.).

Note that combined measurements are not available for FR2-2 frequency deployment.

For a comprehensive description of the measurements and their result displays, refer
to:

e EVM measurements
e ACLR measurements (single carrier measurements)
e SEM measurements (single carrier measurements)

Using the combined EVM / ACLR / SEM results table

Combined measurements show the results of the measurement sequence in a large
numerical result summary. This result summary contains a list of all single measure-
ments (events) in the measurement sequence.

Each line in the result summary corresponds to an event (aka "Meas ID"). Each
column shows a certain aspect about the events. By default, the table contains the
results of all measurements.

You have several options to work with the table.
1. Filter the results by certain aspects.

2. Add columns (= other results) to the tables.
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3. Select a line to view the results for the captured 1/Q data of the corresponding
event.
When you select a single event, you can view the usual result displays (tables and
diagrams) available for the EVM, ACLR and SEM measurements. By default, the
R&S FSV/A only shows the result summaries, but you can add other result displays
as well.

4. Select another line to compare the results of different events.

5. Apply different settings to the captured data.
You can apply different settings to all events or the selected event only.
All events: "Sweep" > "Refresh"
Selected event: "Sweep" > "Refresh Current”
The result summary displays a yellow star for all events whose settings deviate
from the current setting - if you select a certain measurement and change the
signal configuration, all other measurements get a yellow star.
Yellow stars disappear if you also apply the current signal configuration to other
events. To do so, select an event and apply the current configuration.
You can restore the initial settings with "Restore Settings" available in the "Meas
Config" softkey menu.

In addition to the results available for EVM, ACLR and SEM measurements, the com-
bined measurements result summary contains the following events aspects.

Meas ID
Index number that identifies each measurement in the measurement sequence.

Remote command:
TRACe:DATA?

(oo
Number of the component carrier that the corresponding measurement refers to.

Available for multi-carrier measurements.

Remote command:
via the suffix at the cc<cc> keyword

Time Stamp
Beginning time of the I/Q data capture for the corresponding measurement (= time
when the event has occurred).

The time stamp is a value relative to the first event. The first event has a time stamp =
0 seconds.

Remote command:
FETCh[:CC<cc>] [:ISRC<ant>] [:FRAMe<fr>]:SUMMary:TSTamp? on page 245
TRACe:DATA?

Time Stamp Delta
Time that has passed between events.
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The delta is therefore the difference between the time stamp of two consecutive mea-
surements.

Remote command:
FETCh[:CC<cc>] [:ISRC<ant>] [:FRAMe<fr>] :SUMMary:TSDelta?
on page 245

Center Frequency
Center frequency of the component carrier.

Available for combined multi-carrier measurements.

Remote command:
FETCh[:CC<cc>] [:ISRC<ant>] [:FRAMe<fr>]:SUMMary:CFRequency?
on page 241

Frequency Offset
Frequency offset of the component carrier relative to the center frequency of the first
component carrier.

Available for combined multi-carrier measurements.

Remote command:
FETCh[:CC<cc>] [:ISRC<ant>] [:FRAMe<fr>] :SUMMary:FOFFset?
on page 239

EVM All CCs
Average EVM of all resource elements over all CCs in the corresponding measurement
of the measurement sequence.

Available for combined multi-carrier measurements.

Remote command:
FETCh[:CC<cc>] [:ISRC<ant>] [:FRAMe<fr>]:SUMMary:EAACcs? on page 242

Power All CCs
Total power over all CCs in the corresponding measurement of the measurement
sequence.

Available for combined multi-carrier measurements.

Remote command:
FETCh[:CC<cc>] [:ISRC<ant>] [:FRAMe<fr>]:SUMMary:PACCs? on page 243

Sync State
Synchronization state for the corresponding measurement.

Remote command:
FETCh[:CC<cc>] [:ISRC<ant>] [:FRAMe<fr>] :SUMMary:SSTate? on page 244
TRACe:DATA?

ACLR Pass / Fail
Limit check results for the ACLR of the corresponding measurement.

You can check the ACLR against the absolute or relative limits defined by 3GPP. The
result summary shows the limit check results that you have selected.
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"ACLR Pass/  Overall limit check result

Fail"

"ACLR Abs Absolute limit check result.
Pass / Fail"

"ACLR Rel Relative limit check result.
Pass / Fail"

Remote command:

ACLR absolute or relative: FETCh [ :CC<cc>] [ : ISRC<ant>] [ :FRAMe<fr>]:
SUMMary:APFail? on page 240

ACLR absolute: FETCh[:CC<cc>] [:ISRC<ant>] [:FRAMe<fr>]:SUMMary:
AAPFail? on page 240

ACLR relative: FETCh[:CC<cc>] [:ISRC<ant>] [:FRAMe<fr>]:SUMMary:
ARPFail? on page 241

Trace data: TRACe:DATA?

SEM Pass / Fail
Overall limit check result for the SEM of the corresponding measurement.

For multi-carrier measurements, the application does not evaluate the SEM.

Remote command:

SEM: FETCh[:CC<cc>] [:ISRC<ant>] [:FRAMe<fr>] :SUMMary:SPFail?
on page 244

Trace data: TRACe:DATA?

OVLD
Warning message if an overload status was detected (RF overload, RF input overload,
IF overload).

For details about the overload states and what to do about them, see the R&S FSV/A
user manual.

Remote command:
FETCh[:CC<cc>] [:ISRC<ant>] [:FRAMe<fr>]:SUMMary:OVLD? on page 242
TRACe:DATA?

3.8 Reference: custom limits

The R&S FSV/A checks various results against the limits defined by 3GPP. For some
of those limits, you can define custom limits.

I/Q measurement result summary

e EVM PDSCH QPSK/ 16QAM / 64QAM / 256QAM

e EVM PUSCH PI/2 BPSK/ QPSK / 16QAM / 64QAM

e EVM PUSCH DMRS PI/2 BPSK/ QPSK/16QAM / 64QAM

e EVM PUCCH
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Limit values are stored in an XML file that combines the limits for downlink and uplink.
The file name must be Default.nr5G limits. Find the file in the following direc-
tory:

C:\R S\instr\user\NR5G\

The R&S FSV/A automatically applies the custom limits after you have copied the file
and restarted the R&S FSV/A.

The structure of the file is as follows. You can omit any xml elements you do not want
to define, either by making no entry or by deleting the corresponding element.

<Limits>

<DL>
<EVM>
<PDSCHQPSK Mean="0.185"></PDSCHQPSK>
<!--Unit: linear (1 = 0 dB, 0.1 = -20 dB)-->

<PDSCH16QAM Mean="0.135"></PDSCH16QAM>
<!--Unit: linear (1 = 0 dB, 0.1 = -20 dB)-->
<PDSCH64QAM Mean="0.09"></PDSCH64QAM>

<!--Unit: linear (1 = 0 dB, 0.1 = -20 dB)-->
<PDSCH2560QAM Mean="0.045"></PDSCH256QAM>
<!--Unit: linear (1 = 0 dB, 0.1 = -20 dB)-->
</EVM>

<TimeAlignmentError Limit="90"></TimeAlignmentError>
<!=-Unit [ns]-->
<OffPowSpectralDensity Limit="-82.5"></OffPowSpectralDensity>
<!--Unit: [dBm/MHz]-->
<TransientPeriodOFFToON Limit="10e-6"/>
<TransientPeriodONToOFF Limit="10e-6"/>
<!=--Unit [s]-->
</DL>
<UL>
<EVM>
<PUSCHPI_ 2BPSK Max="O.3"></PUSCHP172BPSK>

<!--Unit: linear (1 = 0 dB, 0.1 = -20 dB)-->
<PUSCHQPSK Max="0.175"></PUSCHQPSK>
<!--Unit: linear (1 = 0 dB, 0.1 = -20 dB)-->

<PUSCH16QAM Max="0.125"></PUSCH16QAM>
<!--Unit: linear (1 = 0 dB, 0.1 = -20 dB)-->
<PUSCH64QAM Max="0.08"></PUSCH64QAM>

<!--Unit: linear (1 = 0 dB, 0.1 = -20 dB)-->
<DMRSPUSCHPI_ 2BPSK Mean="0.3"></DMRSPUSCHPI_ 2BPSK>
<!--Unit: linear (1 = 0 dB, 0.1 = -20 dB)-->

<DMRSPUSCHQPSK Mean="0.175"></DMRSPUSCHQPSK>
<!-=-Unit: linear (1 = 0 dB, 0.1 = -20 dB)-->
<DMRSPUSCH16QAM Mean="0.125"></DMRSPUSCHI1 6QAM>

<!--Unit: linear (1 = 0 dB, 0.1 = -20 dB)-->
<DMRSPUSCH64QAM Mean="0.08"></DMRSPUSCH64QAM>
<!--Unit: linear (1 = 0 dB, 0.1 = -20 dB)-->

<PUCCH Max="0.175"></PUCCH>
<!-=-Unit: linear (1 = 0 dB, 0.1 = -20 dB)-->
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</EVM>
</UL>

</Limits>
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Configuration

3GPP 5G NR measurements require a special application on the R&S FSV/A, which
you activate using the [MODE] key on the front panel.

When you start the 5G NR application, the R&S FSV/A starts to measure the input
signal with the default configuration or the configuration of the last measurement (when
you have not performed a preset since then). After you have started an instance of the
5G NR application, the application displays the "Meas Config" menu which contains
functions to define the characteristics of the signal you are measuring.

Unavailable hardkeys

Note that the [SPAN], [BW], [TRACE], [LINES] and [MKR FUNC] keys have no con-
tents and no function in the 5G NR application.
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Configuration overview

Throughout the measurement channel configuration, an overview of the most important
currently defined settings is provided in the "Overview". The "Overview" is displayed
when you select the "Overview" menu item from the "Meas Setup" menu.

EVM/Frequency Error/Power

Mode
#CCs
Bandwidth
Cell ID

X

Uplink
1
100MHz
0

RF

13.25 GHz
0.0 dBm
10.0 dB

20.1 ms
1

Free Run
0.0s

Input
Frequency
Ref Level
Att

Capture Time
Max No of Slot
Source

Offset

Channel Est
Phase Tracking

Gain Imbalance /
Quadrature Error

Pilot&Payload
off

off

. Estimation/

Signal
Q Tracking

Description

Trigger/

— —9 Input/Frontend — I I Signal Capture

— |{ \_J! Display Config

— |f(x)| Analysis

ﬂ Demodulation

Use MC Filter
Demod Data Before Descramb..

All
All
All

Marker 1
Y Axis

off
-90.0 ~ 30.0 dBm

Capture Buffer
Subframe
Slot

Preset Channel Select Measurement Specifics for 1: Capture Buffer

In addition to the main measurement settings, the "Overview" provides quick access to
the main settings dialog boxes. The individual configuration steps are displayed in the
order of the data flow. Thus, you can easily configure an entire measurement channel
from input over processing to output and analysis by stepping through the dialog boxes
as indicated in the "Overview".

In particular, the "Overview" provides quick access to the following configuration dialog
boxes (listed in the recommended order of processing):

1. Signal Description

See Section 4.1.3, "Physical signal description", on page 63.
2. Input/ Frontend

See Section 4.1.13, "Input source configuration", on page 119.
3. Trigger / Signal Capture

See Section 4.1.16, "Trigger configuration”, on page 126.

See Section 4.1.17, "Data capture”, on page 127.
4. Tracking

See Section 4.1.19, "Tracking", on page 131.
5. Demodulation

59
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See Section 4.1.20, "Demodulation", on page 134.

6. Analysis
See Section 5, "Result evaluation", on page 173.

7. Display Configuration

See Section 3, "Measurements and result displays", on page 18

In addition, the dialog box provides the "Select Measurement" button that serves as a
shortcut to select the measurement type.

Configuring the measurement

> Select any button in the "Overview" to open the corresponding dialog box.
Select a setting in the channel bar (at the top of the measurement channel tab) to
change a specific setting.

[ ESYSS A O =T o 1Y P 60
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Preset Channel
Select "Preset Channel" in the lower left-hand corner of the "Overview" to restore all
measurement settings in the current channel to their default values.

Note: Do not confuse "Preset Channel" with the [Preset] key, which restores the entire
instrument to its default values and thus closes all channels on the R&S FSV/A (except
for the default channel)!

Remote command:
SYSTem:PRESet :CHANnel [ :EXEC] on page 291

Select Measurement
Opens a dialog box to select the type of measurement.

For more information about selecting measurements, see Section 3.1, "Selecting mea-
surements”, on page 18.

Remote command:
CONFigure[:NR5G] :MEASurement on page 289

Specific Settings for

The channel can contain several windows for different results. Thus, the settings indi-
cated in the "Overview" and configured in the dialog boxes vary depending on the
selected window.

Select an active window from the "Specific Settings for" selection list that is displayed
in the "Overview" and in all window-specific configuration dialog boxes.

The "Overview" and dialog boxes are updated to indicate the settings for the selected
window.
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4.1.2 Automatic measurement configuration

The R&S FSV/A provides various functions to automatically configure measurements
based on the signal you are measuring and thus makes these measurements as easy
as possible.

Automatic configuration functions are available in different dialog boxes and softkey
menus.

e Access (auto configuration): [AUTO SET]
e Access (auto demodulation): "Overview" > "Signal Description" > "Signal Descrip-

tion"
Automatic measurement configuration
The automatic measurement configuration functions adjust various general measure-
ment settings to achieve the optimal display of the measurement results.
Automatic signal demodulation

The automatic signal demodulation functions determine the characteristics of the signal
you are measuring. Based on the signal characteristics, the R&S FSV/A is then able to
demodulate and analyze the signal.

Signal demodulation is available on several levels.

e Detection of all signal characteristics.

e Detection of the bandwidth part configuration, incl. antenna port configuration.

For an automatic signal demodulation, all frames must have the same configuration.

U (o 3 I = = PR 61
AULO EVIVL ...t e e s e e e 61
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Automatic Signal Demodulation..............cuei i 62
Auto Level

You can use the auto leveling routine for a quick determination of preliminary amplitude
settings for the current 5G NR input signal.

For additional information, see "Auto Level" on page 123.

Remote command:
[SENSe:]ADJust:LEVel on page 294

Auto EVM
Adjusts the amplitude settings to achieve the optimal EVM using the maximum
dynamic range.

This routine measures the signal several times at various levels to achieve the best
results.

If you measure several component carriers, this routine can take several minutes to
finish (depending on the number of component carriers).

You can speed up the auto EVM routine by performing it across a certain number of
slots only ("Auto EVM # Of Slots To Analyze").
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Select "Auto Set" > "Auto Level Config" > "Meas Time Mode" = "Manual" to access this
method.

If you are using this method, make sure to:

e Define an appropriate measurement time that corresponds to the number of
selected slots. The minimum measurement time is 1 ms.

e Perform a triggered measurement to reliably capture at least one complete slot.

Remote command:
Run measurement: [SENSe: ]ADJust : EVM on page 293
Slots used: [SENSe: ] ADJust:EVM:SLOTs on page 293

Auto Scale
Scales the y-axis for best viewing results based on the results.

For more information about y-axis scaling, see "Automatic scaling of the y-axis"
on page 175.

Remote command:
DISPlay [ :WINDow<n>] [ : SUBWindow<w>] :TRACe<t>:Y[:SCALe] : AUTO
on page 425

Automatic Signal Demodulation
Automatic signal demodulation determines the complete signal configuration.

Complete signal demodulation includes:
e Detection of the cell ID.
This is only possible when you turn on transform precoding.
When you turn off transform precoding, cell ID = 0 can be detected. If you are
using a different cell ID, you have to enter the cell ID manually.
Detection of the bandwidth part configuration.
Detection of the slot configuration.
Detection of the PUSCH and PUCCH configuration, including the enhanced set-
tings.
e Detection of the antenna port configuration.
e Detection of transform precoding.

It is not possible to edit any properties that are automatically detected.
Continuous vs one-off signal demodulation

e To turn on complete and continuous signal demodulation, select "All On". "All On"
automatically turns on automatic demodulation of the synchronization signal, the
cell ID and the bandwidth parts.
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Physical Settings - CC1 Physical Settings -lj Physical Settings - CC1 Physical Settings -

Channel Bandwidth 100MHz v Sampl@ Channel Bandwidth 100MHz ~ Sampld

Auto Demod All On All Off Auto Demod All On All Off

Synchronization Auto Manual Configure Synchronization Auto Manual | Configure

Bandwidth Parts Auto Manual Configure Bandwidth Parts Auto Manual | Configure

Auto Detection Auto Detection
Cell ID R Cell DY i

e Instead of continuous automatic demodulation, you can demodulate the signal
once for a single capture. This method is useful if you want to change individual
parameters like the bandwidth part configuration later on without subsequent auto-
matic demodulation. In addition, it increases the measurement speed, because
automatic demodulation occurs only once.

To demodulate the signal once, select the corresponding button in the channel bar.
For a one-off demodulation, all properties remain available to edit.

e Similarliy, you can turn off automatic signal demodulation with a single step with

"All Off". All automatic signal demodulation routines are turned off in that case.

When you turn on automatic signal detection, you only have to define the basic signal
characteristics like the deployment frequency range, the channel bandwidth or the
number of component carriers.

Note that auto demodulation is not available for FR2-2 frequency deployment.
Remote command:

CONFigure[:NR5G] :UL[:CC<cc>] :FRAMe<fr>:BWPart<bwp>:DETection
on page 294
4.1.3 Physical signal description

Access: "Overview" > "Signal Description" > "Signal Description"

The "Signal Description" dialog box contains general signal characteristics.
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Signal Description Radio Frame Config Ant Port Mapping Advanced Settings | Generator Control
Mode Uplink b (CC1)User Defined Set:

Number of 5 -

Deploy Frequency _ . =

Range FR1 <= 3GHz Operating Band nl
Physical Settings - CC 1 Physical Settings - CC 2 | Carrier Configuration

Channel Bandwidth 100MHz - Sample Rate 122.88 MHz

Auto Demod Auto Manual Transform Precoding On off

Bandwidth Parts  Configure 1 BWPs SCS 30kHz

Slot Configure Slot Format 1

PUSCH/PUCCH Configure QPSK

Auto Detection

Quick links to other settings

The "Signal Description" dialog contains a few quick links to other settings. Selecting
one of the "Configure" buttons opens the radio frame configuration tab where you can
customize the radio frame structure according to your needs.

e "Bandwidth Parts": Configuration of bandwidth parts (BWP).
The numbers next to the button indicate the number of configured BWPs and their
subcarrier spacings.

e "Slot Config": Configuration of individual slots.
The numbers next to the button indicate the slot format used in the BWPs and if a
CSl reference signal is present or not.
The slot format determines the usage of the OFDM symbols (UL, DL or flexible).
The slot formats are defined in 3GPP 38.211, table 4.3.2-3.

e "PUSCH /PUCCH Config": Configuration of the data channel (PUSCH) and the
control channel (PUCCH)
The numbers next to the button indicate the modulation types used for the alloca-
tions in all slots and if a SMUX or phase-tracking reference signal (PT-RS) is
present or not.

O Configuring component carriers

When you are doing measurements on aggregated carriers, you can configure each
carrier separately.

When available, each carrier in the dialog boxes is represented by an additional tab
labeled "CC<x>", with <x> indicating the number of the component carrier.

Note that the additional tabs are only added to the user interface after you have
selected more than "1" component carrier.

The remote commands required to configure the physical signal characteristics are
described in Section 6.10.3, "Physical settings", on page 295.
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Functions in the "Physical Settings" dialog box described elsewhere:
e Transform precoding

The remote commands required to query measurement results are decribed in:
e Section 6.9, "Retrieve trace data", on page 267
e Section 6.7, "Remote commands to retrieve numeric results", on page 214

5G NR MOAE SEIECHION. ...t e e e e e e e e 65
Deployment freqQUENCY FANGE.........coiii ittt 65
Channel bandWidth.........occceee e 65
L7 |5 PRSP 66
Operating Band.........oooi oo a e e e e 66
POWET ClaSS. ..ttt ettt e e e e e e e e e e s e ee e e e e e e e e e e e eaaannes 66

5G NR mode selection
The "Mode" selects the 5G NR link direction that you are testing.

The choices you have depend on the set of options you have installed. For details
about the feature sets of each option, see Section 2.1, "Overview of the 5G NR
applications", on page 12.

Downlink (DL) and Uplink (UL) describe the transmission path.
e Downlink is the transmission path from the base station to the user equipment.
e Uplink is the transmission path from the user equipment to the base station.

Remote command:
Link direction: CONFigure [ :NR5G] : LDIRection on page 295

Deployment frequency range
Selects the frequency range ("FR") of the signal.

3GPP release 17 extends the deployment frequency range (FR2-2).

"FR1 <= 3 GHZz": Deployment in frequency range 1 £ 3 GHz.

"FR1 > 3 GHZz": Deployment in frequency range 1 above 3 GHz.

"FR2-1": Deployment in frequency range 2 (high frequencies up to 52.60 GHz).
"FR2-2": Deployment in frequency range 2 (extra high frequencies up to 71 GHz).

The frequencies that FR1 and FR2 cover are defined by 3GPP.
The selected frequency range affects the following settings.

e Different channel bandwidths are available in each frequency range.
e Different subcarrier spacings are available in each frequency range.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] : DFRange on page 296

Channel bandwidth
Selects the channel bandwidth of the signal.

The channel bandwidth is variable with fixed values in the range from 5 MHz to
400 MHz.

e 3GPP release 17 extends the channel bandwidths up to 2000 MHz in FR2 and
adds additional bandwidths in FR1 (35 MHz and 45 MHz).
e 3GPP release 18 adds a new channel bandwidth (3 MHz).

The available channel bandwidths depend on the frequency range you have selected.
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For multiple carriers, you have to define the channel bandwidth individually for each
carrier.

The beyond 5G license adds new channel bandwidth not specified by 3GPP.

Remote command:
Channel bandwidth: CONFigure [ :NR5G] : UL[:CC<cc>] : BW on page 296

Cell ID
Selects the physical layer cell ID.

The physical layer cell ID is responsible for synchronization between network and user
equipment. It identifies a specific radio cell in the 5G NR network. The cell ID is a value
between 0 and 503.

For automatic detection of the cell ID, turn on the "Auto” function. However, auto
detection only works if you turn it on Transform precoding.

For multiple carriers, you have to define the cell ID individually for each carrier.

Remote command:
Auto cell ID: CONFigure [ :NR5G] :UL[:CC<cc>] :PLC:DETection on page 297
Cell ID: CONFigure[:NR5G] :UL[:CC<cc>] : PLC:CID on page 296

Operating Band
Selects the operating band that the carriers are in. The operating bands are defined in
3GPP 38.104: 5.2 "Operating Bands".

Depending on the operating band you select for the transmission, the R&S FSV/A
automatically adjusts the minimum requirements for channel spacing between compo-
nent carriers, especially the frequency offset to CC1.

If the center frequency of the carriers is not within the selected operating band, the
R&S FSV/A shows a corresponding message in the carrier configuration dialog box.

For a selected set of operating bands, you can select the channel raster within the
component carrier.

3GPP release 16 unlocks additional operating bands.
3GPP release 17 unlocks additional operating bands.

Remote command:
CONFigure[:NR5G] : OBANd on page 295

Power Class
Selects the power class of the user equipment under test.

For FR2 deployments, you can also select the power class. The power class (1 to 4)
defines the limits for inband emission tests.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] :PLC:PCLass on page 297

4.1.4 Test models

Access: "Overview" > "Signal Description" > "Test Models"
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Test models are descriptions of specific 5G NR signals for standardized testing of
DUTs. These test scenarios are stored in .allocation files. You can select, manage
and create test scenarios in the "Test Models" dialog box.
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ORAN test cases
In addition to the 3GPP test models, you can also use O-RAN test cases. O-RAN test
cases are defined by the O-RAN alliance for standardized measurements.

The test cases comply with O-RAN specification O-RAN.WG4.CONF.0-v08.00.

The O-RAN test cases are based on the 3GPP test models (downlink) and fixed
reference channels (uplink) and are customized for the O-RAN applications.

For more information about the test cases themselves, see the O-RAN specifications
available on the O-RAN website.

For more information about using O-RAN test cases in measurements with the
R&S FSV/A, see Section 4.8, "O-RAN measurement guide", on page 163.

Remote command:
MMEMory : LOAD: TMODel [ : CC<cc>] on page 298

Custom test models

User defined test scenarios are custom signal descriptions for standardized measure-
ments that you can save and restore as you like. To create a custom test scenario,
describe a signal as required and then save it with the corresponding button. The
R&S FSV/A stores custom scenarios in .allocation files.

If you do not need test scenarios any longer, you can also delete them.

For a description of the .allocation files, see Section 4.9, "Reference: structure
of .allocation files", on page 163.

Remote command:
Save: MMEMory: STORe<n>:DEModsetting[:CC<cc>] on page 299
Restore: MMEMory : LOAD: DEModsetting[:CC<cc>] on page 299

Test scenarios for carrier aggregation

When you measure component carriers, you can describe each component carrier
separately and save or restore the scenario for each carrier in the corresponding tab
("CC<x>"). Single carrier scenarios are stored in .allocation files.

For easier handling of multiple carriers, however, you can also store the descriptions
of all carriers in a single file. To do so, configure all component carriers as required
and save the test scenario in "All CCs" tab. Multiple carrier test scenarios are stored
in .ccallocation files. The advantage of this method is, that you do not have to
restore a scenario for each component carrier, but can do so in a single step.

The .ccallocation files contain the frequency information of the signal.

Remote command:
Save: MMEMory: STORe<n>:DEModsetting:ALL on page 299
Restore: MMEMory : LOAD: DEModsetting:ALL on page 298
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4.1.5 Component carrier configuration

Access: "Overview" > "Signal Description" > "Multi Component Carrier" (requires num-
ber of component carriers > 1)

Carrier aggregation has been introduced in the 5G NR standard to increase the band-
width. In those systems, you can use several carriers to transmit a signal.

The 5G NR measurement application supports up to 16 component carriers for mea-
surements on contiguous and non-contiguous intra-band carrier aggregation (the carri-
ers are in the same frequency band).

Each carrier has one of the channel bandwidths defined by 3GPP. You can deploy the
component carriers in different frequency ranges.

The radio frame can be different for each component carrier. For more information
about configuring 5G NR radio frames, see Section 4.1.6, "Radio frame configuration”,
on page 73.

Several measurements support contiguous and non-contiguous intra-band carrier

aggregation (the carriers are in the same frequency band).

e 1/Q Based Measurements (EVM, Frequency Error, etc.)

e Frequency sweep measurements (multi-carrier ACLR, cumulative ACLR and multi
SEM)

Physical Settings - CC 1 Physical Settings - CC 2  Carrier Configuration

Ccc Center Frequency Frequency Offset Bandwidth * Geperal  Global MC
Freqency 850.0 MHz Center
0 Hz 100MHz

Fregen
150 MHz 100MHz MCSetup o el 0 €1 ¥

Freqgency ~ -
Offset Mode SR

Carrier
Spacing

Fixed
CC Offset

H—|Gap: 5DMH1H! s

Taso e |

The remote commands required to configure component carriers are described in
Section 6.10.4, "Component carrier configuration”, on page 300.

e Basic component carrier configuration..........coccveiiiiiiie e 68
e Component Carrier table...........uuiiiiiiie i —————— 70
e Channel spacing configuration..............ccceiiiiii e 71
e Additional tools for frequency configuration........cccccooeeeiiiiiiiien 72

4.1.5.1 Basic component carrier configuration

The basic setup for measurements on component carriers.

Number of COMPONENT CAIMIEIS.......ccie i e e e e e e e e e e e 69
Component carrier data CaplUre............occiiiiiiiiie e e 69
VB S ettt ettt et e e e e e oo e h e e e ee e et e e e e e e s e e anbeeee et e e e aae e e e e aanrnneneeeeas 69
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Number of component carriers
Selects the number of component carriers.

The number of component carriers (CCs) you can select depends on the measure-
ment.

e 1/Q based measurements (EVM etc.): up to 16 CCs

e Frequency sweep measurements (ACLR etc.): up to 8 CCs

You can define the characteristics of the CCs in the carrier configuration table.
Depending on the "Number of Component Carriers", the application adjusts the size
of the table. Each line corresponds to a component carrier.

The R&S FSV/A shows a preview of the current carrier configuration in a diagram at
the bottom of the dialog.
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When you select more than one component carrier, the R&S FSV/A expands the
"Signal Description" dialog by several tabs.

e One tab for each component carrier you can configure.

e One tab to define general properties of the component carrier configuration.
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Remote command:
CONFigure[:NR5G] :NOCC on page 302

Component carrier data capture
Capturing signals with several component carriers can generate big amounts of data.

The 5G NR application thus provides different "CC Signal Capture" modes that allow

you to capture even several component carriers with a large bandwidth.

e "Single": Each configured component carrier is captured consecutively by an indi-
vidual data capture buffer.

e "Auto": The R&S FSV/A determines how many component carriers it can capture in
a single measurement.

If you select "Auto" mode, the R&S FSV/A captures as many component carriers as
it can in a single measurement and captures the rest in subsequent measurements.
The maximum number of component carriers the R&S FSV/A can analyze in a single
capture depends on the available bandwidth.

With the optional 400 MHz bandwidth, for example, it can analyze up to 4 100 MHz
carriers in a single capture.

When all required measurements are done, the R&S FSV/A shows the results for all
component carriers.

Remote command:
CONFigure[:NR5G] :CSCapture on page 301

Views

Results of component carrier measurements are shown for each component carrier
separately. When you measure more than one carrier, each result display shows the
information of up to two component carriers. For more than two component carriers,
you can select which component carriers are displayed in the two views.

User Manual 1178.9255.02 — 15 69



R&S®PFSV3-K145 Configuration

4.1.5.2

I/Q measurement

Remote command:
DISPlay[:WINDow<n>] [ : SUBWindow<w>] : CCNumber on page 435

Component carrier table

The component carrier table provides functionality to configure frequency characteris-
tics for each carrier. The number of rows in the table corresponds to the number of
component carriers you have selected.

For more information about the frequency and bandwidth settings, see Section 4.1.3,
"Physical signal description”, on page 63.

Functions in the component carrier table described elsewhere:
e "Cell ID" on page 66

Frequency CONfIQUIAtioN.........coeiiiii e e e e e e e e e 70
Bandwidth configuration.............ccccuiiiiiiiiiic e 71

Frequency configuration
The location of each component carrier in the spectrum is defined by a center fre-
quency. The frequencies of the carriers must be in an ascending order.

The R&S FSV/A indicates if the location of the carriers is compatible to the selected
operating band.

e "Carrier within selected NR band"

e "Carrier outside of selected NR band"

The actual measurement frequency differs from the carrier frequencies: the application
calculates that frequency based on the carrier frequencies. It is somewhere in between
the carrier frequencies.

Note that the measurement frequency can change during a capture. If the signal
bandwidth is larger than the available analysis bandwidth, the captured data consists
of several captures with a smaller bandwidth, each with a different measurement
frequency.

The R&S FSV/A indicates the actual measurement frequency in the channel bar.

In addition to the carrier's center frequency, you have to define a frequency offset. By

default, the frequency offset is an offset relative to the first component carrier and an

arbitrary value.

e When you change the offset of a carrier in the table, the R&S FSV/A adjusts its
center frequency.

e When you change the frequency of one of the carriers in the table, the R&S FSV/A
adjusts the offset.

You can use additional tools to define the frequency characteristics of the component
carriers.

Remote command:

Frequency: [SENSe: ] FREQuency:CENTer [ :CC<cc>] on page 391

Offset (ref. point = CC1): [SENSe: ] FREQuency:CENTer [:CC<cc>] :OFFSet
on page 391

Offset (ref. point = global MC freq.): [SENSe: ] FREQuency:CENTer [:CC<cc>]:
MCOFfset on page 304
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Bandwidth configuration
For each carrier, select the "Bandwidth" from the corresponding dropdown menu.

The combination of bandwidths is arbitrary. If the total bandwidth of all component
carriers is too large, the R&S FSV/A displays a corresponding message.

The R&S FSV/A also shows the "Occupied Bandwidth" of the aggregated carriers and
the "Sample Rate" in a read-only field next to the carrier configuration.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] : BW on page 296

4.1.5.3 Channel spacing configuration

Channel spacing settings define the channel characteristics relative to each other.

Channel RaSEEN ... e 71
Nominal Channel SPACING......ccui i ittt e e e s raree e e s s sbeeeeeesnee 72

Channel Raster
Access: "Overview" > "Signal Description" > "Carrier Configuration" > "Global"

Shows the distance between the RF reference frequencies in the selected operating
band. The distance between frequencies depends on the channel raster the operating
band belongs to (channel raster are defined by 3GPP).
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RF reference frequencies Frer
Channel raster defines distance between Frer

For most operating bands, the channel raster is a fix value of 15 kHz, 60 kHz or
100 kHz.

A few selected operating bands support multiple channel raster.

The channel raster is the basis for the calculation of the channel spacing (distance
between component carriers) for intra-band contiguous carrier aggregation.

User Manual 1178.9255.02 — 15 71



R&S®FSV3-K145

Configuration

41.54

I/Q measurement

For details about the channel raster and its effects, see 3GPP 38.104, chapter 5.4.2.

Remote command:
CONFigure[:NR5G] :CRASter on page 301

Nominal Channel Spacing
Resets the channel spacing between component carriers to its default value according
to the channel spacings defined by 3GPP.

This setting has an effect if you change the distance (frequency offset) between the
component carriers, for example by changing the frequency of one of the carriers.

Remote command:
CONFigure[:NR5G] :NCSPacing on page 302

Additional tools for frequency configuration

You can either define the frequency characteristics of each component carrier sepa-
rately in the component carrier table, or use the following tools. These tools allow you
to change the frequency characteristics of all component carriers at the same time
according to a certain logic.

Note that regardless of the changes you make with these tools, the carrier bandwidth
of each carrier remains the same.

Center frequency configuration...... ... 72
Frequency offset configuration.............ooo i 72

Center frequency configuration
The global multi-carrier frequency is a tool you can use to change the center frequency
of all carriers at the same time.

Center frequencies of the component carriers remain the same, as long as you do
not change the global MC frequency. When you change the global MC frequency, the
center frequencies change and the frequency offset for each carrier remains the same.

You can also synchronize the global MC frequency to the center frequency of all
carriers.

Remote command:
Define global MC frequency: CONFigure [ :NR5G] : GMCFreqg on page 302
Synchronize to center frequency: CONFigure [ :NR5G] : CENTer on page 300

Frequency offset configuration
The frequency offset configuration tools allow you to change the freqeuncy offset
between carriers.

By default, the frequency offset of each component carrier is a frequency relative to the
first component carrier (CC1). In that case, the offset of the first carrier is always 0 Hz.

Alternatively, you can set a frequency offset that is relative to the global multi-carrier
frequency. In that case, the offset can take on negative values if a carrier is on a
frequency below the global MC frequency.

For both methods, the offsets are arbitrary values - the spacing between carriers is not
equidistant.
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If you have a setup in which the distance between carriers is the same, you can

use the equidistant frequency offset mode. In this mode, you can define a carrier
spacing that is applied to all component carriers. Changing the component carrier's
offset separately is no longer possible. Center frequencies of the component carriers
are automatically adjusted depending on the carrier spacing you enter.

You can change this logic by turning on a fixed CC offset. When you do, the offset
becomes a fixed value (but not necessarily equidistant). Changing the frequency of
one carrier adjusts the frequencies of the other carriers. The offset remains the same.

Remote command:

Reference point: CONFigure [ :NR5G] : OREL on page 303
Offset mode: CONFigure [ :NR5G] : OMODe on page 303
Carrier spacing: CONFigure [ :NR5G] : CSPacing on page 301
Fixed offset: CONFigure [ :NR5G] : FCOFfset on page 302

4.1.6 Radio frame configuration

Access: "Overview" > "Signal Description" > "Radio Frame Config"

Basic frame structure

A radio frame in the 5G NR standard has a length of 10 ms (same as in LTE). It
consists of 10 subframes, each with a length of 1 ms.

A subframe contains a variable number of slots, depending on the subcarrier spacing.
A subframe can have different subcarrier spacings in different bandwidth parts.

Subframe Frame _
T =1ms =10 ms

-
-

Bandwidth part 2 (= x MHz)

Bandwidth part 1 (= x MHz)

- Bandwidth part 0 (= x MHz)

x slots

Channel bandwidth (x subcarrier)

Figure 4-1: Basic frame structure of a 5G NR frame

Slot structure

A slot contains 14 OFDM symbols and has a bandwidth the size of the bandwidth part
it is in. A slot can have one of many slot formats, with each slot format representing

a different symbol usage. Most of the symbols are usually used by the PUSCH for
transmission of user data (payload).
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Resource blocks

One symbol with a bandwidth of 12 subcarriers makes up a resource block (the size
of the subcarrier is variable). One symbol over one subcarrier makes up a resource
element, which is the basic quantity in a 5G NR radio frame.

The 5G NR standard differentiates between virtual resource blocks (VRB) and physical
resource blocks (PRB). VRBs are all resource blocks that are allocated to the resource
grid. PRBs have the same size and number as VRBs, but can be mapped to different
subcarriers according to certain rules defined by 3GPP. Mapping to different subcarri-
ers can be useful to use the resource grid more efficiently.

1 Subframe (1 ms) = x slots, x depends on subcarrier spacing

A J

-
+

Slot 1 = 14 OFDM symbols Slot x = 14 OFDM symbols

»
»

»

>

12 Subcarrier
Resource Block
Resource Block

Carrier Bandwidth (variable)

2
=)
o
o
0]
o
2
S
=]
A
]
o

12 Subcarrier
Resource Block

v

Figure 4-2: Basic slot structure of a 5G NR slot

The radio frame in a 5G NR signal is highly flexible. The location of the synchronization
signal is just as variable as the size and number of bandwidth parts and the configura-
tion of each slot in the radio frame.

For more information about configuring the radio frame structure, refer to the following

topics.

e Bandwidth parts
e Slots

e PUSCH

Measuring multiple radio frames

You can capture and analyze multiple radio frames. Each radio frame can have a
different configuration.
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Configuring component carriers

When you are doing measurements on aggregated carriers, you can configure each
carrier separately.

When available, each carrier in the dialog boxes is represented by an additional tab
labeled "CC<x>", with <x> indicating the number of the component carrier.

Note that the additional tabs are only added to the user interface after you have
selected more than "1" component carrier.

Frame Configuration..........cuecic et r e e e e e e e e s s 75
Effects of capturing multiple frames on results........ccccceeeeiiiiiccciiiii e, 76
Frame Configuration Management..............uuiuiiiiiiiiiie e 76

Frame Configuration

The "Number of Frames" input field defines the number of radio frames with a different
configuration. If you select more than one frame to configure, you can assign a differ-
ent slot configuration and PUSCH configuration for the frames. The bandwidth part
configuration is the same for all frames.

To configure a specific frame, enter the corresponding number in the "Selected Frame"
field. If you configure only one frame ("# Frames To Configure" = 1), all frames have
the same configuration.

After you have configured several frames, you can also select how many frames the
R&S FSV/A actually captures and analyzes with the "Number of Frames to Analyze"
property. If you capture more than the number of configurable frames, the frame con-
figuration is repeated for the surplus frames.

Example:
The number of configurable frames is 2. The number of frames you have captured is 5.
In that case, the BWP configuration of frame 0 and 1 is repeated for frames 2 to 4.

If you capture less than the number of configurable frames, only the first frame configu-
rations are applied.

Example:
The number of configurable frames is 3. The number of frames you have captured is 1.
In that case, the BWP configuration of frame 0 is used for analysis.

In addition, if the R&S FSV/A needs more than one capture to analyze all frames, for
example if the capture time is too small, the capture always starts with the configura-
tion of the first frame.

User Manual 1178.9255.02 — 15 75



R&S®FSV3-K145

Configuration

I/Q measurement

Example:

The number of configurable frames is 3. The capture time is 20.1 ms. The number of
frames you have captured is 3.

The first capture contains 2 full frames with configuration of frame 0 and 1.
The second capture contains 1 frame, again with configuration of frame O.

(If you want to capture a frame with the third configuration, you would have to define a
capture time of at least 30.1 ms.)

Remote command:
Configurable frames: CONFigure [ :NR5G] :UL[ :CC<cc>] : FTConfig on page 305
Frame selection: via suffix at FRAMe<fr>

Effects of capturing multiple frames on results

Analyzing multiple frames has the following effects on results.

e Results in the result summary are either averaged over all frames or refer to a
single frame, depending on your selection.

e All graphical results refer to a single frame.
If there is more than one frame in the capture buffer, you can select the frame you
want to display.

e The R&S FSV/A can only display graphical results of the last data capture.
If the capture time is too small to capture all frames to analyze, the R&S FSV/A
captures the signal in multiple capture buffers.
Note that this only applies to graphical results like EVM vs Carrier or the constella-
tion diagram. The result summary still averages over all analyzed frames.

Example:

The capture time is 20.1 ms. The number of frames to analyze is 3. Two data captures
are required to analyze all frames.

In that case, the first data capture analyzes the first two frames. The second data
capture analyzes the third frame. However, you can only display the results for the third
frame in the graphical result displays.

If you analyze multiple component carriers, you can also display the results for a
specific frame by assigning a frame to a view.

Remote command:

Select a frame: [SENSe: |NR5G[:CC<cc>] : FRAMe: SELect on page 444
Assign frame to a view: DISPlay [ :WINDow<n>] [ : SUBWindow<w>] : FNUMber
on page 436

Frame Configuration Management
The R&S FSV/A provides some tools to make frame configuration easier.

e "Copy" frame:
Copies the bandwidth part configuration of the selected frame.
Note that this includes the slot configuration and PUSCH/PUCCH configuration of
that frame.
e "Paste Frame":
Applies the bandwidth part configuration in the cache to the selected frame.
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e "Paste To All":
Applies the bandwidth part configuration in the cache to all configurable frames.
Remote command:
Copy: CONFigure[:NR5G] :UL[:CC<cc>] : FRAMe<fr>:COPY on page 304
Paste: CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:PASTe [ : FRAMe]
on page 305
Paste to all: CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:PASTe:ALL
on page 304

4.1.7 Bandwidth part configuration
Access: "Overview" > "Signal Description" > "Radio Frame Config" > "BWP Config"

Numerology

One of the defining features of the 5G NR standard is bandwidth parts (BWP). Using
bandwidth parts, you can split the complete channel bandwidth into several smaller
slices. A bandwidth part is defined as a contiguous set of physical resource blocks that
have the same subcarrier spacing (or numerology as the 3GPP standard calls it).

The numerology has several effects on the signal, like the symbol length and the
number of slots in a subframe.

Table 4-1: Numerology in 5G NR

Numerology 0 1 2 3 4
Subcarrier spacing 15 kHz 30 kHz 60 kHz 120 kHz 240 kHz
Slot length 1ms 0.5ms 0.25ms 0.125 ms 0.0625 ms
Number of slots in subframe 1 2 4 8 16

Table 4-2: Additional numerology introduced with 3GPP release 17

Numerology 5 6

Subcarrier spacing 480 kHz 960 kHz

Slot length 0.03125 ms 0.015625 ms
Number of slots in subframe 32 64

The number of bandwidth parts you can configure with the R&S FSV/A is limited

to 12. During transmission, each bandwidth part can be assigned to a specific user
equipment (UE). Bandwidth parts can overlap, in which case UEs share the resource
elements of a bandwidth part.

For measurements on signals with multiple bandwidth parts, it is sufficient to configure
only the active bandwidth part.

You can configure bandwidth parts in the bandwidth part configuration table. This table
contains the characteristics of all bandwidth parts in the currently selected frame. You
can add or remove bandwidth parts and configure them as you like.

Each row in the table corresponds to a bandwidth part.
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Signal Description = Radio Frame Config Ant Port Mapping = Advanced Settings

cCc1i

# Frames To Selected
e Fenrs Copy Frame Paste Frame Paste to all

BWP Config Slot Config PUSCH/PUCCH Config

Selected
BWP u Next BWP Numerology #2

4 slots SF
Subcarrier # RBs RB Slot - Add slots per
Slas) Offset Config 14 symb per slot
Bandwidth 54.0 MH.
60 Configure N andwi z
Delta to CF 21.6 MHz
Clear Total # slots 40
Max # RBs 135

- | Duplicate FFT size 2048

BWP

Configure

BWP 1

O Configuring component carriers

When you are doing measurements on aggregated carriers, you can configure each
carrier separately.

When available, each carrier in the dialog boxes is represented by an additional tab
labeled "CC<x>", with <x> indicating the number of the component carrier.

Note that the additional tabs are only added to the user interface after you have
selected more than "1" component carrier.

The remote commands required to configure the bandwidth parts are described in
Section 6.10.6, "Bandwidth part configuration", on page 306.

e BWRP configuration table management..............ucciiiiiii s 78
o BWP configuration table.......... ..o 79

41.71 BWP configuration table management

The R&S FSV/A provides several tools to manage the configuration table and make
the configuration of bandwidth parts easier.

Bandwidth Part SelIeCioN..........cooii e 78
BWP Configuration TOOIS.......oiuuiiiiiiiiee ettt e 79

Bandwidth Part Selection

You can select the bandwidth part you want to configure by entering its number in the
"Selected BWP" input field. In the configuration table, the selected bandwidth part is
highlighted blue.

You can also select bandwidth parts with the "Prev BWP" and "Next BWP" buttons.

Note that when you select a bandwidth part, the R&S FSV/A also selects that band-
width part in the Slot Config and PUSCH / PUCCH Config tabs and vice versa.
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Remote command:
via suffix at BwPart<bwp>

BWP Configuration Tools

The BWP configuration table provides several management tools.

e "Add": Adds a bandwidth part to the table.

e "Remove": Deletes the selected (highlighted) bandwidth part.

e "Clear": Removes all entries from the table.

e "Duplicate": Copies the configuration of the selected bandwidth part to a new
bandwidth part.
Note that this includes the Slot Config and PUSCH / PUCCH Config.

Remote command:

Add BWP: CONFigure[:NR5G] :UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:ADD
on page 306

Remove BWP: CONFigure [ :NR5G] : UL [ : CC<cc>] : FRAMe<fr>:BWPart<bwp>:
REMove on page 308

Clear table: CONFigure [ :NR5G] : UL [ :CC<cc>] : FRAMe<fr>:BWPart<bwp>:
CLEar on page 306

Duplicate BWP: CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:
DUPLicate on page 307

BWP configuration table

The bandwidth part configuration table consists of several rows, each of which corre-
sponds to a bandwidth part. The size of the table therefore depends on the number of
bandwidth parts you have added to the table.

Note that all bandwidth parts must have the same subcarrier spacing.

Preview diagram

The preview diagram shows the distribution and location of the bandwidth parts. The
x-axis represents the bandwidth part, the y-axis represent the frequency, with the point
of origin of the diagram being the first subcarrier. The color depends on the subcarrier
spacing selected for the corresponding bandwidth part.

The width of the bandwidth parts depends on the number of resource blocks that it
occupies. The location of the bandwidth part on the y-axis depends on the resource
block offset.

If two or more bandwidth parts overlap (share the same resource blocks), the corre-
sponding parts of the bandwidth part are highlighted by black lines.

Unused parts of the spectrum remain gray.

Bandwidth part information

Next to the bandwidth part configuration table, the R&S FSV/A displays various infor-
mation about the numerology in the currently selected bandwidth part.

e "Numerology": Shows the numerology of the bandwidth part as defined by 3GPP.
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e "Slots per SF": Shows the number of slots in a subframe in the selected BWP. The
number of slots depends on the selected subcarrier spacing.

e "Symbols Per Slot": Shows the number of symbols in a slot in the selected BWP.
e "Bandwidth": Shows the width of the selected BWP in Hz.

e "Delta to Center Frequency": Shows the frequency offset of the BWP relative to the
center frequency of the complete signal.

e "Total number of Slots": Shows the complete number of slots in the BWP over all
subframes. The number of slots depends on the selected subcarrier spacing.

e "Max Number of RBs": Shows the maximum number of resource blocks that the
bandwidth part can have.

e "FFT Size": Shows the FFT size in the selected BWP. The FFT size depends on
the selected subcarrier spacing.

LAY N 1U T g o 1= PN 80
Subcarrier Spacing (USEr data)........cccuuieieeieeiee it e e e anaees 80
NUMDEE OF RBS...iiiii ittt e e e e e e e e e e e e e e e 81
= 1Y SR 81
(o) @70 o) o T PP PP PPT 81
BWP Number

The "BWP Number" shows the index number of the corresponding BWP.

The bandwidth part number is a consecutive index number that allows you to identify
each bandwidth part. The first bandwidth part has the index number 0.

Remote command:
not supported

Subcarrier Spacing (user data)
The "Subcarrier Spacing" selects the subcarrier spacing for the corresponding BWP.

The available subcarrier spacings depend on the frequency range you have selected.

e FR1:15KkHz, 30 kHz, 60 kHz
Note that 15 kHz is only available for channel bandwidths < 60 MHz.
FR2-1: 60 kHz, 120 kHz
FR2-2: 120 kHz, 480 kHz, 960 kHz
The following restrictions apply:
Channel bandwidtj = 100 MHz: 120 kHz
Channel bandwidth = 400 MHz: 120 kHz, 480 kHz and 960 kHz
Channel bandwidth = 800 MHz and 1600 MHz: 480 kHz and 960 kHz
Channel bandwidth = 2000 MHz: 960 kHz

Subcarrier spacings are indicated by different colors in the preview diagram.
- 15 kHz
: 30 kHz

I 60 kHz

[ 120 kHz

[ 480 kHz
: 960 kHz
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For bandwidth parts with a 60 kHz subcarrier spacing, you can select if it has a normal
cyclic prefix (NCP) or an extended cyclic prefix (ECP). Note that the diagrams only
show results if you select the BWP with the extended cyclic prefix from the evaluation
range.

The beyond 5G license adds new subcarrier spacings:

e 120 kHz with extended cyclic prefix for FR2.

e Additional subcarrier spacings for selected channel bandwidths.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] :FRAMe<fr>:BWPart<bwp>:SSPacing
on page 308

Number of RBs

Defines the number of physical resource blocks (PRB) the bandwidth part occupies.
The number of physical resource blocks also defines the frequency width of the band-
width part.

The maximum number of physical resource blocks for a bandwidth part depends

on the selected subcarrier spacing and the overall channel bandwidth, which in turn
depend on the selected frequency range. For a detailed overview, see 3GPP 38.104,
tables 5.3.2-1 and 5.3.2-2.

Bandwidth parts can share resource blocks.

Remote command:
CONFigure [ :NR5G] :UL[:CC<cc>] :FRAMe<fr>:BWPart<bwp>:RBCount
on page 307

RB Offset
The "RB Offset" defines an offset of the first resource block that the bandwidth part
uses relative to the first resource block of the channel.

The resource block offset therefore defines the location (frequency) of the bandwidth
part in the NR channel.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] :FRAMe<fr>:BWPart<bwp>:RBOFfset
on page 307

Slot Config
The "Configure" button opens the dialog box to configure the slots in the corresponding
bandwidth part.

For details, see Slot Config.

Remote command:
not supported

4.1.8 Slot configuration

Access: "Overview" > "Signal Description" > "Radio Frame Config" > "Slot Config"
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Slots

Slots are flexible entities in the 5G NR radio frame, whose characteristics depend on
several factors.

In the time domain, the length of a slot and the number of slots in a subframe depends
on the numerology.

Each slot contains 14 OFDM symbols. Each symbol can have a different scheduling
type to make scheduling during transmission as flexible as possible.

Slot configuration table

The slot configuration table represents the frame structure in the time domain. Each
row corresponds to one slot, and each slot can have a different configuration.

Signal Description = Radio Frame Config Ant Port Mapping Advanced Settings

CC1i

# Frames To Selected
Configure . Frame . Copy Frame Paste Frame Paste to all

BWP Config = Slot Config PUSCH/PUCCH Config

Bandwidth Part Number SRS Settings

# User Configurable Slots
Selected Slot u Prev Slot  Next Slot (repeat remaining) Copy
SF Slot Slot Slot PUSCH Repeated Ref -

Number Number Allocation Format Allocations Slot No Signals (R (i)

Configure User SRS

Paste to all

Periodicity 10ms
500.0 ps
20 slots in

Reset
Slot Config

Preview for Slot 0

Uplink  Uplink  Uplink  Uplink  Uplink  Uplink  Uplink  Uplink  Uplink  Uplink  Uplink  Uplink  Uplink  Uplink

Selecting the bandwidth part to configure

» Enter the number of the bandwidth part that you want to configure in the "Band-
width Part Number" field.

The R&S FSV/A selects the corresponding bandwidth part.
Note that when you select the bandwidth part here, the R&S FSV/A also selects
that bandwidth part in the BWP Config tab and vice versa.

O Configuring component carriers

When you are doing measurements on aggregated carriers, you can configure each
carrier separately.

When available, each carrier in the dialog boxes is represented by an additional tab
labeled "CC<x>", with <x> indicating the number of the component carrier.

Note that the additional tabs are only added to the user interface after you have
selected more than "1" component carrier.
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The remote commands required to configure the slots are described in Section 6.10.7,
"Slot configuration", on page 309.

o General slot configuration..............oooiiiiiiiicccccee e ——— 83
e Slot configuration table.............oooiiiiiiiiii 84
o Sounding reference SigNal..........cooi i e 86

General slot configuration

The slot configuration table contains a variable number of rows, depending on the
bandwidth parts configuration.

SeIECEA SIOL..... i 83
Number of Configurable SIOtS........ccooi i 83
Slot Configuration TOOIS. ......ccuii i 83

Selected Slot
You can select the slot you want to configure by entering its number in the "Selected
Slot" input field. In the configuration table, the selected slot is highlighted blue.

You can also select slots with the "Prev Slot" and "Next Slot" buttons.

Note that when you select a slot, the R&S FSV/A also selects that slot in the PUSCH /
PUCCH Config tab and vice versa.

Remote command:
via suffix at SLOT<s1>

Number of Configurable Slots

You can configure each slot in the radio frame individually. However, when more slots
have the same configuration (for example each subframe has the same slot configura-
tions), you can configure just a certain number of slots and repeat this configuration on
other slots.

The slots you can edit ("# User Configurable Slots") are always the first slots in the
table. For example, if the number of configurable slots is "4", you can edit the first four
rows in the table. The cells of slots you can edit are white.

The slot configuration is repeated for all other slots. For example, if you can edit the
first four slots, the subsequent four slots have the same configuration and so on.
The configuration that a specific slot uses is indicated in the last column of the slot
configuration table.

The "Periodicity" shown next to the slot configuration table indicates the length of all
customized slots. For example, a periodicity of 1 ms in a BWP with a 30 kHz subcarrier
spacing indicates that the first two slots have a custom configuration, which is repeated
every 1 ms.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] :FRAMe<fr>:BWPart<bwp>:CSLot
on page 310

Slot Configuration Tools
The R&S FSV/A provides some tools to make slot configuration easier.
e "Copy Slot"
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Copies the configuration of the selected slot.

The copy includes the PUSCH / PUCCH configuration of that slot.

"Paste Slot": Applies the slot configuration in the cache to the selected slot.

"Paste To": Applies the slot configuration to a set of configurable slots.

— Paste to "Slots": Paste to specific slots or range of slots (e.g. 1,2,5-8)

— Paste to "Data": Paste to all data slots.

— Paste to "Unused": Paste to all unused slots (they will turn into data slots).

— Paste to "Custom": Paste to selected slots according to a certain logic (period /
duration).

"Paste To All": Applies the slot configuration in the cache to all configurable slots.

"Reset Slot Config": Restores the default slot configuration (including the PDSCH/

PDCCH configuration).

Remote command:

Copy: CONFigure[:NR5G] :UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:
SLOT<s1>:COPY on page 311

Paste: CONFigure [ :NR5G] :UL[ :CC<cc>] : FRAMe<fr>:BWPart<bwp>:
SLOT<s1>:PASTe[:SLOT] on page 315

Paste to all: CONFigure [ :NR5G] : UL [ :CC<cc>] : FRAMe<fr>:BWPart<bwp>:
SLOT<s1>:PASTe:ALL on page 312

Paste to selected: CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:PASTe:TO on page 313

Reset: CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:
SLOT<s1>:PRESet on page 316

Slot configuration table

The slot configuration table contains the configuration of all slots in the currently
selected bandwidth part. The number of rows (slots) depends on the subcarrier spac-
ing in the selected bandwidth part.

The complete number of slots in the selected bandwidth part is indicated next to the
table ("n Slots in BWP x").

Ref e
Signals

Slot
Format

SF Slot Slot
Number Number Allocation

PUSCH
Allocations

Repeated
Slot No

0 Data 1 Configure User SRS
0 1 Data 1 0
2 Data 1 0
t 3 Data 1 0
4 Data 1 (1]
2 5 Data 1 0
6 Data 1 0
3 7 Data 1 n

Slot preview

The slot preview shows the scheduling of the OFDM symbols in the selected slot.

Emmmwwmmwwmwml

Figure 4-3: Preview of symbol usage for slot format 38 as defined in 3GPP 38.211, table 4.3.2-3
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The scheduling depends on the selected slot format.
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Subframe Number
The "Subframe Number" shows the index number (0 to 9) of the subframe that the slot
belongs to.

The number of subframes is always 10, the number of slots in a subframe varies,
depending on the subcarrier spacing / numerology. The first subframe always has the
index 0.

Remote command:
not supported

Slot Number
The "Slot Number" shows the index number (0 to n) of the corresponding slot.

The selected slot is highlighted blue.

The number of slots in the frame varies, depending on the subcarrier spacing / numer-
ology. The first slot always has the index 0.

Remote command:
not supported

Slot Allocation
The "Slot Allocation" selects the usage of the corresponding slot.

e "Data": Slot is used for user data transmission.
e "Unused": Slot is not used.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] :FRAMe<fr>:BWPart<bwp>:SLOT<sl>:
ATYPe on page 310

Slot Format
The "Slot Format" selects one of the slot formats defined by 3GPP for the correspond-
ing slot.

The slot format defines the usage of the OFDM symbols in a slot. Possible symbol
usages are:

e Uplink: The symbol carries uplink information.
e Downlink: The symbol carries downlink information.
e Flexible: Symbol usage is undefined and can carry uplink or downlink information.

The symbol usage of the selected slot format is indicated in the slot preview.

For a comprehensive list of all supported slot formats, see 3GPP 38.211, table 4.3.2-3:
"Slot formats".

3GPP release 16 unlocks additional slot formats.
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Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] :FRAMe<fr>:BWPart<bwp>:SLOT<sl>:
FORMat on page 311

PUSCH Allocations
The "Configure" button opens the dialog box to configure the PUSCH or PUCCH
allocations in the corresponding slot.

For details, see Section 4.1.9, "PUSCH and PUCCH configuration”, on page 89.

Remote command:
not supported

Repeated Slot Number
Shows the slot number on which the configuration of a slot is based on.

If the table cell says "User", the slot is configured manually.

If the table cell contains a number, the slot configuration is the same as the slot
indicated by that number. For example, if the cell contains the number "1", the slot
configuration is the same as the slot with the index number 1.

Remote command:
not supported

Reference Signals
Opens a dialog box to configure reference signals transmitted in the corresponding
slot.

For details, see Section 4.1.8.3, "Sounding reference signal", on page 86.

Remote command:
not supported

Sounding reference signal

The sounding reference signal (SRS) is an uplink reference signal transmitted by the
user equipment. The base station uses the SRS to estimate the uplink channel quality
for each user.

In the time domain, the SRS occupies 1, 2 or 4 OFDM symbols with a variable starting
position. In the frequency domain, the SRS uses only portions of the overall channel
bandwidth in a bandwidth part. The subcarriers occupied by the SRS depend on
various frequency hopping and transmission comb techniques.

You can define various parameters to describe the physical attributes and structure of
the SRS, for example where it is located in the resource grid or how often it occurs in
the signal.

The SRS configuration is specific to a bandwidth part. If you assign an SRS to more
than one slot in the bandwidth part (repeated transmission), the configuration is the
same for each instance of the SRS.

The SRS uses antenna port 1000.

All settings available for the sounding reference signal are based on and specified in
detail in 3GPP 38.211.
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State On off

Slot Start No Freq Freq Freq Rep. Tr.Comb/ No Rel. Power

Config Pos Sym. Pos Shift Hopping Factor Sequence Ports / dB
Periodic

The remote commands required to configure the CSI reference signal are described in
Section 6.10.8, "SRS configuration”, on page 316.
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SRS State

Turns the sounding reference signal on and off.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:SRS:STATe
on page 323

Slot Config
Opens a dialog box to configure in which slots the sounding reference signal appears.

The transmission is always periodic. The "Periodicity" selects the slot numbers that the
SRS appears in. For example, a periodicity of 2 slots assigns the SRS to every other
slot.

The "Offset" defines the first slot that the SRS appears in.

Remote command:

Periodicity: CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:SRS:
SLOT:PERiodicity on page 322

Offset: CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:SRS:
SLOT:POFFset on page 323

Start Position
Defines the starting position of the sounding reference signal in the time domain in
terms of OFDM symbols.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] :FRAMe<fr>:BWPart<bwp>:SRS:SPOS
on page 323

No. Sym

Selects the number of OFDM symbols used by the sounding reference signal (1, 2 or
4).
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Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:SRS:NSYMbols
on page 319

Freq Position
Defines the starting position of the SRS allocation in the frequency domain.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] :FRAMe<fr>:BWPart<bwp>:SRS:FPOS
on page 318

Freq Shift
Defines an offset of the sounding reference signal resource elements in the frequency
domain relative to the first subcarrier.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] :FRAMe<fr>:BWPart<bwp>:SRS:FSHift
on page 318

Freq Hopping

Opens a dialog box to configure in the frequency hopping parameters ("B-SRS", "C-
SRS" and "B-Hop").

"B-SRS" and "C-SRS" define the bandwidth and length of the SRS sequence.

"B-Hop" defines the frequency hopping bandwidth of the SRS. Note that frequency
hopping is disabled if "B-Hop" > "B-SRS".

Remote command:
ng:CONFigure[:NR5G]:UL[:CC<CC>]:FRAMe<fr>:BWPart<bwp>:SRS:
FHOPping:BSRS on page 317
ng:CONFigure[:NRSG}:UL[:CC<CC>}:FRAMe<fr>:BWPart<bwp>:SRS:
FHOPping:CSRS on page 317
BHW:CONFigure[:NRSG]:UL[:CC<CC>]:FRAMe<fr>:BWPart<bwp>:SRS:
FHOPping:BHOP on page 317

Rep. Factor
Defines how many times the sounding reference signal is repeated.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] :FRAMe<fr>:BWPart<bwp>:SRS:RFACtor
on page 320

Transmission Comb / Sequence Comb

Opens a dialog box to configure the transmission comb and the cyclic shift sequence.
These settings define the subcarriers that the sounding reference signal is transmitted
on.

The "Transmission Comb" value selects the number of subcarriers the sounding refer-
ence signal occupies. It also defines the maximum number of cyclic shifts. You can
also define an "Offset" for the resource elements used by the SRS (odd or even
subcarriers).

The group of sequence settings define the sequence of the sounding reference signal.
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"Cyclic Shift" defines the number of cyclic shifts.

The "Sequence ID" defines the pseudo-random seed value for the SRS sequence
generation.

The sounding reference signal supports frequency hopping. You can select the hop-
ping method from the "Group Or Seq Hopping" dropdown menu.

Remote command:

Transmission comb: CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SRS:TCOMb [ : VALue] on page 324

Offset: CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:SRS:
TCOMb: OFFSet on page 324

Cyclic shift: CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:SRS:
SEQuence:CSHift on page 321

Sequence ID: CONFigure [ :NR5G] : UL [ :CC<cc>] : FRAMe<fr>:BWPart<bwp>:
SRS:SEQuence: ID on page 322

Hopping: CONFigure [ :NR5G] : UL[ :CC<cc>] : FRAMe<fr>:BWPart<bwp>:SRS:
SEQuence:HOPPing on page 321

No Ports
Selects the number of antenna ports that the sounding reference signal uses.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] :FRAMe<fr>:BWPart<bwp>:SRS:NPORts
on page 319

Rel Power
Defines the relative power of the sounding reference signal in dB.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:SRS:POWer
on page 320

4.1.9 PUSCH and PUCCH configuration

Access: "Overview" > "Signal Description" > "Radio Frame Config" > "PUSCH /
PUCCH Config"

Each slot assigned to carry user data contains one or more resource allocations.
Resource allocations are the physical channels that carry user data or information
about it. The size of an allocation in the resource grid is variable. An allocation covers
one or more physical resource blocks.

The physical uplink shared channel (PUSCH) carries the general user data and is
therefore the most prominent channel in a radio frame that occupies the most resour-
ces.

The physical uplink control channel (PUCCH) carries the uplink control information.
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Signal Description = Radio Frame Config Advanced Settings

CC1i

# Frames To Selected
Configure . Fenr . Copy Frame Paste Frame Paste to all

BWP Config = Slot Config PUSCH/PUCCH Config

Bandwidth Part Number Slot Number -

Enhanced Number Offset Number Offset Rel. Power
Settings  of RBs RB of Symb Symb JdB

Allocation Modulation Conflict

O Configuring component carriers

When you are doing measurements on aggregated carriers, you can configure each
carrier separately.

When available, each carrier in the dialog boxes is represented by an additional tab
labeled "CC<x>", with <x> indicating the number of the component carrier.

Note that the additional tabs are only added to the user interface after you have
selected more than "1" component carrier.

The remote commands required to configure the PUSCH and PUCCH are described in
Section 6.10.9, "PUCCH allocation configuration", on page 325.

e General PUSCH / PUCCH configuration..............cooeriiiiiiiiiiiicccieie e 90
e PUSCH /PUCCH configuration table............oooo e 91
e Enhanced PUCCH SettingsS.......ccuueiiiiiiiiiiei et 95
e Enhanced PUSCH settings: DMRS........oo it 97
e Enhanced PUSCH settings: PTRS.......cooiiiiiii et e e e 102
e Enhanced PUSCH settings: scrambling / coding..........ccceeveeeiiiiiiiiciiiiiieieeeeeeeee, 104
e Enhanced PUSCH settings: custom constellation............ccccoiiiiciiiinnnn, 105

4.1.9.1 General PUSCH / PUCCH configuration
The allocations in the table refer to a specific bandwidth part and slot.

Selecting the bandwidth part to configure

» Enter the number of the bandwidth part that you want to configure in the "Band-
width Part Number" field.

The R&S FSV/A selects the corresponding bandwidth part.
Note that when you select the bandwidth part here, the R&S FSV/A also selects
that bandwidth part in the BWP Config tab and vice versa.

Selecting the slot to configure

» Enter the number of the slot that you want to configure in the "Selected Slot" field.
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Note that when you select a slot here, the R&S FSV/A also selects that slot in the
Slot Config tab and vice versa.

Defining the number of PUSCH and PUCCH allocations

The R&S FSV/A allows you to allocate up to 100 individual PUSCH and PUCCH
allocations to a slot.

» Enter the number of allocations in the "# PUSCH Allocations" or "# PUSCH Alloca-
tions" field.

The R&S FSV/A expands the configuration table accordingly.

When you add a PUCCH, the new PUCCH is added after the last existing PUCCH
and before the first PUSCH allocation. New PUSCH allocations are always added
at the end of the table.

Remote command (PUSCH allocations): CONFigure [ :NR5G] :UL[:CC<cc>] :
FRAMe<fr>:BWPart<bwp>:SLOT<sl>:ALCount on page 332

Remote command (PUCCH allocations): CONFigure [ :NR5G] :UL[ :CC<cc>] :
FRAMe<fr>:BWPart<bwp>:SLOT<sl>:UCCCount on page 331

PUSCH / PUCCH configuration table

The configuration table contains the PUSCH and PUCCH allocations. Each row corre-
sponds to an allocation. The first part of the table shows the PUCCH allocations, the
second part of the table the PUSCH allocations.

Reusing PDSCH allocations

If you are measuring multiple slots with a different configuration, you can copy alloca-
tions to other slots once you have defined them in the first slot.

Prerequisite: # of configurable slots > 1

1. Select "Copy To" to copy the allocation configuration to the clipboard.
The R&S FSV/A opens a dialog to select the target slots.

2. From the "Copy To" menu, select:

e "Slots" to copy the allocation to a set of selected slots.
e "Custom" to copy the allocation to slots based on a certain logic.

3. "Copy To": "Slots™
Select the slots that you want to copy the allocation to.

e Enter a comma-separated list of slots (for example: 1,4,5,7)
e Enter a range of slots (for example: 3-6)
e Enter a combination of both (for example: 1,3-5,8)

4. "Copy To": "Custom":
Select the copy logic.

e "Period": Copy the allocation to every n'" slot.
Example: Period = 3 copies the allocation to every 3rd slot, beginning with slot
0 (if selected slot = 0, the copy appears in slots 3,6,9, etc.).
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e "Duration": Copy the allocation to n slots in a row.
Example: Period = 3 and duration = 2 copies the allocation to two slots in a
row, every 3rd slot, beginning with slot O (if selected slot = 0, the copy appears
in slots 1,3,4,6,7,9,10 etc.)

The R&S FSV/A only copies the allocation to a slot if the slot configuration accepts
a manual configuration (and is not based on the configuration of another slot).

Allocation Modulation Esrgltahr:lcge: r:::;"[lt:‘;' ng;t :f";'l?ne'; g:,f:ﬁ: Rel.":gwer Conflict .
0 PUCCH QPSK 16 0 2 12 0dB
1 PuCcH QPsk 1 N 2 12 0dB
0| PUSCH QPSK 16 18 14 0 0d8
1 PpuscH QPSK 16 20 14 0 0de

The remote commands required to configure the PUSCH and PUCCH allocations
are described in Section 6.10.9, "PUCCH allocation configuration", on page 325 and
Section 6.10.10, "PUSCH allocation configuration”, on page 331.
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The "ID" column shows the unique identifier for the corresponding PUCCH or PUSCH
allocation.

The counter starts at 0.

Remote command:
not supported

Allocation
The "Allocation" column shows the allocation's channel type (PUCCH or PUSCH).

Remote command:
not supported

Modulation
The "Modulation" selects the modulation type for the corresponding allocation (chan-
nel).

"DMRS Only" analyzes the DMRS and ignores the payload data in the allocation.
The PUCCH modulation is always QPSK.
The PUSCH modulation is either QPSK, 16QAM, 64QAM or 256 QAM.
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If you turn on transform precoding, you can also select a pi/2-BPSK modulation for the
PUSCH.

3GPP release 17 adds 1024QAM modulation.

The beyond 5G license adds new functionality:

e 4096QAM and 16kQAM modulation.

e Custom modulation.
Selecting custom modulation type automatically activates custom symbol constella-
tion.

Remote command:

PUCCH: not supported

PUSCH allocations: CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:ALLocation<al>:MODulation on page 335

Number of resource blocks
The "Number of RBs" defines the number of physical resource blocks that the alloca-
tion occupies in the resource grid.

The number of RBs a PUCCH can use depends on the PUCCH format.

Remote command:

PUCCH allocation: CONFigure[:NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:PUCCh<cr>:RBCount on page 329
PUSCH allocation: CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:AlLLocation<al>:RBCount on page 336

Resource block offset

The "Offset RB" defines the first physical resource block that the allocation uses. The
offset is a value relative to the first resource block used by the bandwidth part that the
allocation is in.

Remote command:

PUCCH allocation: CONFigure[:NR5G] :UL[:CC<cc>] :FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:PUCCh<cr>:RBOFfset on page 329
PUSCH allocation: CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:ALLocation<al>:RBOFfset on page 337

Number of Symbols
The "Number of Symbols" defines the number of symbols that the allocation uses.

The number of symbols a PUCCH can use depends on the PUCCH format.

Remote command:

PUCCH allocation: CONFigure [ :NR5G] : UL [ :CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<s1>:PUCCh<cr>:SCOunt on page 330

PUSCH allocation: CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:ALLocation<al>:SCOunt on page 337

Offset Symbols

The "Offset Symbols" defines the first symbol that the allocation uses. The offset is a
value relative to the first symbol in the slot.
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Remote command:

PUCCH allocation: CONFigure[:NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<s1>:PUCCh<cr>:SOFFset on page 330
PUSCH allocation: CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:ALLocation<al>:SOFFset on page 338

Rel Power / dB
The "Rel Power / dB" defines the relative power of the corresponding allocation.

Remote command:

PUCCH allocation: CONFigure[:NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<s1>:PUCCh<cr>:POWer on page 329

PUSCH allocation: CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:ALLocation<al>:POWer on page 336

Copy to
Opens a dialog to copy the allocation configuration to other slots.

For details, see "Reusing PDSCH allocations" on page 91.

Remote command:

PUSCH: CONFigure[:NR5G] :UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:
SLOT<sl>:ALLocation<al>:COPY on page 334

PUCCH: CONFigure[:NR5G] : UL[ :CC<cc>] : FRAMe<fr>:BWPart<bwp>:
SLOT<s1>:PUCCh<cr>:COPY on page 327

Conflicts

The R&S FSV/A indicates a conflict in the following cases.

e If the allocation is located in a symbol reserved for uplink.

e If two or more allocations use the same resource blocks (overlapping allocations).
e |f the total number of resource blocks over all allocations is greater than 273.

To remove a conflict, try to reduce the total number of resource blocks or change the
RB offset.

Remote command:
not supported

Enhanced Settings
Opens the "Enhanced Settings" dialog box.

Enhanced settings for PUCCH allocations:
e PUCCH DMRS

Enhanced settings for PUSCH allocations:
e PUSCH DMRS

e PTRS

e Channel coding and PUSCH scrambling

Remote command:
not supported
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4.1.9.3 Enhanced PUCCH settings
Access: "Overview" > "Signal Description" > "Radio Frame Config" > "PUSCH /
PUCCH Config" > "Enhanced Settings"

The enhanced PUCCH settings contain settings to configure the PUCCH demodulation
reference signal (PUCCH DMRS).

You can also select the PUCCH format here.

PUCCH Format 1

PUCCH DMRS Config
General Format Specific

Rel Power (to PUCCH) 0.0 dB Sequence Generation

Group Hopping Neither ~ [Initial Cydic Shift

Hopping ID n_ID - _ Time Domain OCC Index

Intra Slot Frequency Hopping Off OCC Length

The remote commands required to configure the PUCCH are described in Sec-
tion 6.10.11, "Enhanced PUCCH allocation configuration", on page 338.
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PUCCH Format
3GPP defines several PUCCH formats. The PUCCH format affects several PUCCH
characteristics, like the mapping to physical resource blocks.

You can select a different PUCCH format for each PUCCH allocation.
Depending on the format, you can access different enhanced settings for the PUCCH.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] :FRAMe<fr>:BWPart<bwp>:SLOT<sl>:
PUCCh<cr>:FORMat on page 345

PUCCH DMRS Rel Power
Available for all PUCCH formats.

Defines the power of the PUCCH DMRS relative to the power of the PUCCH resource
elements.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] :FRAMe<fr>:BWPart<bwp>:SLOT<sl>:
PUCCh<cr>:DMRS: POWer on page 343
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Group Hopping
Available for PUCCH formats 0, 1, 3 and 4.

Turns group and sequence hopping for the PUCCH demodulation reference signal on
and off.

e Select "Neither" to use neither group nor sequence hopping.

e Select "Enable" to use group hopping only.

e Select "Disable" to use sequence hopping only.

The frequency hopping index n;, used to calculate the sequence group if you turn on
hopping depends on the intra slot frequency hopping configuration.

The hopping sequence depends on the "Hopping ID" parameter. 3GPP (38.211)
defines two methods by which the PUCCH hopping sequence can be calculated.

"n_IDACell":

Calculates the sequence based on the cell ID, if the higher layers provide no value.
"n_ID*Cell" has the same value as the cell ID.

lln_l D"

Calculates the sequence based on a pseudo-random seed value. You can define the
seed value in the input field that becomes available when you select this method.

Remote command:

State: CONFigure[:NR5G] :UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:
SLOT<s1>:PUCCh<cr>:DMRS:GHOPping on page 339

Hopping ID method: CONFigure [ :NR5G] : UL [ :CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<s1>:PUCCh<cr>:DMRS:HID on page 340

Seed value: CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:
SLOT<s1>:PUCCh<cr>:DMRS:NID on page 342

Intra Slot Frequency Hopping
Turns hopping of the PUCCH demodulation reference signal within a slot on and off.

The state of this parameter controls the value of the frequency hopping index ny,,, used
to calculate the group hopping sequence.

When you turn on intra slot frequency hopping, you can define the physical resource
block offset for the second hop ("Second Hop PRB").

Remote command:

State: CONFigure[:NR5G] :UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:
SLOT<s1>:PUCCh<cr>:DMRS:ISFHopping on page 341

Second hop PRB: CONFigure[:NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<s1>:PUCCh<cr>:DMRS:SHPRb on page 344

Initial Cyclic Shift
Available for PUCCH formats 0 and 1.

As defined in 3GPP 38.211, the value is required to calculate the cyclic shift for the
hopping sequence.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:SLOT<sl>:
PUCCh<cr>:DMRS: ICSHift on page 341
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Time Domain OCC Index
Available for PUCCH formats 1 and 4.

Defines the orthogonal sequence index I. As defined in 3GPP 38.211, the value is
required to select the orthogonal sequence, used for the blockwise spreading.

For PUCCH format 4, the time domain OCC index defines the initial cyclix shift.
Remote command:

CONFigure[:NR5G] :UL[:CC<cc>] :FRAMe<fr>:BWPart<bwp>:SLOT<sl>:
PUCCh<cr>:DMRS:TDOindex on page 345

PUCCH DMRS Sequence Generation
Available for PUCCH format 2.

3GPP (38.211) defines two methods by which the PUCCH DMRS sequence can be
calculated. You can select the method with the "Sequence Generation" parameter.
"n_IDADMRS":

Calculates the sequence based on a pseudo-random seed value. You can define the
seed value in the input field that becomes available when you select this method.
"n_ID"Cell":

Calculates the sequence based on the cell ID, if the higher layers provide no value.
"n_ID*Cell" has the same value as the cell ID.

Remote command:

Method: CONFigure[:NR5G] :UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:
SLOT<s1>:PUCCh<cr>:DMRS:SGENeration on page 343

Seed value: CONFigure[:NR5G] :UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:
SLOT<s1>:PUCCh<cr>:DMRS:SID on page 344

OCC Length

Available for PUCCH format 4.

Defines the length of the orthogonal cover code (NPUCCH ) that the PUCCH transmis-
sion includes. The available OCC lengths are defined in 3GPP 38.211.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] :FRAMe<fr>:BWPart<bwp>:SLOT<sl>:
PUCCh<cr>:DMRS:0CCLength on page 342

Additional DMRS
Available for PUCCH format 3 and 4.

Turns an additional PUCCH DMRS on and off. The position of this additional DMRS is
defined in 3GPP 38.211.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] :FRAMe<fr>:BWPart<bwp>:SLOT<sl>:
PUCCh<cr>:DMRS:ADDitional on page 339

4.1.9.4 Enhanced PUSCH settings: DMRS

Access: "Overview" > "Signal Description" > "Radio Frame Config" > "PUSCH /
PUCCH Config" > "Enhanced Settings" > "PUSCH DMRS Config"
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PUSCH DMRS Config Phase-tracking RS Config (PTRS) Scrambling/Coding

Config Type 1 ~ Codeword to Layer Mapping

First D_MRS Symb Rel to Slot start (A) . layers/Codewords 1/1
(Mapping Type)

First DMRS Symb 2 Antenna Ports
(Type A Pos)

DMRS Add Position Index 0 CDM groups w/o data

DMRS Length 1 DMRS-Uplink

Sequence Generation N_ID~Cell

n_SCID

Rel Power (to PUSCH) 0.0 dB

The remote commands required to configure the DMRS are described in Sec-
tion 6.10.12, "Enhanced PUSCH settings: DMRS", on page 346.

0= o | I TR PP P ST PPUPPPPPPPN 98
PUSCH DMRS LOCAtON. .....uetiiiieie ittt ettt ettt st e et sbe e e b e e e s snreeeanee 98
Multi SYMDOI DIMRS....... ittt ettt e et e e e bbe e e sabe e e sane e e sbeeeaas 99
PUSCH DMRS Sequence Generation (Transform Precoding = Off).......ccccoviieeieinnnne 99
PUSCH DMRS Sequence Generation (Transform Precoding = On)......ccccceeeviiieeeennee 99
IO o1 o T PP 100
PUSCH DMRS Rl POWET ... iiiiii ettt 100
Codeword to Layer Mapping........uueeeeeeeeeeieeicciiiiieieeee e e e e e e seescnrarereeeeeeeaeeeseesnnnenreeeeeeas 100
DMRS ANteNNa POIS....cci ittt et e e e e e 101
NO Of SRS POIS....eeeeceiiiee et e e e e e e e e e e 101
LI 4 USSR 101
CDM Groups WithOUt Dat@........ccoieecieiiiieieiee et e e e e e e e e e e 101
DIMRS-UPDINK. ettt e et e e e e et e e e e e rabee e e e s s nbee e e e e nnes 102
User ID

Selects the radio network temporary identifier (RNTI) used to identify different users
currently accessing the network. The corresponding allocation and its configuration is
assigned specifically to the ID that you select in this field.

By default, the RNTI is the same as the bandwidth part index.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:SLOT<sl>:
ALLocation<al>:UEID on page 357

PUSCH DMRS Location

The "Configuration Type" defines the mapping of the DMRS to physical resources
elements as defined in 3GPP 38.211. You can select from configuration "Type 1" or
"Type 2".

The "Mapping Type" defines the position of the first DMRS symbol in the resource grid.
Mapping "Type A" is a location relative to the start of the slot. Mapping "Type B" is a
location relative to the start of the PUSCH resources.

For mapping type A, you can select an additional parameter "Type A Pos" to select the
first symbol that the DMRS uses.

User Manual 1178.9255.02 — 15 98



R&S®PFSV3-K145 Configuration

I/Q measurement

The mapping type also limits the number of symbols the PUSCH allocations can use.

Remote command:

Configuration type: CONFigure [ :NR5G] : UL [ :CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:ALLocation<al>:DMRS:CTYPe on page 348

Mapping type: CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:
SLOT<sl>:ALLocation<al>:DMRS:MTYPe on page 350

Type A position: CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:
SLOT<sl>:ALLocation<al>:DMRS:TAPos on page 356

Multi Symbol DMRS
The DMRS can be transmitted on one or two symbols, depending on the "DMRS
Length".

You can also add additional DMRS with the "DMRS Add Position Index".

Remote command:

Length: CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:
SLOT<sl>:ALLocation<al>:DMRS:MSYMbol:LENGth on page 349

Position Index: CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:
SLOT<sl>:ALLocation<al>:DMRS:MSYMbol:APOSition on page 349

PUSCH DMRS Sequence Generation (Transform Precoding = Off)

3GPP (38.211) defines two methods by which the PUSCH DMRS sequence can be
calculated when you turn off transform precoding. You can select the method with the
"Sequence Generation" parameter.

"n_IDADMRS":

Calculates the sequence based on a pseudo-random seed value. You can define the
seed value in the input field that becomes available when you select this method.

The scrambling ID "N_ID*" is for low PAPR DMRS transmission. For other transmis-
sion types, use the "N_ID”*0" scrambling ID.

"N_ID*" is available if DMRS-Uplink = "On".
"n_ID"Cell":

Calculates the sequence based on the cell ID, if the higher layers provide no value.
"n_ID*Cell" has the same value as the cell ID.

Remote command:

Method: CONFigure[:NR5G] :UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:
SLOT<sl>:ALLocation<al>:DMRS:SGENeration on page 355

Seed value N_ID”0: CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:ALLocation<al>:DMRS:NID on page 350

Seed value N_ID*M: CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:ALLocation<al>:DMRS:NIONe

Scrambling ID: CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:
SLOT<sl>:ALLocation<al>:DMRS:NSCid on page 353

PUSCH DMRS Sequence Generation (Transform Precoding = On)

3GPP (38.211) defines three methods by which the PUSCH DMRS sequence can be
calculated when you turn on transform precoding. You can select the method with the
"n_ID"RS" parameter.

User Manual 1178.9255.02 — 15 99



R&S®PFSV3-K145 Configuration

I/Q measurement

"n_ID Cell":

Calculates the sequence based on the cell ID, if the higher layers provide no value.
"n_IDACell" has the same value as the cell ID.

"n_IDAPUSCH":

Calculates the sequence based on a pseudo-random seed value. You can define the
seed value in the input field that becomes available when you select this method.
"n_IDAnSCID":

Calculates the sequence using the method defined for transform precoding = off
("Sequence Generation").

Note that "N_ID*1" for low PAPR transmission is not available in the transform precod-
ing = on case.

Remote command:

Method: CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:
SLOT<sl>:ALLocation<al>:DMRS:NIRS on page 352

Seed value: CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:
SLOT<sl>:ALLocation<al>:DMRS:NIRid on page 352

TxConfig

Turns codebook-based transmission on and off (defined in 3GPP 38.211, section
6.3.1.5).

"Non-Code- Signal transmission without a codebook.

book"

Codebook Signal transmission based on a codebook.

Codebook transmission combined with the number of SRS ports and
the TPMI index selects the applied precoding matrix.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] :FRAMe<fr>:BWPart<bwp>:SLOT<sl>:
ALLocation<al>:DMRS:TCONfig on page 356

PUSCH DMRS Rel Power
The "CORESET DMRS Rel Power" defines the power of the PUSCH DMRS relative to
the power of the PUSCH resource elements.

When you turn on transform precoding after a preset, the R&S FSV/A automatically
changes the relative power to 3 dB, according to 3GPP 38.214.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] :FRAMe<fr>:BWPart<bwp>:SLOT<sl>:
ALLocation<al>:DMRS:POWer on page 354

Codeword to Layer Mapping

Selects the number of layers for a PUSCH allocation and the codebook index. The
combination of layers and number of codewords determines the layer mapping. Each
layer is transmitted on a separate antenna port.

The number of supported layers depends on:
e DMRS configuration type
e DMRS length
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e State of transform precoding

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] :FRAMe<fr>:BWPart<bwp>:SLOT<sl>:
ALLocation<al>:CLMapping on page 347

DMRS Antenna Ports
Each layer of a PUSCH allocation is mapped to a certain antenna port. The "Antenna
Port" dropdown menu selects the antenna ports that are used for the transmission of
the PUSCH allocation.

Example:

e DMRS configuration type = 1

e DMRS length =2

e Transform precoding

e Codeword to layer mapping = 4/1, which corresponds to 4 layers

For this configuration you can map the layers to antenna ports "0,1,4,5", "0,2,4,6" or
"2,3,6,7".

The antenna ports (layers) that are actually analyzed depends on the antenna port
configuration.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] :FRAMe<fr>:BWPart<bwp>:SLOT<sl>:
ALLocation<al>:DMRS:AP on page 347

No of SRS Ports
Selects the number of antenna ports for codebook transmission. The number of
selected antenna ports affects the applied precoding matrix as defined by 3GPP.

Available if TxConfig = Codebook.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] :FRAMe<fr>:BWPart<bwp>:SLOT<sl>:
ALLocation<al>:DMRS:NSPorts on page 354

TPMI
Selects the Transmit Precoding Matrix Indicator (TPMI) for codebook transmission. The
TPMI index affects the applied precoding matrix as defined by 3GPP.

Available if TxConfig = Codebook.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] :FRAMe<fr>:BWPart<bwp>:SLOT<sl>:
ALLocation<al>:DMRS:TPMI on page 357

CDM Groups without Data

Selects the number of CDM groups that are reserved and contain no data. They

are therefore not used by the PUSCH for data transmission. In the resource grid,

the resource elements for CDM (between PUSCH DMRS resource elements) remain
empty.

Note that the different values for this parameter change the default values of the
relative DMRS power according to 3GPP 38.214, table 4.1-1.
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Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] :FRAMe<fr>:BWPart<bwp>:SLOT<sl>:
ALLocation<al>:DMRS:CGWD on page 348

DMRS-Uplink
Turns the higher layer parameter "dmrs-uplink" on and off.

Available when you turn off transform precoding.

This parameter reduces the peak-to-average power ratio (PAPR) of the PUSCH DMRS
as defined 3GPP, release 16. Using the low PAPR also results in a different calculation
of the DMRS sequence.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] :FRAMe<fr>:BWPart<bwp>:SLOT<sl>:
ALLocation<al>:DMRS:RST on page 355

Enhanced PUSCH settings: PTRS

Access: "Overview" > "Signal Description" > "Radio Frame Config" > "PUSCH /
PUCCH Config" > "Enhanced Settings" > "Phase-tracking RS Config"

PUSCH DMRS Config = Phase-tracking RS Config (PTRS) Scrambling/Coding

State On off

Rel Power (to PUSCH) KK

L_PTRS il

K_PTRS 2

UL-PTRS-RE-offset

The remote commands required to configure the DMRS are described in Sec-
tion 6.10.13, "Enhanced PUSCH settings: PTRS", on page 358.

Functions in the "Scrambling / Coding" dialog box described elsewhere:

e "User ID" on page 98

PTRS Configuration (Transform Precoding = Off).........coiiiiiiiiiiiiieeeei, 102
PTRS Configuration (Transform Precoding = ON)........cccceiiiiiiiiiiiiiiieeiiieceeeeeeeeeveeieina, 103

PTRS Configuration (Transform Precoding = Off)

The phase tracking reference signal (PTRS) is a UE-specific reference signal that is
used to compensate for the phase noise of the oscillator. The PTRS is transmitted in
resource blocks used for the PUSCH.

If the PTRS "State" is on, you can define its "Power" relative to the PUSCH and its
location in the resource grid.

The parameters that define the PTRS location depend on the selected precoding
mode.

For "Transform Precoding" = "Off", the following parameters define the PTRS location.
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The "L_PTRS" defines the distance between the PTRS in terms of OFDM symbols
(transmission every 1, 2 or 4 OFDM symbols). If the subcarrier used by the PTRS also
contains a DMRS, the distance can be larger.

The "K_PTRS" and "DL-PTRS-RE-Offset" define the location of the PTRS in the fre-
quency domain. Kprrg defines the distances between the PTRS in terms of subcarrier.
You can also define an additional frequency offset for the PTRS relative to the first
subcarrier.

Remote command:

State: CONFigure[:NR5G] :UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:
SLOT<sl>:ALLocation<al>:PTRS[:STATe] on page 363

Power: CONFigure [ :NR5G] : UL[ :CC<cc>] : FRAMe<fr>:BWPart<bwp>:
SLOT<sl>:ALLocation<al>:PTRS:POWer on page 362

Lptrs: CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:
SLOT<sl>:ALLocation<al>:PTRS:I on page 359

Kptrs: CONFigure [ :NR5G] :UL[ :CC<cc>] : FRAMe<fr>:BWPart<bwp>:
SLOT<sl>:ALLocation<al>:PTRS:K on page 358

Offset: CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:
SLOT<sl>:ALLocation<al>:PTRS:REOFfset on page 362

PTRS Configuration (Transform Precoding = On)

The phase tracking reference signal (PTRS) is a UE-specific reference signal that is
used to compensate for the phase noise of the oscillator. The PTRS is transmitted in
resource blocks used for the PUSCH.

If the PTRS "State" is on, you can define its "Power" relative to the PUSCH and its
location in the resource grid.

The R&S FSV/A automatically selects the default power according to 3GPP 38.214,
table 6.2.3.2-2. If required, you can also define a different level.

The parameters that define the PTRS location depend on the selected precoding
mode.

For "Transform Precoding" = "On", the following parameters define the PTRS location.
The "N_groupPTRS" defines the number of PTRS groups to transmit (2, 4 or 8).

The "N_samp”group" defines the number of samples allocated to a PTRS group (2 or
4). From the number of used samples in a PTRS group, you can deduct the number of
samples in an OFDM symbol.

The "L_PTRS" defines the distance between the PTRS in terms of OFDM symbols
(transmission every 1, 2 or 4 OFDM symbols). If the subcarrier used by the PTRS also
contains a DMRS, the distance can be larger.

The "N_ID" selects the scrambling method and seed value.
"n_IDCell"

Calculates the sequence based on the cell ID, if the higher layers provide no value.
"n_ID~ACell" has the same value as the cell ID.

"n_ID*"PUSCH"

Calculates the sequence based on a pseudo-random seed value. You can define the
seed value in the input field that becomes available when you select this method.
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Remote command:

State: CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:
SLOT<sl>:AlLLocation<al>:PTRS[:STATe] on page 363

Power: CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:
SLOT<sl>:ALLocation<al>:PTRS:POlWer on page 362

Ngroup: CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:
SLOT<sl>:ALLocation<al>:PTRS:NGRoups on page 359

Ngamp: CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:
SLOT<sl>:ALLocation<al>:PTRS:NSAMples on page 361

LPTRS: CONFigure[:NR5G] :UL[:CC<cc>] :FRAMe<fr>:BWPart<bwp>:
SLOT<sl>:ALLocation<al>:PTRS:I on page 359

N|D: CONFigure[:NR5G] :UL[:CC<cc>] :FRAMe<fr>:BWPart<bwp>:SLOT<sl>:
ALLocation<al>:PTRS:NID on page 360

Seed value: CONFigure[:NR5G] :UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:
SLOT<sl>:ALLocation<al>:PTRS:NIID on page 361

Enhanced PUSCH settings: scrambling / coding

Access: "Overview" > "Signal Description" > "Radio Frame Config" > "PUSCH /
PUCCH Config" > "Enhanced Settings" > "Scrambling / Coding"

PUSCH DMRS Config = Phase-tracking RS Config (PTRS) = Scrambling/Coding

Channel Coding

MCS Table

I_MCs

Redundancy Version Index
Scrambling

Scrambling Data-Scrambling-ID -

The remote commands required to configure the channel coding and scrambling
are described in Section 6.10.14, "Enhanced PUSCH settings: scrambling / coding",
on page 364.

Functions in the "Scrambling / Coding" dialog box described elsewhere:
e "User ID" on page 98

(07 0= o1 T I @o T [ T TR PTR 104
PUSCH SCrambling......cccccueiiiiiiiiee e ettt e s e e e e e s s s s e e e e e e e e e e e s s s ssnnnreneeeeeeaeaens 105

Channel Coding

Channel coding parameters determine the code rate of the PUSCH, which is the

ratio between transmitted bits and the maximum possible bits in a subframe (or 1 ms
transport block). Because the number of bits in a subframe is variable, the target code
rate has to be derived from the modulation order in combination with an index lycs.

The target code rate depends on several parameters.
e The modulation order for the PUSCH.

User Manual 1178.9255.02 — 15 104



R&S®PFSV3-K145 Configuration

I/Q measurement

You can select one of several tables, one for each modulation type, from the "MCS
Table" dropdown menu and select the corresponding index value (defined in the
tables) in the "I_MCS" input field. The target code rates for modulation order and
index are defined in 3GPP 38.214, section 5.1.3.

e The "Redundancy Version Index" defines the number of transmitted bits.
The redundancy version is used to re-transmit data if there are transmission errors.
Depending on the redundancy version index, the PUSCH contains a different num-
ber of parity bits for error detection: Index 0 adds 1 sequence of parity bits, index 1
adds two sequences of parity bits etc.
Because redundancy versions 1 and 2 do not transmit a complete set of data
(only new bits that have not been transmitted correctly before), it is not possible to
decode such signals, even if the signal-to-noise ration is perfect. Only redundancy
version 3 transmits a complete set of data, and can therefore be decoded without
the knowledge of previous data.

e The "xOverhead" parameter.
This parameter determines the transport block size according to 3GPP 38.214,
section 5.1.3.2.

Remote command:

Modulation order: CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:ALLocation<al>:CCODing:MCSTable on page 365
MCS index: CONFigure [ :NR5G] : UL[ :CC<cc>] : FRAMe<fr>:BWPart<bwp>:
SLOT<sl>:ALLocation<al>:CCODing:IMCS on page 364

Redundancy version: CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:ALLocation<al>:CCODing:RVINdex on page 365
xOverhead: CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:
SLOT<sl>:ALLocation<al>:CCODing:XOVHead on page 366

PUSCH Scrambling
3GPP (38.211) defines two methods by which the PUSCH scrambling can be calcula-
ted. You can select the method with the "Scrambling" parameter.

e "Data-Scrambling-ID"
Scrambles the PUSCH based on a pseudo-random seed value. You can define the
seed value in the input field that becomes available when you select this method.
e "n_ID"Cell"
Scrambles the PUSCH based on the cell ID, if the higher layers provide no value
for "DMRS-Scrambling-ID". "n_ID”Cell" has the same value as the cell ID.

Remote command:

Method: CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:
SLOT<sl>:ALLocation<al>:SCRambling on page 366

Seed value: CONFigure[:NR5G] :UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:
SLOT<sl>:ALLocation<al>:SCRambling:DSID on page 367

4.1.9.7 Enhanced PUSCH settings: custom constellation

Access: "Overview" > "Signal Description" > "Radio Frame Config" > "PDSCH /
PDCCH Config" > "Enhanced Settings" > "Custom Constellation"
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Creating custom symbol constellations becomes available with the beyond 5G applica-
tion. The custom constellation tool allows you to define and analyze symbol constella-
tions not specified by 3GPP.

Custom symbol constellation file structure

Custom symbol constellations are stored in a . json file that has the following struc-
ture and comes in a Matlab® compatible format.

{

"description":"R&S custom constellation mapping",
"mwcomplex":true,

"mwdata":[I,Q,I,Q0,I,0,...1,

"mwsize":[n,1],

"mwtype":"double"

e "description": Mustbe "R¢S custom constellation mapping".
e "mwcomplex": Mustbe "true" for complex numbers.

e "mwdata": Array of I/Q values, two values (I and Q) for each symbol. The size of
the array depends on the selected modulation order.

e "mwsize": Array that represents the dimensions of the data.
— n =modulation order (2, 4 16 etc.)
The second number in the array is always "1".

e "mwtype": Mustbe "double".

Verifying custom symbol positions visually

The following process allows you to display the ideal reference locations by reducing
the displayed constellation points to a single PDSCH allocation. This allows you to ver-
ify symbol locations of a custom constellation and check if it meets your expectations.

1. Analyze the signal in the constellation diagram.
Select one slot to analyze.
Filter by custom modulation.

2

3

4. Select a single PDSCH allocation.

5. Zoom into the constellation diagram.
6

Check the symbol locations and verify its correctness.
The ideal symbol positions are indicated by an "x" in the diagram area.
Verifying the symbol order in custom constellations

The following process allows you to check if the symbols in a custom constellation are
in the correct order. For valid measurement results, the order of the symbol must be
the same on the DUT and the analyzer.

1. Use a signal with a known bit sequence on both the DUT and the analyzer.

2. On the analyzer, select PDSCH reference data = 0.
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3. Check the signal EVM.
If the EVM does not meet your expectations, the order of the symbols can be
wrong.

4. Check the bit sequence using the bitstream result.

5. If necessary, correct the symbol mapping.

] = (= T 107
1Y/ o To (8] F= 1 ToT I @ o =Y N 107
[N ToT5 0 aF=117= 1 (1] o 107
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Turns the usage of custom symbol constellations on and off.

Remote command:

CONFigure [ :NR5G] :UL[:CC<cc>] :FRAMe<fr>:BWPart<bwp>:SLOT<sl>:
ALLocation<al>:CUSTom:STATe on page 370

Modulation Order
Selects the modulation order for the custom symbol constellation.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] :FRAMe<fr>:BWPart<bwp>:SLOT<sl>:
ALLocation<al>:CUSTom:MODulation on page 368

Normalization
Turns normalization of the 1/Q data on and off.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] :FRAMe<fr>:BWPart<bwp>:SLOT<sl>:
ALLocation<al>:CUSTom:NORMalization on page 369

Position
Defines the location of the symbols in the complex plane.

For each symbol, define the | and Q values in the following order: lsympoi1,Qsymbort: lsym-
boIZstymboIZv---

The number of values depends on the selected modulation order - a modulation order
= 16, for example results in 16 I-values and 16 Q-values with a total of 32 values.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] :FRAMe<fr>:BWPart<bwp>:SLOT<sl>:
ALLocation<al>:CUSTom:POSition on page 369

Save / Load User Mapping
Opens a dialog to load and save custom constellations.

The file type for custom constellations is . json. See "Custom symbol constellation file
structure” on page 106 for more information about the file structure.
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Remote command:

Save: CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:
SLOT<sl>:AlLLocation<al>:CUSTom:STORe on page 370

Load: CONFigure [ :NR5G] : UL[ :CC<cc>] : FRAMe<fr>:BWPart<bwp>:
SLOT<sl>:ALLocation<al>:CUSTom:LOAD on page 367

Antenna port configuration

Access: "Overview" > "Signal Description" > "Ant Port Mapping"

Antenna ports are not physical antennas, but rather are a logical concept. Each
antenna port carries certain signal components (= physical channels) that should be
transmitted under the same conditions. Physical channels can be transmitted on a
single antenna port, or on several antenna ports. Each antenna port in turn can be
mapped to one of the physical antennas. Typically, one physical antenna combines
several antenna ports. However, one specific antenna port can also be transmitted on
more than one physical antenna.

The dialog is designed as a table with two rows representing the physical antennas
("Config 1" and "Config 2").

Only one of the two configurations can be on.
The columns represent the physical channels.

The "Ant Port Mapping" dialog box allows you to map the antenna ports used by the
various physical channels defined by 3GPP to one or two layer configurations.

Signal Description = Radio Frame Config = Ant Port Mapping Advanced Settings

cc1
Antenna Port to Physical Antenna Mapping

State PUSCH DMRS PUCCH SRS

Config 1

Config 2

The remote commands required to configure the antenna ports are described in Sec-
tion 6.10.16, "Antenna port configuration", on page 371.
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State

Turns the corresponding antenna port configuration on and off and applies it to the
measurement.

Note that you can currently measure only one of the two configurations (physical
antenna). If you turn on one configuration, the other is automatically turned off.
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Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] : PAMapping<cf>:STATe on page 371

PUSCH
Selects the antenna ports that transmit the PUSCH. You can assign the PUSCH to
multiple antenna ports (1000 to 1011).

To select the antenna port that transmits the PUSCH, select the PUSCH DMRS
antenna port. Selecting the PUSCH DMRS antenna port (0 to 11) automatically
assigns the PUSCH to the corresponding antenna ports (ports 1000 to 1011). For
example, mapping the PUSCH DMRS to AP 3, maps the PUSCH to AP 1003.

When you select the table cell, the R&S FSV/A opens another dialog box in which you
can turn the transmission of the PUSCH on certain antenna ports on and off.

By default, the PUSCH is transmitted on antenna port 1000 (for physical antenna 1)
and antenna port 1001 (for physical antenna 2).

Thus, the PUSCH DMRS is transmitted on antenna ports 0 and 1, by default.

Remote command:
PUSCH (DMRS): CONFigure [ :NR5G] : UL[:CC<cc>] : PAMapping<cf>:PUSCh:
AP<ap> on page 371

PUCCH
Shows the antenna ports that transmit the PUCCH.

The PUCCH is assumed to be transmitted on antenna port 2000.

Remote command:
not supported

SRS
Shows the antenna ports that transmit the PUCCH.

The SRS is assumed to be transmitted on antenna port 1000.

Remote command:
not supported

Advanced settings

Access: "Overview" > "Signal Description" > "Advanced Settings"

Advanced settings contain settings that are independent of the radio frame configura-
tion.
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O Configuring component carriers

When you are doing measurements on aggregated carriers, you can configure each
carrier separately.

When available, each carrier in the dialog boxes is represented by an additional tab
labeled "CC<x>", with <x> indicating the number of the component carrier.

Note that the additional tabs are only added to the user interface after you have
selected more than "1" component carrier.

@ Global SEHINGS. ... ——————————— 110
®  REfErenCe POINT A. ... . e e e e e s s e eaaaae s 113
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4.1.11.1 Global settings

Access: "Overview" > "Signal Description" > "Advanced Settings" > "Global Settings"

The global settings contain various settings that have an effect on how the R&S FSV/A
analyzes the signal.

Signal Description | Radio Frame Config Ant Port Mapping | Advanced Settings Generator Control

CC1

Global Settings Handling of Carrier Leakage Compensate

Transform Precoding On Off

Reference
Point A Frame Number n_f _

PUSCH Structure
Group or Sequence Hopping None -
Frequency Hopping Disabled -

RF Upconversion

Phase Compensation On Off

f o= CF Manual

13.3712 GHz

Spectrum Flatness

Extreme Conditions

Functions in the "Global Settings" dialog box described elsewhere:
e '"Transform Precoding" on page 111

The remote commands required to configure the global settings are described in Sec-
tion 6.10.17, "Advanced settings: global", on page 372.

Handling of Carrier LEAKage.......cuuieiiiiiiicciiiieeiiee et e e e e e e e e e 111
Transform PreCOdiNg.......cooi i e e e e e e e e e e e reeaee s 111
Frame NUMDEr N_f. ... e 112
PUSCH HOPPING. ..ceeiieeeiiiiiiceeeee it e e e ettt a e seeeeeaaaaaaaasaeeeeeeeesesens 112
PUSCH FrequenCy HOPPING. .. cceciiiaaiaeeiie ettt e e e e e e e e 112
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Handling of Carrier Leakage
Controls the way that the DC carrier is handled during signal analysis.

You can either leave the DC carrier as it is, remove it from the analysis or compensate
for carrier leakage effects.

Removing the DC carrier or compensating leakage effects is useful if the DC carrier is
located on a subcarrier, which would have a negative effect on the EVM.

e If you leave the DC carrier as it is, the R&S FSV/A includes the DC carrier in all
results.

e |If you ignore the DC carrier, the R&S FSV/A removes the DC carrier from all results
by ignoring the corresponding subcarriers. The DC carrier is assumed to be in the
center of the channel bandwidth.

e If you compensate for carrier leakage, the R&S FSV/A includes the subcarriers
used by the DC carrier in the result analysis, but compensates them mathemati-
cally.

If you turn on transform precoding, "lgnore DC" is unavailable.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>]:IDC on page 373

Transform Precoding

5G NR supports two channel access methods for uplink signals, CP-OFDM and DFT-
s-OFDM. Depending on the use case, one or the other has advantages over the
other. For DFT-s-OFDM, an additional signal processing stage, transform precoding,
is applied. Transform precoding is the term for the digital Fourier transformation (DFT)
used in the 5G NR standard.

CP-OFDM: Subcarrier IFFT Add
mapping cyclic prefix

OFT-s-OFDM: Tra nsfow‘rm Subl:ar_rler FFT fﬁ.dd
precoding mapping cyclic prefix

Figure 4-4: Signal processing depending on channel access scheme

With the "Transform Precoding" parameter, you can select which channel access
method is analyzed.

e "On": Analysis of the signal with precoding operation (DFT-s-OFDM).

e "Off": Analysis of the signal without precoding operation (CP-OFDM).

Note that the state of the "Transform Precoding" affects the settings available for the
PUSCH PTRS.

e Without precoding: "PTRS Configuration (Transform Precoding = Off)" on page 102
e With precoding: "PTRS Configuration (Transform Precoding = On)" on page 103

Remote command:
CONFigure[ :NR5G] :UL[:CC<cc>] : TPRecoding on page 375
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Frame Number n_f
Defines the system frame number n; in the capture buffer. For multiple frame analysis,

it defines the system frame number of the first frame you are analyzing.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] : FNNF on page 372

PUSCH Hopping
Selects a hopping mode for the PUSCH DMRS sequence as defined in 3GPP 38.211:
6.4.1.1.1.2 "Sequence Generation when Transform Precoding is Enabled".

When you turn on transform precoding, you can select one of the following hopping
modes.

e "None" (no hopping)

e "Group Hopping"

e "Sequence Hopping"

Remote command:

CONFigure[:NR5G] :UL[:CC<cc>] : PUSCh:HOPPing on page 373

PUSCH Frequency Hopping
Selects the PUSCH frequency hopping mode.

e "Disabled": PUSCH always uses the same frequency.
e "Intra-Slot Hopping": PUSCH changes the frequency within a slot.

Intra-slot hopping requires exactly one PUSCH allocation in the signal. Using intra-slot
hopping adds a secondary PUSCH allocation, which corresponds to the second hop.
The secondary allocation has the same characteristics as the primary PUSCH alloca-
tion.

You can control the hopping frequencies in terms of the resource blocks the allocation
is using.

Note that the DMRS length is always "1" when you turn on intra-slot hopping.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] : PUSCh: FHOPping on page 373

RF Upconversion

It is necessary to upconvert the baseband signal to the radio frequency. The upconver-
sion requires a frequency-related phase compensation after each symbol according to
3GPP 38.211: 5.4 "Modulation and Upconversion".

When you turn off "Phase Compensation”, the R&S FSV/A assumes that the applied
signal is not phase-compensated and analyzes the signal accordingly.

When you turn on "Phase Compensation”, the R&S FSV/A assumes that the applied
signal is already phase-compensated for a specific carrier frequency (f_0). This fre-
quency is either the current center frequency ("CF") or an arbitrary frequency ("Man-
ual)". You can define the frequency in the corresponding input field.

Remote command:

State: CONFigure[:NR5G] :UL[:CC<cc>] :RFUC: STATe on page 375

Mode: CONFigure [ :NR5G] : UL [ :CC<cc>] :RFUC: FZERo : MODE on page 374
Frequency: CONFigure[ :NR5G] :UL[:CC<cc>] :RFUC:FZERo:FREQuency
on page 374
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Extreme Conditions
Turns extreme conditions on and off.

If you turn the extreme conditions on, the R&S FSV/A adjusts the limits for the limit
check of the spectrum flatness evaluation.
Available for deployments in FR1.

Note that the state of this paramater is the same for all component carriers - when you
change it for one component carrier, the state is automatically adjusted in the other
component carriers.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] :SFLatness:ECONditions on page 375

O-RAN Test Case
Selects the O-RAN test case that the DSP uses for signal analysis.

Select "None" when you do not measure O-RAN signals.

See Section 4.8, "O-RAN measurement guide", on page 163 for more information
about O-RAN measurements.

Remote command:
CONFigure[:NR5G] : ORAN: TCASe on page 372

Reference point A

Access: "Overview" > "Signal Description" > "Advanced Settings" > "Reference Point
All

Point A, as defined in 3GPP 38.211: 4.4.4.2 "Point A", is a reference point with a fixed
frequency. The resource block grid for each subcarrier spacing is defined relative to
the reference point A. It is aligned with the center of subcarrier 0 of common resource
block 0, independent of the numerology.

Signal Description | Radio Frame Config = Advanced Settings

cCc1
k_0 configured numerologies
Global Settings
SCS 15kHz = SCS 30kHz -6 ~ SCS 60kHz 0

Reference BEEE NN

Point A
PEEER Y0 -49.32 MHz Absolute Frequency 1.87968 GHz

The remote commands required to configure the reference point A are described in
Section 6.10.17, "Advanced settings: global", on page 372.

K 0ttt e e — e e e e e e e ee e e reere————————————— 113
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k 0

The k_0 defines an additional (subcarrier) offset of the resource grid with a specific
subcarrier spacing relative to the reference point A.
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You can select the offset you require from the "SCS <x> kHz" dropdown menus. Note
that the dropdown menus are only available if you are using a bandwidth part with the
corresponding subcarrier spacing.

Remote command:

SCS 15 kHz: CONFigure [ :NR5G] : UL[:CC<cc>] :RPA:KZERo: SCFT on page 377
SCS 30 kHz: cCONFigure [ :NR5G] :UL[:CC<cc>] :RPA:KZERo: SCTT on page 378
SCS 60 kHz: CONFigure [ :NR5G] : UL[:CC<cc>] :RPA:KZERo: SCST on page 378

(@]

SCS 120 kHz: CONFigure [ :NR5G] : UL[ :CC<cc>] :RPA:KZERo:SCOT on page 377
SCS 480 kHz: CONFigure [ :NR5G] :UL[:CC<cc>] :RPA:KZERo: SCFE on page 376
SCS 960 kHz: CONFigure [ :NR5G] : UL [ :CC<cc>] :RPA:KZERo: SCNS on page 377

Reference Point A
You can define the location of the reference point relative to the center frequency of the
carrier with the "Relative to CF" parameter.

The value range is limited, depending on various parameters like the channel band-
width or the used subcarrier spacing. You can change it in steps of 12 times the largest
subcarrier spacing.

The R&S FSV/A also displays the absolute frequency location of the reference point A
and its offset to the first subcarrier of the channel ("TxBW").

Remote command:

Center frequency: CONFigure [ :NR5G] : UL[:CC<cc>] :RPA:RTCF on page 378
Absolute frequency: CONFigure [ :NR5G] : UL [ :CC<cc>] :RPA:AFRequency?

on page 376

TxBW offset: CONFigure [ :NR5G] : UL[:CC<cc>] :RPA: TBOFfset? on page 379

41.11.3 FDSS-SE

Access: "Overview" > "Signal Description" > "Advanced Settings" > "FDSS-SE"

Frequency domain spectrum shaping (FDSS) is an additional complex filter applied in
the frequency domain.

FDSS is a method to improve the peak-to-average power ratio (PAPR) during signal
transmission, which in turn improves the efficiency of power amplifiers. Symmetric
spectrum extension (SE) improves the PAPR even further by using additional band-
width to concentrate the signal energy within the main lobe of each pulse.

You can see the effects of FDSS-SE filter in various numeric results like the crest factor
or the BLER. The spectrum flatness result also shows the effects of FDSS-SE and can
be used to verify the correct application of the FDSS-SE parameters - a flat spectrum
flatness curve is an indicator that the effect of the filter on the magnitude of the signal
works correctly.

It is also possible to verify the effects of the filter by turning channel estimation on and
off (while the filter is on on the receiver). Both states should have the same effect.

FDSS-SE is available for uplink signals with active transform precoding. The FDSS-SE
feature requires the beyond 5G application.

Symmetric spectral eXtENSION.......ccoii i 115
FDSS filter CharaCteriStiCs. ......uuuiiiiiiiieie e 115
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Symmetric spectral extension
The "Number of Excess Subcarriers" defines the number of excess subcarriers used
for spectral extension (SE).

You can only define an even number of excess subcarriers. The excess subcarriers
define the additional bandwidth used by SE. These subcarriers are added symmetri-
cally to the start and end of the signal's channel bandwidth.

The "Spectral Extension Ratio" shows the percentage of out-of-band (excess) subcar-
riers to the complete number of subcarriers used by the signal (in-band plus out-of-
band).

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] :FRAMe<fr>:BWPart<bwp>:SSE:
NESubcarriers on page 381

FDSS filter characteristics
The "Filter Type" turns the usage of a custom FDSS filters on and off.

Select a "Custom" filter to define the "Shaping Vector" of the FDSS filter. The number
of filter coeffcients in the shaping vector depends on the number of subcarriers in

the signal. Each subcarrier requires its own filter coeffcient consisting of two values
(I'and Q). Note that the filter coeffcient consists of in-band subcarriers and excess
subcarriers.

Example:

If you have a signal with 120 subcarrier and an additional 24 excess subcarriers, you
have to define a filter with 120 + 24 = 144 filter coeffcients. Since each filter coeffcient
consists of two values, the total number of values is 288 in this case.

In addition to defining the shaping vector directly in the corresponding input field, you
can also save or load a shaping vector file. This file is a . json file with the following
structure.

{

"description":"R&S custom FDSS shaping vector",
"mwcomplex":true,

"mwdata":[1,0,I,0,I,Q,...1,

"mwsize":[n,1],

"mwtype":"double"

}

"description": Mustbe "R&S custom constellation mapping".
"mwcomplex": Must be "true" for complex numbers.
"mwdata": Array of I/Q values, two values (I and Q) for each symbol. The size of
the array depends on the number of subcarriers and excess subcarriers.

e "mwsize": Array that represents the dimensions of the data.
— n =modulation order (2, 4 16 etc.)
The second number in the array is always "1".

e "mwtype": Mustbe "double".
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Remote command:

Filter type: CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:FDSS:
FTYPe on page 379

Define filter: CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:
FDSS:SVECtor on page 381

Store filter: CONFigure [ :NR5G] : UL [ :CC<cc>] : FRAMe<fr>:BWPart<bwp>:
FDSS: STORe on page 380

Load filter: CONFigure [ :NR5G] : UL[ : CC<cc>] : FRAMe<fr>:BWPart<bwp>:FDSS:
LOAD on page 380

Generator control

Access: "Overview" > "Signal Description" > "Generator Control"

Generator control settings provide an easy way to synchronize settings of the analyzer
and a connected signal generator that is also equipped with the 5G NR application.

The generator settings become available after a successful connection to the genera-
tor.

The remote commands required to configure the generator control are described in
Section 6.10.20, "Generator control", on page 382.

GENErator IP AQArESS......uuiiiiiiiieee ettt e e e e e e e e e e e s reree e e e e aaeeeeeean 116
Generator CoNtrol STAtE........uuiiiiiiii i e e e e e e e 117
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Level Control State.......oo e 117

L LeVEI (RMS)...eeeeeeeeeeeeeee ettt ee ettt aee s e s enenananananeeen 118

L Limit DUT Peak INPUL POWET ...t e, 118

L DUT BNttt ettt 118
Upload RF Settings 10 GENErator........cccieiiiiieiiiiieeeeee et e e 118
Query Settings from GENEIatOr......c.uiciiii it e e e e e s reeeee s 118
Periodic synchronization of 5G NR settings...........ccciiiiiiiiiiiiiieeeen 118

Generator IP Address
Opens a dialog box to configure the network properties of the signal generator.

You can connect to the generator either by entering its IP address ("123" button), or its
computer name ("ABC" button).

If you are not sure about the IP address or computer name of your generator, check its
user interface or kindly ask your IT administrator to provide them.

After you have entered IP address or computer name, use "Connect" to establish the
connection. The R&S FSV/A shows if the connection state, and, if the connection was
successful, the connected generator type.

Remote command:

Define IP address: CONFigure:GENerator: IPConnection:ADDRess on page 382
Query connection state: CONFigure:GENerator:IPConnection:LEDState?

on page 383
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Generator Control State
Activates or disables control of the signal generator by the R&S FSV/A.

If a connection was defined in another measurement channel, the connection is main-
tained when you switch to the 5G NR measurement application. However, generator
control is disabled to protect the DUT from possibly erroneous or damaging settings.
Check the settings, then enable the control state.

Note: While generator control is active, you cannot change the connection information.
Only one channel can control a generator at any time. If you switch on generator
control while it is still active in another channel, for example for parameter coupling
with a generator, the control is disabled in the other channel.

Exception: The SCPI Recorder maintains control of the generator even if you switch
channels.

Remote command:
CONFigure:GENerator:CONTrol [:STATe] on page 387

RF Output State

To protect the instrument from possibly erroneous or damaging settings, you must
manually activate the RF output on the signal generator to start providing a signal.
Check all settings on the signal generator, in particular the level settings, before acti-
vating the RF output.

A red LED on the "Generator Control" tab indicates a setting error on the generator.

Remote command:
CONFigure:GENerator:RFOutput[:STATe] on page 387

Center Frequency
Turns frequency synchronization on and off.

If you change the frequency on the analyzer, the generator automatically adjusts its
frequency.

Remote command:

Synchronization state: CONFigure:GENerator: FREQuency:CENTer: SYNC | :
STATe] on page 382

Center frequency: [SENSe: ] FREQuency:CENTer [ :CC<cc>] on page 391

Level Control State

If enabled, the R&S FSV/A automatically controls the signal level provided by the
signal generator as input to the R&S FSV/A. Initially, the Level (RMS)value is applied.
Note that the reference level on the R&S FSV/A is also affected by the signal level:

Ref_levelanay.e= <Peak envelope power DUT> + DUT Gain

Where the current peak envelope power (PEP) value of the DUT is determined from
the generator.

To protect the signal generator from possibly excess power levels, the level setting
control is disabled by default.

Remote command:
CONFigure:GENerator:POWer:LEVel:STATe on page 383
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Level (RMS) — Level Control State
(Default:) The specified power level is used for the output power by the connected
signal generator.

Remote command:
CONFigure:GENerator:POWer:LEVel on page 385

Limit DUT Peak Input Power < Level Control State

If enabled, the generator does not exceed the maximum input power (peak envelope
power, "PEP") that is currently allowed by the DUT and that is specified on the genera-
tor. The defined "PEP" value is indicated.

Remote command:
State: CONFigure:GENerator:LEVel : DUTLimit:STATe on page 384
Limit: CONFigure:GENerator:LEVel :DUTLimit on page 384

DUT Gain < Level Control State
The R&S FSV/A considers a gain due to the DUT when determining the reference
level.

During the reference calibration measurement, in which the DUT is removed from the
signal path, the generator level is also adjusted according to the DUT gain value.

Remote command:
CONFigure:GENerator:LEVel : DUTGain on page 383

Upload RF Settings to Generator
Uploads the RF settings available in this dialog to the generator.

Useful when you change the level or frequency on the generator itself. In that case,
those settings remain the same on the R&S FSV/A. To restore the original settings
defined within the R&S FSV/A, use that button to restore the generator settings.

Remote command:
CONFigure:GENerator:SETTings:UPDate:RF on page 387

Query Settings from Generator
Downloads the generator settings to the R&S FSV/A. You can synchronize both, basic
RF settings and 5G NR settings.

RF settings include the frequency and the level settings.
5G NR settings include the complete signal description.

Remote command:
RF settings: CONFigure:SETTings: RF on page 386
NR settings: CONFigure:SETTings:NR5G on page 385

Periodic synchronization of 5G NR settings

Instead of downloading the 5G NR settings from the generator once, you can syn-
chronize the settings on a periodic basis. This synchronization makes sure that the
analyzer always has the same signal description as the generator.

"Sync 5G NR Settings from Generator" turns the periodic synchronization of the set-
tings on and off. The "Polling Interval" defines how often the synchronization takes
place (in seconds).
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Polling automatically stops when you change a parameter in the signal description on
the analyzer.

Note that this only applies to the 5G NR settings, not the RF settings.

Remote command:
State: CONFigure:SETTings:NR5G: SYNC on page 386
Interval: CONFigure:SETTings:NR5G: PINTerval on page 386

Input source configuration

The R&S FSV/A supports several input sources and outputs.

For a comprehensive description of the supported inputs and outputs, refer to the
R&S FSV/A user manual.

L I oo 16 | 119
®  Analog baseband............oooiiiiii i —————— 119
o  External froNteNAS........uuuui e e e 120
L Z 1 T S 120
RF input

Access: "Overview" > "Input / Frontend" > "Input Source" > "Radio Frequency"

Functions to configure the RF input described elsewhere:
e "Input Coupling" on page 125
e ‘"Impedance" on page 125

N LR o oYToY <Y1 (o] 119

YIG-Preselector
Enables or disables the YIG-preselector.

This setting requires an additional option R&S FSV3-B11 on the R&S FSV/A.

Note: Note that the YIG-preselector is active only on frequencies greater than

7.5 GHz. Therefore, switching the YIG-preselector on or off has no effect if the fre-
quency is below that value.

For frequencies above 50 GHz (requires option R&S FSV3-B54G, for R&S FSVA3050
only), the YIG-preselector is automatically switched off (internally, not indicated in the
display). In this case, image frequencies can occur, as specified in the specifications
document.

Remote command:
INPut:FILTer:YIG[:STATe] on page 389

Analog baseband

Access: "Overview" > "Input / Frontend" > "Input Source" > "Analog Baseband"

Capturing I/Q data with the analog baseband is available with the optional analog
baseband input. The functionality is the same as in the I/Q analyzer application.
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For more information about using the analog baseband input, refer to the R&S FSV/A
I/Q analyzer user manual.

External frontends

Access: "Overview" > "Input / Frontend" > "Input Source" > "Ext. Frontend"

Controlling external frontends is available with the optional external frontend control.
The functionality is the same as in the I/Q analyzer application.

For more information about using external frontends, refer to the R&S FSV/A 1/Q
analyzer user manual.

1/Q file

Access: "Overview" > "Input / Frontend" > "Input Source" > "I/Q File"

As an alternative to capturing the measurement (1/Q) data live, you can also load
previously recorded I/Q data stored in an ig. tar file. The file is then used as the input
source for the application.

Available for I/Q based measurements.

For details, see the user manual of the I/Q analyzer.

/Q INPUL File State. oot 120
ST (= To A VL@ o F= = T ] O 120
File REPELEIONS. .. .uueieeee et e e e e ns 121
ST (T (= To @1 g T=T oY 1= 121

1/Q Input File State
Enables input from the selected 1/Q input file.

If enabled, the application performs measurements on the data from this file. Thus,
most measurement settings related to data acquisition (attenuation, center frequency,
measurement bandwidth, sample rate) cannot be changed. The measurement time
can only be decreased to perform measurements on an extract of the available data
only.

Note: Even when the file input is disabled, the input file remains selected and can be
enabled again quickly by changing the state.

Remote command:
INPut<ip>:SELect on page 389

Select 1/Q data file
Opens a file selection dialog box to select an input file that contains I/Q data.

The default storage location for I/Q data files is C: \R_S\INSTR\USER.

Remote command:
INPut:FILE:PATH on page 388
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File Repetitions

Determines how often the data stream is repeatedly copied in the I/Q data memory
to create a longer record. If the available memory is not sufficient for the specified
number of repetitions, the largest possible number of complete data streams is used.

Remote command:
TRACe:IQ:FILE:REPetition:COUNt on page 390

Selected Channel
Only available for files that contain more than one data stream from multiple channels:
selects the data stream to be used as input for the currently selected channel.

In "Auto" mode (default), the first data stream in the file is used as input for the
channel. Applications that support multiple data streams use the first data stream in the
file for the first input stream, the second for the second stream etc.

Remote command:

MMEMory: LOAD: TQ: STReam on page 389
MMEMory :LOAD:IQ:STReam:AUTO on page 390
MMEMory : LOAD: TQ:STReam:LTIST? on page 390

Frequency configuration

Access: "Overview" > "Input / Frontend" > "Frequency"

Frequency settings define the frequency characteristics of the signal at the RF input.
They are part of the "Frequency" tab of the "Signal Characteristics" dialog box.

Frequency

Center 851.25 MHz|

Center Frequenc

Step: Manual ~ Value 1.0 MHz

Frequency Offset

The remote commands required to configure the frequency are described in Sec-
tion 6.10.22, "Frequency configuration", on page 391.

RS To [ E= LN Yo [ 1= o o SRR 121
L Center FIEQUENCY.......oeieeeeeeeeeeeeeeeee et ee et 121
L FreqUenCy SEEP SIZe......ovoueeeeceeeeeee et e, 122

Signal Frequency
For measurements with an RF input source, you have to match the center frequency
of the analyzer to the frequency of the signal.

Center Frequency «— Signal Frequency
Defines the center frequency of the signal and thus the frequency the R&S FSV/A
tunes to.

The frequency range depends on the hardware configuration of the analyzer that you
are using.
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Remote command:
Center frequency: [SENSe: ] FREQuency:CENTer [ : CC<cc>] on page 391
Frequency offset: [SENSe: ] FREQuency:CENTer [ :CC<cc>] :0FFSet on page 391

Frequency Step Size «— Signal Frequency

In addition to the frequency itself, you can also define a frequency step size. The
frequency step size defines the extent of a frequency change if you change it, for
example with the rotary knob.

You can define the step size in two ways.
e = Center

One frequency step corresponds to the current center frequency.
e Manual

Define any step size that you need.

Remote command:
Frequency step size: [SENSe: ] FREQuency:CENTer: STEP on page 392

Amplitude configuration

Access: "Overview" > "Input / Frontend" > "Amplitude"

Amplitude settings define the expected level characteristics of the signal at the RF
input.

Amplitude Scale

Reference Level Input Settings

Value 0.0 dBm Preamplifier on
Offset 0.0dB Input Coupling AC
Unit dBm T Impedance 500

Auto Level Electronic Attenuation

Attenuation State

Mode Auto Manual Mode

Value 10.0 dB Value

The remote commands required to configure the amplitude are described in Sec-
tion 6.10.23, "Amplitude configuration”, on page 392.

REEIENCE LEVEL. .. ..ottt ettt e e e e e e 122
L AULO LEVEL....eeeceeeete ettt ettt n s asaeaee 123
L REFEIENCE LEVEI OfFSEL...c.vieeeeeeeeeeeeeeeeeee et eee et et et e et eeeeeeeeeen e ereeeens 123
Attenuating the SIgNal..........eceei e 123
L RF AHENUAHON. ......vveeeeeeeeeeeeeece ettt ettt en s e anaeeee 124
L EIECHrONIC AENUATION. ...ttt ettt e e e e e ee s 124
== Y0 T o] 1T SRR 125
10T 018 a7 010 o] 11 T P PPURRPS 125
[ g oT=Yo =1 a o7 =TS 125

Reference Level

The reference level is the power level that the analyzer expects at the RF input. Keep
in mind that the power level at the RF input is the peak envelope power for signals with
a high crest factor like 5G NR.
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To get the best dynamic range, you have to set the reference level as low as possible.
At the same time, make sure that the maximum signal level does not exceed the
reference level. If it does, it overloads the A/D converter, regardless of the signal
power. Measurement results can deteriorate (e.g. EVM), especially for measurements
with more than one active channel near the one you are trying to measure (+ 6 MHz).

Note that the signal level at the A/D converter can be stronger than the level the
application displays, depending on the current resolution bandwidth. This is because
the resolution bandwidths are implemented digitally after the A/D converter.

The reference level is a value in dBm.
Remote command:

Reference level: DISPlay [ :WINDow<n>] [:SUBWindow<w>] :TRACe<t>:Y[:
SCALe] :RLEVel on page 393

Auto Level < Reference Level
Automatically determines the ideal reference level. The automatic leveling process
measures the signal and defines the ideal reference signal for the measured signal.

Automatic level detection also optimizes RF attenuation.

Auto leveling slightly increases the measurement time, because of the extra leveling
measurement prior to each sweep. By default, the R&S FSV/A automatically defines
the time for auto leveling, but you can also define it manually ([Auto Set] > "Auto Level
Config" > "Meas Time").

Auto leveling also considers the 1/Q noise canceling configuration, if you are using it.

The application shows the current reference level (including RF and external attenua-
tion) in the channel bar.

MultivView 32 LTE ! %

Ref Level 0.00 dBm | Freq 1.01485 GHz Mode DL FDD, 10/10 MHz Capture Time 20.1ms Subframe Al/AI
m.+el.Att_10+0 dB MIMO  (1/1) Tx/ 1Rx _Frame Count 1/1 of 1(1/1)

Remote command:

Automatic: [SENSe: ]ADJust:LEVel on page 294

Auto level mode: [SENSe: ]ADJust:CONFigure:LEVel :DURation:MODE

on page 293

Auto level time: [SENSe: ]ADJust:CONFigure:LEVel :DURation on page 292

Reference Level Offset — Reference Level

The reference level offset is an arithmetic level offset. A level offset is useful if the
signal is attenuated or amplified before it is fed into the analyzer. All displayed power
level results are shifted by this value. Note however, that the reference value ignores
the level offset. Thus, it is still mandatory to define the actual power level that the
analyzer has to handle as the reference level.

Remote command:
DISPlay[:WINDow<n>] [ : SUBWindow<w>] : TRACe<t>:Y[:SCALe] :RLEVel:
OFFSet on page 393

Attenuating the Signal

Attenuation of the signal becomes necessary if you have to reduce the power of the
signal that you have applied. Power reduction is necessary, for example, to prevent an
overload of the input mixer.
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For a comprehensive information about signal attenuation, refer to the user manual of
the R&S FSV/A.

The 5G NR measurement application provides several attenuation modes.

RF Attenuation < Attenuating the Signal
Controls the RF (or mechanical) attenuator at the RF input.

If you select automatic signal attenuation, the attenuation level is coupled to the refer-
ence level.

If you select manual signal attenuation, you can define an arbitrary attenuation (within
the supported value range).

Positive values correspond to signal attenuation and negative values correspond to
signal gain.

Note that when you are using an external frontend, you can define attenuation for
the analyzer and the external frontend separately. For more information about external
frontends, refer to the user manual of the 1/Q analyzer.

The application shows the attenuation level (mechanical and electronic) in the channel
bar.

MultivView 32 LTE ! %

Ref Level 0.00 dBm Freq 1.01485 GHz Mode DL FDD, 10/10 MHz Capture Time 20.1ms Subframe Al/AI
m.+el.Att_10+0 dB MIMO  (1/1) Tx/ 1Rx _Frame Count 1/1 of 1(1/1)

Remote command:
State: TNPut:ATTenuation<ant>:AUTO on page 394
Level: INPut :ATTenuation<ant> on page 394

Electronic Attenuation — Attenuating the Signal
Controls the optional electronic attenuator.

If you select automatic signal attenuation, the attenuation level is coupled to the refer-
ence level.

If you select manual signal attenuation, you can define an arbitrary attenuation (within
the supported value range).

Positive values correspond to signal attenuation and negative values correspond to
signal gain.

Note that the frequency range must not exceed the specification of the electronic
attenuator for it to work.

The application shows the attenuation level (mechanical and electronic) in the channel
bar.

MultiView 32 LTE !

RefLevel 0.00 dBm  Freq 1.01485 GHz Mode DLFDD, 10/10MHz CaptureTime  20.1ms Subframe AVAI
m.+el.Att_10+0 dB MIMO  (1/1) T/ 1Rx_Frame Count 1/1 of 1(1/1)

Remote command:

State: INPut : EATT<ant>:STATe on page 396

Auto attenuation: TNPut : EATT<ant>:AUTO on page 396
Manual attenuation: ITNPut : EATT<ant> on page 396
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Preamplifier
If the (optional) internal preamplifier hardware is installed on the R&S FSV/A, a pream-
plifier can be activated for the RF input signal.

You can use a preamplifier to analyze signals from DUTs with low output power.
For an active external frontend, a preamplifier is not available.

For R&S FSV/A, the following settings are available:

"Off" Deactivates the preamplifier.

"15 dB" The RF input signal is amplified by about 15 dB.

"30 dB" The RF input signal is amplified by about 30 dB.

"On" Using the preamplifier with the option number 1330.3465.02: the

input signal is amplified by 30 dB if the preamplifier is activated.

For R&S FSV/A3044 models, the preamplifier is only available under the following
conditions:
e In zero span, the maximum center frequency is 43.5 GHz
e For frequency spans, the maximum stop frequency is 43.5 GHz
e For I/Q measurements, the maximum center frequency depends on the analysis
bandwidth:
foenter < 43.5 GHz - (<Analysis_bw>/2)

If any of the conditions no longer apply after you change a setting, the preampilifier is
automatically deactivated.

Remote command:
INPut:GAIN:STATe on page 395
INPut:GAIN[:VALue] on page 395

Input Coupling
The RF input of the R&S FSV/A can be coupled by alternating current (AC) or direct
current (DC).

For an active external frontend, input coupling is always AC.

AC coupling blocks any DC voltage from the input signal. AC coupling is activated by
default to prevent damage to the instrument. Very low frequencies in the input signal
can be distorted.

However, some specifications require DC coupling. In this case, you must protect
the instrument from damaging DC input voltages manually. For details, refer to the
specifications document.

Remote command:
INPut:COUPling on page 394

Impedance
For some measurements, the reference impedance for the measured levels of the
R&S FSV/A can be setto 50 Q or 75 Q.

For an active external frontend, impedance is always 50 Q.
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Select 75 Q if the 50 Q input impedance is transformed to a higher impedance using
a 75 Q adapter of the RAZ type. (That corresponds to 25Q in series to the input
impedance of the instrument.) The correction value in this case is 1.76 dB = 10 log
(75Q/50Q).

Remote command:
INPut: IMPedance on page 395

4.1.16 Trigger configuration

Access: "Overview" > "Trig / Sig Capture" > "Trigger"

A trigger allows you to capture those parts of the signal that you are really interested
in.

While the application runs freely and analyzes all signal data in its default state, no
matter if the signal contains information or not, a trigger initiates a measurement only
under certain circumstances (the trigger event).

For a comprehensive description of the trigger functionality in general, refer to the user
manual of the R&S FSV/A base unit.

@ Gated measurements
In addition to the general trigger functions, the frequency sweep measurements (for
example ACLR) also support gated measurements.

Signal Capture  Trigger
Trigger Source Trigger In/Out

Source Ext Trigger 1

Offset _ Slope Rising Falling

THIGGET SOUICE....eeiiiiiittee ettt ettt ettt e e et e e e e s aa b et e e e e sbbe e e e e saabeeeeessnreeeeenans 126

Trigger Source

The application supports several trigger modes or sources.

e Free Run
Starts the measurement immediately and measures continuously.

e External <x>
The trigger event is the level of an external trigger signal. The measurement starts
when this signal meets or exceeds a specified trigger level at the trigger input.
Some measurement devices have several trigger ports. When you use one of
these, several external trigger sources are available.

e 1/Q Power
The trigger event is the magnitude of the sampled I/Q data. The measurement
starts when the magnitude of the I/Q data meets or exceeds the trigger level.

e IF Power
The trigger event is the level of the intermediate frequency (IF). The measurement
starts when the level of the IF meets or exceeds the trigger level.
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e RF Power
The trigger event is the level measured at the RF input. The measurement starts
when the level of the signal meets or exceeds the trigger level.

e Time
The trigger event is a certain time interval (every <x> seconds).

For all trigger sources, except "Free Run", you can define several trigger characteris-
tics.

The trigger "Level" defines the signal level that initiates the measurement.
The trigger "Repetition Interval" defines the time interval that initiates a measure-
ment for the time trigger.

e The trigger "Offset" is the time that must pass between the trigger event and the
start of the measurement. The offset can be a negative value (a pretrigger).

e The trigger "Drop-out Time" defines the time that the input signal must stay below
the trigger level before triggering again.

e The trigger "Slope" defines whether triggering occurs when the signal rises to the
trigger level or falls down to it.

e The trigger "Holdoff" defines a time period that must at least pass between one
trigger event and the next.

e The trigger "Hysteresis" is available for the IF power trigger. It defines a distance to
the trigger level that the input signal must stay below to fulfill the trigger condition.

Remote command:
See Section 6.10.25, "Trigger", on page 400

Data capture

Access: "Overview" > "Trigger / Signal Capture" > "Signal Capture”

The data capture settings contain settings that control various aspects of the data
capture.

Signal Capture Trigger

Common Settings

Sample Rate 122.88 MHz

Long Capture Oon Off

Swap I/Q On Off
Frame / Subframe Count

Overall Frame Count
Set Number of Frames to Analyze

Number of Frames to Analyze

Max Number of Slots 1 .
per Frame to Analyze

Signal Repeats
Max No of Slots to Analyze e o

The "Maximum Number of Subframes per Frame to Analyze" setting available in older
firmware versions is no longer supported.
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The remote commands required to configure the data capture are described in Sec-
tion 6.10.24, "Data capture", on page 397.

(2= o) (U =Y I o1 TSP 128
(o] g ol OF= o) (U] (= TP PP PP OPPUUPPPPPPPPT 128
RSV o T RS 129
Overall Frame COUNT........uiiiiiiiiiiie et e e e e e e e e e e e s s eanrereneereaeaaeeeas 129
Frame ANAIYSIS. .. .. e e e e e e e e ————————— 129
Number of Frames t0 ANAIYZE.........oooo i 129
Maximum Number of Slots per Frame to Analyze...........ccoovrrriiiiiiiiicccccccee e, 130
Signal Repeats Max No of SIots to ANalyze.........ccueeiiiiiiiiiii e 130

Capture Time
The "Capture Time" corresponds to the time of one measurement. Therefore, it defines
the amount of data the application captures during a single measurement (or sweep).

By default, the application captures 20.1 ms of data to make sure that at least one
complete 5G NR frame is captured in the measurement.

The maximum capture time is limited when you are only measuring slots repeatedly.

For measurements in FR2-2, you can let the R&S FSV/A determine the capture time
automatically or enter the capture time manually. For an automatic capture time, the
R&S FSV/A makes the capture as small as possible but also makes sure that the
first 80 slots are captured in one piece according to 3GPP specifications. If you are
measuring signals with different subcarrier spacings, the capture time is based on the
smallest subcarrier spacing.

The application shows the current capture time in the channel bar.

Remote command:
[SENSe: ] SWEep: TIME on page 400
Capture mode (FR2-2): [SENSe: ] SWEep:CTMode on page 399

Long Capture
Turns a limitation of the capture time on and off.

When you turn off the long capture, the capture time is limited to 50.1 ms (maximum of
5 frames).

To capture more frames, turn on the long capture. The long capture allows you to

capture data up to 1 s. However, the long capture has the following limitations.

e The long capture captures several frames, but analyzes only one. The analyzed
frame is indicated by a horizontal green bar in the capture buffer. The analyzed
frame depends on your selection.

e Multiple frame configurations are not possible, because every frame must have the
same configuration.

The frame count settings (overall frame count etc.) are unavailable.
Averaging results over several frames is not supported.
Therefore, the R&S FSV/A does not evaluate EVM limits for long captures.

e Component carrier measurements are not supported.

e Measurements in FR2-2 are not supported.

Remote command:
[SENSe: ] SWEep:LCAPture on page 399
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Swap 1/Q
Swaps the real (I branch) and the imaginary (Q branch) parts of the signal.

Remote command:
[SENSe: ] SWAPig on page 398

Overall Frame Count
The "Overall Frame Count" turns the manual selection of the number of frames to
capture (and analyze) on and off.

When you turn on the overall frame count, you can define the number of frames to
capture and analyze. The measurement runs until all frames have been analyzed,
even if it takes more than one capture.

When you turn off the overall frame count, the application analyzes all 5G NR frames
found in one capture buffer.

For more information about the effects on the results of capturing more frames than fit
in the capture buffer, see Section 4.1.6, "Radio frame configuration", on page 73.

PRACH analysis: Instead of capturing frames, PRACH analysis measurements cap-
ture preambles. For PRACH analysis, the "Overall Preamble Count" therefore allows
you to turn manual selection of the number of preambles to capture on and off. Turn on
this parameter to analyze all preambles in the capture buffer and off to select a certain
number of preambles to capture.

The application shows the current frame count in the channel bar.

Remote command:
[SENSe: ] NR5G: FRAMe : COUNt : STATe on page 398

Frame Analysis
Turns automatic selection of the number of frames to capture and analyze on and off.

This parameter is not available when the overall frame count is inactive.

"On" The number of captured and analyzed frames complies with the
3GPP specifications for EVM tests.
PRACH analysis: The number of captured and analyzed preambles
complies with the 3GPP specifications.

"Off" The number and analyzed frames is arbitrary.

Remote command:
[SENSe: ]NR5G: FRAMe : COUNt : AUTO on page 397

Number of Frames to Analyze
Defines the number of frames that the application captures and analyzes.

If you define a single measurement that is too short for all frames, the R&S FSV/A
continues the measurement until all frames are captured.

PRACH analysis: The effect of the setting is the same except that it defines the
number of preambles to capture and analyze.

The parameter is read only in the following cases:
e |f you turn off the overall frame count.
e |f you capture the data according to the standard.
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Remote command:
[SENSe: ]NR5G: FRAMe : COUNt on page 397

Maximum Number of Slots per Frame to Analyze
Selects the number of slots that the application analyzes.

The maximum number of slots you can analyze depends on the number of slots you
have captured.

Reducing the number of slots to analyze improves measurement speed.

"All" Analyzes all slots.

"Manual" Analyzes the number of slots that you have selected. If you select the
slots to analyze manually, the R&S FSV/A analyzes the first <x> slots
in a frame.

Remote command:
[SENSe: ] NR5G: FRAMe : SLOT on page 398

Signal Repeats Max No of Slots to Analyze
Turns analysis of custom signals with repeating slots on and off.

You can use this setting to measure custom (shortened) signals that only contain a
few slots per frame. This setting is useful to achieve a high measurement and analysis
speed without any trigger availability. Multiple frame analysis tailored to the custom
signal is also possible.

Example:

Slot 0| Slot 0 | Slot 0 etc.

Slot 0 | Slot 1 | Slot 0 | Slot 1 etc.

Note that the slot sequence must start with slot number 0.

Measuring such signals is not possible with the standard signal capture settings with-
out a trigger.

Instead, configure the R&S FSV/A like this.

e Reduce the capture time based on the number of slots in the repeated signal and
the subcarrier spacing. Make sure that the slot sequence is contained at least once
in the capture buffer.

For example to measure 3 slots with a subcarrier spacing of 30 kHz (length of one
slot = 500 ps), reduce the capture time to 3.1 ms.

Capturing repeating slots limits the maximum allowed capture time based on the
maximum number of slots that you are capturing.

e Select a maximum number of slots to analyze that matches the number of slots in
your signal.

For example: if you have a sequence of three slots being repeated in your signal,
select 3 slots to analyze.

e Turn on the "Signal Repeats Max No of Slots to Analyze" setting.

Remote command:
[SENSe: ] NR5G: FRAMe : SRSLot on page 398
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Data capture optimization

Access: "Overview" > "Trigger / Signal Capture" > "Optimization"

The optimization settings contain settings that control tools to optimize the data capture
and processing.

Signal Capture Trigger Optimization

1/Q Noise Cancellation
Reduce Noise on 1/Q Data

Number of Averages

The remote commands required to configure the data capture are described in Sec-
tion 6.10.24, "Data capture", on page 397.

Reduce NOISE ON 1/Q Data..........iieeeiiiiee et e et e e e e e e e e naaeaes 131

Reduce Noise on I/Q Data
This function requires the R&S FSV3-K575 option and a repetitive input signal.

If enabled, initial measurement steps are performed to remove the receiver noise of
the spectrum analyzer. The steps include capturing and sychronizing data, averaging
the data to estimate the total noise, and measuring the internal noise. Based on these
measurements, the 1/Q data is corrected so that it only includes the external noise
contributions. The number of captures used for averaging is defined by the "Number of
Averages".

Using this function, the residual EVM of the signal analyzer can be improved, even for
very low signal levels.

If synchronization fails during the initial measurements, the noise cancellation process
is not started, and an error message is displayed in the status bar.

If noise cancellation is enabled, "IQNC" is indicated in the channel bar.

For statistical evaluation, the entire noise cancellation process is counted as one
measurement.

For details on the concept of I/Q noise cancellation and for troubleshooting tips, see
the R&S FSV/A 1/Q Analyzer and I/Q Input User Manual.

Remote command:
[SENSe:]ADJust:NCANcel :AVERage [ : STATe] on page 405
[SENSe:]ADJust :NCANcel : AVERage [ : COUNt ] on page 404

Tracking

Access: "Overview" > "Tracking"

Tracking settings contain settings that compensate various errors.
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Parameter Estimation

Channel Estimation Pilot and Payload
Tracking

Phase Tracking

Time Tracking

Level Tracking

1/Q Parameter

Gain Imbalance /
Quadrature Error

The remote commands required to configure error tracking are described in Sec-
tion 6.10.27, "Tracking", on page 405.

Channel EStimation..... ... i e e e e e 132
P IAS . e —————————————————— 132
TIME TrACKING. .eee ittt e e et e e e e e e s e bb e e e e e areeas 133
LeVEl TraCKING. ... .eeeeiieiieeiiii et e e e e e e e e e e s s e e e e e s 133
Gain Imbalance / QUAArature ErTOr........cuuiiieii it r e e e e e 133
Throughput Measurement State.........coeviiiiiiiccciiii e 133

Channel Estimation
Selects the channel estimation method.

"Pilot Only Calculates the equalizer coefficients on all available reference signal
(Linear Inter- subcarriers. All missing subcarriers are interpolated (linear interpola-
polation)" tion).

"Pilot And Pay- Calculates equalizer coefficients on all available resource elements of
load" the reference signal and the payload.
This implies that payload symbols could have been demodulated
without wrong symbol decisions. If this is not the case, the reference
signal generated from the payload is wrong and the calculated equal-
izer is not ideal.
This estimation method improves the equalizer estimate, because
more subcarriers and symbols are used. This is beneficial for noisy
signals (low SNR). Further subcarriers without pilots are considered.
This method estimates the channel according to the 3GPP definition.

"Off" Turns off channel estimation.
Turning off channel estimation is useful if you want to see the impact
of the channel frequency response on the signal quality (EVM).

Remote command:
[SENSe: ]NR5G:DEMod: CESTimation on page 406

Phase
Turns phase tracking on and off.

Phase tracking aims to remove random phase fluctuations between OFDM symbols.
The phases of all pilot subcarriers are estimated and averaged per symbol.

When you turn on phase tracking, the application removes the phase difference
between consecutive symbols.
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"Off" Phase tracking is not applied.
Evaluates the impact of phase noise and phase drifts on the signal
quality.

"Pilot Only" Uses the reference signal (PTRS) for phase tracking. Symbols with-

out PTRS are interpolated (linear interpolation).
Unavailable for PRACH analysis.

"Pilot and Pay- Uses available reference signals (PTRS) and the payload resource
load" elements for phase tracking.
Unavailable for PRACH analysis.
Allows you to improve tracking results (a better immunity to noise),
because of the analysis of the payload. This method does not interpo-
late symbols without reference signals.

"On" Uses PRACH resource elements for the estimation of the phase
error.
Available for PRACH analysis.

Remote command:
[SENSe: ]NR5G: TRACking: PHASe on page 406

Time Tracking
Turns time tracking on and off.

Clock deviations (slower or faster sampling time) lead to a drift of the ideal sampling
instant over time, causing a rotating constellation diagram.

When you turn on time tracking, the application compensates measurement results for
timing errors on a slot level.

Remote command:
[SENSe: ]NR5G: TRACking: TIME on page 407

Level Tracking
Turns level tracking on and off.

Gain variations over time that are caused, for example, by temperature drifts in power
amplifiers, impact signal quality.

When you turn on level tracking, the R&S FSV/A corrects a gain value that is constant
across frequency on symbol level.

Remote command:
[SENSe: ]NR5G:TRACking:LEVel on page 406

Gain Imbalance / Quadrature Error
Turns the calculation of the I/Q gain imbalance and the quadrature error (result sum-
mary) on and off.

Remote command:
[SENSe: ]NR5G:TIQ:GIQE on page 406

Throughput Measurement State
Turns the throughput and block error rate measurement on and off.

The results of these measurements are displayed in the result summary.

User Manual 1178.9255.02 — 15 133



R&S®PFSV3-K145 Configuration

4.1.20

I/Q measurement

If you turn on the throughput measurement, selecting a number of frames to analyze
according to standard is not supported. If that setting was active when you turn on
the throughput measurement, it is automatically set to manual number of frames to
analyze.

Remote command:
[SENSe: ] NR5G: TRACking: TPUT: STATe on page 407

Demodulation

Access: "Overview" > "Demodulation”

Demodulation settings contain settings that describe signal processing and the way the
signal is measured.

Multicarrier Filter

Use Multicarrier Filter

Demodulation Data Before Descrambling

Calculation Method EVM 3GPP Definition

Extended Frequency Lock Range On Off

The remote commands required to configure the demodulation are described in Sec-
tion 6.10.28, "Demodulation”, on page 407.

=T U 134
Demodulation Data..........coee i ———————— 134
EVM Calculation Method..........ccoiiiiiiiiiiiiiiiieees et e e e e e e 135
B = 10 15 1= 0 0 =Y T T 135
PUSCH Reference Data.........ooo ettt 136
Extended Frequency LOCK RaANGE.........coiiiiiiiiiiiiiii e 136
Filter

Selects the filter to suppress interference of neighboring carriers.

"None" No suppression of neighboring channels.

"Multicarrier Suppresses interference for tests on multiradio base stations (LTE,
Filter" WCDMA, GSM etc.).

The R&S FSV/A automatically selects the multi-carrier filter when you
analyze more than 1 component carrier.

"Per BWP" Suppresses interference for tests on multi BWP signals.

Remote command:
[SENSe: ]NR5G:DEMod: FILTer on page 409

Demodulation Data
For the bitstream results, you can get the data at various points in the signal process-
ing chain.
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Scrambled bits descrambled bits .
layers (before descrambling) (after descrambling) Decoded bits
¥ \ l E l E l / codewords
Mudl{la.mon Descrambler Decoder [..]
decision
MDdL{I?tlon Descrambler Decoder [..]
decision

For measurements based on O-RAN test cases, the R&S FSV/A automatically selects
the appropriate setting for the selected test case.

"Before Demodulates the scrambled data.
Descrambling”

"After Demodulates the descrambled data.
Descrambling”

"Decoded Pay- Demodulates the descrambled and decoded PDSCH data.
load Data"

Remote command:
[SENSe: ] NR5G:DEMod: DDATa on page 408

EVM Calculation Method
Selects the way that the EVM is calculated.

"EVM 3GPP Calculates the EVM according to 3GPP TS 38.141-1 / -2. Evaluates

Definition" the EVM at two trial timing positions and then uses the higher EVM of
the two.

"At Optimal Calculates the EVM using the optimal timing position.

Timing Posi-

tion"

"EVM High Calculates the EVM at the high trial position defined by 3GPP.

Timing Posi-

tion"

"EVM Low Calculates the EVM at the low trial position defined by 3GPP.

Timing Posi-

tion"

Remote command:
[SENSe: ] NR5G:DEMod: CMEThod on page 408

Transient Period
Opens a dialog to configure the EVM calculation of the symbol before and after the
transient periods of the signal.

The "Transient Period" selects the length of the transients.

For a transient period = 10 ps, the R&S FSV/A applies no special method to the EVM
calculation.

For a transient period # 10 us, the R&S FSV/A uses the EVM calculation defined

in 3GPP 38.521, section 6.4.2.1a. The available transient periods depend on the sub-
carrier spacing. When you select one of these transient periods, you can define the
symbols that the special EVM calculation method is applied to.
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e "Symbols Before Transient": Symbol right before the transient period.
e "Symbols After Transient": Symbol right after the transient period.

If you analyze several transient periods, you can define an array of symbols as a
comma-separated list (for example "1, 4,8,12").

This feature is available for FR1. It is unavailable for multi-numerology scenarios and if
transform precoding = on.

The transient period affects the EVM limits evaluated in the result summary.

Remote command:

Period: [SENSe: ] NR5G:DEMod: TPERiod on page 410

Symbol before transient: [SENSe: |NR5G: DEMod: SBTRansient on page 410
Symbol after transient: [SENSe: |NR5G:DEMod: SATRansient on page 410

PUSCH Reference Data
Selects the type of reference data to calculate the EVM for the PUSCH.

By default, the R&S FSV/A automatically detects the PUSCH reference values and
maps the measured values to the nearest reference point.

When you select one of the ORAN test cases, the R&S FSV/A automatically selects
the ORAN specific PN23 sequence as the PUSCH reference data as defined in the
ORAN standard.

"Auto Detect”  Automatically detects the PUSCH reference values.

"ORAN PN23" Available when the ORAN or beyond 5G application is installed.
Assumes the PUSCH to be based on the pseudo random sequence
23, as defined by the ORAN alliance. Note that this type of reference
data is automatically selected when you select an ORAN test case.
The R&S FSV/A assumes that the measured signal actually contains
the corresponding ORAN PN23 sequence.
For this option, each PUSCH has an individual sequence.

"ORAN PN23  Available when the ORAN or beyond 5G application is installed.

All Slots" Assumes the PUSCH to be based on the pseudo random sequence
23, as defined by the ORAN alliance. Note that this type of reference
data is automatically selected when you select an ORAN test case.
The R&S FSV/A assumes that the measured signal actually contains
the corresponding ORAN PN23 sequence.

For this option, all PUSCH / PDCCH have the same sequence.

Remote command:
[SENSe: ] NR5G:DEMod: PRData on page 409

Extended Frequency Lock Range
Selects the frequency error tolerance for successful signal synchronization.

Turn the setting off to have a small tolerance (0.5*subcarrier spacing).
Turn the setting on to have a large tolerance (10*subcarrier spacing).

For a large tolerance, we recommend configuring the synchronization signal manually,
because the auto demodulation might not work properly depending on the actual
frequency error.
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Remote command:
[SENSe: ]NR5G:DEMod: EFLRange on page 408

4.2 PRACH analysis

Access: [MEAS CONFIG] > "Signal Description"

The Physical Random Access Channel (PRACH) carries the preamble(s) that initiate
the communication between user equipment (UE) and base station (the random
access). It is therefore the first signal that is sent by the UE after you turn it on.

After receiving the PRACH from a user equipment, the base station is able to allocate
resources and adjust the uplink timing.

Each PRACH contains a variable number of preambles. A preamble is made up out of
a cyclic prefix, the preamble sequence and a guard period at the end of the preamble.
The preambles can have different structures, depending on the preamble format. In
addition to the structure, the format also defines the length of a preamble (number of
occupied symbols) and the available PRACH subcarrier spacings.

The parameters that define the precise mapping to physical resource blocks is defined
by various tables in 3GPP 38.211 6.3.3.2.

Verifying the PRACH configuration against the signal

Many PRACH formats are very similar and differ only in their timing. To avoid mislead-
ing results, we recommend to verify that the R&S FSV/A configuration matches the
signal's configuration.

1. Configure an external trigger.

2. Define a small capture time.

3. Run the measurement.

4. Verify that the analysis length (green bar at the bottom of the capture buffer)
matches the expected signal length (yellow trace).

PRACH settings

The settings for PRACH analysis are similar to the settings of the I/Q measurements.
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Signal Description Advanced Settings Generator Control

Mode - User Defined Set:

ggﬂg’g [EnrETs) FR1 <= 3GHz ~ Channel BW 100MHz - Sample Rate 122.88 MHz
BWP Settings

Subcarrier Spadng 30kHz NCP

PRACH Settings

Format Al ~ PRACH SCS 15kHz

L_RA 139 - Rel Power 0.0 dB|

RB Offset _ Logical Root Sequence Index il

Restricted Set Unrestricted ~ Preamble Index 0

Zero CorrEIatiO“ Zone _

The remote commands required to configure the PRACH are described in Sec-
tion 6.10.29, "PRACH analysis", on page 411.

Settings for the PRACH analysis described elsewhere (not all settings described in the
following chapters are available for the PRACH analysis though):

e 5G NR Mode

e Signal Description / Test Model

e Deployment

e Channel Bandwidth

e Subcarrier Spacing (of the bandwidth part the PRACH is in; the PRACH itself can
use a different subcarrier spacing).

e Advanced settings

e Signal capture
Note that all settings for the signal capture that normally refer to a frame, instead
refer to a preamble for the PRACH analysis. Otherwise, their effect is the same.
For example, the "Overall Frame Count" is called "Overall Preamble Count" and
turns manual selection of the number of preambles to capture on and off (instead
of frames).

e Trigger configuration

e Signal tracking
Note that phase tracking only supports on and off states.

e Demodulation settings

The following parameters, available in the "Signal Description" dialog box, are exclu-
sive to the PRACH analysis.

Preamble FOIMaAL... .ot e e e e e e e e e e e e e e e e e e e rerere bbb aans 139
Subcarrier Spacing (PRACH).......u e 139
LR A e et e e e e e et e ——— e e eaaaaeeeaeaaab—————reaaaaaaeeeaaaannrenes 139
S IO 177 139
S TR oYY 139
ST (e (=0 IS 1= S 140
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Logical ROOt SEQU. TAX...ciiiiiiiiiiiiiiiieie e 140
2610 COITEIAtION ZONE......ce ettt e et e e e e e e e e e e e eeaaas 140
(e E=T=T 00101 (ST [ o L= 140

Preamble Format
Selects the preamble format. The preamble format defines the length and structure of
the preamble.

e Preamble formats 0 to 3: available in FR1 deployments. Supports subcarrier spac-
ings of 1.25 kHz and 5 kHz.

e Preamble formats A1 to C2: available in all frequency ranges. Supports subcarrier
spacings up to 960 kHz, depending on the selected frequency range.
3GPP release 17 adds additional subcarrier spacings up to 960 kHz that are also
supported.

The preamble format you select has an effect on the other parameters that define the
characteristics of the PRACH.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] : PRACh:FORMat on page 411

Subcarrier Spacing (PRACH)
Selects the subcarrier spacing for the PRACH.

Note that in case of the PRACH analysis, you can define two different subcarrier

spacings.

e The subcarrier spacing of the bandwidth part the PRACH is part of.

e The subcarrier spacing of the PRACH itself. The subcarrier spacings of the PRACH
(values between 1.25 kHz and 120 kHz) depend on the deployment and the
PRACH format.

3GPP release 17 adds additional subcarrier spacings up to 960 kHz.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] :PRACh:SCS on page 413

L_RA
Defines the PRACH sequence length for unlicensed spectrum.
The sequence length depends on the PRACH format and subcarrier spacing.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] : PRACh:LRA on page 411

RB Offset

Defines the offset of the PRACH resource element in the frequency domain, relative
to the first subcarrier in the resource grid and in terms of the subcarrier spacing of the
PUSCH.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] : PRACh:RBOFfset on page 412

Rel. Power
Defines the relative power of the PRACH.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] : PRACh: POWer on page 412
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Restricted Set
This command turns the restricted preamble set on and off.

A restricted preamble set corresponds to high speed mode. An unrestricted preamble
set to normal mode.

3GPP defines two types of restricted sets (Type A and B). The availability of restricted
set types depends on the selected PRACH format.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] : PRACh:RSET on page 413

Logical Root Sequ. ldx
Selects the logical root sequence index.

The logical root sequence index is used to generate PRACH preamble sequences. It is
provided by higher layers.

Remote command:
CONFigure[ :NR5G] :UL[:CC<cc>] : PRACh:RSEQuence on page 412

Zero Correlation Zone
Selects a value that defines, in combination with the restricted set, the N, parameter.
N¢s in turn defines the cylic shift of the PRACH.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] : PRACh:ZCZone on page 413

Preamble Index
Defines the preamble index.

The preamble index controls which of the 64 preamble sequences defined by 3GPP is
used.

Remote command:
CONFigure[:NR5G] :UL[:CC<cc>] : PRACh: PREamble on page 412

Frequency sweep measurement configuration

Access: [MEAS CONFIG] > "Signal Description"

The signal description for ACLR and SEM measurements contains settings to describe
general physical characteristics of the signal you are measuring.

Settings for frequency sweep measurements

When you start the frequency sweep measurement from within the 5G NR application,
the R&S FSV/A automatically configures the measurement and limits according to the
specification defined by 3GPP.

Therefore, it is sufficient for you to configure the details of the 5G NR signal descrip-
tion.
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Filter type in SEM measurements

The 5G NR application uses a channel filter for SEM measurements by default. The
spectrum application uses a Gaussian filter. If you need a Gaussian filter for the SEM
measurement in the 5G NR application, change it manually in the sweep list for the
corresponding frequency ranges.

Note that ACLR and SEM measurements are currently unavailable for FR2-2 fre-
quency deployment.
Functions in the "Signal Description" dialog box described elsewhere:
e 5G NR Mode
e Test Model
e Deployment
e Channel Bandwidth
e Subcarrier spacing
(for deployment frequencies > 6 GHz)

All other settings available for the ACLR and SEM measurements are the same as
in the spectrum application. For more information, refer to the user manual of the
R&S FSV/A.

Adjacent ChanNEIS........cooooiiiiiii e e e e e e e e e e e e e 141
POWET ClaSS. ittt ettt ettt ettt e e e e e e e e e et er e e e e e e e e e e e e aaannnee 141
IFF (INndireCt Far Field).......ooeriiieeeeeeee et e e e 142
Total Limit Pass MOAE........cooi i e e e e e e e e e e e e e e e enneean 142
Network Signaled ValUe. ... 143

Adjacent Channels
ACLR measurement only

Selects the assumed adjacent channel carrier for the ACLR measurement.

e "NR of Same BW": the neighboring channel is a 5G NR channel with the same
bandwidth.

e "3.84 MHz UTRA": the neighboring channel is a WCDMA channel with 5 MHz
bandwidth.

Remote command:
[SENSe: ] POWer:ACHannel : AACHannel on page 414

Power Class
Selects the type, category and option of the limit definitions for uplink ACLR measure-
ments.

The limit definitions for the following types of base stations are supported:
e Powerclass 2
e Powerclass 3

The power class that you should use for the measurement depends on the type of user
equipment you are testing.

Remote command:
[SENSe: ] POWer:PCLass on page 414
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IFF (Indirect Far Field)

Selects the DUT size, which has an effect on the test tolerance of the SEM limits. You
can either ignore the test tolerances during the SEM measurement ("None") or turn on
the test tolerances for DUTs < 30 cm.

The IFF values are defined in 3GPP 38.521-2, section 6.5.2.1.5.
Available in an FR2 deployment.

Remote command:
[SENSe: ] POWer:SEM: IFF on page 415

Total Limit Pass Mode
Supported only by the LTE and 5G application.

Access (ACLR measurement): "Meas Config" > "CP / ACLR Config" > "Channel Set-
tings" > "Limits"

Access (multi-carrier ACLR measurement): "Meas Config" > "CP / ACLR Config" >
"MSR General Settings"

The "Total Limit Pass Mode" selects the logic that the ACLR limits are evaluated with if
you define both absolute limits and relative limits.

Bandwidths Spacing Limits Weighting Filters Names

Limit Checking On Off Total Limit Pass Mode Abs and Rel Abs or Rel

Relative Limit Absolute Limit

-43.8 dBc

-43.8 dBc

Figure 4-5: Evaluate both absolute and relative limits

If you define only relative or absolute limits, the R&S FSV/A only evaluates the corre-
sponding limits.
Bandwidths Spacing Limits Weighting Filters = Names

Limit Checking On Off Total Limit Pass Mode

Relative Limit Absolute Limit

Figure 4-6: Evaluate only relative limits

If you change the limit evaluation method after the measurement, you have to refresh
the measurement.

The selected method adjusts the contents of the following result displays.
e ACLR result summary

The default value is according to 3GPP.

"Absolute" Checks the absolute limits defined for the ACLR. The limit check
passes when the signal level is within the absolute limits.
"Relative" Checks the relative limits defined for the ACLR. The limit check

passes when the signal level is within the relative limits.
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"Absolute and  The limit check for both the absolute and the relative limits, must pass
Relative" to get an overall pass.

"Absolute or The limit check for either the absolute or the relative limits must pass
Relative" to get an overall pass.

Remote command:
CALCulate<n>:LIMit<1i>:ACPower:PMODe Oon page 416

Network Signaled Value
Selects the type of spectrum emission mask used for the out of band emission mea-
surement.

The R&S FSV/A supports general and specific (additional) spectrum emission masks.
The specific spectrum emission masks contain additional SEM requirements. The addi-
tional requirement masks to use for the measurement depend on the network signaled
value.

Available for certain channel bandwidths.

Remote command:
[SENSe: ] POWer:SEM:UL:REQuirement on page 415

4.4 Combined measurement configuration

Access: "Overview"

The configuration for combined measurements is a combination of the configuration
for 1/Q measurements, ACLR measurements and SEM measurements with several
special settings.

For an introduction on combined measurements and their application, see Section 4.5,
"Combined measurement guide", on page 150.

Channel bar

In combined measurement mode, the channel bar contains additional information.

Table 4-3: Information displayed in the channel bar in the combined measurement mode

Ref Level Reference level.

Att Mechanical and electronic RF attenuation.

Freq Frequency for other input sources (RF etc.).

Mode* 5G NR mode (link direction and channel bandwidth).

Event Count The first number represents the number of events that have already been
captured.
The second number represents the total number of events that will be
captured.

Filtered Events The number of events that have been filtered when you have applies an
event filter.

Capture Time Signal length that has been captured.
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Selected Meas ID Selected measurement.

BWP/SS* Shows the signal part for which results are displayed (evaluation range).
SS = synchronization signal
BWP = bandwidth part

I[e} Shows the type of memory used for I/Q data capture (RAM only).

Functions for combined measurements described elsewhere:
e Input source settings

e Frequency settings

e level settings

e Signal tracking

e Signal demodulation

L JS o o F=1 o [=T o o] (o] o TS 144
ST o= I e=1 o] (U] (=T SR PRR 145
Trigger CONfIGUIALION. .......uiiiii i 146

441 Signal description

Access: "Overview" > "Signal Description”

The signal description for combined measurements combines the signal description for
I/Q, ACLR and SEM measurements.

Functions in the "Signal Description" dialog box described elsewhere:

e Auto configuration

e Signal description

e Radio frame configuration, incl. synchronization signal configuration, bandwidth
part configuration, slot configuration and allocation configuration.

e Antenna port configuration
e Advanced signal settings
e Frequency sweep measurement configuration (ACLR and SEM only)

EVM / ACLR / SEM....c ettt ettt e e e sae e e e snee e e e s 144
Manage User Standards..........c.ueeii i 145
RESTOre SetliNGS...cii i 145
EVM/ACLR/ SEM

Turns the corresponding measurement on and off (blue = on, otherwise = off).
All selected measurements are part of the combined measurement sequence.

Remote command:

EVM state: CONFigure [ :NR5G] : EVM on page 420
ACLR state: CONFigure[:NR5G] : ACLR on page 419
SEM state: CONFigure [ :NR5G] : SEM on page 420
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Manage User Standards
Available for ACLR and SEM measurements.

Opens a dialog that allows you to import custom ACLR or SEM settings from an XML
file. The R&S FSV/A applies the ACLR and SEM settings stored in the selected file.

When you load custom ACLR or SEM settings, exporting I/Q data of an ACLR or SEM
measurement also exports the custom settings that the corresponding measurement
was done with. The settings are stored in a dedicated settings.xml file.

Select "Clear" to remove the file-based settings.

Remote command:
ACLR: CALCulate<n>:MARKer<m>:FUNCtion:POWer<sb>:PRESet on page 419
SEM: [SENSe: ]ESPectrum<sb>:PRESet [:STANdard] on page 417

Restore Settings

Restores the settings that were active during the last sequence of measurements.
This can be a useful feature if you have changed the signal description since the
last measurement sequence and want to restore the measurement settings. You can
restore settings as long as you do not start a new measurement sequence.

Remote command:
MMEMory: LOAD: SETTings on page 420

4.4.2 Signal capture

Access: "Overview" > "Trigger / Signal Capture" > "Signal Capture"

The data capture settings contain settings that control various aspects of the data
capture.

Signal Capture Trigger

Sample Rate 122.88 MHz
Optimization Dynamic Speed
#Events

Capture Length Sequence Auto Level

Capture Mode Auto Tx only .
Signal Repeats

Max Number of Slots Max No of Slots to Analyze
per Frame to Analyze i T

Functions in the "Signal Capture" dialog box described elsewhere:

e Capture length
e Max number of slots to analyze
e Signal repeats max no of slots to analyze

HE EVENES .. e e e s e e e e s br et e e e s e e e eean 146
1071 o] (1 =381/ oo [T 146
ST o= I OF= o) U = T PSR 146
SeqUENCE AULO LEVEL.....eeiiiiieee et 146
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# Events

Defines the number of measurements in the measurement sequence. Each event
corresponds to one combined measurement. A combined measurement consists of
one EVM, ACLR and / or SEM measurement.

Remote command:
[SENSe: ] SWEep:EVENt on page 418

Capture Mode

Selects the capture mode for combined measurements. You can define the capture
mode if the measurement sequence consists of a series of EVM measurements only
(ACLR and SEM measurements must be inactive).

In "Auto" mode, the R&S FSV/A captures and analyzes the complete signal, including
adjacent and alternate channels. For EVM measurements, these channels can be
uninteresting, but their data capture slows down the measurement. To increase the
measurement speed for EVM measurements, select "Tx Only". Using this mode, the
R&S FSV/A captures and analyzes only the Tx channel.

Remote command:
[SENSe: ] SWEep:MODE on page 419

Signal Capture
Selects the way the R&S FSV/A the signal data for combined measurements.

"Single" Captures each carrier individually in an individual capture buffer.

"Auto" The R&S FSV/A determines how many carriers it can capture in a
single measurement. How many carriers it can capture in a single
measurement depends on the bandwidth of the carriers and the
available bandwidth on the R&S FSV/A. Only if the carriers cannot
be captured in a single measurement, the R&S FSV/A uses several
captures to analyze the complete signal.

Remote command:
[SENSe: ]NR5G: FRAMe : SCAPture on page 418

Sequence Auto Level
Turns auto leveling prior to each event in the measurement sequence on and off.

Remote command:
[SENSe: ]NR5G: FRAMe: SALevel on page 418

Trigger configuration

Access: "Overview" > "Trigger / Signal Capture" > "Trigger"

Combined measurement mode provides an assistant that helps you to find a suitable
trigger configuration for your test setup. The resulting trigger configuration depends on
the combination of a trigger sequence and the availability of a frame trigger.
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Signal Capture = Trigger
Trigger Setup Helper

Sequence Manual <

Frame Trigger

Advanced >>

Trigger Source Trigger In/Out Gate Settings Source

Source Ext Trigger 1 = Auto Gating On off

Offset

Slope Rising Falling

For a comprehensive description of all predefined trigger configurations, refer to the
combined measurement guide. This guide also contains a list of the trigger settings
associated with each scenario.

If the assistant does not provide a suitable trigger configuration, you can still set up
a custom trigger configuration in the "Advanced" trigger settings. These advanced
settings are the same as for all other measurements.

You can change advanced trigger settings like trigger level, slope or drop-out time,
even if the assistant already provides a scenario that fits your needs. However, if

you select a different trigger source, gate source or trigger connector usage, the

R&S FSV/A discards the selected trigger sequence and changes back to the "Manual”

sequence.
RS T= 0 [0 T=Y o T S 147
=g TSR e o= PP PPPPTPPPPTP 148
EVENE DEIAY ... ..t e e e e a e e e e e e e e 148
1912 = 148
Recalibration INterval..... ... e 149
S T=T g To I 4T T T TP PUPUPRR 149
FN T (o T € =1 11 o T RSP TTTTIPT 149
Sequence

Selects the general sequence of the measurement, including the type of triggers avail-
able in the test setup and the number of trigger signals.

For a comprehensive description of the sequences, see Section 4.5, "Combined mea-
surement guide", on page 150.

"Manual" Custom trigger configuration.
"Periodic" Measurement sequence defined by an event delay.
"Open-loop" Measurement sequence that includes a trigger to indicate that the

DUT is ready for testing. Trigger is connected to trigger input 2.
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"Closed-loop"  Measurement sequence that includes a trigger to indicate that the
DUT is ready for testing and a trigger output that indicates that the 1/Q
data capture is done. Triggers are connected to trigger input 2 and
trigger output 3.

Remote command:
TRIGger:TSHelper:SEQuence on page 422

Frame Trigger
Selects the availability of a frame trigger. The availability of a frame trigger basically
selects the trigger source.

For a comprehensive description on the effects of this setting, see Section 4.5, "Com-
bined measurement guide", on page 150.

"Available" Frame trigger is available as an external trigger.

"n/a, Time Trig- Periodic measurement using a time trigger synchronized to the frame

ger" as the trigger source. Includes automatic calibration.

"n/a, Repeat- Free run measurement that captures a certain amount of data. The

ing Slots" amount of data corresponds to the number of slots that are repeated
in the signal.

"Available, Frame trigger is available as an external trigger. The R&S FSV/A

event delay" sends an additional trigger signal at the end of the I/Q capture that

initiates a delay before the next event begins.
Available for open-loop sequences.

Remote command:
TRIGger:TSHelper:FTRigger on page 422

Event Delay
Available for periodic and manual measurement sequences.

The "Event Delay" defines a time period between two events (or combined measure-
ments). Therefore, the event delay is the time period spanning the time when an event
occurs and the point in time when a new event can occur.

For a manual sequence, the event delay is available for all trigger sources, except the
time trigger.

Remote command:
TRIGger:TSHelper:EDELay on page 421

Delay
Available for open-loop sequences that use a frame trigger.

The "Delay" defines a time period between the end of an event (= I/Q data capture
finished) and the next event. When the delay is over, the R&S FSV/A starts the next
measurement in the sequence.

See "Using an open-loop sequence: frame trigger available with a delay between
events" on page 155.

Remote command:
TRIGger:TSHelper:DELay on page 421
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Recalibration Interval
Available for open- and closed-loop scenarios using a time trigger.

Using a time trigger requires a synchronization to the frame start offset. Because the
frame start offset drifts over time, you have to recalibrate the time trigger regularly. In
combined measurement mode, this is an automatic process, controlled by the "Recali-
bration Interval" - on each recalibration, the R&S FSV/A synchronizes the time trigger
to the frame start offset.

The recalibration interval is in terms of events (single measurements).

For example, an interval of "5" recalibrates the time trigger after 5 events in the mea-
surement sequence. To find out an appropriate interval, run several measurements,
and check after how many measurements synchronization fails. Define an interval that
recalibrates a few measurements before synchronization fails.

Increasing the recalibration interval increases the measurement speed for all events in
which no recalibration is performed.

For a manual sequence, the recalibration interval is available for the time trigger
source.

Remote command:
TRIGger:TSHelper:RINTerval on page 422

Send Trigger 3
Access: "Trigger" > "Send Trigger 3" (softkey only)

Available for closed-loop sequences.

Sends an initial trigger to start the measurement sequence for setups that use a trigger
output to inform the test setup that the R&S FSV/A is ready for the measurement.

Remote command:
OUTPut<up>:TRIGger<tp>:PULSe:IMMediate on page 420

Auto Gating
Turns automated gating on and off.

Turning on the auto gating makes sure that the R&S FSV/A only measures the ACLR
and SEM when the Tx channel is transmitted ("On" state). The gate is open during
the on periods of the Tx channels that occur in the analysis range. The analysis range
begins with a frame start. When the frame start is known, the R&S FSV/A can detect
the on and off periods.

Note that auto gating is not possible for free run measurements on TDD signals

and when the signal capture consists of several captures (for example for single cap-
tures or if the available analysis bandwidth is smaller than the signal bandwidth). The
R&S FSV/A shows a corresponding error message in that case.

Remote command:
[SENSe: ] SWEep:EGATe : AGATing on page 418
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4.5 Combined measurement guide

The combined measurement mode provides functionality to combine several subse-
quent EVM, ACLR and (or) SEM measurements in a single sequence of measurement.
If you combine the measurements into a sequence, the R&S FSV/A analyzes the
captured data for EVM, ACLR and SEM in parallel (multi-processing). The data capture
itself is processed independent from the analysis. This process in turn increases the
speed of the measurement evaluation.

These measurements can occur on a single DUT, for example one that changes its
position in space. Or they can occur on multiple DUTs, for example as an end testin a
production line.

Combined measurements allow you to automate such measurement sequences and
to increase the speed of such sequences. The measurement mode also provides
tools to evaluate the results. However, combined measurements only work on a DUT
whose signal description and center frequency remain the same over the sequence of
measurements.

Each single measurement is also called an event. Several events make up the mea-
surement sequence. The number of events you can define depends on the capture
length, bandwidth (or sampling rate) and the available memory (RAM). Events are also
processed in parallel, which increases the measurement speed even more.

An event can be, for example, a new position of the DUT, or the next DUT in a produc-
tion line. When the DUT is ready, some kind of trigger initiates the next measurement.

o General configuration...........ooeeiiiiiiiiicccccre e ————— 150
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4.5.1 General configuration
There are some basic settings that you should define for all measurements, regardless
of your test setup.

Before you start configuring the application, set up the measurement physically.

Setting up the measurement

1. Enter the combined measurement mode.
("Meas" > "Combined EVM/ACLR/SEM")

2. Select the measurements that you want to run.
("Meas Config" > "Signal Description" > "EVM", "ACLR" and / or "SEM")

3. Define the signal characteristics, select a test model or load an allocation file.
Note that handling allocation files for combined measurements is slightly different
compared to other measurements.

("Meas Config" > "Signal Description")

4. Adjust the amplitude settings to achieve an ideal EVM.
("Auto" > "Auto EVM" softkey).
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As an alternative, you can optimize the amplitude settings for each event.
("Meas Config" > "Trigger / Signal Capture" > "Signal Capture" > "Sequence Auto
Level")

5. Define the number of events.
("Meas Config" > "Signal Capture" > "Events")

6. Define the capture length (slightly more than the amount of data that you want to
analyze).
("Meas Config" > "Signal Capture" > "Capture Time")

7. Select the capture mode.
("Meas Config" > "Signal Description" > "Signal Capture")

8. Define the trigger configuration. The trigger configuration that you apply depends
on your setup. For details, see Section 4.5.2, "Trigger configuration", on page 152.

9. Run the measurement.

The R&S FSV/A initiates the sequence of measurement.

When an event that triggers a combined measurement occurs, the R&S FSV/A
adds a line to the combined EVM / ACLR / SEM result table.

The time until all events have happened varies, depending on your setup.

If you want to reevaluate the measurement sequence or a certain event after the
sequence has finished, you can do so by refreshing the results.

("Sweep" > "Refresh" / "Refresh Current")

10. Evaluate the measurement, for example by:

Filtering the results to view only certain events.

Selecting an event to view the details of that event in graphical result displays.
Exporting the results for the whole sequence, selected events or a single event.
Exporting the 1/Q data for later reevaluation.

You can export the I/Q data for a single event, or the I/Q data for the complete
measurement sequence.

Using allocation files in combined measurement mode

Allocation files are basically the same in combined measurement mode. In combined
mode, the allocation files combine the signal description for all selected measurements
(EVM, ACLR and SEM). In addition, the allocation file also contains the measurement
results for a measurement sequence (only the results, not the 1/Q data).

1. Select a file name and location for the allocation file that you want to save or load.

2. Select the measurements that you want to include.
"General" settings are always included. Otherwise, you can select if you want to
include the settings for EVM, ACLR and (or) SEM measurements.

3. Select if you want to include the measurement results ("Combined Result Table").
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4.5.2 Trigger configuration

The trigger configuration is a vital part of the combined measurements. The trigger is
what makes the automated combined measurements possible in the first place: Wait
for the first event to initiate a measurement - run the measurement - wait for the next
event - run the measurement and so on.

The R&S FSV/A provides several trigger presets for typical combined measurement
scenarios. Other than those, you can, of course, use a custom trigger configuration (or
even no trigger at all).

The main criteria for the trigger selection are:

e |s a frame trigger available or not?

e Which possibilities do you have to trigger the measurement sequence?

@ Advanced trigger settings
If you select one of the trigger presets ("Sequence" or "Frame Trigger" menus), and
change something in the advanced trigger settings, the preset becomes obsolete
("Sequence" = "Manual").

Using the trigger setup helper

The trigger setup helper allows you to select certain trigger configuration presets.
These presets are typical trigger setups for certain test scenarios.

Of course, it is also possible to apply a custom trigger configuration.

1. Select the trigger "Sequence".

"Manual" = custom trigger configuration

"Periodic" = measurements in certain interval

"Open-Loop" = an external trigger indicates that the DUT is ready
"Closed-Loop" = an external trigger indicates that the DUT is ready, plus the
analyzer indicates that the data capture is finished

2. Select the frame trigger availability.
3. For periodic trigger, define the event delay.

4. For time trigger instead of dedicated frame trigger, define the recalibration interval.

Table 4-4: Trigger presets and their trigger configuration*

Trigger setup helper Advanced trigger settings
Sequence | Frame trigger Trigger Source Trigger 2 Trigger 3
source
Periodic n/a >> Free run n/a n/a n/a
Periodic available >> Ext. trigger | n/a n/a n/a
1
Open-loop | n/a >> Free run Ext. trigger | Input n/a
2
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Trigger setup helper Advanced trigger settings
Sequence | Frame trigger Trigger Source Trigger 2 Trigger 3
source
Open-loop | n/a >> Time Ext. trigger | Input n/a
2
Open-loop | available >> Ext. trigger | Ext. trigger | Input n/a
1 2
Open-loop | available (with >> Ext. trigger | Free run Input Output
delay) 1
Closed- n/a >> Free run Ext. trigger | Input Output
loop 2
Closed- n/a >> Time Ext. trigger | Input Qutput
loop 2
Closed- available >> Ext. trigger | Ext. trigger | Input Output
loop 1 2

*Changing one of these settings always returns to trigger sequence = manual; you can still change other
trigger settings (level, drop-out time etc.).

DUT reconfiguration
The following procedures use the term "DUT reconfiguration”.

The DUT reconfiguration is a process that depends on your test scenario. For exam-
ple, the term can refer to the DUT moving into another position or the DUT being
replaced by another DUT in a production line.

Using a periodic sequence: no frame trigger

In this scenario, measurements take place periodically, every <x> seconds. A trigger is
not available.

This scenario requires a capture time that is at least double the time of the data
you want to capture - for example, if you want to capture a single slot with 30 kHz
subcarrier spacing (slot length = 0.5 ms), the capture time must be greater than 1 ms.

Note that the number of slots that the signal repeats have to start with slot 0.

Figure 4-7: Workflow for a periodic measurement without frame trigger

1 = Start of measurement

2 = 1/Q data capture

3 = DUT reconfiguration

4 = Subsequent I/Q data capture

The time a single measurement event lasts in the sequence is the sum of:
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I/Q capture + DUT reconfiguration

Optional auto leveling for each measurement extends the measurement time a little.
The sequence of measurements runs like this:

1. Start of the measurement sequence.

2. The R&S FSV/A captures the I/Q data.

3. The DUT reconfigures itself.
Note that the event delay starts with the 1/Q capture. Thus, make sure to define
an event delay that is long enough to include the data capture and the DUT
reconfiguration.

4. The I/Q data capture starts again after the event delay is over.
Steps 2 through 4 repeat until all events are captured.

Using a periodic sequence: frame trigger available
In this scenario, measurements take place periodically, every <x> seconds.

The scenario requires an external trigger, connected to trigger input 1. The external
trigger is a frame trigger that initiates the I/Q data capture. The trigger event is the
frame start.

> 7 > |— 7 ..
3 3 3
2 2 2

Figure 4-8: Workflow for a periodic measurement with frame trigger
1 = Wait for frame start
2 = Start of measurement
3 = 1/Q data capture
4 = DUT reconfiguration
The time a single measurement event lasts in the sequence is the sum of:
I/Q capture + DUT reconfiguration + waiting on frame start
Optional auto leveling for each measurement extends the measurement time a little.
The sequence of measurements runs like this:
1. The R&S FSV/A waits for a frame start.
A frame trigger initiates the measurement.

2
3. The R&S FSV/A captures the I/Q data.
4

The DUT reconfigures itself.

Note that the event delay starts with the I/Q capture. Thus, make sure to define
an event delay that is long enough to include the data capture and the DUT
reconfiguration.

The end of the event delay also rearms the frame trigger.
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Steps 1 through 4 repeat until all events are captured.

Using an open-loop sequence: frame trigger available
This scenario needs two trigger sources.

The first is an external frame trigger, connected to trigger input 1, that initiates the 1/Q
data capture. The trigger event is the frame start.

The second is an external trigger, connected to trigger input 2, that indicates that the
DUT is ready for the measurement. This trigger is sent, for example, when the DUT
has reached its measurement position.

%45%451;_4. 5
13 13 13

Figure 4-9: Workflow for an open loop measurement with frame trigger

1 = DUT ready for measurement

2 = Wait for frame start

3 = Frame trigger starts measurement
4 = 1/Q data capture

5 = DUT reconfiguration

The time a single measurement event lasts in the sequence is the sum of:

I/Q capture + DUT reconfiguration + waiting on frame start + waiting for DUT ready
trigger

Optional auto leveling for each measurement extends the measurement time a little.
The sequence of measurements runs like this:
1. The DUT sends a trigger signal to indicate that it is ready for the measurement.
2. The R&S FSV/A waits for a frame start.
3. A frame trigger initiates the measurement.
4. The R&S FSV/A captures the 1/Q data.
5. The DUT reconfigures itself.
Steps 1 through 5 repeat until all events are captured.
Using an open-loop sequence: frame trigger available with a delay between
events
This scenario needs two trigger sources.

The first is an external frame trigger, connected to trigger input 1, that initiates the 1/Q
data capture. The trigger event is the frame start.

The second is a trigger output, connected to trigger output 3, that indicates that the 1/Q
data capture of an event is finished. This trigger signal initiates a delay after which a
new measurement starts.
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Figure 4-10: Workflow for an open loop measurement with frame trigger

1 = DUT ready for measurement

2 = Wait for frame start

3 = Frame trigger starts measurement

4 = 1/Q data capture

5 = End of I/Q data capture

6 = Delay time (DUT reconfiguration)

The time a single measurement event lasts in the sequence is the sum of:

I/Q capture + DUT reconfiguration (delay) + waiting on frame start

Optional auto leveling for each measurement extends the measurement time a little.

The sequence of measurements runs like this:

1. The DUT sends a trigger signal to indicate that it is ready for the measurement.
The R&S FSV/A waits for a frame start.

A frame trigger initiates the measurement.

2

3

4. The R&S FSV/A captures the 1/Q data.

5. The R&S FSV/A sends a trigger signal to indicate that the 1/Q data is captured.
6

The DUT reconfigures itself during the delay time.
Steps 1 through 6 repeat until all events are captured.

Using an open-loop sequence: using time trigger
This scenario needs two trigger sources.

The first is a time trigger that initiates a periodic I/Q data capture. Because the frame
start and time trigger drift from each other over time, using the time trigger requires
regular recalibration - in combined measurement mode, this is an automated process,
defined by the recalibration interval. The initial synchronization of the time trigger to the
frame start is also an automated process.

The second is an external trigger, connected to trigger input 2, that indicates that the
DUT is ready for the measurement. This trigger is sent, for example, when the DUT
has reached its measurement position.

EEE N N
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Figure 4-11: Workflow for an open loop measurement with time trigger
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1 = Initial calibration of time trigger

2 = DUT ready for measurement

3 = Wait for frame start

4 = Start of measurement

5 = 1/Q data capture

6 = DUT reconfiguration

The time a single measurement event lasts in the sequence is the sum of:

I/Q capture + DUT reconfiguration + time trigger recalibration + waiting on frame start +
waiting for DUT ready trigger

Optional auto leveling for each measurement extends the measurement time a little.

Before you start the measurement sequence, define an appropriate recalibration inter-
val.

The sequence of measurements runs like this:

1. The R&S FSV/A calibrates the time trigger by defining a trigger offset = frame start
offset.

The DUT sends a trigger signal to indicate that it is ready for the measurement.
The R&S FSV/A waits for a frame start.
A frame-synchronized time trigger initiates the measurement.

The R&S FSV/A captures the 1/Q data.

o o M w DN

The DUT reconfigures itself.
At the same time, the time trigger recalibration occurs.

7. The DUT sends a trigger signal to indicate it is ready for the next measurement.
Steps 2 through 6 repeat themselves until all events are captured.

Using an open-loop sequence: no trigger available (repeating slots)

In this scenario, the DUT uses an external trigger signal to indicate it is ready for a
measurement. The trigger signal initiates a (free run) measurement.

This scenario requires a capture time that is at least double the time of the data
you want to capture - for example, if you want to capture a single slot with 30 kHz
subcarrier spacing (slot length = 0.5 ms), the capture time must be greater than 1 ms.

Note that the number of slots that the signal repeats have to start with slot 0.

Figure 4-12: Workflow for an open-loop measurement without trigger

1 = DUT ready for measurement
2 =1/Q data capture
3 = DUT reconfiguration
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The time a single measurement event lasts in the sequence is the sum of:

I/Q capture + DUT reconfiguration + waiting for DUT ready trigger

Optional auto leveling for each measurement extends the measurement time a little.
The sequence of measurements runs like this:

1. The DUT sends a trigger signal to indicate that it is ready for the measurement.
2. The R&S FSV/A captures the I/Q data.

3. The DUT reconfigures itself.
4

The DUT sends a trigger signal to indicate it is ready for the next measurement.
Steps 1 through 3 repeat themselves until all events are captured.

Using a closed-loop sequence: frame trigger available
This scenario needs two trigger sources and one trigger output.

The first trigger source is an external frame trigger, connected to trigger input 1, that
initiates the 1/Q data capture. The trigger event is the frame start.

The second trigger source is an external trigger, connected to trigger input 2, that
indicates that the DUT is ready for the measurement. This trigger is sent, for example,
when the DUT has reached its measurement position.

The trigger output initiates the DUT reconfiguration after the R&S FSV/A is done
capturing the 1/Q data. The DUT must have a corresponding trigger interface. This
signal is output on trigger 3, which is defined as a user-defined output.

13 5 73 5 73 5 7

Figure 4-13: Workflow for a closed loop measurement with frame trigger

1 = Send initial trigger signal

2 = Wait for frame start

3 = Frame trigger starts measurement

4 = 1/Q data capture

5 = 1/Q data capture done - waiting for DUT reconfiguration
6 = DUT reconfiguration

7 = DUT ready for measurement

The time a single measurement event lasts in the sequence is the sum of:

I/Q capture + DUT reconfiguration + waiting on frame start + waiting for DUT ready
trigger

Optional auto leveling for each measurement extends the measurement time a little.
The sequence of measurements runs like this:

1. Send an initial trigger with "Send Trigger 3" (optional).
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The R&S FSV/A waits for a frame start.
A frame trigger initiates the measurement.

The R&S FSV/A captures the 1/Q data.

o ~ Db

The R&S FSV/A sends a trigger signal to the DUT to indicate the I/Q data capture
is done.

o

The DUT reconfigures itself.

7. The DUT sends a trigger signal to indicate that it is ready for the measurement.
Steps 2 through 7 repeat until all events are captured.

Using an closed-loop sequence: using time trigger
This scenario needs two trigger sources and one trigger output.

The first is a time trigger that initiates a periodic I/Q data capture. Because the frame
start and time trigger drift from each other over time, using the time trigger requires
regular recalibration - in combined measurement mode, this is an automated process,
defined by the recalibration interval. The initial synchronization of the time trigger to the
frame start is also an automated process.

The second is an external trigger, connected to trigger input 2, that indicates that the
DUT is ready for the measurement. This trigger is sent, for example, when the DUT
has reached its measurement position.

The trigger output initiates the DUT reconfiguration after the R&S FSV/A is done
capturing the 1/Q data. The DUT must have a corresponding trigger interface. This
signal is output on trigger 3, which is defined as a user-defined output.
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Figure 4-14: Workflow for a closed loop measurement with time trigger

1 = Initial calibration of time trigger

2 = Send initial trigger signal

3 = Wait for frame start

4 = Start of measurement

5 = 1/Q data capture

6 = 1/Q data capture done - waiting for DUT reconfiguration
7 = DUT reconfiguration

8 = DUT ready for measurement

The time a single measurement event lasts in the sequence is the sum of:

I/Q capture + DUT reconfiguration + time trigger recalibration + waiting on frame start +
waiting for DUT ready trigger

Optional auto leveling for each measurement extends the measurement time a little.
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Before you start the measurement sequence, define an appropriate recalibration inter-
val.

The sequence of measurements runs like this:

1. The R&S FSV/A calibrates the time trigger by defining a trigger offset = frame start
offset.

Send an initial trigger with "Send Trigger 3" (optional).
The R&S FSV/A waits for a frame start.
A frame-synchronized time trigger initiates the measurement

The R&S FSV/A captures the 1/Q data.

2 T

The R&S FSV/A sends a trigger signal to the DUT to indicate the I/Q data capture
is done.

7. The DUT reconfigures itself.
At the same time, the time trigger recalibration occurs.

8. The DUT sends a trigger signal to indicate it is ready for the next measurement.
Steps 3 through 8 repeat themselves until all events are captured.

Using an closed-loop sequence: no trigger available (repeating slots)

In this scenario, the DUT uses an external trigger signal to indicate it is ready for a
measurement. The trigger signal initiates a (free run) measurement.

In addition, the R&S FSV/A sends a trigger to the DUT to indicate that the I/Q capture
is done.

This scenario requires a capture time that is at least double the time of the data
you want to capture - for example, if you want to capture a single slot with 30 kHz
subcarrier spacing (slot length = 0.5 ms), the capture time must be greater than 1 ms.

Note that the number of slots that the signal repeats have to start with slot 0.

Figure 4-15: Workflow for a closed-loop measurement without trigger

1 = Send initial trigger signal

2 =1/Q data capture

3 = 1/Q data capture done - waiting for DUT reconfiguration
4 = DUT reconfiguration

5 = DUT ready for measurement

The time a single measurement event lasts in the sequence is the sum of:
I/Q capture + DUT reconfiguration + waiting for DUT ready trigger

Optional auto leveling for each measurement extends the measurement time a little.
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The sequence of measurements runs like this:
1. Send an initial trigger with "Send Trigger 3" (optional).
2. The R&S FSV/A captures the 1/Q data.

3. The R&S FSV/A sends a trigger signal to the DUT to indicate the 1/Q data capture
is done.

4. The DUT reconfigures itself.

5. The DUT sends a trigger signal to indicate it is ready for the next measurement.
Steps 2 through 5 repeat themselves until all events are captured.

4.6 Time trigger measurement guide

The time trigger initiates a measurement in certain intervals (every <x> seconds).

For the 5G NR application, this means that you can use the time trigger to initiate a
measurement at the start of each frame (every 10 ms). Therefore, the time trigger is a
useful tool when you do not have access to a frame trigger (external trigger source), for
example when you test a base station on-site.

Configured correctly, the time trigger also allows you to focus on the analysis of a
single slot, which in turn speeds up the measurement. In that case, the idea is to
capture only the I/Q data of a single slot (plus a certain tolerance) which increases the
measurement speed accordingly.

Since the frequency references of the DUT and the R&S FSV/A are not necessarily
coupled in such a scenario, the frame start and the time trigger can deviate over time.
In this case, you can increase the capture time tolerance or readjust the time trigger
offset periodically.

Analyzing signals with a time trigger

1. Connect the R&S FSV/A to the DUT.

2. Select the time trigger as the trigger source.
("Overview" > "Trigger / Signal Capture" > "Trigger" > "Trigger Source" = "Time")

3. Define a repetition interval of 10 ms (capture every frame).
("Overview" > "Trigger / Signal Capture" > "Trigger" > "Repetition Interval" = "10
msll)

4. Run a measurement to get the frame start offset readout in the capture buffer result
display.

5. Define a trigger offset with a length that equals the frame start offset to synchronize
the start of the measurement with the first slot in the frame.
("Overview" > "Trigger / Signal Capture" > "Trigger" > "Offset" = frame start offset)

6. Select one slot to analyze.
("Overview" > "Trigger / Signal Capture" > "Signal Capture" > "Set Number of
Frames to Analyze" = "Manually")
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("Overview" > "Trigger / Signal Capture" > "Signal Capture" > "Number of Frames
to Analyze" = "1")

7. Define a capture length that corresponds to one slot (plus tolerance). The slot
length depends on the subcarrier spacing.
("Overview" > "Trigger / Signal Capture" > "Signal Capture" > "Capture Time" = slot
length)

8. Run the measurement.
If synchronization to the signal fails (see message in the status bar), you have to
increase the trigger offset slightly (a few us).

P PP P>

ol gl b

3 >

Frame = 10 ms
Slot = capture length
—p

Frame start offset = trigger offset

4.7 Microservice export

Access: E1/ Al > "Export" > "Microservice Export"

In addition to exporting the signal configuration locally, you can export the signal
configuration in a file format compatible to the cloud-based microservice (.m5q file
extension).

Exporting signal configurations with multiple component carriers writes the configura-

tion of each component carrier into a separate file. The number of files depends on the

analysis mode:

e |[f you analyze the viewed CCs only, the R&S FSV/A exports those two CCs (two
files - config CCl.m5g, config CC2.m5g).

e |[f you analyze all CCs, the R&S FSV/A exports all CCs. The number
of files depends on the number of component carriers (config CC1.m5g,
config CC2.m5g etc.).

When you change the CC analysis mode ("all" to "viewed" or vice versa), you have to
either refresh the 1/Q data or re-run the sweep to reflect this change in the microservice
export.

For a comprehensive description of the microservice, refer to the microservice user
manual.
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Remote command:

MMEMory : STORe<n>:MSERvice on page 291

4.8 O-RAN measurement guide

The O-RAN alliance specifies specific signal configurations (test cases) for standar-
dized testing of O-RAN equipment. The R&S FSV/A provides these O-RAN test cases.
When you apply one of them, the measurement configuration automatically adjusts to
the values of the selected test case.

Basically, you can verify O-RAN based signals by certain bit sequences in the PUSCH
and the positions of those sequences. The position of the bit sequence in the PUSCH
is unique for each test case.

The type of bit sequence depends on the test case.
e Some test cases use a bit sequence of all 0's.
e Some test cases use an O-RAN specific PN23 bit sequence.

In addition, the data demodulation depends on the test case (before or after descram-
bling).

As pointed out, these settings are automatically selected, depending on the selected
test case.

For valid measurement results, it is essential that the measured signal complies with
the selected test case and uses the correct bit sequences in the correct locations. If
you get unexpected measurement results, check if the signal is configured correctly.
You can do a quick check to validate the signal as follows.

e Check if the selected test case in the "Advanced Settings" is the same as the test
case in the "Test Models" dialog.

e Use the Allocation ID vs Symbol x Carrier result display to verify if the correct
PUSCH allocations are analyzed. If the signal contains the correct bit sequence,
the EVM should be good.

e Use the Bitstream result display to verify if the bits match the O-RAN specifications.
Each test case has a typical bit sequence. Make sure to select the bit sequence as
the bitstream format.

4.9 Reference: structure of .allocation files

.allocation (and .ccallocation) files are basically XML files that follow a certain
structure. The structure of the file is based on the structure of the dialogs in the user
interface.

Basically, the structure is as follows:

e Each setting is stored in a dedicated element.
Example: <ChannelBandwidth>, <CellID>
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e The settings are grouped as in the user interface.
Example: <ChannelBandwidth> and <Cel1ID> belong to the
<Physical Settings> element.

e Some xml elements can occur multiple times.
Examples: Frame Config>, <BWP_Config>, <Slot Config>. The number of
occurrences depends on the number of frames, BWPs and slots in the signal.

e The values for all elements are the SCPI parameters of the corresponding setting.
Example: <ChannelBandwidth>BW100</ChannelBandwidth>, <CellID>0</
CellID>

o Probably the most comfortable way to describe a signal in an XML file is to save
= an .allocation file after a preset and then change the values within that file.

Root structure

For structure of child elements, see:

e '"<Information> element" on page 164

e "<PRACH> element" on page 165

e '"<Signal_Description> element" on page 165

e "<Signal Capture> element" on page 165

e '"<Parameter Estimation> element" on page 166
e "<CCSettings> element" on page 166

e "<RF Parameter> element" on page 167

e '"<MultiCarrier> element" on page 167

<NR5G>

<Information/>

<!-- PRACH settings are relevant in uplink only -->
<PRACH/>

<Signal Description/>

<Signal Capture/>

<Parameter Estimation/>

<!-- CCSettings can occur several times -->
<CCSettings/>

<RF_Parameter/>

<!-- MultiCarrier only for multiple carriers -->
<MultiCarrier/>

</NR5G>

<Information> element

The <Information> element is a child element of the <NR5G> element.

<Information>
<FWVersion/>
<Device/>
<Type/>
<IQFrequency/>
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<Mode/>
<ExportIssues/>

</Information>

<PRACH> element
The <PRACH> element is a child element of the <NR5G> element.

<PRACH>

<PRACHFormat/>
<PRACHSCS/>
<L_RA/>
<Restricted/>
<LogicalRootSequenceIndex/>
<ZeroCorrelationZone/>
<PreambleIndex/>
<RelPower/>
<RBOffset/>

</PRACH>

<Signal_Description> element
The <Signal Description> elementis a child element of the <NR5G> element.

<Signal Description>
<Mode/>
<DeployFrequencyRange/>
<NumberOfCC/>
<NumberofInputSource/>
<ORANTestCase/>
<FregErrLimitState/>
<TestModelName/>

</Signal Description>

<Signal_Capture> element
The <Signal Capture> elementis a child element of the <NR5G> element.

<Signal Capture>

<SwapIQ/>

<LongCaptureMode/>
<CaptureTime/>
<CaptureTimeAuto/>
<OverallFrameCount/>
<SetNumberOfFramesToAnalyze/>
<NumOfFramesToAnalyze/>
<MaxOfSlotsPerFrameToAnalyze/>
<AveragedFrame/>
<SignalRepeatsMaxNoOfSlotsToAnalyze/>
</Signal Capture>
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<Parameter_Estimation> element
The <Parameter Estimation> elementis a child element of the <NR5G> element.

<Parameter Estimation>
<ChannelEstimation/>
<TrackPhase/>

<TrackTiming/>

<TrackLevel/>
<MultiCarrierFilter/>
<DemodulatedData/>
<IQGainImbalance_QuadratureError/>
<TPUTState/>
<EVMCalculationMethod/>
<CORESETReferenceData/>
<PDSCHReferenceData/>
<ExtendedFrequencyLockRange/>
<SymbolTimingPosition/>
<TransientPeriod/>
<SymbolsbeforeTransient/>
<SymbolsafterTransient/>

</Parameter Estimation>

<CCSettings> element
The <CCSettings> element is a child element of the <NR5G> element.
The <CCsettings> element can occur several times, one for each component carrier.

For structure of child elements, see:
e '"<Frame_Config> element" on page 168

<CCSettings>

<AutoBWPDetection/>
<CCFrequency/>
<FreqOffsetToCCO/>
<PhysicalSettings>

<ChannelBandwidth/>

<CellID/>

<PowerClass/>
</PhysicalSettings>
<NumofAntPortMapping/>

<!-- Ant Port Mapping occurs several times, once for each AP configuration -->
<Ant Port Mapping>

<State/>

<PUSCH_APx/>

<PUCCH_AP/>

<SRS_AP1000/>

</Ant_Port Mapping>

<Ant Port Mapping SlaveConfig>

<Selected Ant Port Mapping/>
</Ant_Port Mapping SlaveConfig>
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<Advanced Settings>
<IgnoreDC/>
<RFUpconversion PhaseCompensation/>
<PUSCHHopping/>
<RFUpconversion_ f 0/>
<RFUpconversion f 0_Freq/>
<FrameNumber n f/>
<RefPointA SCS15kHz/>
<RefPointA SCS30kHz/>
<RefPointA SCS60kHz/>
<RefPointA SCS120kHz/>
<RefPointA SCS480kHz/>
<RefPointA SCS960kHz/>
<RefPointA RelativeToCF/>
<TransformPrecoding/>
<ExtremeConditions/>
<FrequencyHopping/>
</Advanced Settings>
<NumofFrame/>
<!-- Frame Config can occur several times, contents see below -->
<Frame_Config/>
</CCSetting>

<RF_Parameter> element
The <RF Parameter> elementis a child element of the <NR5G> element.

<RF_ Parameter>

<ACLR>
<AdjacentChannels/>
<PowerClass/>
<LimitCheckMode/>
<TestID/>

</ACLR>

<SEM>
<CategoryA/>
<CategoryBOption/>
<TxPowerAuto/>
<TxPowerValue/>
<N_TXUcountedpercell/>
<N_TABconnectors/>
<IFF/>

</SEM>

</RF_Parameter>

<MultiCarrier> element
The <MultiCarrier> elementis a child element of the <NR5G> element.

<MultiCarrier>

<CCSignalCapture/>
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<OperatingBand/>
<CCResult/>
<ViewlComponentCarrierNo/>
<ViewlFrameNo/>
<View2ComponentCarrierNo/>
<View2FrameNo/>
<FixedCCOffset/>
<GlobalMCCenter/>
<OffsetRelto/>
<OffsetMode/>
<CarrierSpacing/>

</MultiCarrier>

<Frame_Config> element
The <Frame Config> elementis a child element of the <CCSettings> element.

e The <Frame Config> element can occur several times, one for each configura-
ble frame.

e Within the <BWP Config> element, the <slot Config> element can occur sev-
eral times, one for each slot.

e Within the <Slot Config> element, the <PXCCH> and <PXSCH> elements can
occur several times, one for each PXCCH or PXSCH allocation.

For structure of child elements, see:

e "<PXCCH> element" on page 169

e "<PXSCH> element" on page 169

e "<SRS Settings> element" on page 170

<Frame Config>
<NumofBWP/>
<BWP_Config>
<SubcarrierSpacing/>
<NumofRBs/>
<RBOffset/>
<NumberofUserConfigurableSlots/>
<NumofSlot/>
<!-- Slot Config can occur several times -->
<Slot Config>
<SlotAllocation/>
<SlotFormat/>
<CombinePDSCHAllocationsWithSameUserID/>
<NumofPXCCH/>
<!-- PXCCH can occur several times, description see below -->
<PXCCH/>
<NumofPXSCH/>
<!-- PXSCH can occur several times, description see below -->
<PXSCH/>
</Slot Config>
<SRSSettingsState/>
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<!-- Contents of SRS element see below -->
<SRS_Settings/>
</BWP_Config>

</Frame Config>

<PXCCH> element
The <pXCCH> element is a child element of the <Frame Config> element.
The <pxccH> element can occur several times, one for each PXCCH allocation.

<PXCCH>

<NumberOfRBs/>
<OffsetRB/>
<NumberofSymbols/>
<OffsetSymbol/>
<RelPower_ dB/>
<PUCCHFormat/>

<DMRS>
<UseDMRSScramblingID/>
<ScramblingID/>
<RelPower/>
<GroupHopping/>
<HoppingID/>
<n_ID/>
<IntraSlotFregHopping/>
<SecondHopPRB/>
<InitialCyclicShift/>
<TimeDomainOCCIndex/>
<AdditionalDMRS/>
<OCCLenght/>

</DMRS

</PXCCH>

<PXSCH> element
The <PXSCH> element is a child element of the <Slot Config> element.
The <pPxSCcH> element can occur several times, one for each PXSCH allocation.

<PXSCH>
<UserID/>
<Modulation/>
<NumberOfRBs/>
<OffsetRB/>
<NumberOfSymbols/>
<OffsetSymbol/>
<RelPower_ dB/>
<ModulationforCodeword2/>
<DMRS>
<ConfigType/>
<FirstDMRSSymbolRelTo/>
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<FirstDMRSSymbol/>
<DMRSAddPositionIndex/>
<DMRSLength/>
<SequenceGeneration/>
<ScramblingID/>
<ScramblingIDl/>
<n_SCID/>
<RelPowerToPDSCH/>
<Layer Codewords/>
<AntennaPort/>
<CDMGroupWOData/>
<NID_RS/>
<NID RS _ID/>
<DMRS_R16/>
</DMRS>
<PTRS>
<State/>
<RelPower/>
<L PTRS/>
<K_PTRS/>
<RE_Offset/>
<N_Group_ PTRS/>
<N_Sample_ Group/>
<NID/>
<NID_ID/>
</PTRS>
<ChannelCoding>
<MCSTable/>
<I_MCS/>
<RedundancyVersionIndex/>
<TBScalingFactorS/>
<TBSizeIncAllocGaps/>
</ChannelCoding>
<Scrambling>
<Type/>
<DataScramblingID/>
</Scrambling>
</PXSCH>

<SRS_Settings> element

The <SRS_Settings> elementis a child element of the <BWP_Config> element.

<SRS_Settings>
<SlotConfig>
<SlotConfigMode/>
<Periodicity/>
<Offset/>
</SlotConfig>
<StartPos/>
<NoSym/>
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<FregPos/>
<FregShift/>
<FregHoppingConfig/>
<BSRS/>
<CSRS/>
<BHOP/>
</FregHoppingConfig>
<RepFactor/>
<TransmissionCombSequenceConfig>
<TransmissionComb/>
<CombOffset/>
<CyclicShift/>
<SequencelID/>
<GrouporSegHopping/>
</TransmissionCombSequenceConfig>
<NoPorts/>
<RelPower dB/>
</SRS_Settings>

4.10 Basics on input from 1/Q data files

The 1/Q data to be evaluated in a particular R&S FSV/A application cannot only be
captured by the application itself, it can also be loaded from a file, provided it has the
correct format. The file is then used as the input source for the application.

For example, you can capture 1/Q data using the I/Q Analyzer application, store it to
a file, and then analyze the signal parameters for that data later using the AM/FM/PM
Modulation Analysis application.

The 1/Q data file must be in one of the following supported formats:

e .ig.tar

e .igw
e .CSV
e .mat
[ ] WV

e .aid

O An application note on converting Rohde & Schwarz 1/Q data files is available from the
= Rohde & Schwarz website:

1EF85: Converting R&S 1/Q data files

When importing data from an I/Q data file using the import functions provided by some
R&S FSV/A applications, the data is only stored temporarily in the capture buffer. It
overwrites the current measurement data and is in turn overwritten by a new measure-
ment. If you use an I/Q data file as input, the stored I/Q data remains available for

any number of subsequent measurements. Furthermore, the (temporary) data import
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requires the current measurement settings in the current application to match the
settings that were applied when the measurement results were stored (possibly in a
different application). When the data is used as an input source, however, the data
acquisition settings in the current application (attenuation, center frequency, measure-
ment bandwidth, sample rate) can be ignored. As a result, these settings cannot be
changed in the current application. Only the measurement time can be decreased, to
perform measurements on an extract of the available data (from the beginning of the
file) only.

@ 5G NR signal description
When you export I/Q data from the 5G NR application, the iq.tar file also contains the
signal description (.allocation file information). The signal description is included in
the 1/Q parameter XML file.

Therefore, it is no longer necessary to load the signal description separately before
loading the 1/Q data.

For input files that contain multiple data streams from different channels, you can
define which data stream to be used for the currently selected channel in the input
settings. You can define whether the data stream is used only once, or repeatedly, to
create a larger amount of input data.

When using input from an 1/Q data file, the [RUN SINGLE] function starts a single
measurement (i.e. analysis) of the stored I/Q data, while the [RUN CONT] function
repeatedly analyzes the same data from the file.

Pre-trigger and post-trigger samples

In applications that use pre-triggers or post-triggers, if no pre-trigger or post-trigger
samples are specified in the 1/Q data file, or too few trigger samples are provided to
satisfy the requirements of the application, the missing pre- or post-trigger values are
filled up with zeros. Superfluous samples in the file are dropped, if necessary. For
pre-trigger samples, values are filled up or omitted at the beginning of the capture
buffer. For post-trigger samples, values are filled up or omitted at the end of the
capture buffer.
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5 Result evaluation

5.1

51.1

The R&S FSV/A comes with a set of tools that can help you evaluate the measurement
results in more detail. The tool set depends on the measurement type.

e Using general evaluation t00IS............ccooeiiiiiiiiiiiicccrr e 173
e Evaluating I/Q measuremMents. ....... ..o 177
e Evaluating combined measurements........ .o 187
e Evaluating frequency sweep measuremMents........cccuueireerieeeeeeicecceeieeeee e e e 189

Using general evaluation tools

General evaluation tools are tools available for all measurements.

Event-based actions

The 5G NR measurement application supports event-based actions, as described in
the R&S FSV/A User Manual.

When using event-based actions, make sure that all frames are included in a single 1/Q
capture. Event-based actions only evaluate the last I/Q capture.

e Exporting measurement data..............ooooiiiiiii e 173
L IS Tor=1 [T Vo Je [ =T =10 < T 175
L JI 4o oo o OSSR 175
L T 1V = 3 = PSS 176

Exporting measurement data

You can export the measurement results, for example as a backup for later re-evalua-
tion or for further evaluation with tools like a spreadsheet program.

e Trace export
Exports the trace data as numerical values into an ASCII file.
Trace export is available for all result displays in all measurements. The contents
of the file depend on the result display. In the default setup, the ASCII file begins
with a header that contains the measurement configuration and the main part that
contains the data.

e |/Q data export
Exports the raw 1/Q data itself.
I/Q data export is available for measurements that analyze 1/Q data. Frequency
sweep measurements cannot export I/Q data.

Exporting trace data

1. Select [TRACE] > "Trace Export Config".

2. Select the type of data to export.
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Select the file characteristics (decimal separators etc.).
Select the results to export from the "Specifics For" dropdown menu.

Select "Export Trace to ASCII File" to export the data.

o g &~ w

Select the location to save the data (as a . dat file).

Note that the measurement data stored in the file depends on the selected result
display ("Specifics For" selection).

Exporting 1/Q data

1. Start a single sweep measurement.
Exporting trace data while in continuous sweep mode is not possible.

2. Select the disk icon in the toolbar.

3. Select "Export" > "I/Q Export".

Tip: Some result displays like the capture buffer have a shortcut to the "I/Q Export"
in the result display header.

4. Define a file name and location for the I/Q data.
The default file type is igq.tar.

5. Later on, import the 1/Q data using an 1/Q file as the input source

Combined measurements have additional features for the 1/Q data export and import.

e Export I/Q data for specific measurements ("I/Q Export" and import using the 1/Q
file input source).

e Export and import the 1/Q data of all measurements in the sequence ("I/Q Export
All" /"1/Q Import All").

Data import and export

The basic principle for both trace export and 1/Q data export and import is the same
as in the 1/Q analyzer. For a comprehensive description, refer to the R&S FSV/A user
manual.

Exporting and importing "all" measurements is available in combined measurement
mode - it selects all measurements in a sequence.

For the I/Q data export, you can choose between different file formats
(.ig.tar, .aid, .csv, .igw and .mat (v4 and v7.3) for single carrier measure-
ments.

Remote command:

Trace export: TRACe<n>[ : DATA] 2 on page 286

I/Q data format: FORMat : DEXPort : FORMat on page 289

I/Q export: MMEMory : STORe<n>:IQ:STATe on page 290

I/Q export (all): MMEMory : STORe<n>:T1Q:STATe:ALL on page 290

I/Q import: TNPut :FILE: PATH on page 388

I/Q import (all): MMEMory : LOAD: TQ: STATe : ALL on page 290

I/Q noise cancellation: MMEMory : STORe<n>: IQNC: STATe on page 291
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5.1.2 Scaling diagrams

Access: "Overview" > "Analysis" > "Scale"

The y-axis scale determines the vertical resolution of the measurement results. You
can adjust the scale of the vertical axis for a better viewing experience of the results.

The scale of the x-axis in the diagrams is fixed. If you want to get a better resolution of
the x-axis, you have to zoom into the diagram.

The remote commands required to configure the y-axis scale are described in Sec-
tion 6.11.1.2, "Diagram scale", on page 425.

Manual scaling Of the Y-aXiS......c.ueiiiiiiiiie e 175
Automatic scaling of the Y-aXiS......cccccuiiiiiiiiiiee e 175

Manual scaling of the y-axis
The "Y Minimum" and "Y Maximum" properties define a custom scale of the y-axis.

The "Y Minimum" corresponds to the value at the origin. The "Y Maximum" corre-
sponds to the last value on the y-axis. The scale you select applies to the currently
active window.

You can restore the original scale anytime with "Restore Scale".

Remote command:
DISPlay[:WINDow<n>] [:SUBWindow<w>] :TRACe<t>:Y[:SCALe] :MAXimum
on page 425
DISPlay[:WINDow<n>] [ : SUBWindow<w>] :TRACe<t>:Y[:SCALe] :MINimum
on page 426

Automatic scaling of the y-axis

Usually, the best way to view the results is if they fit ideally in the diagram area and
display the complete trace. The "Auto Scale Once" automatically determines the scale
of the y-axis that fits this criteria in the currently active window.

Tip: You can also scale the windows in the "Auto Set" menu. In addition to scaling the
selected window ("Auto Scale Window"), you can change the scale of all windows at
the same time ("Auto Scale All").

You can restore the original scale anytime with "Restore Scale".

Remote command:
DISPlay[:WINDow<n>] [ :SUBWindow<w>] :TRACe<t>:Y[:SCALe] :AUTO
on page 425

51.3 Zoom

Most graphical result displays allow you to zoom into its contents to view certain areas
in more detail.

The following zoom functions are supported.

e [ Magnifies the selected diagram area.

e B Magnifies the selected diagram area, but keeps the original diagram in a sepa-
rate window.
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e K Restores the original diagram.

Note that the zoom is a graphical feature that magnifies the data in the capture buffer.
Zooming into the diagram does not reevaluate the 1/Q data.

For a comprehensive description of the zoom, refer to the R&S FSV/A user manual.

5.1.4 Markers

Access: "Overview" > "Analysis" > "Marker"

Markers are a tool that helps you to identify measurement results at specific trace
points. When you turn on a marker, it gives you the coordinates of its position. For
example, in the "Power Spectrum" result display, the coordinates are the frequency
and its level value; in the "EVM vs Symbol" result display, the coordinates are the
symbol and its EVM value.

In general, the marker functionality of setting and positioning markers is similar to the
spectrum application.

For 1/Q measurements, the R&S FSV/A supports up to four markers, for frequency
sweep measurements there are more. Markers give either absolute values (normal
markers) or values relative to the first marker (delta markers). If a result display has
more than one trace, for example the "EVM vs Symbol" result display, you can position
the marker on either trace. By default, all markers are positioned on trace 1.

Note that if you analyze more than one bandwidth part, each bandwidth part is repre-
sented by a different trace.

The R&S FSV/A also supports several automatic positioning mechanisms. Those
mechanisms allow you to move the marker to the maximum trace value (peak), the
minimum trace value or move it from peak to subsequent peak.

The marker table summarizes the marker characteristics.

For a comprehensive description, refer to the R&S FSV/A user manual.

Markers in result displays with a third quantity

In result displays that show a third quantity, for example the "EVM vs Symbol x Carrier
result, the R&S FSV/A provides an extended marker functionality.

You can position the marker on a specific resource element, whose position is defined
by the following coordinates:

e The "BWP/SS" dropdown menu selects the bandwidth part.

e The "Symbol" input field selects the symbol.

e The "Carrier" input field selects the carrier.

Alternatively, you can define the marker position in the "Marker Configuration" dialog
box, which is expanded accordingly.

The marker information shows the EVM, the power and the allocation ID of the
resource element you have selected as the marker position.
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5.2.1

5.2.2

Evaluating I/Q measurements

Evaluating I/Q measurements

The following analysis tools are available exclusively for I/Q measurements.

e Organizing numerical result diSplays.........cceeeiiiiccciiiiieee e 177
o Controlling measurement reSUIS.........ccooo i 177
e Configuring numerical result diSplays...........ccuui i 181
®  Managing rESUIL VIEWS......ccooiiii it s e e e e e e e e e e e e e e e e e e e e e ee e eaee s 182
e Filtering measurement reSUIS..........uuuuiiiiciiiiiie e 183
e Filtering beamforming reSUIS.........ouvviiiiiciccccee e 187

Organizing numerical result displays

Some numerical result tables, for example the allocation summary, are flexible in what
information they display.

You can identify these result displays by the "Table Config" button in the result display

header.

1. Select "Table Config" from the result display header.
Alternatively, click somewhere in the table header row.

5 Allocation Summary

Viewl = View2
5.1 CC1F1 v TableConfig

The R&S FSV/A opens a dialog to configure tables.

2. Add or remove columns as required.
Note that some columns are mandatory and cannot be removed.

Controlling measurement results

Access: "Overview" > "Analysis" > "Result Settings"

The result settings control the way various results are displayed.

Y 1T 178
BitsStream FOIrMaAL........coooiiiiiiei ettt e e e e e e e e e e e e eeeeees 178
(022 10 [T g A ST 178
SYMDOI AXES....eeieeeiieiee ettt e e e e e bt e e e s ab e e e e e e ab et e e e e saabeeeeeeanee 178
Carrier AXES REIEIENCE. ...uu ittt et e e e st e e e e e e e eaeees 178
EVIM MaAX HOI......coeeeeieiieiitcceee et e ettt e e s e s e e e e e eeaeaaeeeseeeeeeesssnranes 179
SUBWINAOW COUPING...uuiiiieieiii i e e e e e e e e e e e e e e e e e e e e e e e e eeeeeeeenennnnas 179
BT V11 179
ACLR Limit PAsSS MOUE........coeeiieieeeeeeee ettt e e e e e e e e e e e 180
Constellation Diagram Relative POWET............ooiiiiiiiiii e 180
(070] 0151 (=11 F= 1 To T [N @] (o 180
Gain Imbalance / QUAArature ErTOr........ooiiiiieeiee e eeeaaa 180
LI O 2 L o S RPN 181
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EVM Unit

Selects the unit for the EVM measurement results in diagrams and numerical result
displays.

Possible units are dB and %.

Remote command:
UNIT:EVM on page 441

Bitstream Format
Selects the way that the bitstream is displayed.

Selecting the bitstream format is possible when data demodulation occurs before or
after descrambling.

Bits The bitstream is a stream of raw bits.

Symbols The bitstream is a stream of symbols.
the bits that belong to a symbol are shown as hexadecimal numbers
with two digits.

Remote command:
UNIT:BSTR on page 440

Carrier Axes
Selects the unit of the x-axis in result displays that show results over the subcarriers.

"Hertz" X-axis shows the results in terms of the subcarrier frequency.
"Subcarrier X-axis shows the results in terms of the subcarrier number.
Number"

Remote command:
UNIT:CAXes on page 440

Symbol Axes

Selects the unit of the x-axis in result displays that show results over the OFDM
symbols.

"Time" X-axis shows the results in terms of time.

"Symbol Num-  X-axis shows the results in terms of the symbol number.
ber"

Remote command:
UNIT:SAXes on page 441

Carrier Axes Reference

Selects the way that the frequency is displayed in result displays that plot (carrier)
frequency information on the x-axis. In these result displays, the x-axis covers the
whole channel bandwidth.

"Lowest RB" Frequency values relative to the first resource block in the channel.
The origin of the x-axis (0 Hz) corresponds to the first resource block
in the channel.

"Relative to Frequency values relative to the center frequency of the carrier. The
CF" center frequency of the carrier corresponds to 0 Hz, which is dis-
played at the center of the x-axis.
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Remote command:
UNIT:CAReference on page 440

EVM Max Hold
Turns the display of the highest EVM values in graphical result displays on and off.

Depending on the result display and the evaluation range, this means that:
e Either the maximum trace is displayed.
e Or the highest value in a data bin is displayed instead of the average.

Remote command:
[SENSe: ] NR5G:EMHo1d on page 438

Subwindow Coupling
Couples or decouples result display tabs (subwindows).

Subwindow coupling is available for measurements with multiple data streams (for
example carrier aggregation).

"On" If you select another tab in a result display, the application automati-
cally selects the same subwindow for all result displays.

"Off" Subwindow selection is independent of the result display.

Remote command:
DISPlay[:WINDow<n>] [:SUBWindow<w>] :COUPling on page 436

3D View
Turns the display of a three-dimensional version of various result displays on and off.

The 3D diagram shows a cloud of all measurement points in the capture buffer. Such a
view can help you to find value distributions more easily, for example.

Otherwise, the information in the 3D diagrams is the same as in the 2D versions.

The 3D view is available for the following result displays:
e "Allocation ID vs Symbol x Carrier" on page 34

e "EVM vs Symbol x Carrier" on page 31

e "Power vs Symbol x Carrier" on page 39

5 Power vs Symbol X Carrier
585 PBCH
PBCH DMRS PDSCH DMRS CSI-RS Mot Used

The 3D diagrams support the following controls:
e Changing the scale of the axes.
e Turning the diagram in any direction.
The view from the top corresponds to the 2D views.
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e Zooming in and out of the diagram to see more details.

Remote command:
[SENSe: | NR5G: TDView on page 439

ACLR Limit Pass Mode
Available for combined measurements.

The "ACLR Limit Pass Mode" selects the method that the ACLR limits are evaluated
with.

By default, the R&S FSV/A evaluates the relative and absolute limits according to
3GPP. One of the two must pass for an overall pass.

If you want to evaluate only the absolute or relative limits, select the corresponding
evaluation method. If you want to change the limit evaluation method after the mea-
surement, you have to refresh the measurement.

The selected method adjusts the contents combined result summary and the ACLR
result summary accordingly.

"Absolute" Checks the absolute limits defined for the ACLR. The limit check
passes when the signal level is within the absolute limits.

"Relative” Checks the relative limits defined for the ACLR. The limit check
passes when the signal level is within the relative limits.

"Absolute or The limit check for either the absolute or the relative limits must pass

Relative" to get an overall pass.

Remote command:
[SENSe: | NR5G:ACPower : ALPMode on page 417

Constellation Diagram Relative Power
Turns the consideration of a boosting factor to calculate the constellation points in the
constellation diagram on and off.

Remote command:
[SENSe: ]NR5G:CDRPower on page 438

Constellation Color
Selects the information that the colors of the constellation points in the constellation
diagram represent.

"Modulation" Colors represent modulation types.
"Allocation" Colors represent allocation types.

Remote command:
[SENSe: ]NR5G:CCOLor on page 437

Gain Imbalance / Quadrature Error
Turns the calculation of the I/Q gain imbalance and the quadrature error (result sum-
mary) on and off.

Remote command:
[SENSe: ]NR5G:TIQ:GIQE on page 406
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TPUT Unit
Selects the unit for the throughput measurement results in diagrams and numerical
result displays.

Possible units are Mbit/s and %.

Remote command:
UNIT:TPUT on page 441

5.2.3 Configuring numerical result displays

Access: "Result Settings" > "Table Config"

Some numerical result displays, like the result summary or allocation summary, contain
all sorts of results and information. If you only want to see a selected set of results, you
can customize the contents of these result displays by adding or removing individual
results.

o Accessing the "Table Config" tab
s Note that the contents of the "Table Config" dialog are only available after you have

selected the "Specifics for: Result Summary" or "Specifics for: Allocation Summary"
item from the corresponding dropdown menu at the bottom of the dialog box.

Specifics for 2: Result Summary <

CC Result
Selects the way the R&S FSV/A analyzes multiple carriers.

The component carrier analysis method also changes the layout of the result summary.

"All" Analyzes all component carriers and shows information about all of
them in the result summary overview ("All" tab).
Note that measuring all component carriers can take a while, depend-
ing on the number of component carriers.

"Viewed" Analyzes the two component carriers assigned to the two views. The
result summary overview ("All" tab) only shows information about
those two component carriers.

Remote command:
[SENSe: ] NR5G:RSUMmary:CCResult on page 438

Power Mode
Selects the power averaging mode for the results in the result summary.

Available if the signal contains a single numerology only.

"Average Averages the power of all OFDM symbols in the slot.

Active Slots"

"Average Averages the OFDM symbols that are used. If all symbols are occu-
Active Sym- pied, the results are the same as averaging over all symbols.

bols" This setting has an effect on TDD signals that combine both downlink

and uplink symbols in a slot.
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Remote command:
[SENSe: ]NR5G:RSUMmary : PMODe on page 439

Result state
Turn individual results on and off by selecting or deselecting the corresponding result
labels.

Note that some information is always visible, the corresponding checkboxes are
grayed out.

Remote command:
Result selection: DISPlay [ :WINDow<n>] : TABLe: ITEM on page 437

Managing result views

When you capture multiple data streams, for example several component carriers, the
R&S FSV/A displays the results for each single data stream in a separate diagram.
Because such measurements can lead to literally dozens of subwindows in each result
display, the R&S FSV/A only shows two data streams simultaneously.

1 Capture Buffer
All Y Viewl | View?
1.1CC1FHA *1Cmw 1.2CC2F1

5.01 ms/ 50.1 ms | 0.0 ms 5.01 ms/ 50.1 ms

Result displays are made up out of three tabs in such cases.
e The first tab labeled "All" shows the two data streams next to each other, in two
subwindows.

e The other two tabs labeled "View <x>" show each of the two data streams in a
single window.

There are always just two views, but you can assign the data streams you would like to
see to those two views. If you measure more than two data streams, you have to select
the data streams you want to display.

If you measure several frames in addition to multiple data streams, you can also select
a specific frame whose information is displayed in the two diagrams.

You can see the currently displayed component carriers in the window title bar and the
channel bar.

Downlink, 100/100 MHz Capture Time 20.1 ms |Viewl syl
1/1 of 1/1(1/1) BWP/SS Al/Al | View2 CC2F1

User Manual 1178.9255.02 — 15

182



R&S®FSV3-K145 Result evaluation

5.2.5

Evaluating I/Q measurements

CC = Component carrier number
F = Frame number

(7] gaT0To] 0 1=T ) @71 4 1=l A\ o TS 183
= 0 0 = 1o PSSR 183

Component Carrier No
Selects the number of the component carrier that the R&S FSV/A displays in the two
views.

Remote command:
DISPlay[:WINDow<n>] [ : SUBWindow<w>] : CCNumber on page 435

Frame No
Selects the frame that the R&S FSV/A displays in the two views.

Note that the frame selection in the "Result View" dialog box and the "Evaluation
Range" dialog box are coupled.

Remote command:
DISPlay[:WINDow<n>] [ : SUBWindow<w>] : FNUMber on page 436

Filtering measurement results

Access: "Overview" > "Evaluation Range" > "Global / Constellation"”
The evaluation range settings narrow down the data that the result displays show.

PRACH analysis has the preamble selection, which in turn is unavailable for other
EVM measurements.

The remote commands required to configure the results are described in Sec-
tion 6.11.2.3, "Evaluation range", on page 442.

Frame SEIECHON... ..o e e e e e e e 183
ST (= Tor (= To [N 1Y/ <T= T | 184
BWP/SS SEIECHON. ....ccuuieiiiieeee et e e e e e s et e e e e e eaa s e e s eeeaans 184
SUDTramME SEIECHON........coeeeeeeeeeee et e e e e e 184
] (o) RS T=1 [t 1 o] o PSPPSR 185
Preamble SEIECHON........ccoi e 186
Evaluation range for the constellation diagram...........ccccooiiiiiiiiiii e 186

Frame Selection
Filters the results by a specific frame number.

If you apply the filter, only the results for the frame you have selected are displayed.
Otherwise, the R&S FSV/A shows the results for the first frame.

Note that the frame selection in the "Evaluation Range" dialog box and the "Result
Views" dialog box are coupled.

For more information about the effects on results when you capture multiple frames,
see "Effects of capturing multiple frames on results" on page 76.

Remote command:
[SENSe: ]NR5G[:CC<cc>] : FRAMe: SELect on page 444
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Selected Meas ID
Available for combined measurements.

Selects one of the events in the measurement sequence.

Remote command:
[SENSe: ]NR5G[:CC<cc>] :SMID on page 447

BWP/SS Selection
Filters the results by a specific bandwidth part.

If you apply the filter, only the results for the bandwidth part you have selected are
displayed. Otherwise, the R&S FSV/A shows the results for all bandwidth parts that
have been analyzed.

Selecting "SS/PBCH Block" shows only the results for the synchronization signal and
PBCH block. Selecting one of the numbers only shows the results for the correspond-
ing bandwidth part.

The R&S FSV/A shows several traces if the filter is not active, one for each bandwidth
part and one for the SS/PBCH block.

If you apply the filter, the number of traces depends on the result display. For some
result displays, the minimum, maximum and average result are displayed in three
traces, for others only one trace.

You can apply the filter to the following result displays.
EVM vs Carrier

EVM vs Symbol

Flatness vs Carrier

Constellation Diagram

Allocation Summary

Alloc ID vs Symbol x Carrier

EVM vs Symbol x Carrier

Power vs Symbol x Carrier

Remote command:
[SENSe: ]NR5G[:CC<cc>] :BWPart:SELect on page 443

Subframe Selection
Filters the results by a specific subframe number.

If you apply the filter, only the results for the subframe you have selected are dis-
played. Otherwise, the R&S FSV/A shows the results for all subframes that have been
analyzed.

The R&S FSV/A shows three traces if you display the results for all subframes.

e One trace ("Min") shows the minimum values measured over all analyzed sub-
frames.

e One trace ("Max") shows the maximum values measured over all analyzed sub-
frames.

e One trace ("Avg") shows the average values measured over all subframes.
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o1 Avge 2 Mine 3 Max™

If you filter by a single subframe, the R&S FSV/A still shows three traces, but with

different information.

e One trace ("Min") shows the minimum values measured over all slots in the
selected subframe.

e One trace ("Max") shows the maximum values measured over all slots in the
selected subframe.

e One trace ("Avg") shows the average values measured over all slots in the
selected subframe.
The number of traces is only reduced to one trace if you filter by a single slot.

You can apply the filter to the following result displays.
EVM vs Carrier

EVM vs Symbol

Flatness vs Carrier

Constellation Diagram

Allocation Summary

Alloc ID vs Symbol x Carrier

EVM vs Symbol x Carrier

Power vs Symbol x Carrier

Remote command:
[SENSe: ]NR5G[:CC<cc>] : SUBFrame:SELect on page 446

Slot Selection
Filters the results by a specific slot number.

If you apply the filter, only the results for the slot you have selected are displayed.
Otherwise, the R&S FSV/A shows the results for all slots.

The R&S FSV/A shows three traces if you display the results for all slots.
e One trace ("Min") shows the minimum values measured over all slots.
e One trace ("Max") shows the maximum values measured over all slots.
e One trace ("Avg") shows the average values measured over all slots.

o1 Avge 2 Min e 3 Max~

If you filter by a single slot, the R&S FSV/A shows one trace that represents the values
measured for that slot only.
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You can apply the filter to the following result displays.
EVM vs Carrier

EVM vs Symbol

Flatness vs Carrier

Constellation Diagram

Allocation Summary

Alloc ID vs Symbol x Carrier

EVM vs Symbol x Carrier

Power vs Symbol x Carrier

Remote command:
[SENSe: ] NR5G[:CC<cc>]:SLOT:SELect on page 446

Preamble Selection
Filters the results by a specific preamble.

The R&S FSV/A shows three traces if you display the results for all preambles.
e One trace ("Min") shows the minimum values measured over all preambles.
e One trace ("Max") shows the maximum values measured over all preambles.
e One trace ("Avg") shows the average values measured over all preambles.

If you filter by a single preamble, the R&S FSV/A shows one trace that represents the
values measured for that preamble only.

Remote command:
[SENSe: ]NR5G[:CC<cc>] :PREamble:SELect on page 445

Evaluation range for the constellation diagram
Selects the information displayed in the constellation diagram.

By default, the constellation diagram contains the constellation points of the complete
data that has been analyzed. However, you can filter the results by several aspects.

e Modulation
Filters the results by the selected type of modulation.
e Allocation
Filters the results by a certain type of allocation.
e Symbol (OFDM)
Filters the results by a certain OFDM symbol.
e Carrier
Filters the results by a certain subcarrier.

Remote command:

Modulation: [SENSe: ]NR5G[:CC<cc>]:MODulation:SELect on page 444
Allocation: [SENSe: ]NR5G[:CC<cc>] :ALLocation:SELect on page 442
Symbol: [SENSe: ]NR5G[:CC<cc>] :SYMBol:SELect on page 446

Carrier: [SENSe: ]NR5G[:CC<cc>] :CARRier:SELect on page 443
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5.2.6 Filtering beamforming results

Access: "Overview" > "Evaluation Range" > "Beamforming"

The beamforming selection settings narrow down the data that the beamforming result
displays show.

The remote commands required to configure the results are described in Sec-
tion 6.11.2.3, "Evaluation range", on page 442.

RS WEIGNTS. ...ttt et e st e e e e s annaeeaean 187
RSy =TT oI <Y AN e 187
RS Weights

Filters the displayed results to include only certain antenna port(s).

The availability of antenna ports depends on the number of channels and the number
of beamforming layers that you are testing.

Remote command:
CONFigure[:NR5G] :DL[:CC<cc>] :BF:AP[:UERS] on page 442

Reference AP
Selects the reference antenna port for relative beamforming results.

Remote command:
[SENSe: ]NR5G[:CC<cc>] :RAP on page 445

5.3 Evaluating combined measurements

Access: "Overview" > "Analysis"
Access: "Overview" > "Evaluation Range"
Access: [Meas Config] > "Result Settings"

Combined measurements provide several analysis tools. In addition to the tools availa-
ble in other measurement modes, combined measurements also provide specific tools.

@ Filtering DY @VENTS.. ... e 187
o Using other evaluation tOOIS...........uueeieiiiiie e 189

5.3.1 Filtering by events

Access: [Meas Config] > "Result Settings" > "Table Config" > "Event Filter"

Access: "Table Config" (header of result summary) > "Event Filter"

Depending on your test setup, you can have numerous measurement events in your
measurement sequence. Thus, the result summary for combined measurements can

become pretty large. To make the list more manageable, and inspect the results of
selected events in detail, you can filter the results by all kinds of criteria.
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Result Settings = Table Config
Parameter Selection  Event Filter

State On off Reset Filter Settings

Filter Parameters Filter List

EVM All v is greater than < TeER B =l
ACLR PASS/FAIL is failed

Parameter State On off SEM PASS/FAIL is failed
EVM All = 5.0 %

1. Turn on the event filter.

2. Select afilter parameter.
The filter parameter is usually one of the results from the combined measurement
result summary.

3. Select a filter condition.

4. Turn on the filter to add it to the filter list.
You can add as many filter conditions as you like to the filter list.
You can remove a filter with the x in the filter list or remove all filters with "Reset
Filter Settings".

] =1 (<Y TP 188
Reset Filter SettiNgsS.....ooueiiiie e 188
LT ] =10 4 (1 =] £ 188
State

Turns on the event filter.

Remote command:
[SENSe: ]NR5G:EFILter:STATe on page 449

Reset Filter Settings
Clears the filter list.

Remote command:
[SENSe: ] NRSG:EFILter: PRESet on page 448

Filter Parameters
Selects the filter conditions.

The filter condition is a combination of a filter parameter and a condition for that
parameter, for example "Sync State" = "Passed".

The "Parameter State" adds a filter to the filter list.

Remote command:

Condition: [SENSe: |NR5G:EFILter:FPARameters on page 447

State: [SENSe: [NR5G:EFILter:FPARameters:STATe on page 448

Query number of filtered events: [SENSe: ]NR5G: FEVents: COUNt? on page 449
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5.3.2 Using other evaluation tools

Analysis tools described elsewhere:
e Data and trace export

e Diagram scale

e Zoom

e Markers
Note that the markers that you set remain on their position when you browse
through the measurements in a sequence.

e Table layout
e General result setting
e FEvaluation range

5.4 Evaluating frequency sweep measurements

Access: "Overview" > "Analysis"
Access: "Overview" > "Analysis"

The analysis tools available for the frequency sweep measurements are the same as
in the spectrum analyzer.

For more information, refer to the R&S FSV/A user manual.
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6 Remote control

The following remote control commands are required to configure and perform 5G NR
measurements in a remote environment. The R&S FSV/A must already be set up for
remote operation in a network as described in the base unit manual.

@ Universal functionality
Note that basic tasks that are also performed in the base unit in the same way are not
described here. For a description of such tasks, see the R&S FSV/A User Manual.

In particular, this includes:

Managing Settings and Results, i.e. storing and loading settings and result data.

Basic instrument configuration, e.g. checking the system configuration, customizing
the screen layout, or configuring networks and remote operation.

Using the common status registers.

(070] 0210 ToT A IR=TU 111D 190
[ oY i yoTo [¥Tex i o] o TSRO 191
] €= L LS =Y 1] (=Y RPN 196
5G NR application SeleCtion...........uuuuiiiiiiiiiiie e 197
SCrEEN [AYOUL....coiiiiiiii et e e 201
MeasuremMENt CONIIOL........cooeeeeiee e e e e e e e 210
Remote commands to retrieve numeric results............cooovviieiiiiiiicei e, 214
Limit ChECK FESUIES.....ceee e 250
Retrieve trace data.........couuueiiiiiiiiic e e 267
1070 01 {o |1 7= 1 (o] o 288
RESUIL @VAlIUALION.......eeei et e e e e e e eeaaas 423
Reading out status regiSter...... ..o 449

6.1 Common suffixes

In the 5G NR measurement application, the following common suffixes are used in
remote commands:

Table 6-1: Common suffixes used in remote commands in the 5G NR measurement application

Suffix Value range Description
<m> 1.4 Marker
<n> 1..16 Window (in the currently selected channel)
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Suffix Value range Description
<t> 1.6 Trace
<li> 1t0 8 Limit line
By default, the suffixes 1 to 8 correspond to the lines REM1 to
REMS. If they are used but do not yet exist, they are created auto-
matically.
If a name has been set via CALCulate:LIMit :NAME, you can
access the corresponding line using its index.
<al> 0..99 Selects a subframe allocation.
<ant> 1..32 Selects an input source for MIMO
measurements
(downlink only)
<bwp> 1..12 Selects a bandwidth part.
<cc> 1..16 Selects a component carrier.
(8 CCs for MC ACLR, cum. ACLR
and Multi SEM)
<csi> 1..64 Selects a CSI-RS.
<fr> 1..n Selects a frame.
The maximum value depends on
the signal configuration.
<k> - Selects a limit line.
Irrelevant for the 5G NR applica-
tion.
<sf> 0..n Selects a subframe.
The maximum value depends on
the signal configuration.
<sl> 0..n Selects a slot.
The maximum value depends on
the signal configuration.
<ss> 0..64 Selects a synchronization signal
block (SSB).
<ssb> 1.4 irrelevant
<sym> 0..13 Selects an OFDM symbol
<w> 1.2 Selects a subwindow (view)
Introduction

Commands are program messages that a controller (e.g. a PC) sends to the instru-
ment or software. They operate its functions ('setting commands' or 'events') and
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request information ('query commands'). Some commands can only be used in one
way, others work in two ways (setting and query). If not indicated otherwise, the
commands can be used for settings and queries.

The syntax of a SCPI command consists of a header and, usually, one or more
parameters. To use a command as a query, you have to append a question mark after
the last header element, even if the command contains a parameter.

A header contains one or more keywords, separated by a colon. Header and parame-
ters are separated by a "white space" (ASCIl code 0 to 9, 11 to 32 decimal, e.g. blank).
If there is more than one parameter for a command, they are separated by a comma
from one another.

Only the most important characteristics that you need to know when working with SCPI
commands are described here. For a more complete description, refer to the user
manual of the R&S FSV/A.

@ Remote command examples
Note that some remote command examples mentioned in this general introduction are
possibly not supported by this particular application.

6.2.1 Conventions used in descriptions

The following conventions are used in the remote command descriptions:

e Command usage
If not specified otherwise, commands can be used both for setting and for querying
parameters.
If a command can be used for setting or querying only, or if it initiates an event, the
usage is stated explicitly.

e Parameter usage
If not specified otherwise, a parameter can be used to set a value, and it is the
result of a query.
Parameters required only for setting are indicated as "Setting parameters".
Parameters required only to refine a query are indicated as "Query parameters".
Parameters that are only returned as the result of a query are indicated as "Return
values".

e Conformity
Commands that are taken from the SCPI standard are indicated as "SCPI con-
firmed". All commands used by the R&S FSV/A follow the SCPI syntax rules.

e Asynchronous commands
A command which does not automatically finish executing before the next com-
mand starts executing (overlapping command) is indicated as an "Asynchronous
command".

e Reset values (*RST)
Default parameter values that are used directly after resetting the instrument (*RST
command) are indicated as "*RST" values, if available.

e Default unit
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The default unit is used for numeric values if no other unit is provided with the
parameter.

e Manual operation
If the result of a remote command can also be achieved in manual operation, a link
to the description is inserted.

6.2.2 Long and short form
The keywords have a long and a short form. You can use either the long or the short
form, but no other abbreviations of the keywords.

The short form is emphasized in uppercase letters. Note however, that this emphasis
only serves the purpose to distinguish the short from the long form in the manual. For
the instrument, the case does not matter.

Example:
SENSe:FREQuency:CENTer is the same as SENS: FREQ: CENT.

6.2.3 Numeric suffixes

Some keywords have a numeric suffix if the command can be applied to multiple
instances of an object. In that case, the suffix selects a particular instance (e.g. a
measurement window).

Numeric suffixes are indicated by angular brackets (<n>) next to the keyword.

If you do not quote a suffix for keywords that support one, a 1 is assumed.

Example:

DISPlay[:WINDow<1l...4>]:Z00M:STATe enables the zoom in a particular mea-
surement window, selected by the suffix at WINDow.

DISPlay:WINDow4:Z0OOM: STATe ON refers to window 4.

6.2.4 Optional keywords

Some keywords are optional and are only part of the syntax because of SCPI compli-
ance. You can include them in the header or not.

If an optional keyword has a numeric suffix and you need to use the suffix, you have to
include the optional keyword. Otherwise, the suffix of the missing keyword is assumed
to be the value 1.

Optional keywords are emphasized with square brackets.
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Example:
Without a numeric suffix in the optional keyword:
[SENSe: ] FREQuency:CENTer is the same as FREQuency: CENTer

With a numeric suffix in the optional keyword:
DISPlay[:WINDow<l...4>]:Z00M:STATe

DISPlay:Z00M:STATe ON enables the zoom in window 1 (no suffix).
DISPlay:WINDow4:ZOOM: STATe ON enables the zoom in window 4.

6.2.5 Alternative keywords

A vertical stroke indicates alternatives for a specific keyword. You can use both key-
words to the same effect.

Example:
[SENSe: ]BANDwidth |BWIDth[:RESolution]

In the short form without optional keywords, BAND 1MHZ would have the same effect
as BWID 1MHZ.

6.2.6 SCPI parameters

Many commands feature one or more parameters.

If a command supports more than one parameter, they are separated by a comma.

Example:
LAYout :ADD:WINDow Spectrum,LEFT,MTABle

Parameters can have different forms of values.
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6.2.6.1 Numeric values

Numeric values can be entered in any form, i.e. with sign, decimal point or exponent.
For physical quantities, you can also add the unit. If the unit is missing, the command
uses the basic unit.

Example:
With unit: SENSe: FREQuency:CENTer 1GHZ
Without unit: SENSe: FREQuency:CENTer 1E9 would also set a frequency of 1 GHz.
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Values exceeding the resolution of the instrument are rounded up or down.

If the number you have entered is not supported (e.g. for discrete steps), the command
returns an error.

Instead of a number, you can also set numeric values with a text parameter in special

cases.
e MIN/MAX

Defines the minimum or maximum numeric value that is supported.
e DEF

Defines the default value.
e UP/DOWN

Increases or decreases the numeric value by one step. The step size depends
on the setting. Sometimes, you can customize the step size with a corresponding
command.

Querying numeric values

When you query numeric values, the system returns a number. For physical quantities,
it applies the basic unit (e.g. Hz for frequencies). The number of digits after the decimal
point depends on the type of numeric value.

Example:
Setting: SENSe: FREQuency:CENTer 1GHZ
Query: SENSe : FREQuency: CENTer? would return 1£9

Sometimes, numeric values are returned as text.

e INF/NINF
Infinity or negative infinity. Represents the numeric values 9.9E37 or -9.9E37.

e NAN
Not a number. Represents the numeric value 9.91E37. NAN is returned if errors
occur.

6.2.6.2 Boolean

Boolean parameters represent two states. The "on" state (logically true) is represented
by "ON" or the numeric value 1. The "off" state (logically untrue) is represented by
"OFF" or the numeric value 0.

Querying Boolean parameters
When you query Boolean parameters, the system returns either the value 1 ("ON") or

the value O ("OFE™").

Example:
Setting: DISPlay:WINDow: ZOOM: STATe ON
Query: DISPlay:WINDow: ZOOM: STATe? would return 1
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6.2.6.3 Character data

Character data follows the syntactic rules of keywords. You can enter text using a
short or a long form. For more information, see Section 6.2.2, "Long and short form",
on page 193.

Querying text parameters

When you query text parameters, the system returns its short form.

Example:
Setting: SENSe : BANDwidth:RESolution:TYPE NORMal

Query: SENSe :BANDwidth:RESolution:TYPE? would return NORM

6.2.6.4 Character strings

Strings are alphanumeric characters. They have to be in straight quotation marks. You
can use a single quotation mark (') or a double quotation mark (" ).

Example:
INSTRument:DELete 'Spectrum'

6.2.6.5 Block data

Block data is a format which is suitable for the transmission of large amounts of data.

The ASCII character # introduces the data block. The next number indicates how many
of the following digits describe the length of the data block. The data bytes follow.
During the transmission of these data bytes, all end or other control signs are ignored
until all bytes are transmitted. #0 specifies a data block of indefinite length. The use

of the indefinite format requires an NL~END message to terminate the data block. This
format is useful when the length of the transmission is not known or if speed or other
considerations prevent segmentation of the data into blocks of definite length.

6.3 Status register

The 5G NR measurement application uses the standard status registers of the
R&S FSV/A (depending on the measurement type). However, some registers are used
differently. Only those differences are described in the following sections.

For details on the common R&S FSV/A status registers refer to the description of
remote control basics in the R&S FSV/A user manual.

@ *RST does not influence the status registers.
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STATus:QUEStionable:SYNC register

The STATus:QUEStionable:SYNC register contains application-specific information.
If any errors occur in this register, the status bit #11 in the STATus : QUEStionable
register is set to 1.

Each active channel uses a separate STATus: QUEStionable: SYNC register. Thus, if
@ the status bit #11 in the STATus : QUEStionable register indicates an error, the error

may have occurred in any of the channel-specific STATus : QUEStionable: SYNC

registers. In this case, you must check the register of each channel to determine

which channel caused the error. By default, querying the status of a register always

returns the result for the currently selected channel. However, you can specify any

other channel name as a query parameter.

Table 6-2: Meaning of the bits used in the STATus:QUEStionable:SYNC register

Bit No. | Meaning

0 Synchronization status

1t05 Unused

7 1/Q noise cancellation error

8to 14 Unused

15 This bit is always 0

6.4 5G NR application selection

INSTrument:CREAtE:DUPLICALE. .......ccvuueieeeieeiiiee ettt e e et e e e e e eaae e e e e eeeaaanes 197
INSTrumMeNt:CREAE[INEW].....cceeeteieeeeeetiee et ettt e e e e e et e e e e eee e e e e e e e aaaeeeeeeeeranns 198
INSTrument:CREAIEIREPLACE. .......ccieeieeeieiee e et e eee ettt e e e e e eeeee e e e e e eet e e e e eeenaaeeeeseeennns 198
TN R NV =T gL B =Y (YN 199
TN R (0T =T gt IS 199
INSTIUMENERENGIME. ....vniiiieiee et e et e e et e et e e e e e e e e e e et e eeeaneeeeanneeeen 200
INSTIUMENE IS ELECE] . cetiittiieeeeeiiee e ee ettt e e e e e et e e e e et e e e e e e e eeta e eeseeasaa e eeeseesannseeeeeesnnn 200

INSTrument:CREate:DUPLicate

Duplicates the currently selected channel, i.e creates a new channel of the same type
and with the identical measurement settings. The name of the new channel is the
same as the copied channel, extended by a consecutive number (e.g. "IQAnalyzer" ->
"IQAnalyzer 2").

The channel to be duplicated must be selected first using the INST : SEL, command.

Example: INST:SEL 'IQAnalyzer'
INST:CRE:DUPL
Duplicates the channel named 'IQAnalyzer' and creates a new
channel named 'lQAnalyzer2'.
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Event

INSTrument:CREate[:NEW] <ChannelType>, <ChannelName>

Adds a measurement channel. You can configure up to 10 measurement channels at
the same time (depending on available memory).

Parameters:
<ChannelType>

<ChannelName>

Example:

Channel type of the new channel.
For a list of available channel types, see TNSTrument:LIST?
on page 199.

String containing the name of the channel.

Note that you cannot assign an existing channel name to a new
channel. If you do, an error occurs.

Channel names can have a maximum of 31 characters, and
must be compatible with the Windows conventions for file
names. In particular, they must not contain special characters
such as ":", ™", "?".

INST:CRE SAN, 'Spectrum 2'
Adds a spectrum display named "Spectrum 2".

INSTrument:CREate:REPLace <ChannelName1>, <ChannelType>,
<ChannelName2>

Replaces a channel with another one.

Setting parameters:
<ChannelName1>

<ChannelType>

<ChannelName2>

Example:

Usage:
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String containing the name of the channel you want to replace.

Channel type of the new channel.
For a list of available channel types, see TNSTrument :LIST?

on page 199.

String containing the name of the new channel.

Note: If the specified name for a new channel already exists, the
default name, extended by a sequential number, is used for the
new channel (see INSTrument :LIST? on page 199).

Channel names can have a maximum of 31 characters, and
must be compatible with the Windows conventions for file
names. In particular, they must not contain special characters
such as ":", "*", "?".

INST:CRE:REPL 'IQAnalyzer2',6 IQ, 'IQAnalyzer'
Replaces the channel named "IQAnalyzer2" by a new channel of
type "IQ Analyzer" named "IQAnalyzer".

Setting only
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INSTrument:DELete <ChannelName>
Deletes a channel.

Setting parameters:
<ChannelName> String containing the name of the channel you want to delete.
A channel must exist to delete it.

Usage: Setting only

INSTrument:LIST?

Queries all active channels. The query is useful to obtain the names of the existing
channels, which are required to replace or delete the channels.

Return values:
<ChannelType>, For each channel, the command returns the channel type and
<ChannelName> channel name (see tables below).
Tip: to change the channel name, use the TNSTrument:
REName command.

Example: INST:LIST?
Result for 3 channels:
'ADEM', 'Analog Demod', 'IQ','IQ
Analyzer','IQ','IQ Analyzer2'

Usage: Query only

Table 6-3: Available channel types and default channel names
Application <ChannelType> Parameter Default Channel Name*)
Spectrum SANALYZER Spectrum

5G NR (R&S FSV3-K144) | NR5G 5G NR

3GPP FDD BTS BWCD 3G FDD BTS
(R&S FSV3-K72)

3GPP FDD UE MWCD 3G FDD UE
(R&S FSV3-K73)

Amplifier Measurements AMPLifier Amplifier
(R&S FSV3-K18)

AM/FM/PM Modulation ADEM Analog Demod
Analysis

Bluetooth (R&S FSV3-K8) | BTO Bluetooth
GSM (R&S FSV3-K10) GSM GSM

1/Q Analyzer 1Q IQ Analyzer
LTE (R&S FSV3-K10x) LTE LTE

NB-loT (R&S FSV3-K106) | NIOT NB-loT

Note: the default channel name is also listed in the table. If the specified name for a new channel already
exists, the default name, extended by a sequential number, is used for the new channel.
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Application <ChannelType> Parameter Default Channel Name*)
Noise Figure Measure- NOISE Noise

ments

OFDM VSA (R&S FSV3- OFDMVSA OFDM VSA
K96)

Phase Noise (R&S FSV3- | PNOISE Phase Noise
K40)

Pulse (R&S FSV3-K6) PULSE Pulse
Vector Signal Analysis DDEM VSA

(VSA, R&S FSV3-K70)

WLAN (R&S FSV3-K91) WLAN WLAN

Note: the default channel name is also listed in the table. If the specified name for a new channel already
exists, the default name, extended by a sequential number, is used for the new channel.

INSTrument:REName <ChannelName1>, <ChannelName2>

Renames a channel.

Setting parameters:
<ChannelName1>

<ChannelName2>

Example:

Usage:

String containing the name of the channel you want to rename.

String containing the new channel name.

Note that you cannot assign an existing channel name to a new
channel. If you do, an error occurs.

Channel names can have a maximum of 31 characters, and
must be compatible with the Windows conventions for file
names. In particular, they must not contain special characters
such as ":", """, "?".

INST:REN 'IQAnalyzer2', 'IQAnalyzer3’'
Renames the channel with the name 'IQAnalyzer2' to 'IQAna-
lyzer3'.

Setting only

INSTrument[:SELect] <ChannelType>

Selects a new measurement channel with the defined channel type.

Parameters:
<ChannelType>

Example:
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NR5G
5G NR measurement channel

//Select 5G NR application
INST NR5G
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6.5 Screen layout

L J € 1o g 1Y = T = o U S 201
e Layout of asingle Channel...........ccciiiiiiiiiii e 202

6.5.1 General layout
The following commands are required to configure general window layout, independent
of the application.

Note that the suffix <n> always refers to the window in the currently selected measure-
ment channel.

DISPIAY:FORMEL..........ceeiieieeeerereriitit i iraaaaeieseseeeaeaaeeteeeereeeerrsrsrararaa— i iesaeeeeaeaseasesserenes 201
DISPlay[:WINDow<n>][:SUBWINAOW<W>]:SELEC.......cccvvuiieriiiiiiie ettt eeevne e eevaeen 201
DISPIay[:WINDOWSNS]:SIZE......uuiiieeeieeteeeeeeeetee e e e ettt e e e e eeeaae e e e e eetaaeeeeeesaaaseeesenrananss 202
DISPlay[:WINDow<n>]:TAB<tab>:SELECL.......c.cocuiiiei e 202

DISPlay:FORMat <Format>

Determines which tab is displayed.

Parameters:

<Format> SPLit
Displays the MultiView tab with an overview of all active chan-
nels
SINGle
Displays the measurement channel that was previously focused.
*RST: SING

Example: DISP:FORM SPL

DISPlay[:WINDow<n>][:SUBWindow<w>]:SELect
Sets the focus on the selected result display window.
This window is then the active window.

For measurements with multiple results in subwindows, the command also selects the
subwindow. Use this command to select the (sub)window before querying trace data.

Suffix:

<n> Window

<w> subwindow
Not supported by all applications

Example: /[Put the focus on window 1
DISP:WIND1:SEL

Example: /[Put the focus on subwindow 2 in window 1

DISP:WIND1:SUBW2:SEL
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DISPlay[:WINDow<n>]:SIZE <Size>

Maximizes the size of the selected result display window temporarily. To change the
size of several windows on the screen permanently, use the LAY : SPL, command (see
LAYout:SPLitter on page 207).

Suffix:
<n> Window
Parameters:
<Size> LARGe
Maximizes the selected window to full screen.
Other windows are still active in the background.
SMALI
Reduces the size of the selected window to its original size.
If more than one measurement window was displayed originally,
these are visible again.
*RST: SMALI
Example: DISP:WIND2:SIZE LARG

DISPlay[:WINDow<n>]:TAB<tab>:SELect
Selects a tab in diagrams with multiple subwindows (or views).
Note that selecting a tab does not actually select a subwindow.

To select a subwindow, for example to query the results of a subwindow, use
DISPlay[:WINDow<n>] [ :SUBWindow<w>] :SELect.

Suffix:

<n> 1...16 (window)
<tab> 1...3 (subwindow)
Example: /[Select a tab

DISP:WINDZ:TABZ:SEL

Layout of a single channel

The following commands are required to change the evaluation type and rearrange the
screen layout for a measurement channel as you do using the SmartGrid in manual
operation. Since the available evaluation types depend on the selected application,
some parameters for the following commands also depend on the selected measure-
ment channel.

Note that the suffix <n> always refers to the window in the currently selected measure-
ment channel.

LAYOUt:ADD:WINDOW]?...cei et eeeeeeeeeeceeteeeteeeeteaesaseae s e e e eeaeaaaeeeeeeeseeeaneansnsnnnnnnnnaanaanaeeeees 203
LAYOUL:CATAIOG:WINDOW] 2.1 tetueieeeeieteeeeeeeeeeeeeeeeeeeeeaessssasasaaaeaeseseseeeasassasessereeseessssrenes 205
LAYOUE IDENHFY[:WINDOW] 2. - eeeeeeeeeeeeeseseeeeeeseseeeeseseseeseseseseeseseseeneseseseesesesessesesesesnenen. 206
LAYOUt:REMOVE[IWINDOW]....cvvuunieeeeiettieieeeiettiiaeeeeeetstaeeeeseetannaeeeeseetaneeesersstaaeaesenrnnnnnns 206
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LAYOUt:REPLACE[:WINDOWY]....tuiitiiiieieiiie et et s e e et e e e et et e eae et e e e e s e e en e eaeenaens 206
[N o IO RS od 14 =Y 207
LAYOUL:WINDOWSNZIADD?. ...cueeeee et ee et e et e et e e e e e e e e e e eae e e eae e e e e e e eeaneeranneeennnnees 208
LAYOUt:WINDOWSNZIIDENLTY?. ... ceieieie e e e e e e eeeeeeeeee e et eeessse e e e e e e e e e e e e e e e eeeeeeeeeennannnnes 209
LAYOUt:WINDOWSNZREMOVE. ... .ccettuuiieeeeeiitiieieeieetiiieseesetttnsesesessannseessestnnesaesesstanseaesens 209
LAYOUt:WINDOWSN>REPLACE. .......cevtuiieeeeietitieeeeeeeetieeeeeeeettaeeeeseestaaeeeesesstaseessesrnnaaaaees 209
LAYOUL:WIND OWSNZITY PE. ..ottt ettt e e e e e et e e et s s e s s e snrenenenns 210

LAYout:ADD[:WINDow]? <WindowName>, <Direction>, <WindowType>
Adds a window to the display in the active channel.

Is always used as a query so that you immediately obtain the name of the new window
as a result.

To replace an existing window, use the LAYout : REPLace [ : WINDow] command.

Query parameters:

<WindowName> String containing the name of the existing window the new win-
dow is inserted next to.
By default, the name of a window is the same as its index. To
determine the name and index of all active windows, use the
LAYout:CATalog[:WINDow] ? query.

<Direction> LEFT | RIGHt | ABOVe | BELow
Direction the new window is added relative to the existing win-
dow.

<WindowType> text value

Type of result display (evaluation method) you want to add.
See the table below for available parameter values.

Return values:
<NewWindowName> When adding a new window, the command returns its name (by
default the same as its number) as a result.

Usage: Query only
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Manual operation: See "Constellation Diagram" on page 30
See "EVM vs Symbol x Carrier" on page 31
See "EVM vs Carrier" on page 31
See "EVM vs Symbol" on page 32
See "EVM vs RB" on page 33
See "Allocation ID vs Symbol x Carrier" on page 34
See "Frequency Error vs Symbol" on page 34
See "Frequency Error vs Subframe" on page 35
See "Power Spectrum" on page 36
See "In-band Emission" on page 36
See "Flatness" on page 37
See "Capture Buffer" on page 38
See "Power vs Symbol x Carrier" on page 39
See "CCDF" on page 40
See "RS Magnitude" on page 40
See "RS Phase" on page 41
See "RS Phase Difference" on page 42
See "Allocation Summary" on page 43
See "Bitstream" on page 44
See "Inband Emissions Summary" on page 45
See "Beamforming Summary" on page 46
See "Marker table" on page 47
See "Spectrum Flatness" on page 48
See "PRACH Allocation Summary" on page 48
See "Marker Peak List" on page 52

Table 6-4: <WindowType> parameter values for 5G NR measurement application

Parameter value Window type

1/Q measurements

AISC "Allocation ID vs. Symbol X Carrier"
ASUM "Allocation Summary"

BSTR "Bitstream"

CBUF "Capture Buffer"

CCDF "CCDF"

CONS "Constellation Diagram"

EVCA "EVM vs. Carrier"

EVRB "EVM vs. RB"

EVSC "EVM vs. Symbol X Carrier"
EVSY "EVM vs. Symbol"

FEVS "Frequency Error vs Symbol"
FVCA "Spectrum Flatness"

FVSU "Frequency Error vs Subframe"
IE "Inband Emissions"
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Parameter value

Window type

IEA

"Inband Emissions All"

IESummary

"Inband Emissions Summary"

MTAB

"Marker Table"

PSPE

"Power Spectrum"

PVSC

"Power vs. Symbol X Carrier"

RSUM

"Result Summary"

PRACH analysis

ASUM

"PRACH Allocation Summary"

CBUF

"Capture Buffer"

CONS

"Constellation Diagram"

MTAB

"Marker Table"

PSPE

"Power Spectrum"

RSUM

"Result Summary"

SFL

"Spectrum Flatness"

ACLR and SEM measurements

DIAG "Diagram"”

PEAK "Peak List"

MTAB "Marker Table"
RSUM "Result Summary"

Combined measurements: same as I/Q measurements, plus:

ADI

"ACLR Diagram"

ARS

"ACLR Result Summary"

CMS

"Combined EVM / ACLR / SEM Result"

RSUM

"Result Summary EVM"

SDI

"SEM Diagram"

SRS

"SEM Result Summary"

LAYout:CATalog[:WINDow]?

Queries the name and index of all active windows in the active channel from top left to
bottom right. The result is a comma-separated list of values for each window, with the

syntax:

<WindowName_1>,<WindowIndex_1>..<WindowName_n>,<WindowIndex_n>
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Return values:
<WindowName> string

Name of the window.
In the default state, the name of the window is its index.

<WindowlIndex> numeric value
Index of the window.

Example: LAY :CAT?
Result:
'2',2,'1",1
Two windows are displayed, named '2' (at the top or left), and "1’
(at the bottom or right).

Usage: Query only

LAYout:IDENtify[:WINDow]? <WindowName>
Queries the index of a particular display window in the active channel.

Query parameters:

<WindowName> String containing the name of a window.

Return values:

<WindowlIndex> Index number of the window.

Example: LAY:IDEN:WIND? '2'
Queries the index of the result display named '2".
Response:
2

Usage: Query only

LAYout:REMove[:WINDow] <WindowName>
Removes a window from the display in the active channel.

Setting parameters:
<WindowName> String containing the name of the window. In the default state,
the name of the window is its index.

Example: LAY:REM '2'
Removes the result display in the window named 2.

Usage: Setting only

LAYout:REPLace[:WINDow] <WindowName>,<WindowType>

Replaces the window type (for example from "Diagram" to "Result Summary") of an
already existing window in the active channel while keeping its position, index and
window name.

To add a new window, use the LAYout :ADD[ :WINDow] ? command.
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Setting parameters:

<WindowName> String containing the name of the existing window.
By default, the name of a window is the same as its index. To
determine the name and index of all active windows in the active
channel, use the LAYout : CATalog [ :WINDow] ? query.

<WindowType> Type of result display you want to use in the existing window.
See LAYout :ADD[ :WINDow] ? on page 203 for a list of availa-

ble window types.

Example: LAY:REPL:WIND '1l',MTAB
Replaces the result display in window 1 with a marker table.

Usage: Setting only

LAYout:SPLitter <Index1>, <Index2>, <Position>

Changes the position of a splitter and thus controls the size of the windows on each
side of the splitter.

Note that windows must have a certain minimum size. If the position you define con-
flicts with the minimum size of any of the affected windows, the command does not
work, but does not return an error.

x=100 x=100, y=100

1 Froquency Sweep 2 Spectrogram = LRk Clre

CF 10 G TN s F05% GHef Span M5 e | OF 1R25 GHe 1001 plsSpan 6.5 Gz rame & 0

A Presaloctos

® Bypass

x=0, y=0 y=100
Figure 6-1: SmartGrid coordinates for remote control of the splitters

Setting parameters:
<Index1> The index of one window the splitter controls.

<Index2> The index of a window on the other side of the splitter.
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<Position> New vertical or horizontal position of the splitter as a fraction
of the screen area (without channel and status bar and softkey
menu).
The point of origin (x = 0, y = 0) is in the lower left corner of the
screen. The end point (x = 100, y = 100) is in the upper right
corner of the screen. (See Figure 6-1.)
The direction in which the splitter is moved depends on the
screen layout. If the windows are positioned horizontally, the
splitter also moves horizontally. If the windows are positioned
vertically, the splitter also moves vertically.

Range: 0 to 100

Example: LAY:SPL 1,3,50
Moves the splitter between window 1 ('Frequency Sweep') and
3 ("Marker Table™) to the center (50%) of the screen, i.e. in the
figure above, to the left.

Example: LAY:SPL 1,4,70
Moves the splitter between window 1 (‘Frequency Sweep') and 3
("Marker Peak List") towards the top (70%) of the screen.
The following commands have the exact same effect, as any
combination of windows above and below the splitter moves the
splitter vertically.
LAY:SPL 3,2,70
LAY:SPL 4,1,70
LAY:SPL 2,1,70

Usage: Setting only

LAYout:WINDow<n>:ADD? <Direction>,<WindowType>

Adds a measurement window to the display. Note that with this command, the suffix
<n> determines the existing window next to which the new window is added. Unlike
LAYout:ADD[:WINDow] ?, for which the existing window is defined by a parameter.

To replace an existing window, use the LAYout : WINDow<n>:REPLace command.

Is always used as a query so that you immediately obtain the name of the new window
as a result.

Suffix:
<n> Window

Query parameters:
<Direction> LEFT | RIGHt | ABOVe | BELow

<WindowType> Type of measurement window you want to add.
See LAYout:ADD[ :WINDow] ? on page 203 for a list of availa-
ble window types.

Return values:
<NewWindowName> When adding a new window, the command returns its name (by
default the same as its number) as a result.
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Example: LAY :WIND1:ADD? LEFT,MTAB
Result:
A 2 A
Adds a new window named '2' with a marker table to the left of
window 1.

Usage: Query only

LAYout:WINDow<n>:IDENtify?

Queries the name of a particular display window (indicated by the <n> suffix) in the
active channel.

Note: to query the index of a particular window, use the LAYout : IDENtify [ :
WINDow] ? command.

Suffix:
<n> Window

Return values:
<WindowName> String containing the name of a window.
In the default state, the name of the window is its index.

Example: LAY :WIND2:IDEN?
Queries the name of the result display in window 2.
Response:
L} 2 L}

Usage: Query only

LAYout:WINDow<n>:REMove
Removes the window specified by the suffix <n> from the display in the active channel.

The result of this command is identical to the LAYout : REMove [ : WINDow] command.

Suffix:
<n> Window
Example: LAY :WIND2:REM
Removes the result display in window 2.
Usage: Event

LAYout:WINDow<n>:REPLace <WindowType>

Changes the window type of an existing window (specified by the suffix <n>) in the
active channel.

The effect of this command is identical to the LAYout :REPLace [ :WINDow] com-
mand.

To add a new window, use the LAYout : WINDow<n>:ADD? command.
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6.6

6.6.1

Suffix:
<n> Window

Setting parameters:

<WindowType> Type of measurement window you want to replace another one

with.

See LAYout:ADD[ :WINDow] ? on page 203 for a list of availa-

ble window types.

Example: LAY :WIND2:REPL MTAB

Replaces the result display in window 2 with a marker table.

Usage: Setting only

LAYout:WINDow<n>:TYPE <WindowType>

Queries or defines the window type of the window specified by the index <n>. The
window type determines which results are displayed. For a list of possible window
types, see LAYout : ADD [ :WINDow] ? on page 203.

Note that this command is not available in all applications and measurements.

Suffix:
<n> 1..n
Window
Parameters:
<WindowType>
Example: LAY :WIND2:TYPE?

Measurement control

Measurements

INITIate<N>[AIMMEAIAtE]. . cv ettt e e e e e e e s e eaeen

[SENSE:ISYNCLCCECCOTSTATE]Z. cvreeereeeereeereeeeeeseeeeseeseeseessesseeseeesesseseesseeseseseseseensens

ABORt

Aborts the measurement in the current channel and resets the trigger system.

..212

To prevent overlapping execution of the subsequent command before the measure-
ment has been aborted successfully, use the *opPC? or *WAT command after ABOR and

before the next command.

For details on overlapping execution see Remote control via SCPI.
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Measurement control

Note on blocked remote control programs:

If a sequential command cannot be completed, for example because a triggered sweep
never receives a trigger, the remote control program will never finish and the remote
channel to the R&S FSV/A is blocked for further commands. In this case, you must
interrupt processing on the remote channel first in order to abort the measurement.

To do so, send a "Device Clear" command from the control instrument to the
R&S FSV/A on a parallel channel to clear all currently active remote channels.
Depending on the used interface and protocol, send the following commands:

e Visa:viClear ()

Now you can send the ABORt command on the remote channel performing the mea-

surement.

Example: ABOR; : INIT:IMM
Aborts the current measurement and immediately starts a new
one.

Example: ABOR; *WAT
INIT:IMM
Aborts the current measurement and starts a new one once
abortion has been completed.

Usage: Event

INITiate<n>:CONTinuous <State>
Controls the measurement mode for an individual channel.

Note that in single measurement mode, you can synchronize to the end of the mea-
surement with *OPC, *OPC? or *WAI. In continuous measurement mode, synchroniza-
tion to the end of the measurement is not possible. Thus, it is not recommended that
you use continuous measurement mode in remote control, as results like trace data or
markers are only valid after a single measurement end synchronization.

For details on synchronization see Remote control via SCPI.

Suffix:
<n> irrelevant
Parameters:
<State> ON|OFF|0]1
ON |1
Continuous measurement
OFF |0
Single measurement
*RST: 1 (some applications can differ)
Example: INIT:CONT OFF

Switches the measurement mode to single measurement.
INIT:CONT ON

Switches the measurement mode to continuous measurement.
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6.6.2

Measurement control

INITiate<n>[:IMMediate]
Starts a (single) new measurement.
You can synchronize to the end of the measurement with *OPC, *OPC? or *WAI.

For details on synchronization see Remote control via SCPI.

Suffix:
<n> irrelevant
Usage: Asynchronous command

[SENSe:]SYNC[:CC<cc>][:STATe]?
Queries the current synchronization state.

Suffix:
<cc> irrelevant

Return values:

<State> The string contains the following information:
A zero represents a failure and a one represents a successful
synchronization.

Example: /IQuery synchronization state
SYNC:STAT?
Usage: Query only

Measurement sequences

INITiate:SEQUENCENABORL.......ccutiieieeeeietee et e eeeiie e e e et et e e e e e e e eab e e e e s eetaaaeeaeseesannaeeeerenes 212
INITiate:SEQuUEeNcCEr:IMMEIate. .........coeuuiiiiiie ettt eeaaes 212
INITiate:SEQUENCEINMODE.........oiiiieeeee et et e et e et e e et e e e eae e e eaeeeeaans 213
N T [T 11 RS (@ U= o ToT=T SRR 213

INITiate:SEQuencer:ABORt
Stops the currently active sequence of measurements.

You can start a new sequence any time using INITiate:SEQuencer:IMMediate
on page 212.

Usage: Event

INITiate:SEQuencer:IMMediate
Starts a new sequence of measurements by the Sequencer.

Before this command can be executed, the Sequencer must be activated (see
SYSTem: SEQuencer on page 213).
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Example:

Measurement control

SYST:SEQ ON

Activates the Sequencer.

INIT:SEQ:MODE SING

Sets single sequence mode so each active measurement is per-
formed once.

INIT:SEQ: IMM

Starts the sequential measurements.

INITiate:SEQuencer:MODE <Mode>

Defines the capture mode for the entire measurement sequence and all measurement
groups and channels it contains.

Note: To synchronize to the end of a measurement sequence using *OPC, *OPC? or
*WAT, use SINGle Sequencer mode.

Parameters:
<Mode>

SINGle

Each measurement group is started one after the other in the
order of definition. All measurement channels in a group are
started simultaneously and performed once. After all measure-
ments are completed, the next group is started. After the last
group, the measurement sequence is finished.

CONTinuous

Each measurement group is started one after the other in the
order of definition. All measurement channels in a group are
started simultaneously and performed once. After all measure-
ments are completed, the next group is started. After the last
group, the measurement sequence restarts with the first one and
continues until it is stopped explicitly.

*RST: CONTinuous

SYSTem:SEQuencer <State>

Turns the Sequencer on and off. The Sequencer must be active before any other
Sequencer commands (INIT:SEQ. . .) are executed, otherwise an error occurs.

Parameters:
<State>
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ON|OFF |01

ON |1

The Sequencer is activated and a sequential measurement is
started immediately.

OFF | 0

The Sequencer is deactivated. Any running sequential
measurements are stopped. Further Sequencer commands
(INIT:SEQ...)are notavailable.

*RST: 0
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6.7

6.7.1

Remote commands to retrieve numeric results

Example: SYST:SEQ ON
Activates the Sequencer.
INIT:SEQ:MODE SING
Sets single Sequencer mode so each active measurement is
performed once.
INIT:SEQ: IMM
Starts the sequential measurements.
SYST:SEQ OFF

Remote commands to retrieve numeric results

®  RESUIL SUMMAIY....uiiiii et e e e e e e e e e e e e e e e e e e e e e e e aeeereernrannnanan 214
o Combined MEASUIEMENTS.......couuieieeieeeee et e e e e e e eer s 240
LAV =Ty ST g = o] (= TN 246
L I G101 B ] v=T o] [ 249

Result summary

FETCh[:CC<cc>][:ISRC<ant>][:FRAME<Ir>]:SUMMArY:ALL?........cvreeeereeeereerereesesresesreneesenes 217
FETCh[:CC<cc>][:ISRC<ant>]:SUMMary:CRES[AVERAJE]?.......uuuaaraaieieiereeeeeeeaeeeeeeeeeeens 217
FETCh:ALL:SUMMary:BLER:MAXIMUM?.....cccutuuiiieeeiiiiieeeeeeettiee e e e e eetin e e e eeeeanna s eeeeeernnanns 218
FETCh:ALL:SUMMary:BLER:MINIMUM?.....ceceiiitiiieeeeieriieeeeeeeetieeeeseerateeeeeseesaaseeeeessnnanss 218
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:BLER[:AVERage]?...............eceevverees 218
FETCh:ALL:SUMMAry:EVIMIALL? .. ...ttt et e e e e e e e ea e 218
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM[:ALL]:MAXimUM?..........oueer.... 218
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM[:ALL]:MINimum?..................... 218
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM[:ALL][:AVERage]?...........c....... 218
FETCh:ALL:SUMMary:EVM:PCHANNEI?........uuiiiieeieiiiieee et e e eeeeetce e e e eeeae e e e e e eeann s eeaeens 219
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:PCHannel:MAXimum?............. 219
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:PCHannel:MINimum?.............. 219
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:PCHannel:AVERage]?............ 219
FETCh:ALL:SUMMary:EVM:PEAK?. ... ettt ettt e e e e e e eas 219
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:PEAK:MAXimum?................... 219
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:PEAK:MINimum?.................... 220
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:PEAK[:AVERage]?.................. 220
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:PRACh:MAXimum?................. 220
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:PRACh:MINimum?.................. 220
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:PRACh[:AVERage]?................ 220
FETCh:ALL:SUMMary:EVM:PSIGNAI?... ettt e e e 221
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:PSIGnal:MAXimum?................ 221
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:PSIGnal:MINimum?................. 221
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:PSIGnal[:AVERage]?............... 221
FETCh:ALL:SUMMary:EVM:SD A K. ..ttt ettt ettt e et e e e e e eaaas 221
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SD1K:MAXimum?.........c...c..... 221
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SD1K:MINimum®.................... 221
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SD1K[:AVERage]?.................. 221
FETCh:ALL:SUMMEIY:EVM:SD A BK?. ... ceieeieieeeeeeeeeeeieieeeeeeeeevesssrasasasaeseseseeeesaesasasesseressens 222
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FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SD16k:MAXimum?.................. 222
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SD16k:MINimum?.........oo.o...... 222
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SD16k[:AVERage]?................. 222
FETCh:ALL:SUMMary:EVM:ISDAK? ... e eeieieeeeeeeeeeeeeieteeeeess e s e s e e e e e e e aaaeeeeeeeeeeeenaesensnnnnnnan 223
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SD4K:MAXimum?................... 223
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SD4K:MINimum?.........c.cc....... 223
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SD4K[:AVERage]?.................. 223
FETCh:ALL:SUMMary:EVM:SDCUSIOM? ...ttt ettt e e e e e e 223
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDCustom:MAXimum?............ 223
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDCustom:MINimum?............. 223
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDCustom[:AVERage]?........... 223
FETCh:ALL:SUMMAry:EVM:SDPB?.... ettt e et e e e e e et s e e e e e ea e eaneeen 224
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDPB:MAXimum?........c.......... 224
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDPB:MINimum?...........c........ 224
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDPB[:AVERAGE]?........cvevren... 224
FETCh:ALL:SUMMary:EVM:SDQIP?.... e ettt et e e e e e e e e e e e 225
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDQP:MAXimum?.................. 225
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDQP:MINimum?...........c........ 225
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDQP[:AVERage]?......c..cc.eeeeu. 225
FETCh:ALL:SUMMary:EVM:SDSF 7. ...ttt ettt et e e e e e e e e e 225
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDSF:MAXimum?................... 225
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDSF:MINimum?.................... 226
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDSF[:AVERage]?.................. 226
FETCh:ALL:SUMMEArY:EVM:SD ST 2. cceeieteueuuuuaaaaaaieeeeeeeaaeaaeseeeeeeeeeeneessnsnnnnnnnnnaaaaaeaeeesees 226
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDST:MAXimum?................... 226
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDST-MINImum?...........cccc..... 226
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDST[:AVERage]?.................. 226
FETCh:ALL:SUMMary: EVM:SD T S 2. . ettt ettt e et e e e e e e e e eeas 227
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDTS:MAXimum®................... 227
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDTS:MINimum?.................... 227
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDTS[:AVERage]?.................. 227
FETCh:ALL:SUMMAry:EVM:UCCD?....ccuuiiieeiieiiiieeeeeetie s eeeeeetee s e e e eeete e e e e eeanbaseeeseesnnanns 227
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:UCCD:MAXimum?.................. 227
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:UCCD:MINimum?................... 227
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:UCCD[:AVERage]?................. 227
FETCh:ALL:SUMMary:EVMIUCCH?... ettt ettt ee e e e 228
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:UCCH:MAXimum?.................. 228
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:UCCH:MINimum?................... 228
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:UCCH[:AVERage]?................. 228
FETCh:ALL:SUMMary:EVM:US A K. ..ttt ettt et et e e e e e 229
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:US1K:MAXimum?.........c...c..... 229
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:US1K:MINimum?.................... 229
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:US1K[:AVERage]?.................. 229
FETCh:ALL:SUMMary:EVMIUSTBK?.....cieeeeeeeeeeeeeeeeee e ettt sese e e e e e e e e aaaeeeeeeeeeeees 229
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:US16k:MAXimum?.................. 229
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:US16k:MINimum?................... 229
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:US16k[:AVERage]?................. 229
FETCh:ALL:SUMMary:EVM:USAK?.... . ettt et 230
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:US4K:MAXimum?................... 230
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:US4K:MINimum?.........c.......... 230
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FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:US4K[:AVERAGE]?.......evrvren... 230
FETCh:ALL:SUMMary:EVM:USCUSIOM? ...ttt 231
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USCustom:MAXimum?............ 231
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USCustom:MINimum?............. 231
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USCustom[:AVERage]?........... 231
FETCh:ALL:SUMMAry:EVMUSPB?.... ettt et e e e et e e ee e e ea e ean e een 231
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USPB:MAXimum?........c.......... 231
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USPB:MINimum?...........c........ 231
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USPB[:AVERage]?......c........... 231
FETCh:ALL:SUMMary:EVMIUSQIP?.... ettt ettt e e e e e e 232
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USQP:MAXimum?.................. 232
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USQP:MINimum?........c........... 232
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USQP[:AVERage]?........c......... 232
FETCh:ALL:SUMMary:EVMIUSSFE . ...ttt ettt e e e e e 233
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USSF:MAXimum?................... 233
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USSF:MINimum?........c........... 233
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USSF[:AVERage]?.................. 233
FETCh:ALL:SUMMEIY:EVMIUSST 2.ccuivitiiiitiiiiiieieieieeeeeeeeeeeeeeeeeeeeesessssarsssssnnnnaaeseseseens 233
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USST:MAXimum?................... 233
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USST-MINimum?..........c......... 233
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USST[:AVERAGE]?.......evrerenv.. 233
FETCh:ALL:SUMMary: EVM:US T S 2. . ettt et et e e e e e e e 234
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USTS:MAXimum?................... 234
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USTS:MINimum?.................... 234
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USTS[:AVERage]?.................. 234
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:FERRor:MAXimum?...........cccccceuunnn. 234
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:FERRor:MINimum?.............cccervruurus 234
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:FERROM:AVERAGE]?....evvrerereeeeren. 234
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:GIMBalance:MAXimum?.................. 235
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:GIMBalance:MINimum?................... 235
FETCh[:CC<cc>][:ISRC<ant>]:FRAMe<fr>]:SUMMary:GIMBalance[:AVERage]?................. 235
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:IQOFfset:MAXimum?......cc..ccoeeeeree. 236
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:IQOFfset:MINimum?..........ccccceeeveees 236
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:IQOFfset;AVERAGE]?........evrvrereeren. 236
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:OSTP:MAXIMUM?....cvevevrerereeeeeerenens 236
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:0STP:MINIMUM?..........cverrereeeeerenn. 236
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:OSTP[:AVERage]?........cccceevvrrerurnn. 236
FETCh:ALL:SUMMEIY:POWEI?.....ccvvvireriiiitiiaeeieieieeeeeeeaeeeseseeeeeerersssssrarasssnnneaeseseneens 237
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:POWer:MAXimum?............cccvvvuer.... 237
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:POWer:MINImum?.........ccccceeeeerern... 237
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:POWer[:AVERAGE]?....cerrrrererereeen. 237
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:QUADerror:MAXimum?........c.......... 237
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:QUADerror:MINimum?.................... 237
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:QUADerror[:AVERage]?.........c......... 237
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:SERRor:MAXimum?...............ccce..... 238
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:SERRor:MINimum?..........ccccceeeeernnn. 238
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:SERROI[:AVERage]?.........ccuumcennn. 238
FETCh:ALL:SUMMary: TPUT:MAXIMUM?... .ottt et e e e e e e e e e e e e e eeas 239
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FETCh:ALL:SUMMary: TPUT:MINIMUM ...ttt e et e e e e e e e e e 239
FETCh[:CC<cc>][:ISRC<ant>]:FRAMe<fr>]:SUMMary: TPUT[:AVERAGE]?.ce. v vverererrerenen. 239
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:FOFFSEt?......ccccceeeeeieiaeeeiaeeeeeeeeeenes 239

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:ALL?

Queries all results in the numerical result summary.

Suffix:

<cc> 1...16 (component carrier)
<ant> irrelevant

<fr> 1..x (frame)

Return values:

<Result> String containing all results in the following format.
<ResultType>, <AverageResult>, <MaximumResult>,
<MinimumResult>
If a result has not been calculated, the command returns NAN.

Example: //Query all numerical results
FETC:SUMM:ALL?

would return, e.g.

EVM PDSCH QPSK,
+2.695721388E-001,+2.695721388E-001,
+2.695721388E-001,

EVM PDSCH 16QAM, NAN, NAN, NAN,

Usage: Query only

Manual operation: See "Remote queries" on page 24

FETCh[:CC<cc>][:ISRC<ant>]:SUMMary:CRESt[:AVERage]?

Queries the average crest factor as shown in the result summary.

Suffix:
<cc> 1...16 (component carrier)
<ant> irrelevant

Return values:
<CrestFactor> Default unit; dB

Example: /IQuery crest factor
FETC:SUMM:CRES?

Usage: Query only

Manual operation: See "Crest Factor" on page 29
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FETCh:ALL:SUMMary:BLER:MAXimum?
FETCh:ALL:SUMMary:BLER:MINimum?
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:BLER[:AVERage]?

Queries the EVM of all resource elements.

Prerequisites for this command

e Turn on throughput measurement ([ SENSe: ] NR5G: TRACking: TPUT: STATe).
e Turn on BLER measurement (DISPlay[:WINDow<n>] :TABLe: ITEM).

Suffix:

<cc> 1...16 (component carrier)
<ant> irrelevant

<fr> 1..x (frame)

Return values:
<BLER> Default unit: PCT

Example: //Query BLER
NR5G: TRAC:TPUT: STAT ON
DISP:TABL:ITEM BLER,ON
FETC:CC2:FRAM3:SUMM: BLER?

Usage: Query only
Manual operation: See "BLER (%)" on page 27

FETCh:ALL:SUMMary:EVM:ALL? <Result>

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM[:ALL]:MAXimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM[:ALL]:MINimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM[:ALL][:AVERage]?
[<Result>]

Queries the EVM of all resource elements.

FETCh:ALL:SUMMary:EVM:ALL queries the average result over all carriers. Prereg-
uisites:
e Select to evaluate all carriers ([ SENSe: | NR5G: RSUMmary: CCResult).

Suffix:

<cc> 1...16 (component carrier)
<ant> irrelevant

<fr> 1..x (frame)

Query parameters:
<Result> ALL

Available for combined measurements.
Queries the EVM of all events (meas IDs).
Omitting this parameter queries the EVM of the selected event.
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Return values:
<EVM> EVM in % or dB.

Example: //Query EVM
FETC:CC2:FRAM3: SUMM:EVM?

Usage: Query only
Manual operation: See "EVM All" on page 27

FETCh:ALL:SUMMary:EVM:PCHannel? <Result>

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:PCHannel:
MAXimum? [<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:PCHannel:MINimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:PCHannell[:
AVERage]? [<Result>]

Queries the EVM of the physical channel.

FETCh:ALL:SUMMary:EVM: PCHannel queries the average result over all carriers.
Prerequisites:

e Select to evaluate all carriers ([ SENSe: ]NR5G:RSUMmary: CCResult).

Suffix:

<cc> 1...16 (component carrier)
<ant> irrelevant

<fr> 1..x (frame)

Query parameters:
<Result> ALL

Available for combined measurements.
Queries the EVM of all events (meas IDs).
Omitting this parameter queries the EVM of the selected event.

Return values:
<EVM> EVM in % or dB.

Example: /IQuery EVM
FETC:CC2:FRAM3: SUMM: EVM: PCH?

Usage: Query only
Manual operation: See "EVM Phys Channel" on page 28

FETCh:ALL:SUMMary:EVM:PEAK? <Result>
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:PEAK:MAXimum?
[<Result>]
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FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:PEAK:MINimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:PEAK[:AVERage]?
[<Result>]

Queries the peak EVM.

FETCh:ALL:SUMMary:EVM: PEAK queries the average result over all carriers. Prereg-
uisites:

e Select to evaluate all carriers ([ SENSe : INR5G:RSUMmary: CCResult).

Suffix:

<cc> 1...16 (component carrier)
<ant> irrelevant

<fr> 1..x (frame)

Query parameters:
<Result> ALL

Available for combined measurements.
Queries the EVM of all events (meas IDs).
Omitting this parameter queries the EVM of the selected event.

Return values:
<EVM> EVM in % or dB.

Example: /IQuery peak EVM
FETC:CC2:FRAM3:SUMM: EVM: PEAK?

Usage: Query only
Manual operation: See "EVM Peak" on page 28

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:PRACh:MAXimum?

[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:PRACh:MINimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:PRACh[:AVERage]?
[<Result>]

Queries the EVM of the PRACH.

Suffix:

<cc> 1...16 (component carrier)

<ant> irrelevant

<fr> 1..x (frame)

Query parameters:
<Result> ALL

Return values:
<EVM> EVM in % or dB.
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Example: //Query EVM
FETC:CC2:FRAM3:SUMM:EVM: PRAC?

Usage: Query only
Manual operation: See "EVM PRACH" on page 27

FETCh:ALL:SUMMary:EVM:PSIGnal? <Result>

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:PSIGnal:MAXimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:PSIGnal:MINimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:PSIGnal[:AVERage]?
[<Result>]

Queries the EVM of the physical signal.

FETCh:ALL:SUMMary:EVM:PSIGnal queries the average result over all carriers.
Prerequisites:

e Select to evaluate all carriers ([ SENSe: ]NR5G:RSUMmary: CCResult).

Suffix:

<cc> 1...16 (component carrier)
<ant> irrelevant

<fr> 1..x (frame)

Query parameters:
<Result> ALL

Available for combined measurements.
Queries the EVM of all events (meas IDs).
Omitting this parameter queries the EVM of the selected event.

Return values:
<EVM> EVM in % or dB.

Example: /IQuery EVM
FETC:CC2:FRAM3:SUMM: EVM: PSIG?

Usage: Query only
Manual operation: See "EVM Phys Signal" on page 28

FETCh:ALL:SUMMary:EVM:SD1K? <Result>

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SD1K:MAXimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SD1K:MINimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SD1K[:AVERage]?
[<Result>]

Queries the EVM of all PUSCH DMRS resource elements with a QPSK modulation.
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FETCh:ALL:SUMMary:EVM: SDQP queries the average result over all carriers. Prereg-
uisites:
e Select to evaluate all carriers ([SENSe: ][ NR5G: RSUMmary: CCResul t).

Suffix:

<cc> 1...16 (component carrier)
<ant> irrelevant

<fr> 1...x (frame)

Query parameters:

<Result> ALL

Return values:

<EVM> EVM in % or dB.
Example: //IQuery EVM

FETC:CC2:FRAM3:SUMM:EVM: SDQP?
Usage: Query only
Manual operation: See "EVM DMRS PUSCH" on page 25

FETCh:ALL:SUMMary:EVM:SD16k? <Result>

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SD16k:MAXimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SD16k:MINimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SD16k[:AVERage]?
[<Result>]

Queries the EVM of all PUSCH DMRS resource elements with a 16kQAM modulation.

FETCh:ALL:SUMMary:EVM: DS1K queries the average result over all carriers. Prereg-
uisites:
e Select to evaluate all carriers ([SENSe: ][ NR5G: RSUMmary: CCResul t).

Suffix:

<cc> 1...16 (component carrier)
<ant> irrelevant

<fr> 1...x (frame)

Query parameters:
<Result> ALL

Available for combined measurements.
Queries the EVM of all events (meas IDs).
Omitting this parameter queries the EVM of the selected event.

Return values:
<EVM> EVM in % or dB.

Example: //IQuery EVM
FETC:CC2:FRAM3:SUMM:EVM: SD167?
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Usage: Query only
Manual operation: See "EVM DMRS PUSCH" on page 25

FETCh:ALL:SUMMary:EVM:SD4K? <Result>

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SD4K:MAXimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SD4K:MINimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SD4K|[:AVERage]?
[<Result>]

Queries the EVM of all PUSCH DMRS resource elements with a 4096QAM modula-

tion.

FETCh:ALL:SUMMary:EVM: DS1K queries the average result over all carriers. Prereg-
uisites:
e Select to evaluate all carriers ([SENSe: ][ NR5G: RSUMmary: CCResul t).

Suffix:

<cc> 1...16 (component carrier)
<ant> irrelevant

<fr> 1...x (frame)

Query parameters:
<Result> ALL

Available for combined measurements.
Queries the EVM of all events (meas IDs).
Omitting this parameter queries the EVM of the selected event.

Return values:
<EVM> EVM in % or dB.

Example: //Query EVM

FETC:CC2:FRAM3:SUMM:EVM: SD4K?
Usage: Query only
Manual operation: See "EVM DMRS PUSCH" on page 25

FETCh:ALL:SUMMary:EVM:SDCustom? <Result>

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDCustom:
MAXimum? [<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDCustom:
MINimum? [<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDCustom[:
AVERage]? [<Result>]

Queries the EVM of all PUSCH DMRS resource elements with a custom modulation.
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Prerequisites for this command

e Use custom constellation (CONFigure [ :NR5G] : UL [ :CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:AlLLocation<al>:CUSTom:STATe).

FETCh:ALL:SUMMary:EVM:DS1K queries the average result over all carriers. Prereg-
uisites:
e Select to evaluate all carriers ([ SENSe: ]NR5G:RSUMmary: CCResult).

Suffix:

<cc> 1...16 (component carrier)
<ant> irrelevant

<fr> 1..x (frame)

Query parameters:
<Result> ALL

Available for combined measurements.
Queries the EVM of all events (meas IDs).
Omitting this parameter queries the EVM of the selected event.

Return values:
<EVM> EVM in % or dB.

Example: /IQuery EVM

FETC:CC2:FRAM3:SUMM:EVM: SDC?
Usage: Query only
Manual operation: See "EVM DMRS PUSCH" on page 25

FETCh:ALL:SUMMary:EVM:SDPB? <Result>

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDPB:MAXimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDPB:MINimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDPB[:AVERage]?
[<Result>]

Queries the EVM of all PUSCH DMRS resource elements with a Pl/2 BPSK modula-

tion.

FETCh:ALL:SUMMary:EVM: SDPB queries the average result over all carriers. Prereg-
uisites:
e Select to evaluate all carriers ([SENSe: ] NR5G: RSUMmary: CCResul t).

Suffix:

<cc> 1...16 (component carrier)
<ant> irrelevant

<fr> 1..x (frame)
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Query parameters:

<Result> ALL

Return values:

<EVM> EVM in % or dB.
Example: /IQuery EVM

FETC:CC2:FRAM3:SUMM:EVM: SDPB?
Usage: Query only
Manual operation: See "EVM DMRS PUSCH" on page 25

FETCh:ALL:SUMMary:EVM:SDQP? <Result>

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDQP:MAXimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDQP:MINimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDQP[:AVERage]?
[<Result>]

Queries the EVM of all PUSCH DMRS resource elements with a QPSK modulation.
FETCh:ALL:SUMMary:EVM: SDQP queries the average result over all carriers. Prereg-
uisites:

e Select to evaluate all carriers ([ SENSe : ]NR5G:RSUMmary: CCResult).

Suffix:

<cc> 1...16 (component carrier)
<ant> irrelevant

<fr> 1..x (frame)

Query parameters:

<Result> ALL

Return values:

<EVM> EVM in % or dB.
Example: //Query EVM

FETC:CC2:FRAM3:SUMM:EVM: SDQP?
Usage: Query only
Manual operation: See "EVM DMRS PUSCH" on page 25

FETCh:ALL:SUMMary:EVM:SDSF? <Result>
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDSF:MAXimum?
[<Result>]
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FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDSF:MINimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDSF[:AVERage]?
[<Result>]

Queries the EVM of all PUSCH DMRS resource elements with a 64QAM modulation.
FETCh:ALL:SUMMary:EVM: SDSF queries the average result over all carriers. Prereg-
uisites:

e Select to evaluate all carriers ([ SENSe : ]NR5G:RSUMmary: CCResult).

Suffix:

<cc> 1...16 (component carrier)
<ant> irrelevant

<fr> 1..x (frame)

Query parameters:

<Result> ALL

Return values:

<EVM> EVM in % or dB.
Example: //Query EVM

FETC:CC2:FRAM3:SUMM:EVM: SDSE?
Usage: Query only
Manual operation: See "EVM DMRS PUSCH" on page 25

FETCh:ALL:SUMMary:EVM:SDST? <Result>

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDST:-MAXimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDST:MINimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDST[:AVERage]?
[<Result>]

Queries the EVM of all PUSCH DMRS resource elements with a 16QAM modulation.

FETCh:ALL:SUMMary:EVM: DSQP queries the average result over all carriers. Prereg-
uisites:
e Select to evaluate all carriers ([ SENSe: ]NR5G:RSUMmary: CCResult).

Suffix:

<cc> 1...16 (component carrier)
<ant> irrelevant

<fr> 1..x (frame)

Query parameters:
<Result> ALL

Return values:
<EVM> EVM in % or dB.
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Example: //Query EVM
FETC:CC2:FRAM3:SUMM:EVM: SDST?

Usage: Query only
Manual operation: See "EVM DMRS PUSCH" on page 25

FETCh:ALL:SUMMary:EVM:SDTS? <Result>

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDTS:MAXimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDTS:MINimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDTS[:AVERage]?
[<Result>]

Queries the EVM of all PUSCH DMRS resource elements with a 256QAM modulation.
FETCh:ALL:SUMMary:EVM: SDTS queries the average result over all carriers. Prereg-
uisites:

e Select to evaluate all carriers ([ SENSe: ]NR5G:RSUMmary: CCResult).

Suffix:

<cc> 1...16 (component carrier)
<ant> irrelevant

<fr> 1..x (frame)

Query parameters:

<Result> ALL

Return values:

<EVM> EVM in % or dB.
Example: //Query EVM

FETC:CC2:FRAM3:SUMM:EVM: SDTS?
Usage: Query only
Manual operation: See "EVM DMRS PUSCH" on page 25

FETCh:ALL:SUMMary:EVM:UCCD? <Result>

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:UCCD:MAXimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:UCCD:MINimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:UCCD[:AVERage]?
[<Result>]

Queries the EVM of all PUCCH DMRS resource elements.

FETCh:ALL:SUMMary:EVM:UCCD queries the average result over all carriers. Prereg-
uisites:
e Select to evaluate all carriers ([ SENSe: ]NR5G:RSUMmary: CCResult).
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Suffix:
<cc>

<ant>
<fr>

Query parameters:
<Result>

Return values:
<EVM>

Example:

Usage:

Manual operation:

Remote commands to retrieve numeric results

1...16 (component carrier)
irrelevant

1..x (frame)

ALL

EVM in % or dB.

//IQuery EVM
FETC:CC2:FRAM3: SUMM: EVM: UCCD?

Query only
See "EVM DMRS PUCCH" on page 26

FETCh:ALL:SUMMary:EVM:UCCH? <Result>
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:UCCH:MAXimum?

[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:UCCH:MINimum?

[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:UCCH[:AVERage]?

[<Result>]

Queries the EVM of all PUCCH resource elements.

FETCh:ALL:SUMMary:EVM:UCCH queries the average result over all carriers. Prereqg-

uisites:

e Select to evaluate all carriers ([ SENSe: | NR5G: RSUMmary: CCResult).

Suffix:
<cc>

<ant>
<fr>

Query parameters:
<Result>

Return values:
<EVM>

Example:

Usage:

Manual operation:
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1...16 (component carrier)
irrelevant

1..x (frame)

ALL

EVM in % or dB.

/IQuery EVM
FETC:CC2:FRAM3: SUMM: EVM: UCCH?

Query only
See "EVM PUCCH" on page 26
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FETCh:ALL:SUMMary:EVM:US1K? <Result>

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:US1K:MAXimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:US1K:MINimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:US1K[:AVERage]?
[<Result>]

Queries the EVM of all PUSCH resource elements with a 1024QAM modulation.

FETCh:ALL:SUMMary:EVM:USQP queries the average result over all carriers. Prereg-
uisites:
e Select to evaluate all carriers ([ SENSe: INR5G:RSUMmary: CCResult).

Suffix:

<cc> 1...16 (component carrier)
<ant> irrelevant

<fr> 1..x (frame)

Query parameters:

<Result> ALL

Return values:

<EVM> EVM in % or dB.
Example: //Query EVM

FETC:CC2:FRAM3:SUMM:EVM:US1K?
Usage: Query only
Manual operation: See "EVM PUSCH" on page 24

FETCh:ALL:SUMMary:EVM:US16k? <Result>

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:US16k:MAXimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:US16k:MINimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:US16k[:AVERage]?
[<Result>]

Queries the EVM of all PUSCH resource elements with a 16kQAM modulation.

FETCh:ALL:SUMMary:EVM: DS1K queries the average result over all carriers. Prereg-
uisites:
e Select to evaluate all carriers ([ SENSe: ]NR5G:RSUMmary: CCResult).

Suffix:

<cc> 1...16 (component carrier)
<ant> irrelevant

<fr> 1..x (frame)
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Query parameters:
<Result> ALL

Available for combined measurements.
Queries the EVM of all events (meas IDs).
Omitting this parameter queries the EVM of the selected event.

Return values:
<EVM> EVM in % or dB.

Example: /IQuery EVM

FETC:CC2:FRAM3:SUMM:EVM:US16?
Usage: Query only
Manual operation: See "EVM PUSCH" on page 24

FETCh:ALL:SUMMary:EVM:US4K? <Result>

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:US4K:MAXimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:US4K:MINimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:US4K|[:AVERage]?
[<Result>]

Queries the EVM of all PUSCH resource elements with a 4096QAM modulation.

FETCh:ALL:SUMMary:EVM:DS1K queries the average result over all carriers. Prereg-
uisites:
e Select to evaluate all carriers ([ SENSe: ]NR5G:RSUMmary: CCResult).

Suffix:

<cc> 1...16 (component carrier)
<ant> irrelevant

<fr> 1..x (frame)

Query parameters:
<Result> ALL

Available for combined measurements.
Queries the EVM of all events (meas IDs).
Omitting this parameter queries the EVM of the selected event.

Return values:
<EVM> EVM in % or dB.

Example: /IQuery EVM

FETC:CC2:FRAM3:SUMM:EVM: US4K?
Usage: Query only
Manual operation: See "EVM PUSCH" on page 24
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FETCh:ALL:SUMMary:EVM:USCustom? <Result>

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USCustom:
MAXimum? [<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USCustom:
MINimum? [<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USCustom[:
AVERage]? [<Result>]

Queries the EVM of all PUSCH resource elements with a custom modulation.

Prerequisites for this command

e Use custom constellation (CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:ALLocation<al>:CUSTom:STATe).

FETCh:ALL:SUMMary:EVM:DS1K queries the average result over all carriers. Prereg-
uisites:
e Select to evaluate all carriers ([ SENSe: ]NR5G:RSUMmary: CCResult).

Suffix:

<cc> 1...16 (component carrier)
<ant> irrelevant

<fr> 1..x (frame)

Query parameters:
<Result> ALL

Available for combined measurements.
Queries the EVM of all events (meas IDs).
Omitting this parameter queries the EVM of the selected event.

Return values:
<EVM> EVM in % or dB.

Example: /IQuery EVM

FETC:CC2:FRAM3:SUMM:EVM:CUST?
Usage: Query only
Manual operation: See "EVM PUSCH" on page 24

FETCh:ALL:SUMMary:EVM:USPB? <Result>

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USPB:MAXimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USPB:MINimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USPB[:AVERage]?
[<Result>]

Queries the EVM of all PUSCH resource elements with a pi/2-BPSK modulation.
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FETCh:ALL:SUMMary:EVM: USPB queries the average result over all carriers. Prereg-
uisites:
e Select to evaluate all carriers ([SENSe: ][ NR5G: RSUMmary: CCResul t).

Suffix:

<cc> 1...16 (component carrier)
<ant> irrelevant

<fr> 1...x (frame)

Query parameters:

<Result> ALL

Return values:

<EVM> EVM in % or dB.
Example: //IQuery EVM

FETC:CC2:FRAM3:SUMM:EVM: USPB?
Usage: Query only
Manual operation: See "EVM PUSCH" on page 24

FETCh:ALL:SUMMary:EVM:USQP? <Result>

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USQP:MAXimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USQP:MINimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USQP[:AVERage]?
[<Result>]

Queries the EVM of all PUSCH resource elements with a QPSK modulation.
FETCh:ALL:SUMMary:EVM:USQP queries the average result over all carriers. Prereg-
uisites:

e Select to evaluate all carriers ([ SENSe: ][ NR5G: RSUMmary: CCResul t).

Suffix:

<cc> 1...16 (component carrier)
<ant> irrelevant

<cc> 1...16 (component carrier)
Query parameters:

<Result> ALL

Return values:

<EVM> EVM in % or dB.
Example: //IQuery EVM

FETC:CC2:FRAM3:SUMM:EVM: USQP?
Usage: Query only
Manual operation: See "EVM PUSCH" on page 24
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FETCh:ALL:SUMMary:EVM:USSF? <Result>

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USSF:MAXimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USSF:MINimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USSF[:AVERage]?
[<Result>]

Queries the EVM of all PUSCH resource elements with a 64QAM modulation.

FETCh:ALL:SUMMary:EVM:USSF queries the average result over all carriers. Prereg-
uisites:
e Select to evaluate all carriers ([ SENSe: INR5G:RSUMmary: CCResult).

Suffix:

<cc> 1...16 (component carrier)
<ant> irrelevant

<fr> 1..x (frame)

Query parameters:

<Result> ALL

Return values:

<EVM> EVM in % or dB.
Example: //Query EVM

FETC:CC2:FRAM3:SUMM:EVM:USSFE?
Usage: Query only
Manual operation: See "EVM PUSCH" on page 24

FETCh:ALL:SUMMary:EVM:USST? <Result>

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USST:MAXimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USST:MINimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USST[:AVERage]?
[<Result>]

Queries the EVM of all PUSCH resource elements with a 16QAM modulation.

FETCh:ALL:SUMMary:EVM:USST queries the average result over all carriers. Prereg-
uisites:
e Select to evaluate all carriers ([ SENSe: ]NR5G:RSUMmary: CCResult).

Suffix:

<cc> 1...16 (component carrier)
<ant> irrelevant

<fr> 1..x (frame)
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Query parameters:

<Result> ALL

Return values:

<EVM> EVM in % or dB.
Example: /IQuery EVM

FETC:CC2:FRAM3:SUMM:EVM:USST?
Usage: Query only
Manual operation: See "EVM PUSCH" on page 24

FETCh:ALL:SUMMary:EVM:USTS? <Result>

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USTS:MAXimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USTS:MINimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USTS[:AVERage]?
[<Result>]

Queries the EVM of all PUSCH resource elements with a 256 QAM modulation.
FETCh:ALL:SUMMary:EVM:USTS queries the average result over all carriers. Prereg-
uisites:

e Select to evaluate all carriers ([ SENSe: ]NR5G:RSUMmary: CCResult).

Suffix:

<cc> 1...16 (component carrier)
<ant> irrelevant

<fr> 1..x (frame)

Query parameters:

<Result> ALL

Return values:

<EVM> EVM in % or dB.
Example: //Query EVM

FETC:CC2:FRAM3:SUMM:EVM:USTS?
Usage: Query only
Manual operation: See "EVM PUSCH" on page 24

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:FERRor:MAXimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:FERRor:MINimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:FERRor[:AVERage]?
[<Result>]

Queries the frequency error.
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Suffix:
<cc>

<ant>
<fr>

Query parameters:
<Result>

Return values:
<FrequencyError>

Example:

Usage:

Manual operation:
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1...16 (component carrier)
irrelevant

1..x (frame)

ALL

Available for combined measurements.

Queries the frequency error of all events (meas IDs).
Omitting this parameter queries the frequency error of the
selected event.

Default unit: Hz

/IQuery frequency error
FETC:CC2:FRAM3:SUMM: FERR?

Query only

See "Frequency Error" on page 28

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:GIMBalance:MAXimum?

[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:GIMBalance:MINimum?

[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:GIMBalance[:AVERage]?

[<Result>]

Queries the gain imbalance.

Suffix:
<cc>

<ant>
<fr>

Query parameters:
<Result>

Return values:
<Gainlmbalance>

Example:

Usage:

Manual operation:
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1...16 (component carrier)
irrelevant

1...x (frame)

ALL

Available for combined measurements.

Queries the gain imbalance of all events (meas IDs).
Omitting this parameter queries the gain imbalance of the
selected event.

Default unit: dB

/IQuery gain imbalance
FETC:CC2:FRAM3:SUMM: GIMB?

Query only

See "l/Q Gain Imbalance" on page 29
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FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:IQOFfset:MAXimum?

[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:IQOFfset:MINimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:IQOFfset[:AVERage]?
[<Result>]

Queries the 1/Q offset.

Suffix:

<cc> 1...16 (component carrier)

<ant> irrelevant

<fr> 1..x (frame)

Query parameters:
<Result> ALL

Available for combined measurements.
Queries the 1/Q offset of all events (meas IDs).
Omitting this parameter queries the 1/Q offset of the selected

event.
Return values:
<|QOffset> Default unit: dB
Example: /[Query 1/Q offset

FETC:CC2:FRAM3:SUMM: IQOF?
Usage: Query only
Manual operation: See "l/Q Offset" on page 29

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:OSTP:MAXimum?

[<Result>]

FETCh[:CC<cc>][:!ISRC<ant>][:FRAMe<fr>]:SUMMary:OSTP:MINimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:OSTP[:AVERage]?
[<Result>]

Queries the OSTP.

Suffix:

<cc> 1...16 (component carrier)

<ant> irrelevant

<fr> 1..x (frame)

Query parameters:
<Result> ALL

Available for combined measurements.
Queries the OSTP of all events (meas IDs).
Omitting this parameter queries the OSTP of the selected event.
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Return values:
<OSTP> Default unit: dBm

Example: //Query OSTP
FETC:CC2:FRAM3:SUMM:0STP?

Usage: Query only

FETCh:ALL:SUMMary:POWer? <Result>

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:POWer:MAXimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:POWer:MINimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:POWer[:AVERage]?
[<Result>]

Queries the total signal power.

FETCh:ALL:SUMMary: POWer queries the average result over all carriers. Prerequi-
sites:

e Select to evaluate all carriers ([ SENSe: ]NR5G:RSUMmary: CCResult).

Suffix:

<cc> 1...16 (component carrier)
<ant> irrelevant

<fr> 1..x (frame)

Query parameters:
<Result> ALL

Available for combined measurements.
Queries the total power of all events (meas IDs).
Omitting this parameter queries the total power of the selected

event.
Return values:
<Power> Default unit: dBm
Example: /IQuery signal power

FETC:CC2:FRAM3: SUMM: POW?
Usage: Query only

Manual operation: See "Power" on page 29

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:QUADerror:MAXimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:QUADerror:MINimum?
[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:QUADerror[:AVERage]?
[<Result>]

Queries the quadrature error.
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Suffix:
<fr>

<ant>
<fr>

Query parameters:
<Result>

Return values:
<QuadratureError>

Example:

Usage:

Manual operation:
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1..x (frame)
irrelevant

1..x (frame)

ALL

Available for combined measurements.

Queries the quadrature error of all events (meas IDs).
Omitting this parameter queries the quadrature error of the
selected event.

Default unit: DEG

//Query quadrature error
FETC:CC2:FRAM3:SUMM: QUAD?

Query only
See "l/Q Quadrature Error" on page 29

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:SERRor:MAXimum?

[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:SERRor:MINimum?

[<Result>]

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:SERRor[:AVERage]?

[<Result>]

Queries the sampling error.

Suffix:
<cc>

<ant>
<fr>

Query parameters:
<Result>

Return values:
<SamplingError>

Example:

Usage:

Manual operation:
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1...16 (component carrier)
irrelevant

1...x (frame)

ALL

Available for combined measurements.

Queries the sampling error of all events (meas IDs).
Omitting this parameter queries the sampling error of the
selected event.

Default unit: ppm

/IQuery sampling error
FETC:CC2:FRAM3:SUMM: SERR?

Query only
See "Sampling Error" on page 29
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FETCh:ALL:SUMMary:TPUT:MAXimum?
FETCh:ALL:SUMMary:TPUT:MINimum?
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:TPUT[:AVERage]?

Queries the EVM of all resource elements.

Prerequisites for this command
e Turn on throughput measurement ([ SENSe: ] NR5G: TRACking: TPUT: STATe).

Suffix:

<cc> 1...16 (component carrier)
<ant> irrelevant

<fr> 1..x (frame)

Return values:
<TPUT> Default unit: PCT

Example: //IQuery BLER
NR5G: TRAC:TPUT:STAT ON
FETC:CC2:FRAM3:SUMM: TPUT?

Usage: Query only
Manual operation: See "TPUT (%)" on page 27

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:FOFFset? [<Result>]
Queries the frequency offset of a component carrier evaluated during an event.

Available for combined multi-carrier measurements.

Suffix:

<cc> 1...16 (component carrier)
<ant> irrelevant

<fr> 1..x (frame)

Query parameters:
<Result> ALL

Available for combined measurements.

Queries the frequency offset of component carriers of all events
(meas IDs).

Omitting this parameter queries the frequency offset of a compo-
nent carrier in the selected event.

Return values:
<Frequency> Default unit: Hz

Example: /IQuery frequency offset of a component carrier
FETC:CC2:FRAM3: SUMM: FOFF?

Usage: Query only
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Manual operation: See "Frame Start Offset" on page 27
See "Capture Buffer" on page 38
See "Frequency Offset" on page 54

6.7.2 Combined measurements
The following commands are exclusive to combined measurements to query results
available in the result summary of combined measurements.

Commands to query combined measurement results described elsewhere.
e Section 6.7.1, "Result summary", on page 214

e Section 6.9, "Retrieve trace data", on page 267

e Section 6.8, "Limit check results", on page 250

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:AAPFail? [<Result>]

Queries the absolute ACLR limit check of an event.

Suffix:

<cc> 1...16 (component carrier)
<ant> irrelevant

<fr> 1..x (frame)

Query parameters:
<Result> ALL

Available for combined measurements.

Queries the ACLR limit check of all events (meas IDs).
Omitting this parameter queries the ACLR limit check of the
selected event.

Return values:
<State> 011

Example: /IQuery absolute ACLR limit check
FETC:CC2:FRAM3: SUMM: AAPF?

Usage: Query only
Manual operation: See "ACLR Pass / Fail" on page 54

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:APFail? [<Result>]

Queries the overall ACLR limit check of an event (absolute and relative). If one limit
check passes (abs. or rel.), the overall limit check passes as well.

Suffix:

<cc> 1...16 (component carrier)
<ant> irrelevant

<fr> 1...x (frame)
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Query parameters:
<Result> ALL

Available for combined measurements.

Queries the ACLR limit check of all events (meas IDs).
Omitting this parameter queries the ACLR limit check of the
selected event.

Return values:
<State> 011

Example: //Query ACLR limit check
FETC:CC2:FRAM3:SUMM: APF?

Usage: Query only
Manual operation: See "ACLR Pass / Fail" on page 54

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:ARPFail? [<Result>]

Queries the relative ACLR limit check of an event.

Suffix:

<fr> 1..x (frame)
<ant> irrelevant
<fr> 1..x (frame)

Query parameters:
<Result> ALL

Available for combined measurements.

Queries the ACLR limit check of all events (meas IDs).
Omitting this parameter queries the ACLR limit check of the
selected event.

Return values:
<State> 011

Example: /[Query relative ACLR limit check
FETC:CC2:FRAM3:SUMM: ARPF?

Usage: Query only
Manual operation: See "ACLR Pass / Fail" on page 54

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:CFRequency? [<Result>]
Queries the center frequency of a component carrier evaluated during an event.

Available for combined multi-carrier measurements.

Suffix:
<cc> 1...16 (component carrier)
<ant> irrelevant

User Manual 1178.9255.02 — 15 241



R&S®FSV3-K145 Remote control

Remote commands to retrieve numeric results

<fr> 1..x (frame)

Query parameters:
<Result> ALL

Available for combined measurements.

Queries the center frequency of component carriers of all events
(meas IDs).

Omitting this parameter queries the center frequency of a com-
ponent carrier in the selected event.

Return values:
<State> Default unit: Hz

Example: //Query center frequency of a component carrier
FETC:CC2:FRAM3: SUMM: FOFF?

Usage: Query only

Manual operation: See "Center Frequency" on page 54

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EAACcs? [<Result>]
Queries the average EVM of all component carriers evaluated during an event.

Available for combined multi-carrier measurements.

Suffix:

<cc> 1...16 (component carrier)
<ant> irrelevant

<fr> 1..x (frame)

Query parameters:
<Result> ALL

Available for combined measurements.

Queries the EVM of all events (meas IDs).

Omitting this parameter queries the average EVM of the
selected event.

Return values:

<AverageEVM> EVM in % or dB.
Example: //Query average EVM over all component carriers analyzed in
an event

FETC:CC2:FRAM3:SUMM:EAAC?
Usage: Query only
Manual operation: See "EVM All CCs" on page 54

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:OVLD? [<Result>]

Queries the overload state of an event.
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<cc>

<ant>
<fr>

Query parameters:
<Result>

Return values:
<State>

Example:

Usage:

Manual operation:
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1...16 (component carrier)
irrelevant

1..x (frame)

ALL

Available for combined measurements.

Queries the overload state of all events (meas IDs).
Omitting this parameter queries the overload state of the
selected event.

NAN
no overload situation

0
RF OVLD

2
ADC OVLD

3
INPUT OVLD

//Query overload state
FETC:CC2:FRAM3:SUMM: OVLD?

Query only
See "OVLD" on page 55

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:PACCs? [<Result>]

Queries the total power of all component carriers evaluated during an event.

Available for combined multi-carrier measurements.

Suffix:
<cc>

<ant>
<fr>

Query parameters:
<Result>

Return values:
<Power>
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1...16 (component carrier)
irrelevant

1..x (frame)

ALL

Available for combined measurements.

Queries the power of all events (meas IDs).

Omitting this parameter queries the total power of the selected
event.

Default unit: dBm
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Example: /IQuery total power over all component carriers analyzed in an
event
FETC:CC2:FRAM3:SUMM: PACC?

Usage: Query only

Manual operation: See "Power All CCs" on page 54

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:SPFail? [<Result>]

Queries the SEM limit check of an event.

Suffix:

<cc> 1...16 (component carrier)
<ant> irrelevant

<fr> 1...x (frame)

Query parameters:
<Result> ALL

Available for combined measurements.

Queries the SEM limit check of all events (meas IDs).
Omitting this parameter queries the SEM limit check of the
selected event.

Return values:
<State> 01

Example: //Query SEM limit check
FETC:CC2:FRAM3:SUMM: SPE?

Usage: Query only

Manual operation: See "SEM Pass / Fail" on page 55

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:SSTate? [<Result>]

Queries the synchronization state of an event.

Suffix:

<cc> 1...16 (component carrier)
<ant> irrelevant

<fr> 1..x (frame)

Query parameters:
<Result> ALL

Available for combined measurements.

Queries the synchronization state of all events (meas IDs).
Omitting this parameter queries the synchronization state of the
selected event.

Return values:
<State> 011
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Example: /IQuery synchronization state
FETC:CC2:FRAM3:SUMM: SST?

Usage: Query only

Manual operation: See "Sync State" on page 54

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:TSDelta? [<Result>]

Queries the time stamp delta of an event.

Suffix:

<cc> 1...16 (component carrier)
<ant> irrelevant

<fr> 1...x (frame)

Query parameters:
<Result> ALL

Available for combined measurements.

Queries the time stamp delta of all events (meas IDs).
Omitting this parameter queries the time stamp delta of the
selected event.

Return values:
<Time> Default unit: s

Example: /IQuery time stamp
FETC:CC2:FRAM3:SUMM: TSD?

Usage: Query only

Manual operation: See "Time Stamp Delta" on page 53

FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:TSTamp? [<Result>]

Queries the time stamp of an event.

Suffix:

<cc> 1...16 (component carrier)
<ant> irrelevant

<fr> 1..x (frame)

Query parameters:
<Result> ALL

Available for combined measurements.

Queries the time stamp of all events (meas IDs).

Omitting this parameter queries the time stamp of the selected
event.

Return values:
<Time> Default unit: s
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Example: /IQuery time stamp
FETC:CC2:FRAM3:SUMM: TST?

Usage: Query only

Manual operation: See "Time Stamp" on page 53

Marker table

CALCUIate<n>:DELTAMArKEr<M>X . ..ciieiiieieeeeeeeetitieeeeereeruaeeeeeessataeeesersrnaeeaesesnsnnaeaesens 246
CALCulate<n>:DELTamarker<m>:Y2..... ..o oiuiie et e e et e e e e e e e eeeaans 246
CALCUIAtE<N>IMARKEISIM X oot eeeiiieeeeeeeeie s eeeeeetee e e e e e eebeaeeeeeeaaseeesseetannaeeserensanseesenes 247
CALCUIate<n>:MARKEISMSIY ..o ittt ettt e e e et e e e e e e e eaae e e eeaeeeeneeeenan 247
CALCUIAtE<N>IMARKEISIMSIZ?. .ottt e e e e e e et e e et e e et e e e eaeeeenneeeen 248
CALCUIate<n>:MARKEIr<M>:Z:ALL? ... i ieeeetiee ettt e e e e e et e e e e e e et e e e e e e eaaaeea e 248

CALCulate<n>:DELTamarker<m>:X <Position>
Moves a delta marker to a particular coordinate on the x-axis.

If necessary, the command activates the delta marker and positions a reference marker
to the peak power.

Suffix:

<n> Window

<m> Marker

Parameters:

<Position> Numeric value that defines the marker position on the x-axis.
Range: The value range and unit depend on the measure-

ment and scale of the x-axis.
Example: CALC:DELT:X?

Outputs the relative x-value of delta marker 1.

CALCulate<n>:DELTamarker<m>:Y?
Queries the position of a deltamarker on the y-axis.
If necessary, the command activates the deltamarker first.

To get a valid result, you have to perform a complete measurement with synchroniza-
tion to the end of the measurement before reading out the result. This is only possible
for single measurement mode.

See also INITiate<n>:CONTinuous on page 211.

Note that result displays with a third aspect (for example "EVM vs Symbol x Carrier")
do not support deltamarkers.

Suffix:
<n> 1...16 (window)
<m> 1...4 (marker)
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Return values:
<Result> <numeric value>

Result at the deltamarker position. The return value is a value
relative to the position of marker 1.

The type of value and its unit depend on the selected result
display.

Example: //Query coordinates of deltamarker 2 in window 4
CALC4:DELT2:X?
CALC4:DELT2:Y?

Usage: Query only

CALCulate<n>:MARKer<m>:X <Position>
Moves a marker to a specific coordinate on the x-axis.
If necessary, the command activates the marker.

If the marker has been used as a delta marker, the command turns it into a normal

marker.

Suffix:

<n> Window

<m> Marker
Note that 3D diagrams only support one marker.

Parameters:

<Position> Numeric value that defines the marker position on the x-axis.
The unit depends on the result display.
Range: The range depends on the current x-axis range.
Default unit: Hz

Example: CALC:MARK2:X 1.7MHz

Positions marker 2 to frequency 1.7 MHz.

Manual operation: See "Marker table" on page 47
See "Marker Peak List" on page 52

CALCulate<n>:MARKer<m>:Y <Result>
Queries the position of a marker on the y-axis.

In result displays with a third aspect (for example "EVM vs Symbol x Carrier"), you can
also use the command to define the position of the marker on the y-axis.

If necessary, the command activates the marker first.

To get a valid result, you have to perform a complete measurement with synchroniza-
tion to the end of the measurement before reading out the result. This is only possible
for single measurement mode.

See also INITiate<n>:CONTinuous on page 211.
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Suffix:

<n> 1...16 (window)

<m> 1...4 (marker)

Parameters:

<Result> <numeric value>
Result at the marker position.
The type of value and its unit depend on the selected result
display.

Example: /IQuery coordinates of marker 2 in window 4
CALC4 :MARK2 : X?
CALC4:MARK2:Y?

Example: //Define position of marker in 3D diagram

CALC:MARK:X 16
CALC:MARK:Y 6

Manual operation: See "Marker table" on page 47
See "Marker Peak List" on page 52

CALCulate<n>:MARKer<m>:Z?
Queries the marker position on the z-axis of three-dimensional result displays.

Returns the type of value displayed in the selected result display (EVM, Power or

Allocation ID).

Suffix:

<n> 1...16 (window)
<m> 1...4 (marker)

Return values:
<Position> <numeric value>

Default unit: Depends on result display

Example: //Query marker position
CALC:MARK:Z?

Usage: Query only

Manual operation: See "Marker table" on page 47
See "Marker Peak List" on page 52

CALCulate<n>:MARKer<m>:Z:ALL?
Queries the marker position on the z-axis of three-dimensional result displays.

Instead of returning a certain type of value (EVM, Power or Allocation ID), which
is possible with CAT.Culate<n>:MARKer<m>: 7?2, this command returns all types of
values (EVM, Power and Allocation ID), regardless of the result display type.
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Suffix:
<n>

<m>

Return values:
<Position>

Example:

Usage:

Manual operation:

6.7.4 CCDF table

Remote commands to retrieve numeric results

1...16 (window)

irrelevant

<numeric value>

EVM
EVM at the marker position.

Power
Power at the marker position.

Allocation ID
Allocation ID at the marker position.

/IQuery EVM, Power and Allocation ID at the marker position.
CALC:MARK:Z:ALL?

Query only

See "Marker table" on page 47
See "Marker Peak List" on page 52

CALCuUlate<n>:STATISHCSICODF XIS, it iiei et ee e et e e e e s e e e e e eanaeaees 249
CALCulate<n>:STATISHCSIRESURKIES>?.....cuuiiiiiiiceee et e e e et e e e s e e e raaa s 250

CALCulate<n>:STATistics:CCDF:X<t>? <Probability>
Queries the results of the CCDF.

Suffix:
<n>

<t>

Query parameters:
<Probability>

Return values:
<CCDF Result>

Example:

User Manual 1178.9255.02 — 15

Window

Trace

P0_01

Level value for 0.01 % probability
PO_1

Level value for 0.1 % probability
P1

P1: Level value for 1 % probability

P10
Level value for 10 % probability

CALC:STAT:CCDF:X1? P10
Returns the level values that are over 10 % above the mean
value.
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Usage: Query only
Manual operation: See "CCDF" on page 40

CALCulate<n>:STATistics:RESult<res>? <ResultType>

Queries the results of a measurement for a specific trace.

Suffix:
<n> Window
<res> Trace

Query parameters:

<ResultType> MEAN
Average (=RMS) power in dBm measured during the measure-
ment time.

PEAK
Peak power in dBm measured during the measurement time.

CFACtor
Determined crest factor (= ratio of peak power to average
power) in dB.

ALL
Results of all three measurements mentioned before, separated
by commas: <mean power>,<peak power>,<crest factor>

Example: CALC:STAT:RES2? ALL
Reads out the three measurement results of trace 2. Example
of answer string: 5.56,19.25,13.69 i.e. mean power: 5.56 dBm,
peak power 19.25 dBm, crest factor 13.69 dB

Usage: Query only
Manual operation: See "CCDF" on page 40

6.8 Limit check results

L N YV I 11 71 USRS 250
o  Frequency SWEEP lIMItS. ... ... e i 260

6.8.1 EVM limits

CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:ALL:RESult?........... 251
CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:FERRorf{:
F NV =T o =Y U 252
CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SD1K:
MAXIMUMIRESUIE? ...ttt e e e e e e e e e e e e e e as 252
CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDPB:
MAXIMUMIRESUI?. ... e e e e eeee s 253
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CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDQP:

MAXIMUMIRESUI?. ...t e e e e e e e ee s 254
CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDSF:
MAXIMUMIRESUIE? . ..t a e e s e e e e e e e e e e e e e e e eeeeeeeeeeeeeennnnnnan 254
CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDST:
MAXIMUMIRESUIE? ...ttt ettt e e e e e e e e s ee e e e e e e aaeas 255
CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDTS:
MAXIMUMIRESUI?. ... et e e e e e e e e ee s 255
CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:UCCD:
MAXIMUMIRESUIE? . ..o e e e e e e e e e e e e e e e e eeeeeeeeeeeenenens 256
CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:UCCH:
MAXIMUMIRESUIE? ...ttt e e e e e e e e e e e e as 256
CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:US1K:
MAXIMUMIRESUI?. ... et e e e e e e e ee s 257
CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USPB:
MAXIMUMIRESUIL? . ..o e e e e e e e e e e e e e e e e eeeeeeeeaeeenennas 258
CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USQP:
MAXIMUMIRESUIE? ...ttt e e eeeeaeeas 258
CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USSF:
MAXIMUMIRESUI?. ... e e e ee s 259
CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USST:
MAXIMUMIRESUI?. ...t e e e e e e e e ee s 259
CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USTS:
MAXIMUMIRESUIE?. ..o s e e e e e e e e e e e e e aeeeeeeeeeeneennnrnnes 260

CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:ALL:

RESult?
Queries the limits and limit check results for all numerical results that evaluate 3GPP
limits.
Suffix:
<n> irrelevant
<li> irrelevant
<cc> irrelevant
<ant> irrelevant
<fr> irrelevant

Return values:

<Result> String containing the limit information for all results that evaluate
limits.
For each limit, the command returns the following information:
<ResultType>,<Limit>,<LimitCheckAverage>,
<LimitCheckMin>, <LimitCheckMax>
For results that are not checked against a limit, the command
returns NOTEVALUATED.
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Example: //Query limit check information
CALC:LIM:SUMM:ALL:RES?
would return, e.g.
EVM PDSCH QPSK,
+1.850000000E+001, PASSED, NOTEVALUATED,
NOTEVALUATED,
EVM PDSCH 16QAM,
+1.350000000E+001, NOTEVALUATED, NOTEVALUATED,
NOTEVALUATED,

Usage: Query only

Manual operation: See "Remote queries" on page 24

CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:
FERRor[:AVERage]:RESult?

Queries the limit specified by 3GPP for the frequency error.

Suffix:

<n> irrelevant
<li> irrelevant
<cc> irrelevant
<ant> irrelevant
<fr> irrelevant

Return values:
<LimitCheck> FAILED
Limit check has failed.

PASSED
Limit check has passed.

NOTEVALUATED
Limits have not been evaluated.

Example: //Query limit check result
CALC:LIM:SUMM:EVM: FERR:RES?

Usage: Query only

Manual operation: See "Frequency Error" on page 28

CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:
SD1K:MAXimum:RESult?

Queries the limit specified by 3GPP for the EVM of all PUSCH DMRS resource ele-
ments with a 1024QAM modulation.

Suffix:
<n> irrelevant
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<li>
<cc>
<ant>

<fr>

Return values:

<LimitCheck>

Example:

Usage:

Manual operation:

R&S®FSV3-K145 Remote control

Limit check results

irrelevant
irrelevant
irrelevant

irrelevant

FAILED
Limit check has failed.

PASSED
Limit check has passed.

NOTEVALUATED
Limits have not been evaluated.

/IQuery limit check result
CALC:LIM:SUMM:EVM:SD1K:MAX:RES?

Query only
See "EVM DMRS PUSCH" on page 25

CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:
SDPB:MAXimum:RESult?

Queries the limit specified by 3GPP for the EVM of all PUSCH DMRS resource ele-
ments with a P1/2 BPSK modulation.

Suffix:
<n>

<li>
<cc>
<ant>

<fr>

Return values:

<LimitCheck>

Example:

Usage:

Manual operation:
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irrelevant
irrelevant
irrelevant
irrelevant

irrelevant

FAILED
Limit check has failed.

PASSED
Limit check has passed.

NOTEVALUATED
Limits have not been evaluated.

//Query limit check result
CALC:LIM:SUMM:EVM: SDPB:MAX:RES?

Query only
See "EVM DMRS PUSCH" on page 25
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CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:
SDQP:MAXimum:RESult?

Queries the limit specified by 3GPP for the EVM of all PUSCH DMRS resource ele-
ments with a QPSK modulation.

Suffix:
<n>

<li>
<cc>
<ant>

<fr>

Return values:

<LimitCheck>

Example:

Usage:

Manual operation:

irrelevant
irrelevant
irrelevant
irrelevant

irrelevant

FAILED
Limit check has failed.

PASSED
Limit check has passed.

NOTEVALUATED
Limits have not been evaluated.

//Query limit check result
CALC:LIM:SUMM:EVM: SDQP:MAX:RES?

Query only
See "EVM DMRS PUSCH" on page 25

CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:
SDSF:MAXimum:RESult?

Queries the limit specified by 3GPP for the EVM of all PUSCH DMRS resource ele-
ments with a 64QAM modulation.

Suffix:
<n>

<li>
<cc>
<ant>

<fr>

Return values:

<LimitCheck>
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irrelevant
irrelevant
irrelevant
irrelevant

irrelevant

FAILED
Limit check has failed.

PASSED
Limit check has passed.

NOTEVALUATED
Limits have not been evaluated.
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Example: /[Query limit check result
CALC:LIM:SUMM:EVM:SDSF:MAX:RES?

Usage: Query only
Manual operation: See "EVM DMRS PUSCH" on page 25

CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:
SDST:MAXimum:RESult?

Queries the limit specified by 3GPP for the EVM of all PUSCH DMRS resource ele-
ments with a 16QAM modulation.

Suffix:

<n> irrelevant
<li> irrelevant
<cc> irrelevant
<ant> irrelevant
<fr> irrelevant

Return values:
<LimitCheck> FAILED
Limit check has failed.

PASSED
Limit check has passed.

NOTEVALUATED
Limits have not been evaluated.

Example: //Query limit check result
CALC:LIM:SUMM:EVM: SDST :MAX : RES?

Usage: Query only
Manual operation: See "EVM DMRS PUSCH" on page 25

CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:
SDTS:MAXimum:RESult?

Queries the limit specified by 3GPP for the EVM of all PUSCH DMRS resource ele-
ments with a 256 QAM modulation.

Suffix:

<n> irrelevant
<li> irrelevant
<cc> irrelevant
<ant> irrelevant
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<fr> irrelevant

Return values:
<LimitCheck> FAILED
Limit check has failed.

PASSED
Limit check has passed.

NOTEVALUATED
Limits have not been evaluated.

Example: /IQuery limit check result
CALC:LIM:SUMM:EVM: SDTS :MAX :RES?

Usage: Query only
Manual operation: See "EVM DMRS PUSCH" on page 25

CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:
UCCD:MAXimum:RESult?

Queries the limit specified by 3GPP for the EVM of all PUCCH DMRS resource ele-

ments.

Suffix:

<n> irrelevant
<|i> irrelevant
<cc> irrelevant
<ant> irrelevant
<fr> irrelevant

Return values:
<LimitCheck> FAILED
Limit check has failed.

PASSED
Limit check has passed.

NOTEVALUATED
Limits have not been evaluated.

Example: /IQuery limit check result
CALC:LIM:SUMM:EVM:UCCD:MAX:RES?

Usage: Query only
Manual operation: See "EVM DMRS PUCCH" on page 26

CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:
UCCH:MAXimum:RESult?

Queries the limit specified by 3GPP for the EVM of all PUCCH resource elements.
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Suffix:
<n>

<li>
<cc>
<ant>

<fr>

Return values:

<LimitCheck>

Example:

Usage:

Manual operation:

R&S®FSV3-K145 Remote control

Limit check results

irrelevant
irrelevant
irrelevant
irrelevant

irrelevant

FAILED
Limit check has failed.

PASSED
Limit check has passed.

NOTEVALUATED
Limits have not been evaluated.

//Query limit check result
CALC:LIM:SUMM:EVM:UCCH:MAX:RES?

Query only
See "EVM PUCCH" on page 26

CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:
US1K:MAXimum:RESult?

Queries the limit specified by 3GPP for the EVM of all PUSCH resource elements with
a 1024QAM modulation.

Suffix:
<n>

<li>
<cc>
<ant>

<fr>

Return values:

<LimitCheck>

Example:

Usage:

Manual operation:
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irrelevant
irrelevant
irrelevant
irrelevant

irrelevant

FAILED
Limit check has failed.

PASSED
Limit check has passed.

NOTEVALUATED
Limits have not been evaluated.

/IQuery limit check result
CALC:LIM:SUMM:EVM:US1K:MAX:RES?

Query only
See "EVM PUSCH" on page 24
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CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:
USPB:MAXimum:RESult?

Queries the limit specified by 3GPP for the EVM of all PDSCH resource elements with
a P1/2 BPSK modulation.

Suffix:
<n>

<li>
<cc>
<ant>

<fr>

Return values:

<LimitCheck>

Example:

Usage:

Manual operation:

irrelevant
irrelevant
irrelevant
irrelevant

irrelevant

FAILED
Limit check has failed.

PASSED
Limit check has passed.

NOTEVALUATED
Limits have not been evaluated.

//Query limit check result
CALC:LIM:SUMM:EVM:USPB:MAX:RES?

Query only
See "EVM PUSCH" on page 24

CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:
USQP:MAXimum:RESult?

Queries the limit specified by 3GPP for the EVM of all PUSCH resource elements with

a QPSK modulation.

Suffix:
<n>

<li>
<cc>
<ant>

<fr>

Return values:

<LimitCheck>
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irrelevant
irrelevant
irrelevant
irrelevant

irrelevant

FAILED
Limit check has failed.

PASSED
Limit check has passed.

NOTEVALUATED
Limits have not been evaluated.
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Example: /[Query limit check result
CALC:LIM:SUMM:EVM:USQP:MAX:RES?

Usage: Query only
Manual operation: See "EVM PUSCH" on page 24

CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:
USSF:MAXimum:RESult?

Queries the limit specified by 3GPP for the EVM of all PUSCH resource elements with
a 64QAM modulation.

Suffix:

<n> irrelevant
<li> irrelevant
<cc> irrelevant
<ant> irrelevant
<fr> irrelevant

Return values:
<LimitCheck> FAILED
Limit check has failed.

PASSED
Limit check has passed.

NOTEVALUATED
Limits have not been evaluated.

Example: //Query limit check result
CALC:LIM:SUMM:EVM:USSF:MAX:RES?

Usage: Query only
Manual operation: See "EVM PUSCH" on page 24

CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:
USST:MAXimum:RESult?

Queries the limit specified by 3GPP for the EVM of all PUSCH resource elements with
a 16QAM modulation.

Suffix:

<n> irrelevant
<li> irrelevant
<cc> irrelevant
<ant> irrelevant
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<fr> irrelevant

Return values:
<LimitCheck> FAILED
Limit check has failed.

PASSED
Limit check has passed.

NOTEVALUATED
Limits have not been evaluated.

Example: /IQuery limit check result
CALC:LIM:SUMM:EVM:USST:MAX:RES?

Usage: Query only
Manual operation: See "EVM PUSCH" on page 24

CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:
USTS:MAXimum:RESult?

Queries the limit specified by 3GPP for the EVM of all PUSCH resource elements with
a 256QAM modulation.

Suffix:

<n> irrelevant
<|i> irrelevant
<cc> irrelevant
<ant> irrelevant
<fr> irrelevant

Return values:
<LimitCheck> FAILED
Limit check has failed.

PASSED
Limit check has passed.

NOTEVALUATED
Limits have not been evaluated.

Example: /IQuery limit check result
CALC:LIM:SUMM:EVM:USTS:MAX:RES?

Usage: Query only
Manual operation: See "EVM PUSCH" on page 24

6.8.2 Frequency sweep limits

CALCulate<n>:LIMit<li>:ACPower:ACHaNNEl:RESUI?.......cccouuiiiieiiieiee e eeeee e eea s 261
CALCulate<n>:LIMit<li>:ACPower:ACHannel:RESUlt:ABSOIUtE.........cuiieueeeniiieieiceeeeeie 261
CALCulate<n>:LIMit<li>:ACPower:ACHannel:RESUlt:RELAtiVE.........ccoeueveeiiiiiieieieeee e 262
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CALCulate<n>:LIMit<li>:ACPower:ALTernate<alt>:RESUI?..........ccceeirriimiieiieereniiie e eeeennaan, 262
CALCulate<n>:LIMit<li>:ACPower:GAP<gap>:ACLR:RESUI?......cciimiiiiiiii e 263
CALCulate<n>:LIMit<li>:ACPower:GAP<gap>:ACLR:RESult:ABSoIUte?.......ceevrrrermrnnnnnnnnnnn. 263
CALCulate<n>:LIMit<li>:ACPower:GAP<gap>:ACLR:RESult:RELative?.........c.cevvrerermnnnnnnnn. 264
CALCulate<n>:LIMit<li>:ACPower:GAP<gap>[:CACLIT:RESUIR?........cccveeererriiiieeeeeeeeinnnn. 265
CALCulate<n>:LIMit<li>:ACPower:GAP<gap>[:CACLI:RESult:ABSolute?............ccevvureeeens 265
CALCulate<n>:LIMit<li>:ACPower:GAP<gap>[:CACLI:RESult:RELative?..........c.c.ccceeennneen. 266
CALCUIate<n>: LIMIE<II>tFAIL 2. .. e e e e e e e e e e e eneans 266

CALCulate<n>:LIMit<li>:ACPower:ACHannel:RESult? [<Result>]

Queries the limit check results for the adjacent channels during ACLR measurements.

Suffix:
<n> irrelevant
<li> irrelevant

Query parameters:
<Result> REL
Queries the channel power limit check results.

ABS
Queries the distance to the limit line.

Return values:
<LimitCheck> Returns two values, one for the upper and one for the lower
adjacent channel.

PASSED
Limit check has passed.

FAILED
Limit check has failed.

Example: /IQuery results of the adjacent channel limit check
CALC:LIM:ACP:ACH:RES?

Example: /IQuery results of the adjacent channel limit check
CALC:LIM:ACP:ACH:RES? ABS

Usage: Query only

CALCulate<n>:LIMit<li>:ACPower:ACHannel:RESult:ABSolute
Queries the absolute limit check results for adjacent channels (ACLR measurements).

Prerequisites for this command

e Select absolute limit check mode
evaluation mode
ACLR: CALCulate<n>:LIMit<1li>:ACPower:PMODe.

Suffix:
<n> irrelevant
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<li> irrelevant

Return values:
<LimitCheck> Returns two values, one for the upper and one for the lower
adjacent channel.

PASSED
Limit check has passed.

FAILED
Limit check has failed.

Example: /IQuery results of the adjacent channel limit check
CALC:LIM:ACP:ACH:RES:ABS?

Manual operation: See "Result summary" on page 50

CALCulate<n>:LIMit<li>:ACPower:ACHannel:RESult:RELative

Queries the relative limit check results for the adjacent channels (ACLR measure-
ments).
Prerequisites for this command

e Select relative limit check mode
ACLR: CALCulate<n>:LIMit<1li>:ACPower:PMODe.

Suffix:
<n> irrelevant
<li> irrelevant

Return values:
<LimitCheck> Returns two values, one for the upper and one for the lower
adjacent channel.

PASSED
Limit check has passed.

FAILED
Limit check has failed.

Example: /[Query results of the adjacent channel limit check
CALC:LIM:ACP:ACH:RES:REL?

Manual operation: See "Result summary" on page 50

CALCulate<n>:LIMit<li>:ACPower:ALTernate<alt>:RESult? [<Result>]

Queries the limit check results for the alternate channels during ACLR measurements.

Suffix:
<n> irrelevant
<li> irrelevant
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<alt> irrelevant

Query parameters:
<Result> REL
Queries the channel power limit check results.

ABS
Queries the distance to the limit line.

Return values:
<LimitCheck> Returns two values, one for the upper and one for the lower
alternate channel.

PASSED
Limit check has passed.

FAILED
Limit check has failed.

Example: /[Query results of the alternate channel limit check
CALC:LIM:ACP:ALT:RES?

Example: /IQuery results of the alternate channel limit check
CALC:LIM:ACP:ACH:RES? ABS

Usage: Query only

CALCulate<n>:LIMit<li>:ACPower:GAP<gap>:ACLR:RESult?

Queries the ACLR power limit check results for the gap channels (MC ACLR measure-

ments).

Suffix:

<n> irrelevant

<li> irrelevant

<gap> irrelevant

Return values:

<LimitCheck> Returns two values, one for the upper and one for the lower
adjacent channel.
PASSED
Limit check has passed.
FAILED

Limit check has failed.

Example: /[Query results of the gap channel limit check
CALC:LIM:ACP:GAP:ACLR:RES?

Usage: Query only

CALCulate<n>:LIMit<li>:ACPower:GAP<gap>:ACLR:RESult:ABSolute?

Queries the absolute power limit check results for the gap channels (MC ACLR mea-
surements).
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Prerequisites for this command

e Select absolute limit check mode
evaluation mode
ACLR: cALCulate<n>:LIMit<1li>:ACPower :PMODe

Suffix:
<n> irrelevant
<li> irrelevant
<gap> irrelevant
Return values:
<LimitCheck> Returns two values, one for the upper and one for the lower
adjacent channel.
PASSED
Limit check has passed.
FAILED

Limit check has failed.

Example: //Query results of the gap channel limit check
CALC:LIM:ACP:GAP:ACLR:RES:ABS?

Usage: Query only

CALCulate<n>:LIMit<li>:ACPower:GAP<gap>:ACLR:RESult:RELative?

Queries the relative power limit check results for the gap channels (MC ACLR mea-
surements).

Prerequisites for this command

e Select relative limit check mode
evaluation mode
ACLR: CALCulate<n>:LIMit<1i>:ACPower :PMODe.

Suffix:

<n> irrelevant
<li> irrelevant
<gap> irrelevant

Return values:
<LimitCheck> Returns two values, one for the upper and one for the lower
adjacent channel.

PASSED
Limit check has passed.

FAILED
Limit check has failed.

Example: /IQuery results of the gap channel limit check
CALC:LIM:ACP:GAP:ACLR:RES:REL?

Usage: Query only
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CALCulate<n>:LIMit<li>:ACPower:GAP<gap>[:CACLr]:RESult?

Queries the limit check results for the gap channels (MC ACLR measurements).

Suffix:
<n> irrelevant
<li> irrelevant
<gap> irrelevant
Return values:
<LimitCheck> Returns two values, one for the upper and one for the lower
adjacent channel.
PASSED
Limit check has passed.
FAILED

Limit check has failed.

Example: /IQuery results of the gap channel limit check
CALC:LIM:ACP:GAP:RES?

Usage: Query only

CALCulate<n>:LIMit<li>:ACPower:GAP<gap>[:CACLr]:RESult:ABSolute?

Queries the absolute limit check results for the gap channels (MC ACLR measure-
ments).

Prerequisites for this command

e Select absolute limit check mode
evaluation mode
ACLR: CALCulate<n>:LIMit<1i>:ACPower : PMODe.

Suffix:

<n> irrelevant
<li> irrelevant
<gap> irrelevant

Return values:
<LimitCheck> Returns two values, one for the upper and one for the lower
adjacent channel.

PASSED
Limit check has passed.

FAILED
Limit check has failed.

Example: /IQuery results of the gap channel limit check
CALC:LIM:ACP:GAP:RES:ABS?

Usage: Query only

User Manual 1178.9255.02 — 15 265



R&S®FSV3-K145 Remote control

Limit check results

CALCulate<n>:LIMit<li>:ACPower:GAP<gap>[:CACLr]:RESult:RELative?

Queries the relative limit check results for the gap channels (MC ACLR measure-
ments).

Prerequisites for this command

e Select relative limit check mode
evaluation mode
ACLR: CALCulate<n>:LIMit<1li>:ACPower : PMODe.

Suffix:
<n> irrelevant
<li> irrelevant
<gap> irrelevant
Return values:
<LimitCheck> Returns two values, one for the upper and one for the lower
adjacent channel.
PASSED
Limit check has passed.
FAILED

Limit check has failed.

Example: /IQuery results of the gap channel limit check
CALC:LIM:ACP:GAP:RES:REL?

Usage: Query only

CALCulate<n>:LIMit<li>:FAIL?
Queries the limit check results for all measurements that feature a limit check.

For ACLR measurements: Returns the result of the overall limit check (absolute and
relative limit evaluation).

Suffix:
<n> Window 1...16
<li> irrelevant

Return values:
<LimitCheck> 0
Limit check has passed.
1
Limit check has failed.
For spectrum flatness: Limit out of selected band.
2
For spectrum flatness: Limit out of band.

3
For spectrum flatness: Limit check has failed.
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6.9.1

Retrieve trace data

Example: /[Query the limit check in the active result display
CALC:LIM:FAIL?

Usage: Query only

Manual operation: See "In-band Emission" on page 36
See "Flatness" on page 37
See "Result summary" on page 50

Retrieve trace data

e Using the TRACEe[:DATA] COMMANA..........ccoriiiiiiiiiiiiiiccere e e e e e e e e e e e e e e eeeeeeeens 267
o Read MeasuremMent FESUILS.........ciiiueii et e e e eeaa s 283

Using the TRACe[:DATA] command

This section contains information on the TRACe : DATA command and a detailed
description of the characteristics of that command.

The TRACe : DATA command queries the trace data or results of the currently active
measurement or result display. The type, number and structure of the return values are
specific for each result display. For results that have any kind of unit, the command
returns the results in the unit you have currently set for that result display.

For several result displays, the command also supports various SCPI parameters

in combination with the query. If available, each SCPI parameter returns a different
aspect of the results. If SCPI parameters are supported, you have to quote one in the
query.

Example:
TRAC2:DATA? TRACE1L

The format of the return values is either in ASCII or binary characters and depends on
the format you have set with FORMat [ : DATA].

Following this detailed description, find a short summary of the most important func-
tions of the command (TRACe<n>[ : DATA] ?).

Selecting a measurement window

Before querying results, you have to select the measurement window with the suffix
<n> at TRACe. The range of <n> depends on the number of active measurement
windows.

For measurements on aggregated carriers, where each measurement window has
subwindows, you have to select the subwindow first with DISPlay [ :WINDow<n>] [ :
SUBWindow<w>] : SELect.
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Capture buffer

For the capture buffer result display, the command returns one value for each 1/Q
sample in the capture buffer.

<absolute power>,

The unit is always dBm.

The following parameters are supported.

TRAC:DATA TRACE1

Note that the command returns positive peak values only.

EVM vs carrier

For the EVM vs carrier result display, the command returns one value for each subcar-
rier that has been analyzed.

<EVM>,

The unit depends on UNIT:EVM.

The following parameters are supported.

TRAC:DATA TRACE1
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The return values depend on the evaluation range:
— A specific subframe: average EVM of that subframe over all slots.
— A specific slot: EVM of that slot.

e TRAC:DATA TRACE2
The return values depend on the evaluation range:
— A specific subframe: minimum EVM of that subframe over all slots.
— A specific slot: not supported.

e TRAC:DATA TRACE3
The return values depend on the evaluation range:
— A specific subframe: maximum EVM of that subframe over all slots.
— A specific slot: not supported.

6.9.1.3 EVM vs symbol

For the EVM vs symbol result display, the command returns one value for each OFDM
symbol that has been analyzed.

<EVM>,
The unit depends on UNIT:EVM.

The following parameters are supported.

e TRAC:DATA TRACE1L
The return values depend on the evaluation range:
— A specific subframe: EVM of that subframe over all slots.
— A specific slot: EVM of that slot.

6.9.1.4 EVMvsRB

For the EVM vs RB result display, the command returns one value for each resource
block that has been analyzed.

<EVM>,
The unit depends on UNIT:EVM.

The following parameters are supported.
e TRAC:DATA TRACE1L
The return values depend on the evaluation range:

— All bandwidth parts: average EVM of the first bandwidth part if the SS/PBCH
block does not exist (if the SS/PBCH block exists, it returns an error).

— A specific bandwidth part: average EVM of the selected BWP over all sub-
frames.

— A specific subframe: average EVM of that subframe over all slots.
— A specific slot: EVM of that slot.
e TRAC:DATA TRACE2
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The return values depend on the evaluation range:

— All bandwidth parts: average EVM of the first bandwidth part if the SS/PBCH
block does exist. If the SS/PBCH block does not exist, it returns the results of
the second bandwidth part).

— A specific bandwidth part: minimum EVM of the selected BWP block over all
subframes.

— A specific subframe: minimum EVM of that subframe over all slots.
— A specific slot: not supported.
e TRAC:DATA TRACE3
The return values depend on the evaluation range:
— All bandwidth parts: average EVM of the third BWP over all subframes.

— A specific bandwidth part: maximum EVM of the selected BWP block over all
subframes.

— A specific subframe: maximum EVM of that subframe over all slots.
— A specific slot: not supported.

e TRAC:DATA TRACE4 | TRACE5S | TRACE6 | TRACE7 | TRACES
Only supported for evaluation over all bandwidth parts.
Returns the average EVM of the corresponding bandwidth part over all subframes
(for example TRACE4 for the 4th bandwidth part).

The following parameters are supported.

e TRAC:DATA TRACE1
The return values depend on the evaluation range:
— A specific subframe: average EVM of that subframe over all slots.
— A specific slot: EVM of that slot.

e TRAC:DATA TRACE2
The return values depend on the evaluation range:
— A specific subframe: minimum EVM of that subframe over all slots.
— A specific slot: not supported.

e TRAC:DATA TRACE3
The return values depend on the evaluation range:
— A specific subframe: maximum EVM of that subframe over all slots.
— A specific slot: not supported.

6.9.1.5 Frequency error vs symbol
For the frequency error vs symbol result display, the command returns one value for
each OFDM symbol that has been analyzed.
<frequency error>, ...
The unit is always Hz.

The following parameters are supported.
e TRAC:DATA TRACE1
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The return values depend on the evaluation range:
— A specific subframe: Frequency error of that subframe over all slots.
— A specific slot: Frequency error of that slot.

6.9.1.6 Frequency error vs subframe

For the frequency error vs symbol result display, the command returns one value for
each of the nine subframes that have been analyzed.

<frequency error>,...
The unit is always Hz.

The following parameters are supported.
e TRAC:DATA TRACEL
The return values depend on the evaluation range:

— All bandwidth parts: Frequency error for the subframes of the selected band-
width part.

— A specific bandwidth part: Frequency error for the subframes of the selected
BWP.

e TRAC:DATA TRACE2 to TRACES
Only supported for evaluation over all bandwidth parts.
Returns the frequency error for the subframes of the corresponding bandwidth part
(for example TRACES3 for the 3rd bandwidth part).

6.9.1.7 Power spectrum

For the power spectrum result display, the command returns one value for each trace
point.

<power>, ...
The unit is always dBm/Hz.

The following parameters are supported.
e TRAC:DATA TRACE1

6.9.1.8 In-band emission

For the in-band emission result display, the number and type of returns values depend
on the parameter.

e TRAC:DATA TRACE1l

Returns the relative resource block indices (x-axis values).
<RB index>,

The resource block index has no unit.
e TRAC:DATA TRACE2

Returns one value for each resource block index.
<relative power>,
The unit of the relative in-band emission is dB.
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e TRAC:DATA TRACE3

Returns the data points of the upper limit line.
<limit>,
The unit is always dB.

Note that you have to select a particular subframe to get results.

6.9.1.9 In-band emission summary

For the in-band emission summary result display, the command returns the contents of
the table.
The following parameters are supported.

e TRAC:DATA TRACE1L
Returns the limit check results (three values) for each limit category (three catego-
ries).
<RB_General>,<Power General>,<DeltaToLimit General>,
<RB_IQImage>,<Power IQLImage>,<DeltaToLimitIQImage>,
<RB_ CarrierLeakage>, <Power CarrierLeakage>,
<DeltaToLimit CarrierLeakage>,

Example:
TRAC:DATA? TRACEI would return:

-1.000000000,-4.432175636E+001,+3.507492542E+001,
+1.390000000E+002,-5.552246571E+001,+4.627563477E+001,
+6.700000000E+001,-5.550722122E+001,+4.931751728E+001

6.9.1.10 Flatness vs carrier

For the flatness vs carrier result display, the command returns one value for each trace
point.

<relative power>,
The unit is always dB. The number of values depends on the selected 5G NR band-
width.
The following parameters are supported.
e TRAC:DATA TRACE1
The return values depend on the evaluation range:
— A specific subframe: average power of that subframe over all slots.
— A specific slot: power of that slot.
e TRAC:DATA TRACE2
The return values depend on the evaluation range:
— A specific subframe: minimum power of that subframe over all slots.

— A specific slot: not supported.
e TRAC:DATA TRACE3
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The return values depend on the evaluation range:
— A specific subframe: maximum power of that subframe over all slots.
— A specific slot: not supported.

6.9.1.11 CCDF

For the CCDF result display, the type of return values depends on the parameter.

e TRAC:DATA TRACE1L

Returns the probability values (y-axis).

<# of values>, <probability>,

The unit is always %.

The first value that is returned is the number of the following values.
e TRAC:DATA TRACEZ2

Returns the corresponding power levels (x-axis).

<# of values>, <relative power>,

The unit is always dB.

The first value that is returned is the number of the following values.

6.9.1.12 Constellation diagram

For the constellation diagram, the command returns two values for each constellation
point.

<I[SFO][SymO][Carrier1]>, <Q[SFO][SymO][Carrier1]>, ..., <I[[SFO][SymO][Carrier(n)]>, <Q[SFO][SymO0][Car-
rier(n)]>,

<I[SFO][Sym1][Carrier1]>, <Q[SFO][Sym1][Carrier1]>, ..., <I[[SFO][Sym1][Carrier(n)]>, <Q[SFO][Sym1][Car-
rier(n)]>,

<I[SFO][Sym(n)][Carrier1]>, <Q[SFO][Sym(n)][Carrier1]>, ..., <I[[SFO][Sym(n)][Carrier(n)]>, <Q[SFO][Sym(n)]
[Carrier(n)]>,

<I[SF1][SymO][Carrier1]>, <Q[SF1][SymO][Carrier1]>, ..., <I[[SF1][SymO][Carrier(n)]>, <Q[SF1][SymO0][Car-
rier(n)]>,

<I[SF1][Sym1][Carrier1]>, <Q[SF1][Sym1][Carrier1]>, ..., <I[[SF1][Sym1][Carrier(n)]>, <Q[SF1][Sym1][Car-
rier(n)]>,

<I[SF(n)][Sym(n)][Carrier1]>, <Q[SF(n)][Sym(n)][Carrier1]>, ..., <I[SF(n)][Sym(n)][Carrier(n)]>, <Q[SF(n)]
[Sym(n)][Carrier(n)]>

With SF = subframe and Sym = symbol of that subframe.

The | and Q values have no unit.

The number of return values depends on the constellation selection. By default, it
returns all resource elements including the DC carrier.

The command returns the values for all resource elements. However, only the alloca-
ted resource elements have a value. All others are returned as NAN. If you query the
constellation for a signal, the stream of values would look like this:

e NAN,NAN, (...),RE[BWPO],RE[BWPO], (...),NAN,NAN, (...)

The following parameters are supported.
e TRAC:DATA TRACE1
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Returns all constellation points included in the selection.

6.9.1.13 Allocation summary

For the allocation summary, the command returns several values for each line of the
table.

o <bwp>

e <subframe>

e <slot>

e <allocation ID>

e <number of RB>

e <relative power>

e <modulation>

e <absolute power>

o <EVM>
The data format of the return values is always ASCII.

The return values have the following characteristics.

e The<allocation IDisencoded.
For the code assignment, see Section 6.9.1.25, "Return value codes",
on page 283.

e The <modulation> is encoded.
For the code assignment, see Section 6.9.1.25, "Return value codes",
on page 283.

e The unit for <absolute power> is always dBm.
e The unit for <EVM> depends on UNIT:EVM.

Additional information "ALL"

In addition, there is a line at the end of the allocation summary that shows the average
EVM over all analyzed subframes. This information is also added as the last return
values. The "ALL" information has the subframe ID and allocation ID code "-2".

A query result would thus look like this, for example:

6.9.1.14 Bitstream

For the bitstream result display, the number of return values depends on the parame-
ter.

e TRACE:DATA TRACEL
Returns several values and the bitstream for each line of the table.
<bwp>, <subframe>, <slot>, <allocation ID>, <codeword>,
<modulation>, <# of decoded bits>, <# of decoded bit errors>,
<# of symbols/bits>, <hexadecimal/binary numbers>, ...

e TRACE:DATA TRACE2
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Returns the CRC status of an allocation, but not the bitstream.
<bwp>, <subframe>, <slot>, <allocation ID>, <codeword>, <crc
status>, ...

e TRAC:DATA TRACE3
Returns all informative values of an allocation, but not the bitstream.
<bwp>, <subframe>, <slot>, <allocation ID>, <codeword>, <crc
status>, <modulation>, <# of decoded bits>, <# of decoded bit
errors>, <# of symbols/bits>,...

e TRAC:DATA TRACE4
Note that this query is only available under certain circumstances. For more infor-
mation, see the description of the bitstream result display.
Returns all informative values of an allocation, including the totals over all PDSCH
allocations that contribute to the bitstream, but not the bitstream itself.
<bwp>, <subframe>, <slot>, <allocation ID>, <codeword>, <crc
status>, <modulation>, <# of decoded bits>, <# of decoded
bit errors>, <# of symbols/bits>,...,<total # decoded bits>,
<total # bit errors>, <total # bits>, <total bit error rate>

e TRAC:DATA TRACES
Returns the CRC status of an allocation, including the number of bits in the bit-
stream.
<bwp>, <subframe>, <slot>, <allocation ID>, <codeword>, <crc
status>, <#Bits>,...

e TRAC:DATA TRACEG6
Note that this query is only available under certain circumstances. For more infor-
mation, see the description of the bitstream result display.
Returns all informative values of an allocation, including the totals over all PDSCH
allocations that contribute to the bitstream, but not the bitstream itself. The differ-
ence to TRACE3 is that this query includes the Bit/s result.
<bwp>, <subframe>, <slot>, <allocation ID>, <codeword>, <crc
status>, <modulation>, <# of decoded bits>, <# of decoded bit
errors>, <# of symbols/bits>, ..., <total # decoded bits>,
<total # bit errors>, <total # bits>, <total bit error rate>,
<bit per second>

All values have no unit. The format of the bitstream depends on the demodulation data
property.

The <allocation ID>, <codeword>, <crc status>and <modulation> are
encoded. For the code assignment, see Section 6.9.1.25, "Return value codes",
on page 283.

For symbols or bits that are not transmitted, the command returns:
e "FFFF" if the bitstream is analyzed before decoding.
e "9"if the bitstream is analyzed after decoding.

Note that the data format of the return values is always ASCII.
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TRAC:DATA? TRACE1 would return:

-1,0,0,-500200,0,2,0,0,432, 01, 01, ©0O, 02, 03, 0O, 01, 02, 01, 02, 01,
<continues like this until the next data block starts or the end of data is reached>

0,0,0,-200000,0,2,0,0,2430,02,03,03,03,01,01, 01, 03, 00, 03,

6.9.1.15 EVM vs symbol x carrier
For the EVM vs symbol x carrier, the command returns one value for each resource
element.
<SS/BWP>,<Subcarrier Spacing>,<Symbol Start Offset>,

<Freq Start Offset>,<#Symbols>,<#Carriers>,

<EVM[Symbol (0) ,Carrier(l)]>, ..., <EVM[Symbol (0),Carrier(n)]>,
<EVM[Symbol (1),Carrier(l)]>, ..., <EVM[Symbol (1),Carrier(n)]>,
<EVM[Symbol (n),Carrier(1l)]1>, ..., <EVM[Symbol (n),Carrier(n)]>,

The unit depends on UNIT:EVM.
The number of values depends on the evaluation range.
Resource elements that are unused return NAN.

The following parameters are supported.

e TRAC:DATA TRACE1
The return values depend on the evaluation range:
— All bandwidth parts: EVM of the first bandwidth part.
— A specific bandwidth part: EVM of the selected BWP.

6.9.1.16 Power vs symbol x carrier
For the power vs symbol x carrier, the command returns one value for each resource
element.
<SS/BWP>,<Subcarrier Spacing>,<Symbol Start Offset>,

<Freq Start Offset>,<#Symbols>,<#Carriers>,

<P[Symbol (0),Carrier(l)]>, ..., <P[Symbol(0),Carrier(n)]>,
<P[Symbol (1),Carrier(l)]>, ..., <P[Symbol(l),Carrier(n)]>,
<P[Symbol (n),Carrier(l)]>, ..., <P[Symbol(n),Carrier(n)]>,
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with P = Power of a resource element.

The unit is always dBm.

The number of values depends on the evaluation range.
Resource elements that are unused return NAN.

The following parameters are supported.

e TRAC:DATA TRACE1L
The return values depend on the evaluation range:
— All bandwidth parts: EVM of the first bandwidth part.
— A specific bandwidth part: EVM of the selected BWP.

6.9.1.17 Allocation ID vs symbol x carrier
For the allocation ID vs symbol x carrier, the command returns one value for each
resource element.
<SS/BWP>,<Subcarrier Spacing>,<Symbol Start Offset>,

<Freq Start Offset>,<#Symbols>,<#Carriers>,

<ID[Symbol (0),Carrier(1l)]>, ..., <ID[Symbol(0),Carrier(n)]l>,
<ID[Symbol (1),Carrier(l)]>, ..., <ID[Symbol(l),Carrier(n)]>,
<ID[Symbol (n),Carrier(l)]>, ..., <ID[Symbol (n),Carrier(n)]>,

The <allocation ID> is encoded.
For the code assignment, see Section 6.9.1.25, "Return value codes", on page 283.
The number of values depends on the evaluation range.

The following parameters are supported.

e TRAC:DATA TRACE1
The return values depend on the evaluation range:
— All bandwidth parts: EVM of the first bandwidth part.
— A specific bandwidth part: EVM of the selected BWP.

6.9.1.18 RS phase
For the RS phase result display, the command returns one value for each subcarrier
that has been analyzed.
<Phase>,
The unit is degrees.

The following parameters are supported.
e TRAC:DATA TRACE1
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The return values depend on the evaluation range:
— All antenna ports: average phase of the antenna port mapped to trace 1.

— A specific antenna port: average phase of the selected antenna port over all
slots.

— A specific bandwidth part or subframe: average phase of the selected antenna
port over all slots.

— A specific slot: phase of that slot.
e TRAC:DATA TRACE2
The return values depend on the evaluation range:
— All antenna ports: average phase of the antenna port mapped to trace 1.

— A specific antenna port: minimum phase of the selected antenna port over all
slots.

— A specific bandwidth part or subframe: minimum phase of the selected antenna
port over all slots.

— A specific slot: not supported.
e TRAC:DATA TRACE3
The return values depend on the evaluation range:
— All antenna ports: average phase of the antenna port mapped to trace 1.

— A specific antenna port: maximum phase of the selected antenna port over all
slots.

— A specific bandwidth part or subframe: maximum phase of the selected
antenna port over all slots.

— A specific slot: not supported.

e TRAC:DATA TRACE4 | TRACE5S | TRACE6 | TRACE7 | TRACES
Only supported for evaluation over all antenna ports.
Returns the average phase of the corresponding antenna port over all subcarriers
(for example TRACE4 for the antenna port mapped to the 4th trace).

6.9.1.19 RS magnitude

For the RS magnitude result display, the command returns one value for each subcar-
rier that has been analyzed.

<Magnitude>,

The unit is dB.

The following parameters are supported.
e TRAC:DATA TRACE1L
The return values depend on the evaluation range:
— All antenna ports: average magnitude of the antenna port mapped to trace 1.

— A specific antenna port: average magnitude of the selected antenna port over
all slots.

— A specific bandwidth part or subframe: average magnitude of the selected
antenna port over all slots.
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— A specific slot: magnitude of that slot.
e TRAC:DATA TRACE2
The return values depend on the evaluation range:
— All antenna ports: average magnitude of the antenna port mapped to trace 1.

— A specific antenna port: minimum magnitude of the selected antenna port over
all slots.

— A specific bandwidth part or subframe: minimum magnitude of the selected
antenna port over all slots.

— A specific slot: not supported.
e TRAC:DATA TRACE3
The return values depend on the evaluation range:
— All antenna ports: average magnitude of the antenna port mapped to trace 1.

— A specific antenna port: maximum magnitude of the selected antenna port over
all slots.

— A specific bandwidth part or subframe: maximum magnitude of the selected
antenna port over all slots.

— A specific slot: not supported.

e TRAC:DATA TRACE4 | TRACE5 | TRACE6 | TRACE7 | TRACES
Only supported for evaluation over all antenna ports.
Returns the average magnitude of the corresponding antenna port over all subcar-
riers (for example TRACE4 for the antenna port mapped to the 4th trace).

6.9.1.20 RS phase difference

For the RS phase difference result display, the command returns one value for each
subcarrier that has been analyzed. The value is the phase deviation to a reference
antenna port.

<Phase>,
The unit is degrees.

The following parameters are supported.
e TRAC:DATA TRACE1L
The return values depend on the evaluation range:

— All antenna ports: average phase deviation of the antenna port mapped to trace
1.

— A specific antenna port: average phase deviation of the selected antenna port
over all slots.

— A specific bandwidth part or subframe: average phase deviation of the selected
antenna port over all slots.

— A specific slot: phase deviation of that slot.
e TRAC:DATA TRACE2
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The return values depend on the evaluation range:

— All antenna ports: average phase deviation of the antenna port mapped to trace
1.

— A specific antenna port: minimum phase deviation of the selected antenna port
over all slots.

— A specific bandwidth part or subframe: minimum phase deviation of the
selected antenna port over all slots.

— A specific slot: not supported.
e TRAC:DATA TRACE3
The return values depend on the evaluation range:
— All antenna ports: average phase deviation of the antenna port mapped to trace
1.
— A specific antenna port: maximum phase deviation of the selected antenna port
over all slots.
— A specific bandwidth part or subframe: maximum phase deviation of the
selected antenna port over all slots.
— A specific slot: not supported.
e TRAC:DATA TRACE4 | TRACE5 | TRACE6 | TRACE7 | TRACES
Only supported for evaluation over all antenna ports.

Returns the average phase deviation of the corresponding antenna port over all
subcarriers (for example TRACE4 for the antenna port mapped to the 4th trace).

6.9.1.21 Beamforming summary

For the beamforming summary result display, the command returns four values for
each allocation that has been found.

<BWP>, <Subframe>, <Slot>, <AllocationType>, <AP>, <Phase>,
<PhaseDifference>,

The unit for <Phase> and <PhaseDifference> is always degrees. The other values
have no unit.

The <AllocationType> is encoded. For the code assignment, see Section 6.9.1.25,
"Return value codes", on page 283.

6.9.1.22 Adjacent channel leakage ratio

For the ACLR result display, the number and type of returns values depend on the
parameter.

e TRAC:DATA TRACE1L
Returns one value for each trace point.

e TRAC:DATA RESult
Combined mode only. Returns the results for all ACLR measurements in a mea-
surement sequence.

For each measurement event, the command returns the following information.
<event number>, <channel power>,
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<abs. power lower adj. ch. <abs. power upper adj. ch.

>, >,
<rel. power lower adj. ch.>, <rel. power upper adj. ch.>,
<abs. power lower alt. ch.>, <abs. power upper alt. ch.>,
<rel. power lower alt. ch.>, <rel. power upper alt. ch.>,
etc.

The number of values for alternate channels depends on the number of alternate

channels in the measurement.

e TRAC:DATA LIMit
Combined mode only. Returns the results for all ACLR limit checks in a measure-
ment sequence.
For each measurement event, the command returns the following information.
<event number>,
<adj. ch. limit check result>,
<abs. limit lower adj. ch.>, <abs. limit upper adj. ch.>,
<rel. limit lower adj. ch.>, <rel. limit upper adj. ch.>,
<alt. ch. limit check result>,
<abs. power lower alt. ch.>, <abs. power upper alt. ch.>,
<rel. power lower alt. ch.>, <rel. power upper alt. ch.>
etc.
The limit check results are either PASSED or FATLED. The number of results for
alternate channels depends on the number of alternate channels in the measure-
ment.

6.9.1.23 Spectrum emission mask

For the SEM measurement, the number and type of returns values depend on the
parameter.

e TRAC:DATA TRACE1l
Returns one value for each trace point.
<absolute power>,
The unit is always dBm.

e TRAC:DATA LIST
Returns the contents of the SEM table. For every frequency in the spectrum emis-
sion mask, it returns 11 values.
<index>, <start frequency in Hz>, <stop frequency in Hz>,
<RBW in Hz>, <limit fail frequency in Hz>, <absolute power in
dBm>, <relative power in dBc>, <limit distance in dB>, <limit
check result>, <reserved>, <reserved>...
The <1limit check result> is either a O (for PASS) or a 1 (for FAIL).

e TRAC:DATA RESult
Combined mode only. Returns the results for all SEM measurements in a measure-
ment sequence.
For each measurement event, the command returns the following information.
<event number>, <channel power>, <range index>, <start
frequency in Hz>, <stop frequency in Hz>, <RBW in Hz>,
<frequency>, <absolute power in dBm>, <relative power
in dBc>, <limit distance in dB>, <limit check result>,
<reserved>, <reserved>, etc.
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The number of SEM ranges depend on the SEM configuration.

e TRAC:DATA LIMit
Combined mode only. Returns the results for all SEM limit checks in a measure-
ment sequence.
For each measurement event, the command returns the following information.
<event number>, <limit check result>, etc.
The limit check results are either PASSED or FATLED.

6.9.1.24 Combined EVM/ACLR /SEM

For combined EVM / ACLR / SEM result summary, the return values depend on the
number of carriers.

Single carrier measurements

The command returns the following values for each measurement.

<measID>, <time stamp>, <EVM>, <power>, <sync state>, <ACLR
result>, <SEM result>, <OVLD>,

Multi-carrier measurements

The command returns the following values for each measurement.
<measID>, <cc>, <time stamp>, <EVM>, <power>, <sync state>,

<MCACLR result>, <CACLR result>, <MCSEM result>, <OVLD>,

Note that <MCACLR result>, <CACLR result>, <MCSEM result> are not eval-

uated in uplink measurements. Therefore, the return value for these results is always =
0.

The <SyncState>, <ACLR result>and <SEM result> are encoded:

e 1 for a pass and 0 for a fail.

The <OVLD> state is encoded.
e NAN: no overload

e (0:RFOVLD

e 2:|IFQOVLD

e 3:INPUT OVLD

The following parameters are supported.

e TRAC:DATA TRACE1
Returns the results for all events.

e TRAC:DATA TRACE2
Returns the results for a selected event ([ SENSe: ][NR5G[ : CC<cc>] : SMID).

In addition, you can query individual results (for example the time stamp). To query
other results from the combined result summary, use the standard commands to query
the results.

For a detailed list, see Section 6.7.1, "Result summary", on page 214.
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6.9.1.25 Return value codes

<allocation ID>

Represents the allocation ID. The range is as follows.
e -1=INVALID

e -1xxxxx = PUSCH DMRS

e -2xxxxx = PUCCH

e -3xxxxx = PUCCH DMRS

e -4xxxxx = PUSCH PTRS
Note. xxxxx is a placeholder for the ID of the channel.
If the channel has, for example, the ID 22, the return value would be -100022,
-200022 or -300022 (depending on the configuration)

<modulation>

Represents the modulation scheme.
e 0 = unrecognized

e 1=RBPSK

e 2=QPSK

e 3=16QAM

e 4=64QAM

e 14 =256QAM

e 15=1024QAM

e 16 =CAZAC

e 17 =pi/2 BPSK

e 19 =4096QAM

e 20 =16kQAM

e 21 = custom modulation

6.9.2 Read measurement results

CALCulate<n>:MARKer<m>:FUNCtion:POWer<sb>:RESult[:CURReNt]?.........cccevvuerererennn. 283
CALCulate<n>:MARKer<m>:FUNCtion:POWer<sb>:RESult:DETaIlS..........cevvvuerreerrrrunieennnns 285
FORMEDATA: vttt eeeeeeeeeeeeeeeeeee et eeseseeeseseeeeseeeeeseseseseeaeeeseeesesesesesasaeseeeeeseseseseeeeeneees 285
RERTAN 07N o b 07N - oo PP 286
TRACENSTDATALZ. et v eeeeeeeeeeeeeeetereseeeeeeeeseeeesesesestesesesesseseseseesese st et sessesesesseseeeseseeneseseaees 286
LR YA 07T g b [ L 1 9 287

CALCulate<n>:MARKer<m>:FUNCtion:POWer<sb>:RESult[: CURRent]?
[<Measurement>]

Queries the results of the ACLR measurement or the total signal power level of the
SEM measurement.
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To get a valid result, you have to perform a complete measurement with synchroniza-
tion to the end of the measurement before reading out the result. This is only possible
for single sweeps.

Suffix:

<n> 1...16 (window)
<m> 1...4 (marker)
<sb> irrelevant

Query parameters:

<Measurement> cPOW
This parameter queries the channel power of the reference
range.

MCAC

Queries the channel powers of the ACLR measurements as
shown in the ACLR table.

Where available, this parameter also queries the power of the
adjacent channels (for example in the ACLR measurement).

Return values:
<Result> Results for the Spectrum Emission Mask measurement:
Power level in dBm.

Results for the ACLR measurements:

Relative power levels of the ACLR channels. The number of
return values depends on the number of transmission and adja-
cent channels. The order of return values is:

» <TXChannelPower> is the power of the transmission channel
in dBm

» <LowerAdjChannelPower> is the relative power of the lower
adjacent channel in dB

» <UpperAdjChannelPower> is the relative power of the upper
adjacent channel in dB

» <1stLowerAltChannelPower> is the relative power of the first
lower alternate channel in dB

» <1stUpperAltChannelPower> is the relative power of the first
lower alternate channel in dB

(...)

» <nthLowerAltChannelPower> is the relative power of a subse-
quent lower alternate channel in dB

» <nthUpperAltChannelPower> is the relative power of a subse-
quent lower alternate channel in dB

Example: CALC1:MARK:FUNC:POW:RES? MCAC
Returns the current ACLR measurement results.

Usage: Query only

Manual operation: See "Result summary" on page 50
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CALCulate<n>:MARKer<m>:FUNCtion:POWer<sb>:RESult:DETails
<Measurement>

Queries the results of the ACLR measurement.

To get a valid result, you have to perform a complete measurement with synchroniza-
tion to the end of the measurement before reading out the result. This is only possible
for single sweeps.

Prerequisites for this command

e Available for combined measurements only.

Suffix:

<n> 1...16 (window)
<m> 1...4 (marker)
<sb> irrelevant
Parameters:

<Measurement> ACPower

Return values:

<Result> Results for the ACLR measurements:
Absolute and relative power levels of the ACLR channels. The
number of return values depends on the number of transmission
and adjacent channels. The order of return values is:
» <TXChannelPower> is the power of the transmission channel
in dBm
» <LowerAdjChannelPower> is the relative power of the lower
adjacent channel in dB
» <UpperAdjChannelPower> is the relative power of the upper
adjacent channel in dB
» <1stLowerAltChannelPower> is the relative power of the first
lower alternate channel in dB
» <1stUpperAltChannelPower> is the relative power of the first
lower alternate channel in dB
(...)
» <nthLowerAltChannelPower> is the relative power of a subse-
quent lower alternate channel in dB
» <nthUpperAltChannelPower> is the relative power of a subse-
quent lower alternate channel in dB

Example: /[Query the current ACLR measurement results.
CALC1:MARK:FUNC:POW:RES? ACP

Manual operation: See "Result summary" on page 50

FORMat[:DATA] <Format>

Selects the data format for the data transmission between the R&S FSV/A and the
remote client.
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Parameters:

<Format> ASCii | REAL
*RST: ASCii

Example: //Select data format
FORM REAL

TRACe<n>:CATalog?
Queries the tpyes of traces in a diagram.

Prerequisites for this command
e Query results in a window that contains one or more line traces.

Suffix:
<n> 1...16 (window)

Return values:
<TraceType> CLRW | SSB<x> | BWP<x> | AVG | MIN | MAX

CLRW

For result displays with a single trace (for example the capture
buffer).

SSB<x> | BWP<x>

For unfiltered result displays that show all signal parts (for exam-
ple unfiltered EVM vs Carrier).

(SSB = synchronization signal block, BWP = bandwidth part)

AVG | MIN | MAX

For result displays that are filtered by a specific bandwidth

part or subframe and show the average, minimum or maximum
results of the slots (for example filtered EVM vs Carrier).

Example: /IQuery trace types
TRAC2:CAT?

Usage: Query only

TRACe<n>[:DATA]? <Result>
This command queries the trace data for each measurement point (y-axis values).

In combination with TRACe<n>[ :DATA] : X2, you can thus query the coordinates of
each measurement point.

Suffix:

<n> Window 1...16
Parameters:

RESult Combined mode only:

Queries the results of all ACLR or SEM measurements in a
measurement sequence.
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LIMit Combined mode only:
Queries the limit check results of all ACLR or SEM measure-
ments in a measurement sequence.

Query parameters:
<TraceNumber> TRACE1 | TRACE2 | TRACE3
Queries the trace data of the corresponding trace.

LIST Queries the results for the SEM measurement.

Return values:

<TraceData> For more information about the type of return values in the differ-
ent result displays, see Section 6.9.1, "Using the TRACe[:DATA]
command", on page 267.

Example: /IQuery results of the second measurement window. The type of
data that is returned by the parameter (TRACE1) depends on the

result display shown in measurement window 2.
TRAC2? TRACE1l

Usage: Query only

Manual operation: See "Data import and export" on page 174

TRACe<n>[:DATA]:X? <Result>
Queries the horizontal trace data for each measurement point (x-axis values).

In combination with TRACe<n>[:DATA] 2, you can thus query the coordinates of each
measurement point.

Suffix:
<n> 1...16 (window)

Query parameters:
<TraceNumber> TRACe1 | TRACe2 | TRACe3 | TRACe4 | TRACe5 | TRACeb6

Return values:
<TraceData> The type of value depends on the information displayed on the
x-axis of the result display whose contents you query.

Example: /IQuery trace data of trace 1 in window 2
TRAC2? TRACEL
TRAC2:X? TRACEL

Usage: Query only
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Manual operation: See "EVM vs Carrier" on page 31

See "EVM vs Symbol" on page 32

See "EVM vs RB" on page 33

See "Frequency Error vs Symbol" on page 34

See "Frequency Error vs Subframe" on page 35

See "Power Spectrum" on page 36

See "In-band Emission" on page 36

See "Flatness" on page 37

See "Capture Buffer" on page 38

See "Spectrum Flatness" on page 48
Configuration
o General CoNfigUIatioN..........ooii it 289
e Automatic coNfiQUIration...........eeeeviiiiiiiii i 292
®  PhysiCal SEHINGS. ... 295
e Component carrier CONfiguIration...........ceeeeeeiiiiicciiiiiee e 300
e General radio frame configuration...........ccccuvieeeiii i 304
e Bandwidth part configuration..............coooiiiccc s 306
®  SIot CONFIGUIAION......eeeeeciiee e e e 309
® SRS CONfiQUIatioN.....ccoiiiiiiie e 316
e PUCCH allocation configuration............c..coie i 325
e PUSCH allocation configuration.............ucueeeeiiiiieiee e 331
e Enhanced PUCCH allocation configuration...........ccccccueeeeieieee e iccciiieeeece e 338
e Enhanced PUSCH settings: DMRS..........ccoo i 346
e Enhanced PUSCH settings: PTRS......cco i 358
e Enhanced PUSCH settings: scrambling / coding.........ccccccevieiiiiiiiiciciieieeeeeeeee, 364
e Enhanced PUSCH settings: custom constellation...........ccccooviiiciiiiiiieniieee 367
o Antenna port CONfIGUIrAtION..........uiiiiiiiiiiei e 371
e Advanced settings: global.............uuieiiiiiii i 372
e Advanced settings: reference POINt A.....ooeeiee i 376
e Advanced settings: FDSS-SE..........oocccccc e 379
®  Generator CONTIOL......ooii it e e e e e e e e e e e 382
o INput CONFIQUIAtioON. .. . e 388
o  Frequency CONfIQUIAtioN..........oeiiiiiii i 391
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o  Combined MEASUIEMENTS. .....iiiiiiiie ettt e e e e ee e e s enneeeees 416
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General configuration

The following remote control command control general configration of the application.

The remote control commands to select the result displays for I/Q measurements are
described in Section 6.5, "Screen layout", on page 201.

CONFIgUre[:NRSGIIMEASUIEMENT. ....euvruruurununaaaaaieeeeeeeaeaaaaeeereeereeeeeeeanrnnnnnnnnaaaaaeaeeeeees 289
FORMat:DEXPOIt:FORMAL. .....ceeeeiiiiieeiiee ittt e et e e e e e e e s e s e ereeeeeeaaeaeeeas 289
MMEMOTrY:LOAD: IQ:STATEIALL...cettiitei et e eeeitie e e e ettt e e e e et s s e e s eeas s e s s eeeasassaeseesnaseaaeees 290
MMEMOry:STORESN>IIQ:ISTATE. .. eeeiiiettietettnteteaeaaae e e e e e e e e e e aaaaaaeteeeeeeeaeeeeesensnnanaae e eas 290
MMEMory:STORE<N>:IQ:STATEIALL ... ceiiiiiiiiitteeeeee e e e e e e et 290
MMEMOry:STORE<N>IQNC:STATE .. ceeeieieueuuaaaaaaaa e e e e e eeaaaaeeeeeeeeeeeeaeeenennnnnaaaaaaaaeaeeeens 291
MMEMOry:STORE<N>IMSERVICE. .....ceieiiieeeieieieeeeeeeeie e se e e e e e e e e e e e e e e e eeeeeeeeeenaennees 291
SYSTem:PRESEt:CHANNEIEXEC]........citiiiieeeerereeriririiieaeaeeeeeeeeeeeeeeeeseseseeeeesssssssrsrnnnnns 291

CONFigure[:NR5G]:MEASurement <Measurement>
Selects the measurement type.

Parameters:

<Measurement> ACLR
Selects the adjacent channel leakage ratio (ACLR) measure-
ment.

ESPectrum

Selects the spectrum emission mask (SEM) measurement.
EVM

Selects I/Q measurements.

PRACh
Select PRACH analysis measurement.

*RST: EVM

Example: //Select a measurement
CONF:MEAS EVM

Manual operation: See "EVM" on page 18
See "PRACH Analysis" on page 19
See "Channel Power ACLR" on page 19
See "SEM" on page 19
See "Adjacent Channel Leakage Ratio (ACLR)" on page 49
See "Spectrum Emission Mask (SEM)" on page 51
See "Select Measurement" on page 60

FORMat:DEXPort:FORMat <FileFormat>

Determines the format of the ASCII file to be imported or exported. Depending on
the external program that creates the data file or evaluates it, a comma-separated list
(CSV) or a plain data format (DAT) file is required.
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Parameters:
<FileFormat> CSV | DAT

*RST: DAT
Example: FORM:DEXP:FORM CSV

Manual operation: See "Data import and export" on page 174

MMEMory:LOAD:IQ:STATe:ALL 1, <FileName>

Restores the captured I/Q data of all measurements in a combined measurement
sequence to a file.

The file extension is *.iq.tar.

Parameters:

1 Fixed value.

<FileName> String containing the path and name of the target file.
Example: [llmport I/Q data

MMEM:LOAD:IQ:STAT:ALL 1, 'C:
\R_S\Instr\user\data.iq.tar'

Manual operation: See "Data import and export" on page 174

MMEMory:STORe<n>:1Q:STATe <Value>,<FileName>

Saves I/Q data to a file.

Suffix:

<n> irrelevant

Parameters:

<Value> 1

<FileName> String containing the path and name of the target file.
Example: MMEM:STOR:IQ:STAT 'C:

\R_S\Instr\user\data.iqg.tar'
Saves 1/Q data to the specified file.

Manual operation: See "Data import and export" on page 174

MMEMory:STORe<n>:IQ:STATe:ALL 1, <FileName>

Writes the captured I/Q data of all measurements in a combined measurement
sequence to a file.

The file extension is *.ig.tar. By default, the contents of the file are in 32-bit floating
point format.

Suffix:
<n> irrelevant
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Parameters:
1 Fixed value.
<FileName> String containing the path and name of the target file.
Example: //[Export 1/Q data

MMEM:STOR:IQ:STAT:ALL 1, 'C:
\R S\Instr\user\data.ig.tar'

Manual operation: See "Data import and export” on page 174

MMEMory:STORe<n>:IQNC:STATe 1, <FileName>
Exports the 1/Q data for a single PPDU with the analyzer noise removed to a file.

Prerequisites for this command:

e Turn on I/Q noise cancellation.
(See [SENSe:]ADJust:NCANcel :AVERage [ :STATe]).

Suffix:

<n> irrelevant

Parameters:

1

<FileName> String containing the path and name of the file.
The file extensionis .ig.tar.

Example: //[Export corrected 1/Q data

ADJ:NCAN:AVER ON
MMEM:STOR: IQNC:STAT 1,'c:\corrected_iqdata'

Manual operation: See "Data import and export" on page 174

MMEMory:STORe<n>:MSERvice <FileName>

Exports the signal configuration to the microservice.

Suffix:

<n> irrelevant

Parameters:

<FileName> String containing the path and name of the file.
The file extension is .m5g.

Example: /[Export to microservice

MMEM: STOR:MSER 'signal.xxx'

SYSTem:PRESet:CHANnNel[:EXEC]

Restores the default instrument settings in the current channel.

Use INST:SEL to select the channel.
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Example: INST:SEL 'Spectrum2'

Selects the channel for "Spectrum2".
SYST:PRES:CHAN:EXEC

Restores the factory default settings to the "Spectrum2" channel.
Usage: Event

Manual operation: See "Preset Channel" on page 60

Automatic configuration

Commands to automatically configure measurements described elsewhere.

® DISPlay[:WINDow<n>] [:SUBWindow<w>]:TRACe<t>:Y[:SCALe] :AUTO
on page 425

[SENSe:]ADJust:CONFigure:LEVEl:DURGLON. .......cvuuieeeeeiiiiiieeeeeeeeiiiee e eeeeetee e e e e e eeaae e e eeeens 292
[SENSe:]ADJust:CONFigure:LEVel:DURation:MODE...........cco i 293
[SENSE:JADJUSEDEMOU. ... et r e e e e e e e e s e e et e e e eae e eaneanaeaaenns 293
[SENSEJADIUSEEVM. ... eeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeseseteseseeeseeseseseseteseseseeeesneseeeseseeeseesesenesaeeens 293
[SENSE:JADJUSEEVM:SLOTS .. tieieeeeeeeeeeeieeeeeeeeeeeeeteeennassaaaeaeseeeeeaeaaaeeeseeeeneeensensnsnnnnnnnn 293
[SENSE:JADJUSELEVEL.......ccieiieieeeeeeeeteieitee et s e s e e e e e e e e e e e e e e e e e e e eeeeeeeba b e bbb aeeseseeeaaens 294
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:DETection..............ccvverurnnnnnnn. 294

[SENSe:]JADJust:CONFigure:LEVel:DURation <Duration>

To determine the ideal reference level, the R&S FSV/A performs a measurement
on the current input data. This command defines the length of the measurement if
[SENSe: ]ADJust :CONFigure:LEVel :DURation:MODE is set to MANual.

Parameters:

<Duration> Numeric value in seconds
Range: 0.001 to 16000.0
*RST: 0.001
Default unit: s

Example: ADJ:CONF:DUR:MODE MAN

Selects manual definition of the measurement length.
ADJ:CONF:LEV:DUR 5ms

Length of the measurement is 5 ms.

Manual operation: See "Auto Level" on page 123
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[SENSe:]JADJust:CONFigure:LEVel:DURation:MODE <Mode>

To determine the ideal reference level, the R&S FSV/A performs a measurement on
the current input data. This command selects the way the R&S FSV/A determines the
length of the measurement .

Parameters:

<Mode> AUTO
The R&S FSV/A determines the measurement length automati-
cally according to the current input data.

MANual

The R&S FSV/A uses the measurement length

defined by [SENSe: ]ADJust:CONFigure:LEVel :DURation
on page 292.

*RST: AUTO

Manual operation: See "Auto Level" on page 123

[SENSe:]JADJust:DEMod
Automatically demodulates the signal once.

For continuous automatic demodulation, use CONFigure [ :NR5G] : UL[ :CC<cc>] :
FRAMe<fr>:BWPart<bwp>:DETection on page 294.

Usage: Event

[SENSe:]JADJust:EVM

Adjusts the amplitude settings, including attenuator and preamplifier, to achieve the
optimal EVM using the maximum dynamic range.

Note that this process can up to several minutes, depending on the number of compo-
nent carriers you are measuring.

For the auto EVM routine, it is sufficient to send this command. It is not necessary to
send INITiate<n>[:IMMediate].

Example: //Optimize EVM
ADJ:EVM
Usage: Event

Manual operation: See "Auto EVM" on page 61

[SENSe:]JADJust:EVM:SLOTs <Slots>
Selects the number of slots to be used during the auto EVM routine.

Prerequisites for this command

e Select manual automatic measurement time mode ([SENSe: ] ADJust:
CONFigure:LEVel : DURation:MODE).
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e Define an appropriate automatic measurement time ([ SENSe: ]ADJust :
CONFigure:LEVel:DURation on page 292).

Parameters:
<Slots> *RST: 1
Example: //Define number of slots for automatic EVM measurement

CONF:LEV:DUR:MODE MAN
ADJ:EVM:SLOT 2

Manual operation: See "Auto EVM" on page 61

[SENSe:]JADJust:LEVel

Adjusts the level settings, including attenuator and preamplifier, to achieve the best
dynamic range.

Compared to [SENSe: ] ADJust : EVM on page 293, which achieves the best amplitude
settings to optimize the EVM, you can use this command for a quick determination of
preliminary amplitude settings.

Example: /IAdjust level settings
ADJ:LEV
Usage: Event

Manual operation: See "Auto Level" on page 61
See "Auto Level" on page 123

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:DETection <State>

Turns automatic signal demodulation on and off.

Suffix:

<cc> 1...16 (component carrier)
irrelevant

<fr> irrelevant

<bwp> irrlevant

Parameters:

<State> AUTO
Automatic signal detection = on.
MANual
Automatic signal detection = off.
*RST: MANual

Example: /[Turn on automatic signal detection

CONF:UL:FRAM:BWP:DET ON

Manual operation: See "Automatic Signal Demodulation" on page 62
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6.10.3 Physical settings

CONFIgUre[:NRSG]:LDIRECHON. ...uuueeeeiietieieeeeeetiee e e e ettt e e e e e era e e e e e e eabe e e eeseesabaeeeeseeranns 295
CONFIGUIE[NRSEGIOBANG. c. vt eveeeeeeeeeeeeteeeeeeseeseeeseeseeesseeseeeeseeseeeeseeeeeeseeeeeneeseeeereenens 295
CONFIgUre[:NREG]:UL[CCSCESTBW.....e et st eeseeeeeeseeeeeeeeeeeeeses s eeseesseseeeseesennaesenananns 296
CONFigure[:NR5G]:UL[:CC<CC>]:DFRANGE. .. .ceeeeereieeeeeeiiiee e e e eeeiee e e e e eenie e e e s eeennaaeeaeeeees 296
CONFigure[:NR5G]:UL[:CC<CC>]:PLC:CID...cuuueieeeiieiieeeeeeeiniie e e e e eeie e e s e eeeeane s e s s eeennnneaes 296
CONFigure[:NR5G]:UL[:CC<CC>]:PLC:DETECHON. ..cceeieeeeeeeeeeeeeeeeeeeeeeeeeeeeeen e 297
CONFigure[:NR5G]:UL[:CC<CC>]:PLC:PCLASS.....ctuiieeieiiiiieeeeeeeete e e e eeetaee e e e e eeetea e e e e eeene 297
[ = O] o] H &1 02 ote> H o I O 1 5 1 P 298
MMEMOry:LOAD: TMODEI[:CCSCC™ ] atuienaeteeee et e e et ettt e et e et e e e e e e e e e e e eneeeneeas 298
MMEMory:LOAD:DEMOASENGIALL.....cieiiiiiiieiiiiiinieteeeee e e e e e e e e e e e e e e e e eeeeeeeeeeeneesensnnananas 298
MMEMory:LOAD:DEMOASENG[:CCSCC>]uuuuuuuuuaaaaeaeeeeeeeeeeeeeeeeeeeeeeeeeeaeen e e e e e e eeas 299
MMEMory:STORe<n>:DEMOASEtNG:ALL.......ccceeeieieeeeeeeeeieieeiiteeeee e e e e e e e e e e e e e e aeeeeeeeeeees 299
MMEMory:STORe<n>:DEModSetting[:CC<CC>]..uuiiiriirrrrririnrnnnnaaaaaieeeeeeeeeaeeeeeeeeeeeeeeneennnens 299
CONFigure[:NR5G]:LDIRection <Mode>
Selects the link direction you want to analyze.
Parameters:
<Mode> DL

Selects the downlink application to analyze 5G NR downlink

signals.

Requires option R&S FSV/A-K144.

UL

Selects the uplink application to analyze 5G NR uplink signals.

Requires option R&S FSV/A-K145.
Example: /[Select uplink application

CONF:LDIR UL

Manual operation: See "5G NR mode selection" on page 65

CONFigure[:NR5G]:OBANd <OperatingBand>
Selects the operating band.

Prerequisites for this command
e Select at least 2 component carriers (CONFigure [ : NR5G] : NOCC on page 302).

Parameters:

<OperatingBand> N1 |N2|N3|N5|N7|N8|N12 | N13 | N14 | N18 | N20 | N24 |
N25 | N26 | N28 | N29 | N30 | N34 | N38 | N39 | N40 | N41 |
N46 | N48 | NS5O | N51 | N53 | N65 | N66 | N67 | N70 | N71 |
N74 | N75 | N76 | N77 | N78 | N79 | N80 | N81 | N82 | N83 |
N84 | N85 | N86 | N89 | N90 | N91 | N92 | N93 | N94 | N95 |
N96 | N97 | N98 | N99 | N100 | N101 | N102 | N257 | N258 |
N259 | N260 | N261 | N262 | N263

*RST: n1
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Example: /[Select operating band
CONF:NOCC 2
CONF:0BAN N20
Manual operation: See "Operating Band" on page 66
CONFigure[:NR5G]:UL[:CC<cc>]:BW <Bandwidth>
Selects the channel bandwidth of the 5G NR carrier.
Suffix:
<cc> 1...16 (component carrier)
Parameters:
<Bandwidth> BW3 | BW5 | BW7 | BW10 | BW15 | BW20 | BW25 | BW30 |
BW35 | BW40 | BW45 | BW50 | BW60 | BW70 | BW80 | BW9O |
BW100 | BW200 | BW400 | BW800 | BW1600 | BW2000 |
BW4000 | BW8000
*RST: BW100
Example: /[Select carrier bandwidth

CONF:UL:BW BW20

Manual operation: See "Channel bandwidth" on page 65
See "Bandwidth configuration" on page 71

CONFigure[:NR5G]:UL[:CC<cc>]:DFRange <Deployment>

Selects the deployment frequency range of the signal.

Suffix:
<cc> 1...16 (component carrier)
Parameters:
<Deployment> Low
Deployment in FR1 < 3 GHz.
MIDDle
Deployment in FR1 > 3 GHz.
HIGH
Deployment in FR2-1.
EHIGh
Deployment in FR2-2.
*RST: MIDDle
Example: //Select frequency range of signal

CONF:UL:DFR LOW

Manual operation: See "Deployment frequency range" on page 65

CONFigure[:NR5G]:UL[:CC<cc>]:PLC:CID <CellID>

Defines the cell ID.
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Suffix:
<cc> 1...16 (component carrier)
Parameters:
<CelllD> AUTO
Automatically determines the cell ID.
<numeric value> (integer only)
Number of the cell ID.
Range: 0 to 503
Example: /IDefine cell ID

CONF:UL:CC2:PLC:CID 12

Manual operation: See "Cell ID" on page 66

CONFigure[:NR5G]:UL[:CC<cc>]:PLC:DETection <Detection>
Turns automatic detection of the cell ID on and off.

Prerequisites for this command

e Turn on auto demodulation (CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:DETection).

e Turn on transform precoding (CONFigure [ :NR5G] : UL[:CC<cc>] : TPRecoding

).

Suffix:
<cc> 1...16 (component carrier)
Parameters:
<Detection> AUTO
Auto detection of cell ID.
MANual
Manual entry of cell ID (CONFigure [ :NR5G] :UL[:CC<cc>] :
PLC:CID).
Example: /[Turn on auto cell ID detection

CONF:UL:FRAM:BWP:DET ON
CONF:UL:TPR ON
CONF:UL:PLC:DET ON

Manual operation: See "Cell ID" on page 66

CONFigure[:NR5G]:UL[:CC<cc>]:PLC:PCLass <PowerClass>
Selects the power class to select the appropriate inband emission limits.

Prerequisites for this command
e Select FR2 deployment (CONFigure [ :NR5G] :UL[ :CC<cc>] : DFRange).

Suffix:
<cc> 1...16 (component carrier)
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Parameters:
<Power Class> PC1|PC2| PC3 | PC4
*RST: PC1
Example: //Select power class
CONF:UL:DFR HIGH
CONF:UL:PLC:PCL PC2
Manual operation: See "Power Class" on page 66
FETCh[:CC<cc>]:PLC:CID?
Queries the cell ID.
Suffix:
<cc> 1...16 (component carrier)
Return values:
<CelllD> <numeric value> (interger only)
Example: /[Query cell ID
FETC:PLC:CID?
Usage: Query only
MMEMory:LOAD:TMODel[:CC<cc>] <TestModel>
Loads an test model (NR-FR-TM) as defined by 3GPP (38.141-1/ -2).
You can also select an O-RAN test case with the command.
Suffix:
<cc> 1...16 (component carrier)
Parameters:
<TestModel> String containing the name of the test model (file name).
Alternatively, a string that contains the name of the O-RAN test
case, e.g. 'ORAN-FR1-TC32311 FDD 5MHZ 15KHZ'.
Example: /[Select test model
:MMEM: LOAD: TMOD:CC1
'"NR-FR1-TM1 1 FDD 5MHz 15KHz'
Example: //Select O-RAN test case

MMEM : LOAD : TMOD : DL
"ORAN-FR1-TC32311 FDD 5MHZ 15KHZ'

Manual operation: See "ORAN test cases" on page 67

MMEMory:LOAD:DEModsetting:ALL <FileName>

Restores the signal description of multiple carriers from a single file.
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Parameters:
<FileName> String containing the path and name of the file.
The file extension is .ccallocation.
Example: //IRestore signal description for multiple carriers in a single files

CONF:NOCC 2
MMEM:LOAD:DEM:ALL 'c:\TestSignal.ccallocation'

Manual operation: See "Test scenarios for carrier aggregation" on page 67

MMEMory:LOAD:DEModsetting[:CC<cc>] <FileName>[, <ltem>, <ltem>, <ltem>,
<ltem>, <ltem>]

Restores the signal description.

Suffix:

<cc> 1...16 (component carrier)

Parameters:

<FileName> String containing the path and name of the file.
The file extension is .allocation.

<ltem> Not supported

Example: //Restore signal description for a single component carrier
MMEM:LOAD:DEM 'c:\TestSignal.allocation'

Example: //IRestore signal description for multiple carriers in individual files

CONF:NOCC 2
MMEM:LOAD:DEM:CC1 'c:\TestSignalCCl.allocation'
MMEM:LOAD:DEM:CC2 'c:\TestSignalCC2.allocation'

Manual operation: See "Custom test models" on page 67

MMEMory:STORe<n>:DEModsetting:ALL <FileName>

Saves the signal description of multiple carriers in a single file.

Suffix:
<n> irrelevant
Parameters:
<FileName> String containing the path and name of the file.
The file extensionis .ccallocation.
Example: //Save signal description for multiple carriers in a single files

CONF:NOCC 2
MMEM:STOR:DEM:ALL 'c:\TestSignal.ccallocation'

Manual operation: See "Test scenarios for carrier aggregation" on page 67

MMEMory:STORe<n>:DEModsetting[:CC<cc>] <FileName>

Saves the signal description.
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Suffix:
<n> irrelevant
<cc> 1...16 (component carrier)
Parameters:
<FileName> String containing the path and name of the file.

The file extension is .allocation.
Example: //Save signal description for a single component carrier

MMEM: STOR:DEM 'c:\TestSignal.allocation'
Example: //Save signal description for multiple carriers in individual files

CONF:NOCC 2
MMEM: STOR:DEM:CC1 'c:\TestSignalCCl.allocation'
MMEM: STOR:DEM:CC2 'c:\TestSignalCC2.allocation'

Manual operation: See "Custom test models" on page 67

6.10.4 Component carrier configuration

Commands to configure component carrier described elsewhere.
® [SENSe:]FREQuency:CENTer [:CC<cc>]

® [SENSe:]FREQuency:CENTer[:CC<cc>]:0FFSet

® CONFigure[:NR5G]:UL[:CC<cc>]:BW

CONFIQUIE[INRSG I CENTET. ..ttt ettt ettt e et et e e et e e e e e e e e e e e e eaaaeen 300
CONFIQUrE[:INR G I CRASE . ..ctuuieieeieeitee e e e e ee e e e e ettt r e e e e e eeae e e e e e ee e e e eerata e eeeenennanns 301
CONFIgUre[:NRSG]:CSPACING. ...cetterrrererennnnnnnnaaaaaaaieeeeeseeaaaaereeeeeerrreneenrernnnnnnnnaaaaaaeseeesaees 301
CONFIQUrE[:NR 5G] :CSCaAPIUIC. .euvuueieeiiitieieeeeeetiee e e e e ettt e e e e e e etaaeeeeeseataeeeseeannaaeaeseernnns 301
CONFIQUrE[:NR G :FCOFTSEE...cetuuieieieiiiiieeieee ettt ee e e et etee e e e et e e e e e e et e e e e eee b e e e e eeenaanns 302
CONFIQUIE[:NRSGI:GMOCF Q. cteeeeieeeeeeeeeeeieieeeeeeeeetetatt e e e seseseeaaaaaaasereseeesesessssnsnsnnan 302
CONFIgUre[:NRSG]INCSPACING. ..ccttttrerurnrunnunuuaaaaaaaaaeeeaaaaaaaaeteeeetaeeeaessnsnsnnnanaaaaaaeaaeaaas 302
CONFIgUre[:NRSBGIINOCC. .. ettt ettt ettt e e e e e e e e e e e e n e e e e e aeaaas 302
CONFIgUrE[:NRSG]:OMODE........uuaaaaaeieeeeeeeeeeeaeeeeeeeeeeeeeeaeantnsnnaaaaaaaeaeaeeeeeaaaaaaeeeeeeeenee 303
CONFIgUrE[:NRSEGIIOREL.....cututuuuuaaaiaieieeeeeeeeeaeeeeeeeeeeeeeaeeentnsenaaaaeaeeeseaeaaaaaaeseeeeennnnnes 303
[SENSe:]JFREQuency:CENTer[:CC<CC>:MCOFTSEL....cuuuieieeeiiiiiieeeeeeenicee et eeer e 304

CONFigure[:NR5G]:CENTer

Synchronizes the global multi-carrier frequency to the current center frequency (=
center of all carriers).

Use CONFigure [ :NR5G] : GMCFreqg to query the global multi-carrier frequency.

Example: /ISynchronize global multi-carrier frequency
CONF:CENT
//IQuery global multi-carrier frequency
CONF : GMCF?

Usage: Event

Manual operation: See "Center frequency configuration" on page 72
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CONFigure[:NR5G]:CRASter <Bandwidth>
Selects the channel raster of a component carrier.

Prerequisites for this command

e Select an operating band that supports different channel raster (CONFigure | :
NR5G] : OBANdA).
For all other operating bands, the command works as a query only.

Parameters:
<Bandwidth> C15
15 kHz channel rater
C15
100 kHz channel rater
Example: /[Select channel raster

CONF:0BAN N90
CONF:CRAS C100

Manual operation: See "Channel Raster" on page 71

CONFigure[:NR5G]:CSPacing <Frequency>

Defines the carrier spacing for equidistant frequency offsets in a multi-carrier setup.
This frequency offset applies to all component carriers in the setup.

Prerequisites for this command
e Select equidistant frequency offset (CONFigure [ :NR5G] : OMODe).

Parameters:
<Frequency> *RST: 0

Default unit: Hz
Example: //Define carrier spacing

CONF:0MOD EQU
CONF:CSP 500MHZ

Manual operation: See "Frequency offset configuration" on page 72

CONFigure[:NR5G]:CSCapture <Mode>
Selects the capture mode for measurements on multiple component carriers.

Parameters:

<Mode> AUTO
Automatically selects the number of component carriers that can
be analyzed in a single capture. If there are more carriers than
can be analyzed in a single measurement, the other carriers are
analyzed in subsequent measurements.

SINGle
Capture each component carrier subsequently in individual mea-
surements.
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*RST: AUTO

Example: //Select component carrier capture mode
CONF:CSC AUTO

Manual operation: See "Component carrier data capture" on page 69

CONFigure[:NR5G]:FCOFfset <State>

Turns a fixed frequency offset for component carriers on and off.

Parameters:
<State> ON|OFF|1]0
*RST: OFF
Example: /[Turn on fixed frequency offset

CONF:FCOF ON

Manual operation: See "Frequency offset configuration" on page 72

CONFigure[:NR5G]:GMCFreq <Frequency>

Defines the global multi-carrier frequency for component carrier setups.

Parameters:
<Frequency> Default unit: Hz
Example: //Define global MC frequency

CONF:GMCF 950MHZ

Manual operation: See "Center frequency configuration" on page 72

CONFigure[:NR5G]:NCSPacing

Resets the channel spacing of component carriers to its default value.

Example: //[Reset channel spacing
CONF:NCSP
Usage: Event

Manual operation: See "Nominal Channel Spacing" on page 72

CONFigure[:NR5G]:NOCC <Carrier>
Selects the number of component carriers analyzed in the measurement.

Parameters:

<Carrier> Number of the component carriers that you would like to mea-
sure. The range depends on the measurement.
For more information, see Section 4.1.5, "Component carrier
configuration", on page 68.

*RST: 1

User Manual 1178.9255.02 — 15 302



R&S®FSV3-K145 Remote control

Configuration

Example: /[Select number of component carriers
CONF:NOCC 2

Manual operation: See "Number of component carriers" on page 69

CONFigure[:NR5G]:OMODe <Mode>
Selects the frequency offset mode for component carriers in a multi-carrier setup.

Parameters:

<Mode> ARBitrary
Distance between component carriers is arbitrary.
You can define the frequency offsets with [SENSe:
]FREQuency:CENTer [ :CC<cc>] :OFFSet

EQUidistant

Component carriers have the same distance between each
other.

You can define the spacing between carriers with CONFigure| :
NR5G] : CSPacing.

*RST: ARB

Example: /[Select arbitrary frequency offsets relative to CC1
CONF:OREL CC1
CONF:0MOD ARB
FREQ:CENT:CC2:0FFS 200MHZ
FREQ:CENT:CC3:0FFS 300MHZ
FREQ:CENT:CC4:0FFS 800MHZ

Example: /[Select equidistant frequency offsets relative to CC1
CONF:0REL CC1
CONF:0MOD EQU
CONF:CSP 200MHZ

Manual operation: See "Frequency offset configuration" on page 72

CONFigure[:NR5G]:OREL <Reference>

Selects the reference point for frequency offsets of component carriers in a multi-car-

rier setup.
Parameters:
<Reference> CcC1
Reference point is the center frequency of first component car-
rier.
GMCFreq
Reference point the global multi-carrier frequency.
*RST: CC1
Example: //Select reference point for frequency offsets

CONF:OREL GMCF

Manual operation: See "Frequency offset configuration" on page 72
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[SENSe:]JFREQuency:CENTer[:CC<cc>]:MCOFfset <Offset>
Defines the frequency offset of a component carrier.

Prerequisites for this command

e Select the global MC frequency as the reference point for the frequency offset
(CONFigure[:NR5G] : OREL).

Suffix:

<cc> 1...16 (component carrier)

Parameters:

<Offset> <numeric value>
» Component carrier offset: frequency offset relative to the first
component carrier in Hz.
Default unit: Hz

Example: /[Define a frequency offset of 15 MHz for the second component

carrier relative to the first component carrier.
CONF:0REL GMCF
FREQ:CENT:CC2:0FFS 150MHZ

Manual operation: See "Frequency configuration" on page 70

General radio frame configuration

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMESIT>:COPY ... oottt ee 304
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:PASTE:ALL....cuiiieiieeiiieeeeee e 304
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:PASTE[[FRAME]......cerrrrrrrrereinniaaaaaaaaeeeeenn 305
CONFigure[:NR5G]:UL[:CC<CC>]:FTCONTIG. .. uuaeeeeeeieeeeeeeeeeeeeieeeeeeeeeeeeeeeneenne s e e e e e e e eeeaeas 305

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:COPY

Copies a frame configuration.

Suffix:

<cc> 1...16 (component carrier)

<fr> 1..x (frame)

Example: //Copy configuration of frame 3
CONF:UL:CC2:FRAM3:COPY

Usage: Event

Manual operation: See "Frame Configuration Management" on page 76

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:PASTe:ALL

Applies an existing frame configuration to all other frames.
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Prerequisites for this command

e Copy a frame configuration (CONFigure [ :NR5G] :UL[ :CC<cc>] : FRAMe<fr>:
COPY on page 304).

Suffix:
<cc> 1...16 (component carrier)
<fr> 1..n
irrelevant
Example: /ICopy configuration of frame 3
CONF:UL:CC2:FRAM3:COPY
/[Apply configuration to all other frames
CONF:UL:CC2:FRAM: PAST:ALL
Usage: Event

Manual operation: See "Frame Configuration Management" on page 76

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:PASTe[:FRAMe]
Applies an existing frame configuration to another one.

Prerequisites for this command

e Copy a frame configuration (CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:
COPY on page 304).

Suffix:

<cc> 1...16 (component carrier)

<fr> 1...x (frame)

Example: //Copy configuration of frame 3
CONF:UL:CC2:FRAM3:COPY
/[Apply configuration to frame 4
CONF:UL:CC2:FRAM4 : PAST

Usage: Event

Manual operation: See "Frame Configuration Management" on page 76

CONFigure[:NR5G]:UL[:CC<cc>]:FTConfig <Frames>

Defines the number of configurable frames.

Suffix:
<cc> 1...16 (component carrier)
Parameters:
<Frames> <numeric value> (integer only)
*RST: 1
Example: //Define number of configurable frames

CONF:UL:CC2:FTC 2
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Manual operation: See "Frame Configuration" on page 75

Bandwidth part configuration
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:ADD.........cceeituirieiiiiaenaeannees 306
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:CLEar.............cccevrvrueereerennnnn. 306
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:DUPLicate............ccccceeerereenn. 307
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:RBCoOUNt.......ccevrrreeererieiinnnnns 307
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:RBOFfset........ccceeeeerereereennnnn. 307
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:REMOVE. .......oevrvrvereeeerreeenn. 308
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SSPacing..........cccoeererrrrrrnnnnn. 308
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPCOUNt?. ... 309

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:ADD
Adds a bandwidth part to the signal configuration.

The new bandwidth part has the highest index number. Index numbers start at 0. For
example, if you already have three bandwidth parts and a add a fourth one, the new
one has the index number 3.

Suffix:

<cc> 1...16 (component carrier)

<fr> irrelevant

<bwp> irrelevant

Example: //Add a bandwidth part
CONF:UL:CC2:FRAM: BWP:ADD

Usage: Event

Manual operation: See "BWP Configuration Tools" on page 79

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:CLEar
Deletes all bandwidth parts.

Suffix:

<cc> 1...16 (component carrier)

<fr> irrelevant

<bwp> irrelevant

Example: /[Delete all bandwidth parts
CONF:UL:CC2:FRAM:BWP:CLE

Usage: Event

Manual operation: See "BWP Configuration Tools" on page 79

User Manual 1178.9255.02 — 15 306



R&S®FSV3-K145 Remote control

Configuration

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:DUPLicate
Duplicates an existing bandwidth part.

A duplication of a bandwidth part also duplicates its slot and PDSCH configuration.

Suffix:

<cc> 1...16 (component carrier)

<fr> irrelevant

<bwp> 1...12 (bandwidth part)

Example: /[Duplicate a bandwidth part
CONF:UL:CC2:FRAM: BWP2 : DUPL

Usage: Event

Manual operation: See "BWP Configuration Tools" on page 79

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:RBCount
<ResourceBlocks>

Defines the number of physical resource blocks a bandwidth part occupies.

Suffix:

<cc> 1...12 (bandwidth part)

<fr> irrelevant

<bwp> 1...12 (bandwidth part)

Parameters:

<ResourceBlocks>  <numeric value> (integer only)
*RST: 10

Example: //[Define number of PRB for a BWP

CONF:UL:CC2:FRAM:BWP2:RBC 20

Manual operation: See "Number of RBs" on page 81

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:RBOFfset <Offset>

Defines a resource block offset for a bandwidth part.

Suffix:

<cc> 1...16 (component carrier)
<fr> irrelevant

<bwp> 1...12 (bandwidth part)
Parameters:

<Offset> <numeric value> (integer only)

*RST: 0
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Example: //Define resource block offset for BWP
CONF:UL:CC2:FRAM: BWP2 : RBOF 6

Manual operation: See "RB Offset" on page 81

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:REMove
Deletes a bandwidth part.

Suffix:

<cc> 1...16 (component carrier)

<fr> irrelevant

<bwp> 1...12 (bandwidth part)

Example: //[Remove a bandwidth part
CONF:UL:CC2:FRAM: BWP2 : REM

Usage: Event

Manual operation: See "BWP Configuration Tools" on page 79

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SSPacing
<SubcarrierSpacing>

Selects the subcarrier spacing of a bandwidth part.

Suffix:

<cc> 1...16 (component carrier)
<fr> 1...x (frame)

<bwp> 1...12 (bandwidth part)
Parameters:

<SubcarrierSpacing> SS15
15 kHz subcarrier spacing.
Only for signal deployment in FR1.

SS30

30 kHz subcarrier spacing.

Only for signal deployment in FR1.
SS60

60 kHz subcarrier spacing with normal cyclic prefix.
For all signal deployments.

S$S8120

120 kHz subcarrier spacing.

Only for signal deployment in FR2.
S$S480

480 kHz subcarrier spacing.

Only for signal deployment in FR2-2.
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SS960

960 kHz subcarrier spacing.

Only for signal deployment in FR2-2 and a 2000 MHz band-
width.

X60

60 kHz subcarrier spacing with extended cyclic prefix.

For all signal deployments.

X120
120 kHz subcarrier spacing with extended cyclic prefix.
Only for signal deployment in FR2.

Example: //Select BWP subcarrier spacing
CONF:UL:DFR LOW
CONF:UL:FRAM:BWP2:SSP SS30

Manual operation: See "Subcarrier Spacing (user data)" on page 80

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPCount?

Queries the number of analyzed bandwidth parts.

Suffix:

<cc> 1...16 (component carrier)

<fr> 1...x (frame)

Return values:

<BWPs> <numeric value> (integer)
Example: /IQuery number of bandwidth parts

CONF:UL:FRAM:BWPC?

Usage: Query only

Slot configuration

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:CSLOt..........ccceeeereerereeeeeenennns 310
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SCOUN?.....cvverereerererereeeesens 310
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ATYPe........cc..c...... 310
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>:COPY......cceceeurrrnnns 311
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:FORMat................. 311
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PASTe:ALL............. 312
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PASTe:TO:

(D10 ] =TT PP P PP PPPRP 312
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PASTe:TO:MODE... 313
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PASTe:TO.............. 313

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PASTe:TO:PERiod.. 314
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PASTe:TO:SLOTs... 315
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PASTe[:SLOT]........ 315
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PRESet................. 316
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CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:CSLot <Slots>

Defines the number of slots that you can configure.

Suffix:

<cc> 1...16 (component carrier)

<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)

Parameters:

<Slots> <numeric value> (integer only)
The maximum number of configurable slots depends on the sub-
carrier spacing in the bandwith part.
*RST: 1

Example: /[Select number of custom slots

CONF:UL:CC2:FRAM3:BWP2:CSL 2

Manual operation: See "Number of Configurable Slots" on page 83

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SCOunt?

Queries the number of analyzed slots.

Suffix:

<cc> 1...16 (component carrier)

<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)

Return values:

<Slots> <numeric value> (integer)
Example: //Query number of analyzed slots

CONF:UL:CC2:FRAM3:BWP2:SCO?

Usage: Query only

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI|>:ATYPe
<SlotAllocation>

Selects the allocation type of a slot.

Suffix:

<cc> 1...16 (component carrier)
<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)
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<sl> 0...x (slot)

Parameters:
<SlotAllocation> DATA
Slot contains information.

UNUSed
Slot contains no information.

*RST: DATA

Example: /[Select slot allocation
CONF:UL:CC2:FRAM3:BWP2:SLOT4:ATYP DATA

Manual operation: See "Slot Allocation" on page 85

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:COPY

Copies a slot configuration.

Suffix:

<cc> 1...16 (component carrier)

<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)

<sl|> 0...x (slot)

Example: /[Copy configuration of a slot
CONF:UL:CC2:FRAM3:BWP2:SLOT4:COPY

Usage: Event

Manual operation: See "Slot Configuration Tools" on page 83

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:FORMat
<SlotFormat>

Selects the slot format for a slot.

Suffix:

<cc> 1...16 (component carrier)

<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)

<sl> 0...x (slot)

Parameters:

<SlotFormat> <numeric value> (integer only)
Range: 0 to 61
*RST: 0

Example: /[Select a slot format

CONF:UL:CC2:FRAM3:BWP2:SLOT4:ATYP 6

Manual operation: See "Slot Format" on page 85
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CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PASTe:
ALL

Applies an existing slot configuration to all other slots.

Prerequisites for this command

e Copy a slot configuration (CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<s1>:COPY).

Suffix:

<cc> 1...16 (component carrier)

<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)

<sl|> 0...x (slot)

Example: //Copy configuration of slot 4
CONF:UL:CC2:FRAM3:BWP2:SLOT4:COPY
[[Apply configuration to all other slots
CONF:UL:CC2:FRAM3:BWP2:SLOT: PAST:ALL

Usage: Event

Manual operation: See "Slot Configuration Tools" on page 83

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PASTe:
TO:DURation <Value>

Defines to which slots a slot configuration is copied to.

Prerequisites for this command

e A slot configuration is in the clipboard (CONFigure [ :NR5G] : UL [ :CC<cc>] :
FRAMe<fr>:BWPart<bwp>:SLOT<s1>:COPY).

e Number of configurable slots > 1 (CONFigure[ :NR5G] :UL[:CC<cc>] :
FRAMe<fr>:BWPart<bwp>:CSLot).

e Select custom paste mode (CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<s1>:PASTe:TO:MODE).

Suffix:

<cc> 1...16 (component carrier)

<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)

<sl> 0...x (slot)

Parameters:

<Value> The paste duration corresponds to a certain number of slots in a
row.
*RST: 1
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Example: /[Paste configuration of slot 0 to 2 slots in a row, every 3rd slot
(0,1,3,4,6,7,9,10,12)
CONF:UL:CC2:FRAM3:BWP2:CSL 12
CONF:UL:CC2:FRAM3:BWP2:SLOTO:COPY
CONF:UL:CC2:FRAM3:BWP2:SLOTO: PAST: TO:MODE CUST
CONF:UL:CC2:FRAM3:BWP2:SLOTO0:PAST:TO:PER 3
CONF:UL:CC2:FRAM3:BWP2:SLOTO0:PAST:TO:DUR 2

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PASTe:
TO:MODE <Mode>

Selects the paste logic when you copy a slot configuration to other slots.

Prerequisites for this command

e A slot configuration is in the clipboard (CONFigure [ :NR5G] : UL [ :CC<cc>] :
FRAMe<fr>:BWPart<bwp>:SLOT<s1>:COPY).

e Number of configurable slots > 1 (CONFigure [ :NR5G] : UL [ :CC<cc>] :
FRAMe<fr>:BWPart<bwp>:CSLot).

Suffix:

<cc> 1...16 (component carrier)

<fr> 1...x (frame)

<bwp> 1...12 (bandwidth part)

<sl|> 0...x (slot)

Parameters:

<Mode> CUSTom
Copies the slot configuration to specific set of slots according to
the logic defined with:
*CONFigure[:NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:PASTe:TO:PERiod
*CONFigure [ :NR5G] :UL[ :CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:PASTe:TO:DURation
DATA
Copies the slot configuration to all data slots.
SLOTs
Copies the slot configuration to a specific set of slots.
UNUSed
Copies the slot configuration to all unused slots.

Example: //Paste configuration of slot 0 to every DATA slot

CONF:UL:CC2:FRAM3:BWP2:CSL 12
CONF:UL:CC2:FRAM3:BWP2:SLOTO:COPY
CONF:UL:CC2:FRAM3:BWP2:SLOTO0:PAST:TO:MODE DATA

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PASTe:TO

Copies a slot configuration to other slots.
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Prerequisites for this command

e A slot configuration is in the clipboard (CONFigure [ :NR5G] : UL [ :CC<cc>] :
FRAMe<fr>:BWPart<bwp>:SLOT<sl>:COPY).

e Number of configurable slots > 1 (CONFigure[:NR5G] :UL[:CC<cc>] :
FRAMe<fr>:BWPart<bwp>:CSLot).

e Select paste mode (CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<s1>:PASTe:TO:MODE).

Suffix:

<cc> 1...16 (component carrier)

<fr> 1...x (frame)

<bwp> 1...12 (bandwidth part)

<sgl> 0...x (slot)

Example: /[Paste configuration of slot 0 to 2 slots in a row, every 3rd slot
(0,1,3,4,6,7,9,10,12)
CONF:UL:CC2:FRAM3:BWP2:CSL 12
CONF:UL:CC2:FRAM3:BWP2:SLOTO:COPY
CONF:UL:CC2:FRAM3:BWP2:SLOTO0:PAST: TO:MODE CUST
CONF:UL:CC2:FRAM3:BWP2:SLOTO:PAST:TO:PER 3
CONF:UL:CC2:FRAM3:BWP2:SLOTO0:PAST:TO:DUR 2
CONF:UL:CC2:FRAM3:BWP2:SLOTO0: PAST:TO

Usage: Event

Manual operation: See "Slot Configuration Tools" on page 83

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sl|>:PASTe:
TO:PERiod <Period>

Defines to which slots a slot configuration is copied to.

Prerequisites for this command

e A slot configuration is in the clipboard (CONFigure [ :NR5G] : UL [ :CC<cc>] :
FRAMe<fr>:BWPart<bwp>:SLOT<s1>:COPY).

e Number of configurable slots > 1 (CONFigure [ :NR5G] : UL [ :CC<cc>] :
FRAMe<fr>:BWPart<bwp>:CSLot).

e Select custom paste mode (CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<s1>:PASTe:TO:MODE).

Suffix:

<cc> 1...16 (component carrier)
<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)
<s|> 0...x (slot)
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<Period> The paste period corresponds to every nt" slot.
*RST: 1
Example: //Paste configuration of slot 0 to every 3rd slot (0,3,6,9,12)

CONF:UL:CC2:FRAM3:BWP2:CSL 12
CONF:UL:CC2:FRAM3:BWP2:SLOTO:COPY
CONF:UL:CC2:FRAM3:BWP2:SLOTO0:PAST:TO:MODE CUST
CONF:UL:CC2:FRAM3:BWP2:SLOTO0:PAST:TO:PER 3

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PASTe:
TO:SLOTs <Slot>

Copies a slot configuration to a specific set of slots.

Prerequisites for this command

e Number of configurable slots > 1 (CONFigure [ :NR5G] :UL[:CC<cc>] :
FRAMe<fr>:BWPart<bwp>:SLOT<sl>:COPY).

e Select slot paste mode (CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:PASTe:TO:MODE).

Suffix:

<cc> 1...16 (component carrier)

<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)

<sl> 0...x (slot)

Parameters:

<Slot> String that contains a list of slots either as comma-separated list
("2,5,8"), a range ("3-5") or a combination of both ("2-5,8,10").

Example: /[Copy allocation configuration to several slots

CONF:UL:CC2:FRAM3:BWP2:CSL 12
CONF:UL:CC2:FRAM3:BWP2:SLOTO0:PAST:TO:MODE SLOT
CONF:UL:CC2:FRAM3:BWP2:SLOTO:PAST:TO:SLOT

"3, 6, 9"

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PASTe[:
SLOT]

Applies an existing slot configuration to another one.

Prerequisites for this command

e Copy a slot configuration (CONFigure [ :NR5G] : UL [ :CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<s1>:COPY).

Suffix:
<cc> 1...16 (component carrier)
<fr> 1..x (frame)
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<bwp> 1...12 (bandwidth part)
<sl> 0...x (slot)
Example: //Copy configuration of slot 4

CONF:UL:CC2:FRAM3:BWP2:SLOT4:COPY

/IApply configuration to slot 3
CONF:UL:CC2:FRAM3:BWP2:SLOT5: PAST

Usage: Event

Manual operation: See "Slot Configuration Tools" on page 83

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sl|>:PRESet

Resets the slot configuration of a bandwidth part to its default state.

Suffix:

<cc> 1...16 (component carrier)

<fr> 1...x (frame)

<bwp> 1...12 (bandwidth part)

<gl> 0...x (slot)

Example: //IReset the slot configuration
CONF:UL:CC2:FRAM3:BWP2:SLOT: PRES

Usage: Event

Manual operation: See "Slot Configuration Tools" on page 83

SRS configuration

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:FHOPping:BHOP............ 317
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:FHOPping:BSRS............ 317
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:FHOPping:CSRS............ 317
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:FPOS.............ccvvvrrueerens 318
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:FSHift.........ccccceererrerernnn. 318
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:NPORIS.........cccvvvuererenns 319
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:NSYMbOIS..........u0uuuunnnn. 319
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:POWET............rveveeerereen. 320
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:RFACHtOr.......c.ceeeurennnene. 320
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:SEQuence:CSHift........... 321
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:SEQuence:HOPPIng....... 321
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:SEQuence:ID................. 322
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:SLOT:PERIodicity........... 322
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:SLOT:POFFset............... 323
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:SPOS.......cc.ccirriuiriine. 323
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:STATE. ......c.vrreeerreeeerenens 323
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:TCOMb:OFFSet............. 324
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:TCOMb[:VALue]............. 324
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CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:FHOPping:
BHOP <Value>

Defines the frequency hopping bandwidth of the sounding reference signal (Byop)-

Prerequisites for this command

e Turnon SRS (CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SRS:STATe).

Suffix:

<cc> 1...16 (component carrier)
<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)
Parameters:

<Value> *RST: 0

Example: //Define B-Hop

CONF:UL:CC2:FRAM3:BWP2:SRS:STAT ON
CONF:UL:CC2:FRAM3:BWP2:SRS:FHOP:BHOP 2

Manual operation: See "Freq Hopping" on page 88

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:FHOPping:
BSRS <Value>

Defines the bandwidth of the sounding reference signal (Bggs).

Prerequisites for this command

e Turnon SRS (CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SRS:STATe).

Suffix:

<cc> 1...16 (component carrier)
<fr> 1...x (frame)

<bwp> 1...12 (bandwidth part)
Parameters:

<Value> *RST: 0

Example: //[Define B-SRS

CONF:UL:CC2:FRAM3:BWP2:SRS:STAT ON
CONF:UL:CC2:FRAM3:BWP2:SRS:FHOP:BSRS 2

Manual operation: See "Freq Hopping" on page 88

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:FHOPping:
CSRS <Value>

Defines the bandwidth of the sounding reference signal (Bggs).
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Prerequisites for this command

e Turnon SRS (CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SRS:STATe).

Suffix:

<cc> 1...16 (component carrier)
<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)
Parameters:

<Value> *RST: 0

Example: //Define C-SRS

CONF:UL:CC2:FRAM3:BWP2:SRS:STAT ON
CONF:UL:CC2:FRAM3:BWP2:SRS:FHOP:CSRS 2

Manual operation: See "Freq Hopping" on page 88

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:FPOS
<Position>

Defines the starting position of the sounding reference signal in the frequency domain.

Prerequisites for this command

e Turnon SRS (CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SRS:STATe).

Suffix:

<cc> 1...16 (component carrier)
<fr> 1...x (frame)

<bwp> 1...12 (bandwidth part)
Parameters:

<Position> *RST: 0

Example: //Define frequency position

CONF:UL:CC2:FRAM3:BWP2:SRS:STAT ON
CONF:UL:CC2:FRAM3:BWP2:SRS:FPOS 5

Manual operation: See "Freq Position" on page 88

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:FSHift <Shift>
Defines a shift of the sounding reference signal in the frequency domain.

Prerequisites for this command

e Turnon SRS (CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:
BWlPart<bwp>:SRS:STATe).

Suffix:
<cc> 1...16 (component carrier)
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<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)
Parameters:

<Shift> *RST: 0
Example: /[Define frequency shift

CONF:UL:CC2:FRAM3:BWP2:SRS:STAT ON
CONF:UL:CC2:FRAM3:BWP2:SRS:FSH 4

Manual operation: See "Freq Shift" on page 88

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:NPORts <Ports>
Defines the number of antenna ports used by the sounding reference signal (1, 2 or 4).

Prerequisites for this command

e Turnon SRS (CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SRS:STATe).

Suffix:

<cc> 1...16 (component carrier)

<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)
Parameters:

<Ports> *RST: 1

Example: /[Select number of antenna ports

CONF:UL:CC2:FRAM3:BWP2:SRS:STAT ON
CONF:UL:CC2:FRAM3:BWP2:SRS:NPOR 2

Manual operation: See "No Ports" on page 89

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:NSYMbols
<Symbols>

Selects the number of OFDM symbols used by the sounding reference signal (1, 2 or
4).
Prerequisites for this command

e Turnon SRS (CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SRS:STATe).

Suffix:

<cc> 1...16 (component carrier)
<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)
Parameters:

<Symbols> *RST: 1
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Configuration

//Select number of symbols
CONF:UL:CC2:FRAM3:BWP2:SRS:STAT ON
CONF:UL:CC2:FRAM3:BWP2:SRS:NSYM 2

See "No. Sym" on page 87

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:POWer <Power>

Defines the relative power of the sounding reference signal.

Suffix:
<cc>

<fr>
<bwp>

Parameters:
<Power>

Example:

Manual operation:

1...16 (component carrier)
1..x (frame)

1...12 (bandwidth part)

*RST: 0
Default unit: dB

/[Define relative power
CONF:UL:CC2:FRAM3:BWP2:SRS:STAT ON
CONF:UL:CC2:FRAM3:BWP2:SRS: POW 3DB

See "Rel Power" on page 89

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:RFACtor

<Factor>

Defines the repetition factor of the sounding reference signal (1, 2 or 4).

Prerequisites for this command

e Turnon SRS (CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:
BWlPart<bwp>:SRS:STATe).

Suffix:
<cc>

<fr>
<bwp>

Parameters:
<Factor>

Example:

Manual operation:
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1...16 (component carrier)
1..x (frame)

1...12 (bandwidth part)

*RST: 1

//Define repetition factor
CONF:UL:CC2:FRAM3:BWP2:SRS:STAT ON
CONF:UL:CC2:FRAM3:BWP2:SRS:RFAC 2

See "Rep. Factor" on page 88
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CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:SEQuence:
CSHift <Shift>

Defines the cyclic shift of the sounding reference signal.

Prerequisites for this command

e Turnon SRS (CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SRS:STATe).

Suffix:

<cc> 1...16 (component carrier)

<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)

Parameters:

<Shift> The value range depends on the selected transmis-
sion comb (CONFigure[ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SRS:TCOMb [ : VALue]).
*RST: 0

Example: /[Define cyclic shift

CONF:UL:CC2:FRAM3:BWP2:SRS:STAT ON
CONF:UL:CC2:FRAM3:BWP2:SRS:SEQ:CSH 2

Manual operation: See "Transmission Comb / Sequence Comb" on page 88

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:SEQuence:
HOPPing <Hopping>

Select the frequency hopping method for the sounding reference signal.

Prerequisites for this command

e Turnon SRS (CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SRS:STATe).

Suffix:
<cc> 1...16 (component carrier)
<fr> 1..x (frame)
<bwp> 1...12 (bandwidth part)
Parameters:
<Hopping> GROup
Group hopping.
SEQuence
Sequence hopping.
NONE
No hopping.
*RST: NONE
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Example: /[Select hopping type
CONF:UL:CC2:FRAM3:BWP2:SRS:STAT ON
CONF:UL:CC2:FRAM3:BWP2:SRS:SEQ: HOPP NONE

Manual operation: See "Transmission Comb / Sequence Comb" on page 88

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:SEQuence:ID
<Value>

Defines the pseudo-random seed value for the SRS sequence generation.

Prerequisites for this command

e Turnon SRS (CONFigure[:NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SRS:STATe).

Suffix:

<cc> 1...16 (component carrier)
<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)
Parameters:

<Value> *RST: 0

Example: //Define B-Hop

CONF:UL:CC2:FRAM3:BWP2:SRS:STAT ON
CONF:UL:CC2:FRAM3:BWP2:SRS:SEQ:ID 2

Manual operation: See "Transmission Comb / Sequence Comb" on page 88

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:SLOT:
PERiodicity <Periodicity>

Defines the periodicity of the sounding reference signal.

Prerequisites for this command

e Turnon SRS (CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWlPart<bwp>:SRS:STATe).

Suffix:

<cc> 1...16 (component carrier)

<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)

Parameters:

<Periodicity> SL1|SL2|SL4|SL5|SL8]|SL10
*RST: SL1

Example: /[Select periodicity

CONF:UL:CC2:FRAM3:BWP2:SRS:STAT ON
CONF:UL:CC2:FRAM3:BWP2:SRS:SLOT:PER SL4
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Manual operation: See "Slot Config" on page 87

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:SLOT:POFFset
<Offset>

Selects the first slot the sounding reference signal appears in.

Prerequisites for this command

e Turnon SRS (CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SRS:STATe).

Suffix:

<cc> 1...16 (component carrier)
<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)
Parameters:

<Offset> *RST: 0

Example: /[Select offset

CONF:UL:CC2:FRAM3:BWP2:SRS:STAT ON
CONF:UL:CC2:FRAM3:BWP2:SRS:SLOT:POFF 2

Manual operation: See "Slot Config" on page 87

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:SPOS <Postion>
Defines the start position of the sounding reference signal in the time domain.

Prerequisites for this command

e Turnon SRS (CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SRS:STATe).

Suffix:

<cc> 1...16 (component carrier)
<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)
Parameters:

<Postion> *RST: 0

Example: //Define start position

CONF:UL:CC2:FRAM3:BWP2:SRS:STAT ON
CONF:UL:CC2:FRAM3:BWP2:SRS:SPOS 4

Manual operation: See "Start Position" on page 87

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:STATe <State>

Turns the sounding reference signal on and off.
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Suffix:
<cc> 1...16 (component carrier)
<fr> 1..x (frame)
<bwp> 1...12 (bandwidth part)
Parameters:
<State> ON|OFF|1]0
*RST: OFF
Example: /[Turn on sounding reference signal

CONF:UL:CC2:FRAM3:BWP2:SRS:STAT ON

Manual operation: See "SRS State" on page 87

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:TCOMb:OFFSet
<Offset>

Defines an offset for the transmission comb of the sounding reference signal.

Prerequisites for this command

e Turnon SRS (CONFigure[:NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SRS:STATe).

Suffix:

<cc> 1...16 (component carrier)

<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)

Parameters:

<Offset> The value range depends on the selected transmis-
sion comb (CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SRS:TCOMb [ : VALue] on page 324).
*RST: 0

Example: /[Define transmission comb offset

CONF:UL:CC2:FRAM3:BWP2:SRS:STAT ON
CONF:UL:CC2:FRAM3:BWP2:SRS:TCOM:OFFS 2

Manual operation: See "Transmission Comb / Sequence Comb" on page 88

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:TCOMb]:
VALue] <Value>

Selects the transmission comb for the sounding reference signal (2 or 4).

Prerequisites for this command
e Turnon SRS (CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:
BWlPart<bwp>:SRS:STATe).

Suffix:
<cc> 1...16 (component carrier)
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<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)
Parameters:

<Value> *RST: 2

Example: /[Select transmission comb

CONF:UL:CC2:FRAM3:BWP2:SRS:STAT ON
CONF:UL:CC2:FRAM3:BWP2:SRS:TCOM 2

Manual operation: See "Transmission Comb / Sequence Comb" on page 88

PUCCH allocation configuration

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI|>:PUCCh<cr>:

(OO L= ] o N 325
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PUCCh<cr>:
COPYIMODE.... .ot e e e e 326

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PUCCh<cr>:COPY. 327
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI|>:PUCCh<cr>:

COPY:PERIO. e teeeeeeeseereeeseeseeesesteseesesesesseeseessesssssessesseeseseneesesseestenessesesesseseeasens 327
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sl>:PUCCh<cr>:
COPY:SLOT vttt eeeeeeeeeeeeeeeeeseeeeeeeeeeaseeeeeesesesesteseeeeeeeeseeesesaeeneseeeseeseeneeeneseeseenes 328

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PUCCh<cr>:POWer 329
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI|>:PUCCh<cr>:

L2410 TU o | S 329
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI|>:PUCCh<cr>:

(210 i Y] S U UPTPUP PR 329
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PUCCh<cr>:

1010 o | SRS PP PP PPUPPPPPN 330
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PUCCh<cr>:

ST ] o =] S 330
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:UCCCount............. 331

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI|>:
PUCCh<cr>:COPY:DURation <Value>

Defines to which slots a PUCCH configuration is copied to.

Prerequisites for this command

e Number of configurable slots > 1 (CONFigure [ :NR5G] : UL [ :CC<cc>] :
FRAMe<fr>:BWPart<bwp>:CSLot).

e Select custom paste mode (CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<s1>:PUCCh<cr>:COPY :MODE).

Suffix:

<cc> 1...16 (component carrier)
<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)
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<sl> 0...x (slot)
<cr> 0...99 (corset)
Parameters:
<Value> The paste duration corresponds to a certain number of slots in a
row.
*RST: 1
Example: //Paste PUCCH configuration to 2 slots in a row, every 3rd slot

(0,1,3,4,6,7,9,10,12)

CONF:UL:CC2:FRAM3:BWP2:CSL 12
CONF:UL:CC2:FRAM3:BWP2:SLOTO:PUCC2:COPY :MODE
CUST
CONF:UL:CC2:FRAM3:BWP2:SLOTO:PUCC2:COPY:PER 3
CONF:UL:CC2:FRAM3:BWP2:SLOTO0:PUCC2:COPY:DUR 2

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
PUCCh<cr>:COPY:MODE <Mode>

Selects the paste logic when you copy a PUCCH configuration to other slots.

Prerequisites for this command

e Number of configurable slots > 1 (CONFigure[:NR5G] :UL[:CC<cc>] :
FRAMe<fr>:BWPart<bwp>:CSLot).

Suffix:

<cc> 1...16 (component carrier)
<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)
<sl> 0...x (slot)

<cr> 0...99 (corset)
Parameters:

<Mode> CUSTom

Copies the slot configuration to specific set of slots according to
the logic defined with:

*CONFigure[:NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:PUCCh<cr>:COPY:PERiod
*CONFigure [ :NR5G] :UL[ :CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl1>:PUCCh<cr>:COPY:DURation
SLOT

Copies the slot configuration to a specific set of slots.
Select the slots

with CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:PUCCh<cr>:COPY:SLOT
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Example: /[Select paste mode
CONF:UL:CC2:FRAM3:BWP2:CSL 12
CONF:UL:CC2:FRAM3:BWP2:SLOTO:PUCC2:COPY :MODE
SLOT

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sl|>:
PUCCh<cr>:COPY

Copies a PUCCH configuration to other slots.

Prerequisites for this command

e Number of configurable slots > 1 (CONFigure[ :NR5G] :UL[:CC<cc>] :
FRAMe<fr>:BWPart<bwp>:CSLot).

e Select paste mode (CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<s1>:PUCCh<cr>:COPY:MODE).

Suffix:

<cc> 1...16 (component carrier)

<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)

<sl> 0...x (slot)

<cr> 0...99 (corset)

Example: //Paste PUCCH configuration to 2 slots in a row, every 3rd slot
(0,1,3,4,6,7,9,10,12)
CONF:UL:CC2:FRAM3:BWP2:CSL 12
CONF:UL:CC2:FRAM3:BWP2:SLOTO:PUCC2:COPY :MODE
CUST
CONF:UL:CC2:FRAM3:BWP2:SLOTO0:PUCC2:COPY:PER 3
CONF:UL:CC2:FRAM3:BWP2:SLOTO0: PUCC2:COPY:DUR 2
CONF:UL:CC2:FRAM3:BWP2:SLOTO:PUCC2:COPY

Usage: Event

Manual operation: See "Copy to" on page 94

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sl|>:
PUCCh<cr>:COPY:PERiod <Period>

Defines to which slots a PUCCH configuration is copied to.

Prerequisites for this command

e Number of configurable slots > 1 (CONFigure [ :NR5G] :UL[:CC<cc>] :
FRAMe<fr>:BWPart<bwp>:CSLot).

e Select custom paste mode (CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<s1>:PUCCh<cr>:COPY :MODE).

Suffix:
<cc> 1...16 (component carrier)
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Parameters:

<Period>

Example:
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1..x (frame)

1...12 (bandwidth part)
0...x (slot)

0...99 (corset)

The paste period corresponds to every nt" slot.
*RST: 1

//Paste PUCCH configuration to every 3rd slot (0,3,6,9,12)
CONF:UL:CC2:FRAM3:BWP2:CSL 12
CONF:UL:CC2:FRAM3:BWP2:SLOTO:PUCC2:COPY :MODE
CUST
CONF:UL:CC2:FRAM3:BWP2:SLOTO0:PUCC2:COPY:PER 3

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sl|>:
PUCCh<cr>:COPY:SLOT <Slot>

Copies a PUCCH allocation configuration to a specific set of slots.

Prerequisites for this command

e Number of configurable slots > 1 (CONFigure[ :NR5G] :UL[:CC<cc>] :
FRAMe<fr>:BWPart<bwp>:CSLot).

e Select slot paste mode (CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<s1>:PUCCh<cr>:COPY:MODE).

Suffix:
<cc>

<fr>
<bwp>
<s|>

<cr>

Parameters:

<Slot>

Example:
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1...16 (component carrier)
1..x (frame)

1...12 (bandwidth part)
0...x (slot)

0...99 (corset)

List of slots either as comma-separated list (2,5,8), a range (3-5)
or a combination of both (2-5,8,10).

//Copy allocation configuration to several slots
CONF:UL:CC2:FRAM3:BWP2:CSL 12
CONF:UL:CC2:FRAM3:BWP2:SLOTO0: PUCC2 : COPY : MODE
SLOT
CONF:UL:CC2:FRAM3:BWP2:SLOTO:PUCC2:COPY:SLOT
'3,6,9'
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CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
PUCCh<cr>:POWer <Power>

Defines the relative power of a PUCCH.

Suffix:
<cc> 1...16 (component carrier)
<fr> 1..x (frame)
<bwp> 1...12 (bandwidth part)
<sl> 0...x (slot)
<cr> 0...99 (corset)
Parameters:
<Power> <numeric value>

*RST: 0

Default unit: dB
Example: //Define PUCCH power

CONF:UL:CC2:FRAM3:BWP2:SLOT4:PUCC3:POW 3

Manual operation: See "Rel Power / dB" on page 94

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
PUCCh<cr>:RBCount <ResourceBlocks>

Selects the number of resource blocks that a PUCCH allocation occupies.

Suffix:
<cc> 1...16 (component carrier)
<fr> 1..x (frame)
<bwp> 1...12 (bandwidth part)
<sl> 0...x (slot)
<cr> 0...99 (corset)
Parameters:
<ResourceBlocks>  <numeric value> (integer only)
*RST: 270
Example: //IDefine number of PUCCH resource blocks

CONF:UL:CC2:FRAM3:BWP2:SLOT4:PUCC3:RBC 40

Manual operation: See "Number of resource blocks" on page 93

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
PUCCh<cr>:RBOFfset <Offset>

Defines the resource block offset of a PUCCH allocation.
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Suffix:

<cc> 1...16 (component carrier)

<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)

<s|> 0...x (slot)

<cr> 0...99 (corset)

Parameters:

<Offset> <numeric value> (integer only)
The offset is a value relative to the first resource block of the
slot.
*RST: 0

Example: //Define RB offset of PUCCH

CONF:UL:CC2:FRAM3:BWP2:SLOT4:PUCC3:RBOF 10

Manual operation: See "Resource block offset" on page 93

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sl|>:
PUCCh<cr>:SCOunt <Symbols>

Selects the number of symbols that a PUCCH allocation occupies.

Suffix:

<cc> 1...16 (component carrier)

<fr> 1...x (frame)

<bwp> 1...12 (bandwidth part)

<sl> 0...x (slot)

<cr> 0...99 (corset)

Parameters:

<Symbols> <numeric value> (integer only)
*RST: 14

Example: //Define number of PUCCH symbols

CONF:UL:CC2:FRAM3:BWP2:SLOT4:PUCC3:3CO 7

Manual operation: See "Number of Symbols" on page 93

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
PUCCh<cr>:SOFFset <Offset>

Defines the symbol offset of a PUCCH allocation.

Suffix:
<cc> 1...16 (component carrier)
<fr> 1...x (frame)
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<bwp> 1...12 (bandwidth part)

<sl> 0...x (slot)

<cr> 0...99 (corset)

Parameters:

<Offset> <numeric value> (integer only)
The offset is a value relative to the first symbol in the slot.
*RST: 0

Example: //Define PUCCH symbol offset

CONF:UL:CC2:FRAM3:BWP2:SLOT4:PUCC3:SOFF 2

Manual operation: See "Offset Symbols" on page 93

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sl|>:

UCCCount <PUCCHs>

Defines the number of PUCCHs in a slot.

Suffix:

<cc> 1...16 (component carrier)

<fr> 1...x (frame)

<bwp> 1...12 (bandwidth part)

<sl> 0...x (slot)

Parameters:

<PUCCHs> <numeric value> (integer only)
Range: 0 to 100
*RST: 1

Example: //[Define number of PUCCH

CONF:UL:CC2:FRAM3:BWP2:SLOT4:UCCC 10

PUSCH allocation configuration

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI|>:ALCount................ 332
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>:
ALLocation<al>:COPY:DURAON. ... ... e e e eeeee e e e e e e e e e 332
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>:
ALLocation<al>:COPY:MODE.........cccuuiiiieeiiiiiieieeeeeetee e e e e et e e e e e eanae e e e e e eeta e eaees 333
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>:
ALLOCAHONSAIZICOPY ...iiiieieieiee e ettt e e e e e e e et e e e e e e e e e e e e e enb e eeeeeeas 334
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>:
ALLocation<al>:COPY:PERIOU. ....cetttiiiiueutunaaaaaae e e e e e e e ee e e e e e e e e e e e eeeeeeeeeeeenennees 334
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
ALLOCAtioN<al>ICOPY:SLOT ...t iiiiiiie i e e eeeetee e e e ee e e e e e et s e e e s e et e e e e eeeataaeeeeees 335
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>:
ALLocation<al>:MODUIGHON..........ccceiiiiieeeeeeieieirerse e e e e e e e e e e e e e e e e eeeeeeeeaeeenenrnnana, 335
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CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>:

ALLOCAtION<AIZIPOWET......ciieeietee et e e e e e e e e e e e e e eaa e 336
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>:

ALLOCAtION<AI>IRBCOUNL.....iiieeiiiieeeeieeieee e e e et e e e et e e e e e e et e e e e eeat e e e s eeennanns 336
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>:

ALLOCAtION<AI>RBOFFSEL.....cciieiiiiiiiiiiniiiieaiieie e e e s e s e eaeeeeeeeererreeeeeeeeeearnrann s 337
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:

ALLOCAtION<AIZISCOUNL ...t teieeiieie e e ee e e e e e e e e e e e e e e e e e e e e e e eean e e e e eeennaan s 337
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:

ALLOCAtION<AI>ISOFFSEL....cccuiuiieeieeiiiee e e et e e e e e e et e e e e e et e e e e e enteeaeees 338

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI|>:ALCount
<Allocations>

Defines the number of PDSCH allocations in a slot.

Suffix:
<cc> 1...16 (component carrier)
<fr> 1..x (frame)
<bwp> 1...12 (bandwidth part)
<sl|> 0...x (slot)
Parameters:
<Allocations> <numeric value> (integer only)
Range: 0 to 100
*RST: 1
Example: //Define number of PDSCH allocations

CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALC 10

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
ALLocation<al>:COPY:DURation <Value>

Defines to which slots a PUSCH configuration is copied to.

Prerequisites for this command

e Number of configurable slots > 1 (CONFigure[ :NR5G] :UL[:CC<cc>] :
FRAMe<fr>:BWPart<bwp>:CSLot).

e Select custom paste mode (CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:ALLocation<al>:COPY:MODE).

Suffix:

<cc> 1...16 (component carrier)
<fr> 1...16 (component carrier)
<bwp> 1...16 (component carrier)
<sl> 0...x (slot)

<al> 0...99 (allocation)
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Parameters:
<Value> The paste duration corresponds to a certain number of slots in a
row.
*RST: 1
Example: //Paste PUSCH configuration to 2 slots in a row, every 3rd slot

(0,1,3,4,6,7,9,10,12)

CONF:UL:CC2:FRAM3:BWP2:CSL 12
CONF:UL:CC2:FRAM3:BWP2:SLOTO:ALL2:COPY : MODE
CUST
CONF:UL:CC2:FRAM3:BWP2:SLOTO:ALL2:COPY:PER 3
CONF:UL:CC2:FRAM3:BWP2:SLOTO:ALL2:COPY:DUR 2

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI|>:
ALLocation<al>:COPY:MODE <Mode>

Selects the paste logic when you copy a PUSCH configuration to other slots.

Prerequisites for this command

e Number of configurable slots > 1 (CONFigure[ :NR5G] :UL[:CC<cc>] :
FRAMe<fr>:BWPart<bwp>:CSLot).

Suffix:

<cc> 1...16 (component carrier)

<fr> 1...x (frame)

<bwp> 1...12 (bandwidth part)

<sl> 1...12 (bandwidth part)

<al> 0...99 (allocation)

Parameters:

<Mode> CUSTom
Copies the slot configuration to specific set of slots according to
the logic defined with:
*CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:ALLocation<al>:COPY:PERiod
*CONFigure[:NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:ALLocation<al>:COPY:
DURation
SLOT
Copies the slot configuration to a specific set of slots.
Select the slots
with CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:ALLocation<al>:COPY:SLOT

Example: /[Select paste mode

CONF:UL:CC2:FRAM3:BWP2:CSL 12
CONF:UL:CC2:FRAM3:BWP2:SLOTO0:ALL2:COPY :MODE
SLOT
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CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
ALLocation<al>:COPY

Copies a PUSCH configuration to other slots.

Prerequisites for this command

e Number of configurable slots > 1 (CONFigure [ :NR5G] : UL [ :CC<cc>] :
FRAMe<fr>:BWPart<bwp>:CSLot).

e Select paste mode (CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:ALLocation<al>:COPY:MODE).

Suffix:

<cc> 1...16 (component carrier)

<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)

<sl|> 0...x (slot)

<al> 0...99 (allocation)

Example: //Paste PUSCH configuration to 2 slots in a row, every 3rd slot
(0,1,3,4,6,7,9,10,12)
CONF:UL:CC2:FRAM3:BWP2:CSL 12
CONF:UL:CC2:FRAM3:BWP2:SLOTO0:ALL2 : COPY : MODE
CUST
CONF:UL:CC2:FRAM3:BWP2:SLOT0:ALL2:COPY:PER 3
CONF:UL:CC2:FRAM3:BWP2:SLOT0:ALL2:COPY:DUR 2
CONF:UL:CC2:FRAM3:BWP2:SLOTO0:ALL2 : COPY

Usage: Event

Manual operation: See "Copy to" on page 94

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI|>:
ALLocation<al>:COPY:PERiod <Period>

Defines to which slots a PUSCH configuration is copied to.

Prerequisites for this command

e Number of configurable slots > 1 (CONFigure [ :NR5G] : UL [ :CC<cc>] :
FRAMe<fr>:BWPart<bwp>:CSLot).

e Select custom paste mode (CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:ALLocation<al>:COPY:MODE).

Suffix:

<cc> 1...16 (component carrier)
<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)
<s|> 0...x (slot)
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<al> 0...99 (allocation)
Parameters:
<Period> The paste period corresponds to every n'" slot.
*RST: 1
Example: //Paste PUSCH configuration to every 3rd slot (0,3,6,9,12)

CONF:UL:CC2:FRAM3:BWP2:CSL 12
CONF:UL:CC2:FRAM3:BWP2:SLOTO0:ALL2:COPY :MODE
CUST
CONF:UL:CC2:FRAM3:BWP2:SLOTO:ALL2:COPY:PER 3

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
ALLocation<al>:COPY:SLOT <Slot>

Copies a PUSCH allocation configuration to a specific set of slots.

Prerequisites for this command

e Number of configurable slots > 1 (CONFigure [ :NR5G] : UL [ :CC<cc>] :
FRAMe<fr>:BWPart<bwp>:CSLot).

e Select slot paste mode (CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:ALLocation<al>:COPY:MODE).

Suffix:

<cc> 1...16 (component carrier)

<fr> 1...16 (component carrier)

<bwp> 1...12 (bandwidth part)

<sl|> 0...x (slot)

<al> 0...99 (allocation)

Parameters:

<Slot> String that contains a list of slots either as comma-separated list
("2,5,8"), a range ("3-5") or a combination of both ("2-5,8,10").

Example: /[Copy allocation configuration to several slots

CONF:UL:CC2:FRAM3:BWP2:CSL 12
CONF:UL:CC2:FRAM3:BWP2:SLOTO:ALL2:COPY : MODE
SLOT
CONF:UL:CC2:FRAM3:BWP2:SLOTO:ALL2:COPY:SLOT
"3,6,9"

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI|>:
ALLocation<al>:MODulation <Modulation>

Selects the modulation of a PUSCH allocation.

Suffix:
<cc> 1...16 (component carrier)
<fr> 1..x (frame)
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<bwp> 1...12 (bandwidth part)
<sl> 0...x (slot)
<al> 0...99 (allocation)
Parameters:
<Modulation> CUSTom | DMRS | Q1K | QPSK | QAM16 | QAM64 | QAM256 |

Q4K | Q16K | PITBpsk

Note: pi/2-BPSK (PITBpsk) is only available if trans-
form precoding is on (CONFigure [ :NR5G] : UL[:CC<cc>] :
TPRecoding).

*RST: QPSK

Example: //Define allocation modulation
CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL5:MOD QAM16

Manual operation: See "Modulation" on page 92

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sl|>:
ALLocation<al>:POWer <Power>

Defines the relative power of a PUSCH allocation.

Suffix:
<cc> 1...16 (component carrier)
<fr> 1...x (frame)
<bwp> 1...12 (bandwidth part)
<sl> 0...x (slot)
<al> 0...99 (allocation)
Parameters:
<Power> <numeric value>

*RST: 0

Default unit: dB
Example: /IDefine relative allocation power

CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL5:POW 6

Manual operation: See "Rel Power / dB" on page 94

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sl|>:
ALLocation<al>:RBCount <ResourceBlocks>

Selects the number of resource blocks that a PUSCH allocation occupies.

Suffix:

<cc> 1...16 (component carrier)
<fr> 1...x (frame)

<bwp> 1...12 (bandwidth part)
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<sl> 0...x (slot)
<al> 0...99 (allocation)
Parameters:
<ResourceBlocks>  <numeric value> (integer only)
*RST: 273
Example: //Define number of PUSCH resource blocks

CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL5:RBC 40

Manual operation: See "Number of resource blocks" on page 93

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
ALLocation<al>:RBOFfset <Offset>

Defines the resource block offset of a PUSCH allocation.

Suffix:

<cc> 1...16 (component carrier)

<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)

<sl> 0...x (slot)

<al> 0...99 (allocation)

Parameters:

<Offset> <numeric value> (integer only)
The offset is a value relative to the first resource block of the
slot.
*RST: 0

Example: /[Define allocation RB offset

CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALLS5:RBOF 10

Manual operation: See "Resource block offset" on page 93

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
ALLocation<al>:SCOunt <Symbols>

Selects the number of symbols that a PUSCH allocation occupies.

Suffix:

<cc> 1...16 (component carrier)
<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)
<sl|> 0...x (slot)

<al> 0...99 (allocation)
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6.10.11

Parameters:
<Symbols> <numeric value> (integer only)
*RST: 14
Example: //Define number of allocation symbols

CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL5:SCO 7

Manual operation: See "Number of Symbols" on page 93

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sl|>:
ALLocation<al>:SOFFset <Offset>

Defines the symbol offset of a PUSCH allocation.

Suffix:

<cc> 1...16 (component carrier)

<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)

<sgl> 0...x (slot)

<al> 0...99 (allocation)

Parameters:

<Offset> <numeric value> (integer only)
The offset is a value relative to the first symbol in the slot.
*RST: 0

Example: //Define allocation symbol offset

CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL5:SOFF 2

Manual operation: See "Offset Symbols" on page 93

Enhanced PUCCH allocation configuration

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PUCCh<cr>:

DMRS:ADDIIONAL.....iiiiiiii i

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PUCCh<cr>:

DMRS:GHOPING. «. e eeeueeeeueeeet e e e e e et e e e e s e e e e e e e e eenn e e eea e erenaeennnsaaes

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI|>:PUCCh<cr>:

DMRSHID . cuuiiiiiiiiii

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sl>:PUCCh<cr>:

DMRS:ICSHIft...iceiiicccee e

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PUCCh<cr>:

(DAY 1SS H 5] ol [o] o] 11 o PPN

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI|>:PUCCh<cr>:

DMRS:NID...ciiiiiiiiiti e e

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PUCCh<cr>:

DMRS:OCCLENGtN....cvuuiiiiiiiii s

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PUCCh<cr>:

DMRSIPOWET ...
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CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI|>:PUCCh<cr>:

(DY S RS T €] =y N =Y - e o 343
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI|>:PUCCh<cr>:

DMRSISHPRD. ..ttt e et e e e e e e e e e 344
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI|>:PUCCh<cr>:

[ 1S TR | PP 344
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PUCCh<cr>:

DMRS: TDOINAEX ¢ttt eeeeeetnnaeeeeeeeta e e e e eeeetas e e e s eetaa e e e aereesa s eeeeeesnaasaeseennaneeaeeennnn 345
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PUCCh<cr>:

FORMEL. ..ttt ettt ettt et et e e e e e ee e e e e eeeaa e e e e e eern e e e e eeebnaeaaes 345

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI|>:
PUCCh<cr>:DMRS:ADDitional <State>

Turns an additional PUCCH DMRS on and off.

Prerequisites for this command

e Select PUCCH format 3 or 4 (CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:PUCCh<cr>:FORMat).

Suffix:
<cc> 1...16 (component carrier)
<fr> 1..x (frame)
<bwp> 1...12 (bandwidth part)
<gl> 0...x (slot)
<cr> 0...99 (corset)
Parameters:
<State> ON|OFF|1]0
*RST: OFF
Example: //Select additional PUCCH DMRS

CONF:UL:CC2:FRAM3:BWP2:SLOT4:PUCC3:FORM 4
CONF:UL:CC2:FRAM3:BWP2:SLOT4 :PUCC3:DMRS:ADD ON

Manual operation: See "Additional DMRS" on page 97

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
PUCCh<cr>:DMRS:GHOPping <Mode>

Selects the group hopping mode for the PUCCH.

Prerequisites for this command

e Select PUCCH format 0 or 1 (CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<s1>:PUCCh<cr>:FORMat).

Suffix:
<cc> 1...16 (component carrier)
<fr> 1...x (frame)
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<bwp>
<s|>

<cr>

Parameters:

<Mode>

Example:

Manual operation:
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1...12 (bandwidth part)
0...x (slot)
0...99 (corset)

DISable
Use sequence hopping.

ENABle

Use group hopping.

NEITher

Use neither group hopping nor sequence hopping.
*RST: NEITher

//Select PUCCH group hopping mode
CONF:UL:CC2:FRAM3:BWP2:SLOT4 : PUCC3:FORM 1

CONF:UL:CC2:FRAM3:BWP2:SLOT4 :PUCC3:DMRS :GHOP
DIS

See "Group Hopping" on page 96

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
PUCCh<cr>:DMRS:HID <Method>

Selects the PUCCH DM-RS hopping ID generation method.

Prerequisites for this command

e Select PUCCH format 0 or 1 (CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<s1>:PUCCh<cr>:FORMat).

Suffix:
<cc>

<fr>
<bwp>
<s|>

<cr>

Parameters:

<Method>

Example:

Manual operation:
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1...16 (component carrier)
1...x (frame)

1...12 (bandwidth part)
0...x (slot)

0...99 (corset)

NID
Sequence generation based on a pseudo-random seed value.

NIDCell
Sequence generation based on the cell ID.

*RST: NIDCell

//Select hopping ID generation method
CONF:UL:CC2:FRAM3:BWP2:SLOT4: PUCC3:FORM 1
CONF:UL:CC2:FRAM3:BWP2:SLOT4: PUCC3:DMRS:HID
NIDC

See "Group Hopping" on page 96
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CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
PUCCh<cr>:DMRS:ICSHift <Value>

Selects the initial cyclic shift.

Prerequisites for this command

e Select PUCCH format 0 or 1 (CONFigure[:NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<s1>:PUCCh<cr>:FORMat).

Suffix:

<cc> 1...16 (component carrier)
<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)
<sl|> 0...x (slot)

<cr> 0...99 (corset)
Parameters:

<Value> *RST: 0

Example: //Select initial cyclic shift

CONF:UL:CC2:FRAM3:BWP2:SLOT4:PUCC3:FORM 1
CONF:UL:CC2:FRAM3:BWP2:SLOT4:PUCC3:DMRS:ICSH 1

Manual operation: See "Initial Cyclic Shift" on page 96

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sl|>:
PUCCh<cr>:DMRS:ISFHopping <State>

Selects the group hopping mode for the PUCCH.

Prerequisites for this command

e Select PUCCH format 0 or 1 (CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<s1>:PUCCh<cr>:FORMat).

Suffix:
<cc> 1...16 (component carrier)
<fr> 1..x (frame)
<bwp> 1...12 (bandwidth part)
<sl> 0...x (slot)
<cr> 0...99 (corset)
Parameters:
<State> ON|OFF|1]0
*RST: OFF
Example: /[Turn on intra slot frequency hopping

CONF:UL:CC2:FRAM3:BWP2:SLOT4:PUCC3:FORM 1
CONF:UL:CC2:FRAM3:BWP2:SLOT4:PUCC3:DMRS:ISFH ON
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Manual operation: See "Intra Slot Frequency Hopping" on page 96

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
PUCCh<cr>:DMRS:NID <Value>

Defines the seed value for the PUCCH DM-RS hopping ID sequence generation.

Prerequisites for this command
e Select PUCCH format 0 or 1 (CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<s1>:PUCCh<cr>:FORMat).

e Select generation method "n_IDADMRS" (CONFigure [ :NR5G] : UL[:CC<cc>] :
FRAMe<fr>:BWPart<bwp>:SLOT<s1>:PUCCh<cr>:DMRS:HID).

Suffix:
<cc> 1...16 (component carrier)
<fr> 1..x (frame)
<bwp> 1...12 (bandwidth part)
<s|> 0...x (slot)
<cr> 0...99 (corset)
Parameters:
<Value> <numeric value> (integer only)
*RST: 0
Example: //Select hopping ID generation method

CONF:UL:CC2:FRAM3:BWP2:SLOT4:PUCC3:FORM 1
CONF:UL:CC2:FRAM3:BWP2:SLOT4:PUCC3:DMRS:HID
NIDC
CONF:UL:CC2:FRAM3:BWP2:SLOT4:PUCC3:DMRS:NID 6

Manual operation: See "Group Hopping" on page 96

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
PUCCh<cr>:DMRS:0CCLength <Length>

Selects the OCC length.

Prerequisites for this command

e Select PUCCH format 4 (CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<s1>:PUCCh<cr>:FORMat).

Suffix:

<cc> 1...16 (component carrier)
<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)
<sl> 0...x (slot)

<cr> 0...99 (corset)
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Parameters:
<Length> N2 | N4

*RST: N2
Example: //Select OCC length

CONF:UL:CC2:FRAM3:BWP2:SLOT4 :PUCC3:FORM 4
CONF:UL:CC2:FRAM3:BWP2:SLOT4:PUCC3:DMRS:0CCL N4

Manual operation: See "OCC Length" on page 97

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI|>:
PUCCh<cr>:DMRS:POWer <Power>

Defines the power of a PUCCH DM-RS relative to the PUCCH.

Suffix:
<cc> 1...16 (component carrier)
<fr> 1..x (frame)
<bwp> 1...12 (bandwidth part)
<s|> 0...x (slot)
<cr> 0...99 (corset)
Parameters:
<Power> <numeric value>

*RST: 0

Default unit: dB
Example: /[Define PUCCH power

CONF:UL:CC2:FRAM3:BWP2:SLOT4:PUCC3:DMRS:POW 1.5

Manual operation: See "PUCCH DMRS Rel Power" on page 95

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI|>:
PUCCh<cr>:DMRS:SGENeration <Method>

Selects the PUCCH DM-RS sequence generation method.

Suffix:

<cc> 1...16 (component carrier)
<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)
<sl|> 0...x (slot)

<cr> 0...99 (corset)
Parameters:

<Method> DSID

Sequence generation based on a pseudo-random seed value.
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NIDCell
Sequence generation based on the cell ID.
*RST: NIDCell
Example: //Select PUCCH sequence generation method
CONF:UL:CC2:FRAM3:BWP2:SLOT4:PUCC3:DMRS : SGEN
NIDC

Manual operation: See "PUCCH DMRS Sequence Generation" on page 97

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI|>:
PUCCh<cr>:DMRS:SHPRb <Value>

Selects the second hop PRB.

Prerequisites for this command
e Select PUCCH format 0 or 1 (CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<s1>:PUCCh<cr>:FORMat).

e Turn on intra slot frequency hopping (CONFigure [ :NR5G] :UL[:CC<cc>] :
FRAMe<fr>:BWPart<bwp>:SLOT<sl>:PUCCh<cr>:DMRS:SHPRD).

Suffix:

<cc> 1...16 (component carrier)
<fr> 1...x (frame)

<bwp> 1...12 (bandwidth part)
<sl> 0...x (slot)

<cr> 0...99 (corset)
Parameters:

<Value> *RST: 0

Example: /[Select second hop PRB

CONF:UL:CC2:FRAM3:BWP2:SLOT4:PUCC3:FORM 1
CONF:UL:CC2:FRAM3:BWP2:SLOT4:PUCC3:DMRS:ISFH ON
CONF:UL:CC2:FRAM3:BWP2:SLOT4:PUCC3:DMRS: SHPR ON

Manual operation: See "Intra Slot Frequency Hopping" on page 96

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
PUCCh<cr>:DMRS:SID <Value>

Defines the seed value for the PUCCH DM-RS sequence generation.

Prerequisites for this command

e Select sequence generation method DMRS-Scram-
bling-ID (CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:
SLOT<s1>:PUCCh<cr>:DMRS:SGENeration).

Suffix:
<cc> 1...16 (component carrier)
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<fr> 1..x (frame)
<bwp> 1...12 (bandwidth part)
<sl|> 0...x (slot)
<cr> 0...99 (corset)
Parameters:
<Value> <numeric value> (integer only)
*RST: 0
Example: //Define seed value
CONF:UL:CC2:FRAM3:BWP2:SLOT4 : PUCC3:DMRS: SGEN
DSID

CONF:UL:CC2:FRAM3:BWP2:SLOT4:PUCC3:DMRS:SID 15

Manual operation: See "PUCCH DMRS Sequence Generation" on page 97

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
PUCCh<cr>:DMRS:TDOindex <Index>

Selects the initial cyclic shift.

Prerequisites for this command

e Select PUCCH format 1 (CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<s1>:PUCCh<cr>:FORMat).

Suffix:

<cc> 1...16 (component carrier)
<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)
<sl|> 0...x (slot)

<cr> 0...99 (corset)
Parameters:

<Index> *RST: 0

Example: [ltime domain index

CONF:UL:CC2:FRAM3:BWP2:SLOT4:PUCC3:FORM 1
CONF:UL:CC2:FRAM3:BWP2:SLOT4:PUCC3:DMRS:TDO 2

Manual operation: See "Time Domain OCC Index" on page 97

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sl|>:
PUCCh<cr>:FORMat <Format>

Selects the format of a PUCCH allocation.

Suffix:
<cc> 1...16 (component carrier)
<fr> 1...x (frame)
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<bwp> 1...12 (bandwidth part)
<sl> 0...x (slot)

<cr> 0...99 (corset)
Parameters:

<Format> 0112134
Example: //Select PUCCH format

CONF:UL:CC2:FRAM3:BWP2:SLOT4:PUCC3:FORM 2

Manual operation: See "PUCCH Format" on page 95

Enhanced PUSCH settings: DMRS

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>:

ALLOCation<al>:CLMaPPING....cuutueiieeiiiriiieeeeeetitieeeeeertriaeeeereerteseeserernaaeaeeeesrnenns 347
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>:
ALLOCAtiON<AI>DMRS:AP......ccii i e e e e e e e e e e e e e e e e e e e e e e a———— 347
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
ALLocation<al>:DMRS:CGWND.......cccuuuueieeeeeeieiieeeeeeeetee e e eeeaetes e e e eeeanaaeeaesenannaeaaees 348
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>:
ALLOCAtioN<al>DMRS:CTYPE.....ccevvrirrriiiiritiiiiaieieieeeeeeeeeeaeeeseseeeeeeeeerersrrararaana——. 348
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
ALLocation<al>:DMRS:MSYMbDOIAPOSItION........ccceveeeeeeeeeieiiiinirciseee e e e e e e e e e aeeeeens 349
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
ALLocation<al>:DMRS:MSYMbOILENGth......cccuvuiiiiiiiiiie e 349
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
ALLOCAtION<AI>:DMRS:IMTYPE.....cceuiiieeeeeietee et et e e e e e et e e e e e e eaees 350
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>:
ALLOCAtioN<al>DMRS:NID.....uuuiiiieieeieeeiee e e e e e e eeeeeeeee e ae s e e e e e e eaaaaaaeaeeananes 350
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
ALLocation<al>:DMRSINIONE.......cccuuuiierieieiiiiereeeeeeiae e e e e ettt e e e e e e e e eeenaaeeaees 351
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
ALLocation<al>:DMRSINIRIG......uuiiieiiiiiieeeeee e e e ee e e e e ee e e e e e enaae e e e e eraan s 352
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>:
ALLocation<al>:DMRSINIRS.......uuiiiieiiitiici et e et e e e e e eer e e e eeennaanns 352
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
ALLocation<al>:DMRSINSCId.........coeiiiiiriiiiiiiiciarese e s e e e eeeeeeeeseeeeeeeesreresrnrnnnnaaaan 353
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
ALLocation<al>:DMRSINSPOIMS. .....cciieiiiiiieieeeeeiiie e e e e e e e e e e e e e enre e e e eeennanes 354
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>:
ALLOCAtION<AI> DMRS:IPOWET ... uuuuieeieieieieeeeeeeeeieeeeeeeeeeeerers e s e e e e e e eeeaeaeaees 354
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
ALLOCAtioN<al>DMRSIRST....cciiiiiiiiiiiiuiiiciiieieieeeeeeeaeaaaaeeeeereeereeeressranran s 355
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
ALLocation<al>:DMRS:SGENEIratioN.........ccuueieeiiieeie e e eeee e e e eee e e e eee 355
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
ALLOCAtION<AI>:DIMRS: TAPOS. .. .cittieeee et ee ettt e et e e e e e et e e eea e e eenneeeeans 356
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CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
ALLocation<al>:DMRS:TCONFIG. .. eeeeeeeeeeeeeeeieeeeeieieieieiee e e e e e e e e e e aaeeeeeeeeeeaees 356
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>:
ALLOCationN<al>DMRS:TPMI.....ccciiiiieiiiiiieieietaaaaaaaaeeseeeeeeaaeaeeeeeeeeeeeeeeennnsnsnnnnnnnn 357
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>
ALLOCAHONSAIZIUEID.c.ciiiiiiiie ittt ettt ettt e e e e e e e e et e e e e e e e e e e e e e 357

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI|>:
ALLocation<al>:CLMapping <Mapping>

Selects the codeword to layer mapping.

Suffix:

<cc> 0...99 (allocation)

<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)

<sl> 0...x (slot)

<al> 0...99 (allocation)

Parameters:

<Mapping> LC11 | LC21 | LC31 | LC41|LC51|LC61|LC71|LC81|LCI1|
LC101 | LC111 | LC121 | LC22 | LC32 | LC42 | LC52 | LCB2 |
LC72 | LC82
The availability of codeword to layer mappings depends on:
* DM-RS configuration
Wpe(CONFigure[:NRBGJ:UL[:CC<CC>}:FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:ALLocation<al>:DMRS:CTYPe)
* DM-RS length (CONFigure [ :NR5G] :UL[:CC<cc>] :
FRAMe<fr>:BWPart<bwp>:SLOT<sl>:ALLocation<al>:
DMRS :MSYMbol : LENGth)
* Transmit precoding (CONFigure [ :NR5G] :UL[:CC<cc>]:
TPRecoding)
*RST: LC11

Example: //Select codeword to layer mapping

CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL5:CLM LC21

Manual operation: See "Codeword to Layer Mapping" on page 100

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sl|>:
ALLocation<al>:DMRS:AP <AntennaPorts>...

Selects the antenna ports for PUSCH transmission.

Suffix:

<cc> 1...16 (component carrier)
<fr> 1...x (frame)

<bwp> 1...12 (bandwidth part)
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<sl> 0...x (slot)
<al> 0...99 (allocation)
Parameters:
<AntennaPorts> The number of numeric values depends on how many layers

you have. For a single layer, add one value. For two layers, add
two values etc.

The value range depends on the code-

word to layer mapping you have

selected (CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:ALLocation<al>:CLMapping).

Example: //Map layers to antenna ports
CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL5:CLM LC21
CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL5:DMRS:AP 0,2

Manual operation: See "DMRS Antenna Ports" on page 101

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
ALLocation<al>:DMRS:CGWD <CDMGroups>

Select the CMD groups that contain no data.

Suffix:

<cc> 1...16 (component carrier)

<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)

<sl> 0...x (slot)

<al> 0...99 (allocation)

Parameters:

<CDMGroups> *RST: 1

Example: //Select CMD groups without data

CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL5:DMRS:CGWD 2

Manual operation: See "CDM Groups without Data" on page 101

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sl|>:
ALLocation<al>:DMRS:CTYPe <Configuration>

Selects the PDSCH DM-RS configuration type.

Suffix:

<cc> 1...16 (component carrier)
<fr> 1...x (frame)

<bwp> 1...12 (bandwidth part)
<sgl> 0...x (slot)
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<al> 0...99 (allocation)
Parameters:
<Configuration> 112
*RST: 1
Example: //Define DM-RS configuration

CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL5:DMRS:CTYP 1

Manual operation: See "PUSCH DMRS Location" on page 98

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
ALLocation<al>:DMRS:MSYMbol:APOSition <Symbol>

Defines the position of additional DM-RS.

Suffix:

<cc> 1...16 (component carrier)

<fr> 1...x (frame)

<bwp> 1...12 (bandwidth part)

<sl> 0...x (slot)

<al> 0...99 (allocation)

Parameters:

<Symbol> 0]1]2]|3

Example: //Define position of additional DM-RS
CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALLS5:DMRS:MSYM:
APOS 3

Manual operation: See "Multi Symbol DMRS" on page 99

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
ALLocation<al>:DMRS:MSYMbol:LENGth <Symbols>

Defines the length of the DM-RS.

Suffix:

<cc> 1...16 (component carrier)

<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)

<sl> 0...x (slot)

<al> 0...99 (allocation)

Parameters:

<Symbols> 1
DM-RS transmitted on 1 symbol.
2

DM-RS transmitted on 2 symbols.
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*RST: 1
Example: //Define DM-RS length
CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL5:DMRS:MSYM:
LENG 2

Manual operation: See "Multi Symbol DMRS" on page 99

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
ALLocation<al>:DMRS:MTYPe <Mapping>

Selects the mapping type of the PDSCH DM-RS.

Suffix:

<cc> 0...99 (allocation)

<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)

<sl> 1...12 (bandwidth part)

<al> 0...99 (allocation)

Parameters:

<Mapping> A
Location of DM-RS relative to the start of the slot.
B
Location relative to the start of the PDSCH resource elements.
*RST: A

Example: /[Define DM-RS mapping

CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL5:DMRS:MTYP B

Manual operation: See "PUSCH DMRS Location" on page 98

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
ALLocation<al>:DMRS:NID <Value>

Defines the seed value ("N_ID*0") for the PUSCH DM-RS sequence generation.

Prerequisites for this command

e Select sequence generation method
n_ID"DMRS (CONFigure[:NR5G] :UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:
SLOT<sl>:ALLocation<al>:DMRS:SGENeration).

Suffix:

<cc> 1...16 (component carrier)
<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)
<sl|> 0...x (slot)

<al> 0...99 (allocation)
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Parameters:
<Value> <numeric value> (integer only)
*RST: 0
Example: //Define seed value
CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL5:DMRS : SGEN
NIDD

CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL5:DMRS:SID 15

Manual operation: See "PUSCH DMRS Sequence Generation (Transform Precod-
ing = Off)" on page 99

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
ALLocation<al>:DMRS:NIONe <Value>

Defines the scrambling ID ("N_ID*1") for the PUSCH DM-RS sequence generation.

Prerequisites for this command

e Turn off transform precoding (CONFigure [ :NR5G] :UL[ :CC<cc>] : TPRecoding
).

e Select sequence generation method
"n_IDADMRS" (CONFigure [:NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWWPart<bwp>:SLOT<sl>:ALLocation<al>:DMRS:SGENeration).

e Turn on "DMRS-Uplink" (CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:AlLLocation<al>:DMRS:RST).

Suffix:

<cc> 1...16 (component carrier)

<fr> 1..x (frame)

<bwp> 1...x (frame)

<s|> 0...x (slot)

<al> 0...99 (allocation)

Parameters:

<Value> <numeric value> (integer only)
*RST: 0

Example: /[Define seed value

CONF:UL:CC2:TPR OFF
CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL5:DMRS : SGEN
NIDD

CONF:UL:CC2:FRAM3:BWP2:SLOT4 :ALL5:DMRS:RST ON
CONF:UL:CC2:FRAM3:BWP2:SLOT4 :ALL5:DMRS:NION 15

Manual operation: See "PUSCH DMRS Sequence Generation (Transform Precod-
ing = Off)" on page 99
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CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
ALLocation<al>:DMRS:NIRid <Value>

Defines the seed value for the PUSCH DM-RS sequence generation (transform pre-

coding = on).

Prerequisites for this command

e Turn on transform precoding (CONFigure [ :NR5G] : UL[:CC<cc>] : TPRecoding
).

e Select sequence generation method

n_IDAPUSCH (CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:ALLocation<al>:DMRS:NIRS).

Suffix:

<cc> 1...16 (component carrier)

<fr> 1...16 (component carrier)

<bwp> 1...12 (bandwidth part)

<sl|> 0...x (slot)

<al> 0...99 (allocation)

Parameters:

<Value> <numeric value> (integer only)
*RST: 0

Example: //Define seed value

CONF:UL:TPR ON
CONF:UL:CC2:FRAM3:BWP2:SLOT4 :ALLS5 : DMRS : SGEN
NIDP
CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL5:DMRS:SID 10

Manual operation: See "PUSCH DMRS Sequence Generation (Transform Precod-
ing = On)" on page 99

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sl|>:
ALLocation<al>:DMRS:NIRS <Method>

Selects the PDSCH DM-RS sequence generation method.

Prerequisites for this command
e Turn on transform precoding (CONFigure [ :NR5G] :UL[:CC<cc>] : TPRecoding

)-

Suffix:

<cc> 0...99 (allocation)
<fr> 1..x (frame)
<bwp> 1..x (frame)

<sl> 0...x (slot)
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<al> 0...99 (allocation)

Parameters:
<Method> NIDCell
Sequence generation based on the cell ID.

NIDPsch
Sequence generation based on a pseudo-random seed value.
NIDNscid
Sequence generation as defined with commands for precoding =
off:
CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:ALLocation<al>:DMRS:
SGENeration
CONFigure[:NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:ALLocation<al>:DMRS:NID
*RST: NIDCell

Example: //Define sequence generation method
CONF:UL:TPR ON

CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL5:DMRS : SGEN
NIDP

Manual operation: See "PUSCH DMRS Sequence Generation (Transform Precod-
ing = On)" on page 99

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI|>:
ALLocation<al>:DMRS:NSCid <Value>

Defines the scrambling ID for the PDSCH DM-RS sequence generation.

Prerequisites for this command

e Select sequence generation method
"n_IDADMRS" (CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:ALLocation<al>:DMRS:SGENeration).

Suffix:

<cc> 0...99 (allocation)

<fr> 1..x (frame)

<bwp> 1..x (frame)

<sl|> 0...x (slot)

<al> 0...99 (allocation)

Parameters:

<Value> 01

Example: //Define DM-RS scrambling ID
CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL5 : DMRS : SGEN
DSID

CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL5:DMRS:NSC 1
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Manual operation: See "PUSCH DMRS Sequence Generation (Transform Precod-
ing = Off)" on page 99

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
ALLocation<al>:DMRS:NSPorts <AntennaPorts>

Selects the number of antenna ports for codebook transmission.

Prerequisites for this command

e Select codebook transmission (CONFigure [ :NR5G] :UL[:CC<cc>] :
FRAMe<fr>:BWPart<bwp>:SLOT<sl>:ALLocation<al>:DMRS:TCONfig).

Suffix:

<cc> 0...99 (allocation)

<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)

<sl> 0...x (slot)

<al> 0...99 (allocation)

Parameters:

<AntennaPorts>

Example: //Select number of SRS antenna ports

CONF:UL:CC2:FRAM3:BWP2:SLOT4 :ALL5:DMRS: TCON COD
CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL5:DMRS:NSP 2

Manual operation: See "No of SRS Ports" on page 101

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI|>:
ALLocation<al>:DMRS:POWer <Power>

Defines the PDSCH DM-RS power relative to the PDSCH.

Suffix:

<cc> 1...16 (component carrier)
<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)
<sl> 1...12 (bandwidth part)
<al> 1...12 (bandwidth part)
Parameters:

<Power> <numeric value>

When you turn on transform precoding after a preset, the
R&S FSV/A automatically changes the relative power to 3 dB,
according to 3GPP 38.214.

*RST: 0

Default unit: dB
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Example: /[Define DM-RS power
CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL5:DMRS: POW 0.5

Manual operation: See "PUSCH DMRS Rel Power" on page 100

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
ALLocation<al>:DMRS:RST <State>

Turns low peak to average power ratio for the PUSCH DMRS on and off.

Suffix:
<cc> 1...16 (component carrier)
<fr> 1..x (frame)
<bwp> 1...12 (bandwidth part)
<sl> 1...12 (bandwidth part)
<al> 0...99 (allocation)
Parameters:
<State> ON|OFF|1]0

*RST: OFF
Example: [[Turn on dmrs-uplink-r16

CONF:UL:CC2:FRAM3:BWP2:SLOT4 :ALL5:DMRS:RST ON

Manual operation: See "DMRS-Uplink" on page 102

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
ALLocation<al>:DMRS:SGENeration <Method>

Selects the PDSCH DM-RS sequence generation method.

Suffix:

<cc> 0...99 (allocation)

<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)

<sl> 0...x (slot)

<al> 0...99 (allocation)

Parameters:

<Method> NIDCell
Sequence generation based on the cell ID.
NIDDmrs
Sequence generation based on a pseudo-random seed value.
*RST: NIDCell

Example: /IDefine DM-RS sequence type
CONF:UL:CC2:FRAM3:BWP2:SLOT4 :ALL5 : DMRS : SGEN
NIDC
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Manual operation: See "PUSCH DMRS Sequence Generation (Transform Precod-
ing = Off)" on page 99

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
ALLocation<al>:DMRS:TAPos <Symbol>

Defines the first symbol that the DM-RS uses.

Prerequisites for this command

e Select DM-RS mapping type A (CONFigure [ :NR5G] :UL[:CC<cc>] :
FRAMe<fr>:BWPart<bwp>:SLOT<sl>:ALLocation<al>:DMRS:MTYPe).

Suffix:

<cc> 0...99 (allocation)

<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)
<sl> 0...x (slot)

<al> 0...99 (allocation)
Parameters:

<Symbol> 2|3

Example: //Define position of DM-RS

CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL5:DMRS:MTYP A
CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL5:DMRS: TAP 3

Manual operation: See "PUSCH DMRS Location" on page 98

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI|>:
ALLocation<al>:DMRS:TCONfig <State>

Turns codebook-based transmission on and off.

Suffix:
<cc> 0...99 (allocation)
<fr> 1..x (frame)
<bwp> 1...12 (bandwidth part)
<sl> 0...x (slot)
<al> 0...99 (allocation)
Parameters:
<State> CODebook
Selects codebook-based transmission.
NCODebook
Selects non-codebook-based transmission.
Example: //Select transmission type

CONF:UL:CC2:FRAM3:BWP2:SLOT4 :ALL5:DMRS: TCON COD
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Manual operation: See "TxConfig" on page 100

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI|>:
ALLocation<al>:DMRS:TPMI <Value>

Selects the Transmit Precoding Matrix Indicator (TPMI) for codebook transmission.

Prerequisites for this command

e Select codebook transmission (CONFigure [ :NR5G] :UL[:CC<cc>] :
FRAMe<fr>:BWPart<bwp>:SLOT<sl>:ALLocation<al>:DMRS:TCONfig).

Suffix:

<cc> 0...99 (allocation)

<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)
<gl> 0...x (slot)

<al> 0...99 (allocation)
Parameters:

<Value>

Example: /[Select TPMI

CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL5:DMRS: TCON COD
CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL5:DMRS: TPMI 2

Manual operation: See "TPMI" on page 101

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sl|>:
ALLocation<al>:UEID <ID>

Defines the user ID of a PUSCH allocation.

Suffix:

<cc> 1...16 (component carrier)
<fr> 1...x (frame)

<bwp> 1...12 (bandwidth part)

<sl> 0...x (slot)

<al> 0...99 (allocation)
Parameters:

<|D> <numeric value> (integer only)
Example: /[Define allocation 1D

CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL5:UEID 8

Manual operation: See "User ID" on page 98
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Enhanced PUSCH settings: PTRS

Commands to configure the PTRS described elsewhere.

® CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sl>:
ALLocation<al>:UEID

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>:

ALLOCAtION<AIZIPTRSIK . ttitiiiieie i e i e e e e e e e e e e e ettt ssse e e e e e e aaaaaaaaeeeeeeennees 358
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>
ALLOCAtION<AI>IPTRS L. uutututiiiieieie e e e e eeeeeeeeeeee e ee e e eeeee e ss s e e e e eeeaaaaaaaeeeeeeeenes 359
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>:
ALLocation<al>:PTRS:NGROUPS......ucitiieiiiiteieeeieeiiieeeeeeaetaseeeeeeennaeseerentnnaeaeeennes 359
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>:
ALLOCatioN<al>:PTRSINID.....ccciiiiccereiiieeeeeeee e e e e ssscnrrereeeeeeeee e e e s sssnnnnenereeeeeeaaesenan 360
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>:
ALLOCAtioN<AI>PTRSINIID. . uuuuciiiiiie i e eeeeeeee et s s e e e e e e e aaaaaaeaeeeeeees 361
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>:
ALLocation<al>:PTRS:NSAMPIES. ....ceeeeieeueeieeieeiiiie e e e e et s e e e e e et e e e e eeera e e e e eeannanns 361
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>
ALLOCatioN<al>:PTRS:POWET.......ccuuiiieeiiiiiie e eeeetiiee e e e e e tatee e e e e e et e e e e s entnn e eeeeeeees 362
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>:
ALLocation<al>:PTRS:REOFFSEL.........cccviiieiiiiiiiiiiiiesiiese e e e e e eeeeeereeeeeeeeeeeeenenennanes 362
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>:
ALLOCAtION<AI> P TRSISTATE] cuu et teeieeiuiie e et eetriaae e e e e eetes e e e e eeeanaeseeseera e e e eeesnnnaaees 363

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sl|>:
ALLocation<al>:PTRS:K <Value>

Defines an offset for the PTRS in the frequency domain.

Prerequisites for this command

e Turn off transform precoding (CONFigure [ :NR5G] :UL[ :CC<cc>] : TPRecoding
).

e Turnon PTRS (CONFigure[:NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:ALLocation<al>:PTRS[:STATe])

Suffix:

<cc> 1...16 (component carrier)
<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)
<sl> 0...x (slot)

<al> 0...99 (allocation)
Parameters:

<Value> 2 | 4 [subcarrier]

*RST: 1
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Example: //[Define PTRS offset
CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL5:PTRS ON
CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL5:PTRS:K 4

Manual operation: See "PTRS Configuration (Transform Precoding = Off)"
on page 102

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sl|>:
ALLocation<al>:PTRS:L <Value>

Defines an offset for the PTRS in the time domain.

Prerequisites for this command

e Turnon PTRS (CONFigure[:NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:ALLocation<al>:PTRS[:STATe])

Suffix:

<cc> 1...16 (component carrier)

<fr> 1..x (frame)

<bwp> 1..x (frame)

<sl> 0...x (slot)

<al> 0...99 (allocation)

Parameters:

<Value> 1]2| 4 [OFDM symbols]
*RST: 1

Example: //[Define PTRS offset

CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL5: PTRS ON
CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL5:PTRS:L 4

Manual operation: See "PTRS Configuration (Transform Precoding = Off)"
on page 102
See "PTRS Configuration (Transform Precoding = On)"
on page 103

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI|>:
ALLocation<al>:PTRS:NGRoups <PTRSGroups>

Defines the number of PTRS groups.

Prerequisites for this command

e Turn on transform precoding (CONFigure [ :NR5G] : UL [ :CC<cc>] : TPRecoding
).

e Turnon PTRS (CONFigure[:NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:ALLocation<al>:PTRS[:STATe]).

Suffix:
<cc> 0...99 (allocation)
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<fr> 1..x (frame)
<bwp> 1...12 (bandwidth part)
<sl|> 0...x (slot)
<al> 0...99 (allocation)
Parameters:
<PTRSGroups> 21418
*RST: 2
Example: //Define samples of PTRS group

CONF:UL:CC2:TPR ON
CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL4:PTRS ON
CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL4:PTRS:NGR 8

Manual operation: See "PTRS Configuration (Transform Precoding = On)"
on page 103

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sl|>:
ALLocation<al>:PTRS:NID <Method>

Selects the PUSCH PTRS sequence generation method.

Prerequisites for this command
e Turn on transform precoding (CONFigure [ :NR5G] : UL[:CC<cc>] : TPRecoding

)-

Suffix:

<cc> 0...99 (allocation)

<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)

<sl|> 0...x (slot)

<al> 0...x (slot)

Parameters:

<Method> NIDCell
Sequence generation based on the cell ID.
NIDPusch
Sequence generation based on a pseudo-random seed value.
*RST: NIDCell

Example: //[Define PTRS sequence method

CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL5: PTRS:NID NIDP

Manual operation: See "PTRS Configuration (Transform Precoding = On)"
on page 103
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CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
ALLocation<al>:PTRS:NIID <Value>

Defines the seed value for the PUSCH PTRS sequence generation.

Prerequisites for this command

e Turn on transform precoding (CONFigure [ :NR5G] : UL[:CC<cc>] : TPRecoding
).

e Select sequence generation method
n_IDMPUSCH (CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:AlLLocation<al>:PTRS:NID).

Suffix:

<cc> 0...x (slot)

<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)

<s|> 0...x (slot)

<al> 0...99 (allocation)

Parameters:

<Value> <numeric value> (integer only)
*RST: 0

Example: /[Define seed value

CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL5: PTRS:NID NIDP
CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL5: PTRS:NIID 15

Manual operation: See "PTRS Configuration (Transform Precoding = On)"
on page 103

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI|>:
ALLocation<al>:PTRS:NSAMples <Samples>

Defines the number of samples allocated to a PTRS group.

Prerequisites for this command

e Turn on transform precoding (CONFigure [ :NR5G] : UL[:CC<cc>] : TPRecoding
).

e Turnon PTRS (CONFigure[:NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:AlLLocation<al>:PTRS[:STATe]).

Suffix:

<cc> 1...16 (component carrier)
<fr> 1...x (frame)

<bwp> 1...12 (bandwidth part)
<sgl> 0...x (slot)

<al> 0...99 (allocation)
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Parameters:
<Samples> 2|4
*RST: 2
Example: /[Define samples of PTRS group

CONF:UL:CC2:TPR ON
CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL4:PTRS ON
CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL4:PTRS:NSAM 2

Manual operation: See "PTRS Configuration (Transform Precoding = On)"
on page 103

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
ALLocation<al>:PTRS:POWer <Power>

Defines the relative power of the PTRS.

Prerequisites for this command

e Turnon PTRS (CONFigure[:NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<Sl>:ALLocation<al>:PTRS[:STATe})

Suffix:
<cc> 1...16 (component carrier)
<fr> 1..x (frame)
<bwp> 1...12 (bandwidth part)
<sl|> 0...x (slot)
<al> 0...99 (allocation)
Parameters:
<Power> <numeric value>
*RST: 0
Default unit: dB
Example: /IDefine PTRS power

CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL5: PTRS ON
CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL5: PTRS:POW 1DB

Manual operation: See "PTRS Configuration (Transform Precoding = Off)"
on page 102
See "PTRS Configuration (Transform Precoding = On)"
on page 103

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sl|>:
ALLocation<al>:PTRS:REOFfset <Offset>

Defines the location of the PTRS in the frequency domain relative to the first subcar-
rier.
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Prerequisites for this command

e Turn off transform precoding (CONFigure [ :NR5G] :UL[ :CC<cc>] : TPRecoding
).

e Turnon PTRS (CONFigure[:NR5G] :UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:ALLocation<al>:PTRS[:STATe]).

Suffix:
<cc> 1...16 (component carrier)
<fr> 1...x (frame)
<bwp> 1...12 (bandwidth part)
<sl> 0...x (slot)
<al> 0...99 (allocation)
Parameters:
<Offset> 0S00 | 0OS01 | OS10 | OS11
Defines an offset.
NONE
No offset.
*RST: 00
Example: //[Define PTRS offset

CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL5:PTRS ON
CONF:UL:CC2:FRAM3:BWP2:SLOT4 :ALL5: PTRS : REOF
0Ss10

Manual operation: See "PTRS Configuration (Transform Precoding = Off)"
on page 102

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sl|>:
ALLocation<al>:PTRS[:STATe] <State>

Turns the PTRS on and off.

Suffix:
<cc> 1...16 (component carrier)
<fr> 1..x (frame)
<bwp> 1...12 (bandwidth part)
<gl> 0...x (slot)
<al> 0...99 (allocation)
Parameters:
<State> ON|OFF|1]0

*RST: OFF
Example: /[Turn on PTRS

CONF:UL:CC2:FRAM3:BWP2:SLOT4:ALL5: PTRS ON
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Manual operation: See "PTRS Configuration (Transform Precoding = Off)"
on page 102
See "PTRS Configuration (Transform Precoding = On)"
on page 103

Enhanced PUSCH settings: scrambling / coding

Commands to configure the PTRS described elsewhere.

® CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sl>:
ALLocation<al>:UEID

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>:

ALLocation<al>:CCODING:IMCS.......ccotiiiriiieinrnaaaaaae e e e e eeaeaeaeeaerereeeeeeeeeeenennnnnnnnns 364
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>:
ALLocation<al>:CCODING:MCSTaDIE......ccceeiriieieeeieetieeeeee e e e eerree e e e e e eera e eaees 365
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
ALLocation<al>:CCODING:RVINGEX...ccieteeeeeeieeaeieee ettt e e e e e e e e 365
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
ALLocation<al>:CCODING:XOVHEAM.........cceieieieieieeeeeiieieieeee e e e e e e e e e e e e e e e eeeeeees 366
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>:
ALLocation<al>:SCRAMDIING....ccuuiiiieiiiiiieieee et e e e et e e e e e eere e e e eeenaanns 366
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
ALLocation<al>:SCRamMbliNG:DSID......cccuuuuuiuiiuiiiiiaieieeeeeeeeeeeeeeeeeeeeeeeeesenrnrnaan 367

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sl|>:
ALLocation<al>:CCODing:IMCS <Value>

Selects the MCS index (lycs)-

Suffix:

<cc> 1...16 (component carrier)
<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)

<s|> 0...x (slot)

<al> 0...x (slot)

Parameters:

<Value> The value range depends on:

» The modulation order (CONFigure [ :NR5G] : UL[:CC<cc>] :
FRAMe<fr>:BWPart<bwp>:SLOT<sl>:ALLocation<al>:
CCODing:MCSTable).

* The modulation scheme of the

PUSCH (CONFigure [ :NR5G] : UL[:CC<cc>] : FRAMe<fr>:
BWPart<bwp>:SLOT<sl>:ALLocation<al>:MODulation).

*RST: 0
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Example: /[Select MCS index for modulation order 64QAM
CONF:UL:CC2:FRAM3:BWP2:SLOT3:ALL1:MOD QPSK
CONF:UL:CC2:FRAM3:BWP2:SLOT3:ALL1:CCOD:MCST Q64
CONF:UL:CC2:FRAM3:BWP2:SLOT3:ALL1:CCOD:IMCS 2

Manual operation: See "Channel Coding" on page 104

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sl|>:
ALLocation<al>:CCODing:MCSTable <Table>

Selects the modulation order (MCS table) of the PDSCH.

Suffix:
<cc> 1...16 (component carrier)
<fr> 1...x (frame)
<bwp> 1...12 (bandwidth part)
<sl> 1...12 (bandwidth part)
<al> 0...99 (allocation)
Parameters:
<Table> Q64

Table for 64QAM.

Q64L

Table for 64QAM LowSE.

Q256

Table for 256 QAM.

*RST: Q64
Example: //Select modulation order

CONF:UL:CC2:FRAM3:BWP2:SLOT3:ALL1:CCOD:MCST Q64

Manual operation: See "Channel Coding" on page 104

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
ALLocation<al>:CCODing:RVINdex <Index>

Selects the redundancy version index.

Suffix:

<cc> 1...16 (component carrier)
<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)
<sl|> 0...x (slot)

<al> 0...99 (allocation)
Parameters:

<Index> Range: 0 to 3

*RST: 0
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Example: //Select redundancy version index
CONF:UL:CC2:FRAM3:BWP2:SLOT2:ALL1:CCOD:RVIN 1

Manual operation: See "Channel Coding" on page 104

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
ALLocation<al>:CCODing:XOVHead <Value>

Selects the xOverhead value.

Suffix:

<cc> 1...16 (component carrier)
<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)
<sl> 0...x (slot)

<al> 0...99 (allocation)
Parameters:

<Value> NO | N6 | N12 | N18
Example: //Select xOverhead

CONF:UL:CC2:FRAM3:BWP2:SLOT2:ALL1:CCOD:XOVH 6

Manual operation: See "Channel Coding" on page 104

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sl|>:
ALLocation<al>:SCRambling <Method>

Selects the PUSCH scrambling method.

Suffix:

<cc> 1...16 (component carrier)

<fr> 1...x (frame)

<bwp> 1...12 (bandwidth part)

<gl> 0...x (slot)

<al> 0...99 (allocation)

Parameters:

<Method> DSID
Sequence generation based on a pseudo-random seed value.
NIDCell
Sequence generation based on the cell ID.
*RST: NIDCell

Example: //IDefine PUSCH scrambling method

CONF:UL:CC2:FRAM3:BWP2:SLOT2:ALL1:SCR NIDC

Manual operation: See "PUSCH Scrambling" on page 105
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CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:

ALLocation<al>:SCRambling:DSID <Value>
Defines the seed value for the PDSCH scrambling.

Prerequisites for this command
e Select sequence generation method DMRS-Scram-

bling-ID (CONFigure [ :NR5G] :UL[:CC<cc>] : FRAMe<fr>:BWPart<bwp>:

SLOT<sl>:ALLocation<al>:SCRambling).

Suffix:

<cc> 1...16 (component carrier)

<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)

<s|> 0...x (slot)

<al> 0...99 (allocation)

Parameters:

<Value> <numeric value> (integer only)
*RST: 0

Example: //Define seed value

CONF:UL:CC2:FRAM3:BWP2:SLOT3:ALL1:SCR DSID
CONF:UL:CC2:FRAM3:BWP2:SLOT3:ALL1:SCR:DSID 10

Manual operation: See "PUSCH Scrambling” on page 105

Enhanced PUSCH settings: custom constellation

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>:
ALLocation<al>:CUSTOM:LOAD.......coiiiiiiieii e
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>
ALLocation<al>:CUSTom:MODuUIation.........cccceveivvieieiiiieeieeeeeeeenn
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>:
ALLocation<al>:CUSTom:NORMalization.......c..ccoeueveiiininnincieniinnenns
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>:
ALLocation<al>:CUSTom:POSItioN........cuuiieiiiiiiiiiii e
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>:
ALLocation<al>:CUSTOM:STATE. ..cuciuiiieeieei et e eeans
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>:
ALLocation<al>:CUSTOM:STORE......ccciiiviiiiiiiiie et

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:

ALLocation<al>:CUSTom:LOAD <FileName>

Loads a previously stored custom symbol constellation.

User Manual 1178.9255.02 — 15

367



R&S®FSV3-K145 Remote control

Configuration

Prerequisites for this command

e Turn on custom symbol constellations (CONFigure [ :NR5G] :UL[:CC<cc>] :
FRAMe<fr>:BWPart<bwp>:SLOT<sl>:ALLocation<al>:CUSTom:STATe).

e File with a custom symbol constellation (. json format).

Suffix:

<cc> 1...16 (component carrier)

<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)

<sl> 0...x (slot)

<al> 0...99 (allocation)

Parameters:

<FileName> String containing the path and name of the file.
The file extension is . json.

Example: //Load custom symbol constellation

CONF:UL:CC2:FRAM:BWP2:ALL3:CUST:STAT ON
CONF:UL:CC2:FRAM:BWP2 :ALL3:CUST:LOAD
'constellation.json'

Manual operation: See "Save / Load User Mapping" on page 107

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
ALLocation<al>:CUSTom:MODulation <Modulation>

Selects the modulation order for custom symbol constellations.

Prerequisites for this command

e Turn on custom symbol constellations (CONFigure [ :NR5G] :UL[:CC<cc>] :
FRAMe<fr>:BWPart<bwp>:SLOT<sl>:ALLocation<al>:CUSTom:STATe).

Suffix:

<cc> 1...16 (component carrier)

<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)

<sl> 0...x (slot)

<al> 0...99 (allocation)

Parameters:

<Modulation> N2 | N4 | N16 | N64 | N256 | N1K | N4K | N16K
*RST: N2

Example: /[Select custom constellation modulation order

CONF:UL:CC2:FRAM:BWP2:ALL3:CUST:STAT ON
CONF:UL:CC2:FRAM:BWP2:ALL3:CUST:MOD N256

Manual operation: See "Modulation Order" on page 107
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CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:
ALLocation<al>:CUSTom:NORMalization <State>

Turns normalization for custom symbol constellations on and off.

Prerequisites for this command

e Turn on custom symbol constellations (CONFigure [ :NR5G] :UL[ :CC<cc>] :
FRAMe<fr>:BWPart<bwp>:SLOT<sl>:ALLocation<al>:CUSTom:STATe).

Suffix:
<cc> 1...16 (component carrier)
<fr> 1..x (frame)
<bwp> 1...12 (bandwidth part)
<sl|> 0...x (slot)
<al> 0...99 (allocation)
Parameters:
<State> ON|OFF|1]|0

*RST: ON
Example: /[Turn on normalization

CONF:UL:CC2:FRAM:BWP2 :ALL3:CUST:STAT ON
CONF:UL:CC2:FRAM:BWP2:ALL3:CUST:NORM ON

Manual operation: See "Normalization" on page 107

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI|>:
ALLocation<al>:CUSTom:POSition <Coordinates>

Defines the coordinates of the symbol positions in the complex plane.

Prerequisites for this command

e Turn on custom symbol constellations (CONFigure [ :NR5G] :UL[:CC<cc>] :
FRAMe<fr>:BWPart<bwp>:SLOT<sl>:AlLLocation<al>:CUSTom:STATe).

Suffix:

<cc> 1...16 (component carrier)

<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)

<s|> 0...x (slot)

<al> 0...99 (allocation)

Parameters:

<Coordinates> String that contains the coordinates of the symbols.

The number of coordinates depends on the modulation order.
The order of values is: |symbo|1stymboHvlsymboIZstymbo|21---
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Example: //Define symbol locations
CONF:UL:CC2:FRAM:BWP2:ALL3:CUST:STAT ON
CONF:UL:CC2:FRAM:BWP2:ALL3:CUST:POS
'1,1,1,-1,-1,1,-1,-1"

Manual operation: See "Position" on page 107

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sl|>:
ALLocation<al>:CUSTom:STATe <Slot>

Turns custom symbol constellations on and off.

Suffix:
<cc> 1...16 (component carrier)
<fr> 1...x (frame)
<bwp> 1...12 (bandwidth part)
<sl> 0...x (slot)
<al> 0...99 (allocation)
Parameters:
<State> ON|OFF|1]0
*RST: OFF
Example: /[Turn on custom symbol constellations

CONF:UL:CC2:FRAM:BWP2:ALL3:CUST:STAT ON

Manual operation: See "State" on page 107

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI|>:
ALLocation<al>:CUSTom:STORe <FileName>

Saves the current custom symbol constellation.

Prerequisites for this command

e Turn on custom symbol constellations (CONFigure [ :NR5G] :UL[:CC<cc>] :
FRAMe<fr>:BWPart<bwp>:SLOT<sl>:ALLocation<al>:CUSTom:STATe).

Suffix:

<cc> 1...16 (component carrier)

<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)

<sl> 0...x (slot)

<al> 0...99 (allocation)

Parameters:

<FileName> String containing the path and name of the file.

The file extension is . json.
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Example: //Save custom symbol constellation
CONF:UL:CC2:FRAM:BWP2:ALL3:CUST:STAT ON
CONF:UL:CC2:FRAM:BWP2:ALL3:CUST:STOR
'constellation.json'

Manual operation: See "Save / Load User Mapping" on page 107

6.10.16 Antenna port configuration

CONFigure[:NR5G]:UL[:CC<cc>]:PAMapping<cf>:PUSCh:AP<ap>..........cccceeeeeeeeveeceeeeenenns 371
CONFigure[:NR5G]:UL[:CC<cc>]:PAMapping<Cf>:STATE......cuurrrreeeeeeiisicirrnrnrreeereeeeeessnnans 371

CONFigure[:NR5G]:UL[:CC<cc>]:PAMapping<cf>:PUSCh:AP<ap> <State>

Selects the antenna port(s) that transmits the PUSCH. The selection indirectly also
selects the antenna port that transmits the PUSCH DMRS.

Suffix:

<cc> 1...16 (component carrier)

<cf> 0 (antenna port configuration)

<ap> 0...99 (antenna port)

Parameters:

<State> ON|OFF|1]0
Turns the transmission on a specific antenna port on and off.
ALL
Turns on the tranmission on all antenna ports (1000 to 1011).
NONE
Turns off the transmission on all antenna ports.
By default, the transmission is on antenna port 1000 (configura-
tion 1) and 1001 (configuration 2).

Example: /[Turn on transmission on antenna port 11 (PUSCH DMRS) and

1011 (PUSCH) in configuration 1
CONF:UL:CC1:PAM1:PDSCH:AP1 ON

Manual operation: See "PUSCH" on page 109

CONFigure[:NR5G]:UL[:CC<cc>]:PAMapping<cf>:STATe <State>
Selects one of the antenna port configurations.

Effects of this command

e |[f you turn on a configuration, the other antenna port configuration is automatically
turned off (and vice versa).

Suffix:
<cc> 1...16 (component carrier)
<cf> 0 (antenna port configuration)
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Parameters:
<State> ON|OFF|1]|0

*RST: ON for configuration 1
Example: /[Turn on antenna port configuration 2

CONF:UL:CC2:PAM2:STAT ON
Manual operation: See "State" on page 108
Advanced settings: global
CONFIgUre[:NR5G]:ORAN:TCASE. ......ceerrrrererrrrnrnriniiiaiaieseeeeeesaeaeseesereeerererersrrrrarar———————— 372
CONFIigUre[:NRSG:UL[ECCCC:FNNF ...ttt ettt e e et e e e e e eer e e e e e e e 372
CONFigUre[:NRSG:UL[ZCCSCCS]:DC....cettuiee ettt e e e et e e et e e e e eeeabe e e e e eeeanns 373
CONFigure[:NR5G:UL[:CC<CC>]:PUSCR:FHOPDING. 1+ eeeeterereeeeeeeeeeeseseeeseseesesereseseeeneneen. 373
CONFigure[:NR5G]:UL[:CC<cc>]:PUSCh:HOPPING. .. ceuieniieaeei et 373
CONFigure[:NR5G]:UL[:CC<cc>]:RFUC:FZERO:FREQUENCY......ceeeereerrieeeeeeiinaeeeeeeenieenns 374
CONFigure[:NR5G]:UL[:CC<cc>]:RFUC:FZERO:MODE..........uuuaiaiaieieeeeeeeeeeeeeeeeeeeeeeeneneeens 374
CONFigure[:NR5G]:UL[:CC<CC>:RFUC:STATE. ....ccttttieeeeieeiiieeeeeeeetie e e e eeeernee e e e e eraanaaeaaes 375
CONFigure[:NR5G]:UL[:CC<cc>]:SFLatness:ECONMItIONS.......cceeeieirueeieeeeiiiiieeeeeeeeiieeeeeees 375
CONFigure[:NR5G]:UL[:CC<CC>]:TPRECOAING. . ...cevvruereeieerriieeeeeeeeitaeieeeeeernaeeeeseesraaaeaaaens 375

CONFigure[:NR5G]:ORAN:TCASe <Testcase>

Selects an O-RAN test case.

Parameters:

<Testcase> <string>
String containing the name of the test case, e.g. "TC 3.2.3.1.1".
The string "NONE" removes a test case.
*RST: NONE

Example: /[Select O-RAN test case TC 3.2.3.1.4

CONF:ORAN:TCAS "TC 3.2.3.1.4"

Manual operation: See "O-RAN Test Case" on page 113

CONFigure[:NR5G]:UL[:CC<cc>]:FNNF <FrameNumber>

Defines the 5G NR system frame number.

Suffix:

<cc> 1...16 (component carrier)
irrelevant

Parameters:

<FrameNumber> *RST: 0

Example: //Define frame number

CONF:UL:ENNFE 124

Manual operation: See "Frame Number n_f" on page 112
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CONFigure[:NR5G]:UL[:CC<cc>]:IDC <State>

Turns analysis of the DC carrier on and off.

Suffix:
<cc> 1...16 (component carrier)
Parameters:
<State> ON|OFF|1]0

*RST: OFF
Example: /Do not analyze DC carrier

CONF:UL:CC2:IDC ON

Manual operation: See "Handling of Carrier Leakage" on page 111

CONFigure[:NR5G]:UL[:CC<cc>]:PUSCh:FHOPping <Mode>
Selects the PUSCH frequency hopping mode.

Prerequisites for this command
e Configure exactly one PUSCH allocation.

Suffix:
<cc> 1...16 (component carrier)
Parameters:
<Mode> DISable
No PUSCH frequency hopping.
INTRa
Intra-slot frequency hopping.
*RST: DISable
Example: /[Turn on intra-slot hopping

CONF:UL:PUSC:FHOP INTR

Manual operation: See "PUSCH Frequency Hopping" on page 112

CONFigure[:NR5G]:UL[:CC<cc>]:PUSCh:HOPPing <Mode>
Selects a hopping mode for the PUSCH DMRS sequence.

Suffix:
<cc> 1...16 (component carrier)
Parameters:
<Mode> GROup
Selects group hopping.
NONE
Selects no hopping.
SEQuence

Selects sequence hopping.
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Manual operation: See "PUSCH Hopping" on page 112

CONFigure[:NR5G]:UL[:CC<cc>]:RFUC:FZERo:FREQuency <Frequency>
Selects a frequency for RF upconversion.

Prerequisites for this command
e Turn on phase compensation (CONFigure [ :NR5G] : UL [ :CC<cc>] :RFUC:
STATe).

e Select mode to select custom frequency (CONFigure [ :NR5G] :UL[:CC<cc>] :
RFUC:FZERo : MODE).

Suffix:
<cc> 1...16 (component carrier)
Parameters:
<Frequency> <numeric value>
*RST: 0
Default unit: Hz
Example: /[Define frequency for RF upconversion

CONF:UL:CC2:RFUC:STAT ON
CONF:UL:CC2:RFUC:FZER:MODE MAN
CONF:UL:CC2:RFUC:FZER:FREQ 800MHZ

Manual operation: See "RF Upconversion" on page 112

CONFigure[:NR5G]:UL[:CC<cc>]:RFUC:FZERo:MODE <Mode>
Selects the frequency selection mode for RF upconversion.

Prerequisites for this command
e Turn on phase compensation (CONFigure [ :NR5G] : UL [ :CC<cc>] :RFUC:

STATe).

Suffix:

<cc> 1...16 (component carrier)

Parameters:

<Mode> CF
Converts the signal to the center frequency.
MANual
Converts the signal to another frequency.
You can define the frequency with CONFigure [ :NR5G] :UL[ :
CC<cc>] :RFUC:FZERo: FREQuency
*RST: CF

Example: /[Select frequency mode for RF upconversion

CONF:UL:CC2:RFUC:STAT ON
CONF:UL:CC2:RFUC:FZER:MODE CF

Manual operation: See "RF Upconversion" on page 112
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CONFigure[:NR5G]:UL[:CC<cc>]:RFUC:STATe <State>

Turns RF upconversion and corresponding phase compensation on and off.

Suffix:
<cc> 1...16 (component carrier)
Parameters:
<State> ON|OFF|1]0
*RST: ON
Example: /[Turn on phase compensation

CONF:UL:CC2:RFUC:STAT ON

Manual operation: See "RF Upconversion" on page 112

CONFigure[:NR5G]:UL[:CC<cc>]:SFLatness:ECONditions <State>
Turns extreme conditions for spectrum flatness measurements on and off.

Prerequisites for this command
e Select FR1 deployment (CONFigure [ :NR5G] :UL[ :CC<cc>] : DFRange).

Suffix:
<cc> 1...16 (component carrier)
Parameters:
<State> ON|OFF|1]0
*RST: OFF
Example: /[Turn on extreme conditions

CONF:UL:DFR LOW
CONF:UL:SFL:ECON ON

Manual operation: See "Extreme Conditions" on page 113

CONFigure[:NR5G]:UL[:CC<cc>]:TPRecoding <State>
Turns transform precoding on and off.

Effects of this command

e When you turn on transform precoding after a preset, the R&S FSV/A automatically
changes the relative power of the PUSCH DMRS to 3 dB, according to 3GPP

38.214.
Suffix:
<cc> 1...16 (component carrier)
Parameters:
<State> ON|OFF|1]0
*RST: OFF
Example: /[Turn on transform precoding

CONF:UL:CC2:TPR ON
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Manual operation: See "Transform Precoding" on page 111

Advanced settings: reference point A
CONFigure[:NR5G]:UL[:CC<cC>]:RPA:AFREQUENCY 2. . ceeieeieeeeeeeeeiieeeeeeeeeiaeeeeesennaeeeneeees 376
CONFigure[:NR5G]:UL[:CC<CC>]:RPA:KZERO:SCFE. ... ..ot ieeeeeeeeeeeeeeeeeseeeeeeeeeeeeeee e een 376
CONFigure[:NR5G]:UL[:CC<cc>]:RPA:KZERO:SCF T....iiiiiiiiiee ettt e e 377
CONFigure[:NR5G]J:UL[:CC<cC>]:RPA:KZERO:SCNS........coeeeiieeeeeeeeerererenn e 377
CONFigure[:NR5G]:UL[:CC<cC>]:RPA:KZERO:SCOT ...cvuuieieeieeiiieieeeeeetieeeeeeeeree e e e eeaanens 377
CONFigure[:NR5G:UL[:CC<CC>]:RPAKZERO:SCST ... eeeeeeeeeeeeereeeeeeeeeeeeeeeeeeeeeseesneeeenenes 378
CONFigure[:NR5G]:UL[:CC<CC>]:RPA:KZERO:SCT T ...ttt ee e e e 378
CONFigure[:NR5G]:UL[:CCSCCSRPAIRTCF . .....eteeeeeeeeeeeeeee e e ee et eeeeneeeeeeneesee s aeeeenaesens 378
CONFigure[:NR5G]:UL[:CC<cC>]:RPA:TBOFFSEL?.....ceeeieieeeeeeeeiie e e et e e e e e e e e 379

CONFigure[:NR5G]:UL[:CC<cc>]:RPA:AFRequency?
Queries the absolute frequency of the reference point A.

Suffix:
<cc> 1...16 (component carrier)

Return values:
<Frequency> <numeric value>

Default unit: Hz

Example: /IQuery location of reference point A
CONF:UL:CC2:RPA:AFR?

Usage: Query only

Manual operation: See "Reference Point A" on page 114

CONFigure[:NR5G]:UL[:CC<cc>]:RPA:KZERo:SCFE <Offset>

Defines an offset relative to reference point A for bandwidth parts with 480 kHz subcar-
rier spacing.

Prerequisites for this command

e Bandwidth part with 480 kHz subcarrier spacing is available.

Suffix:

<cc> 1...16 (component carrier)
Parameters:

<Offset> 6|06

Example: //Define offset

CONF:UL:CC2:RPA:KZER:SCFE 0

Manual operation: See "k 0" on page 113
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CONFigure[:NR5G]:UL[:CC<cc>]:RPA:KZERo0:SCFT <Offset>

Defines an offset relative to reference point A for bandwidth parts with 15 kHz subcar-
rier spacing.

Prerequisites for this command

e Bandwidth part with 15 kHz subcarrier spacing is available.

Suffix:

<cc> 1...16 (component carrier)
Parameters:

<Offset> 6[0]|6

Example: //Define offset

CONF:UL:CC2:RPA:KZER:SCFT 0

Manual operation: See "k 0" on page 113

CONFigure[:NR5G]:UL[:CC<cc>]:RPA:KZER0:SCNS <Offset>

Defines an offset relative to reference point A for bandwidth parts with 960 kHz subcar-
rier spacing.

Prerequisites for this command
e Bandwidth part with 960 kHz subcarrier spacing is available.

Suffix:

<cc> 1...16 (component carrier)
Parameters:

<Offset> 6|0|6

Example: /[Define offset

CONF:DL:CC2:RPA:KZER:SCNS 0

Manual operation: See "k_0" on page 113

CONFigure[:NR5G]:UL[:CC<cc>]:RPA:KZER0:SCOT <Offset>

Defines an offset relative to reference point A for bandwidth parts with 120 kHz subcar-
rier spacing.

Prerequisites for this command

e Bandwidth part with 120 kHz subcarrier spacing is available.

Suffix:

<cc> 1...16 (component carrier)
Parameters:

<Offset> 6[0]|6

Example: //Define offset

CONF:UL:CC2:RPA:KZER:SCOT 0

Manual operation: See "k 0" on page 113
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CONFigure[:NR5G]:UL[:CC<cc>]:RPA:KZERo:SCST <Offset>

Defines an offset relative to reference point A for bandwidth parts with 60 kHz subcar-
rier spacing.

Prerequisites for this command

e Bandwidth part with 60 kHz subcarrier spacing is available.

Suffix:

<cc> 1...16 (component carrier)
Parameters:

<Offset> 6[0]|6

Example: //Define offset

CONF:UL:CC2:RPA:KZER:SCST 0

Manual operation: See "k 0" on page 113

CONFigure[:NR5G]:UL[:CC<cc>]:RPA:KZERo:SCTT <Offset>

Defines an offset relative to reference point A for bandwidth parts with 30 kHz subcar-
rier spacing.

Prerequisites for this command
e Bandwidth part with 30 kHz subcarrier spacing is available.

Suffix:

<cc> 1...16 (component carrier)
Parameters:

<Offset> 6|0|6

Example: /[Define offset

CONF:UL:CC2:RPA:KZER:SCTT O

Manual operation: See "k_0" on page 113

CONFigure[:NR5G]:UL[:CC<cc>]:RPA:RTCF <Frequency>

Defines the frequency of the reference point A relative to the carrier's center frequency.

Suffix:
<cc> 1...16 (component carrier)
Parameters:
<Frequency> <numeric value>
Default unit: Hz
Example: //Define location of reference point A

CONF:UL:CC2:RPA:RTCF -54.5MHZ

Manual operation: See "Reference Point A" on page 114
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CONFigure[:NR5G]:UL[:CC<cc>]:RPA:TBOFfset?
Queries the TxBW offset of the reference point A.

Suffix:
<cc> 1...16 (component carrier)

Return values:
<Offset> <numeric value>

Default unit: Hz

Example: /IQuery TxBW offset
CONF:UL:CC2:RPA:TBOF?

Usage: Query only

Manual operation: See "Reference Point A" on page 114

Advanced settings: FDSS-SE

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:FDSS:FTYPe.......cccceenrreinnn. 379
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:FDSS:LOAD.........ccceerrrrruunn.n. 380
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:FDSS:STORe............cceeennn.. 380
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:FDSS:SVECtor...........evveve.... 381
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SSE:NESubcarriers................ 381

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:FDSS:FTYPe <Filter
Type>

Selects the filter type for measurements with an FDSS filter.

Suffix:
<cc> 1...16 (component carrier)
<fr> 1..x (frame)
<bwp> 1...12 (bandwidth part)
Parameters:
<Filter Type> CUST
Applies a custom FDSS filter. Unlocks functionality to define the
shaping vector of the filter.
NONE
Applies no FDSS filter.
*RST: NONE
Example: /[Select FDSS filter type

CONF:DL:CC2:FRAM:BWP2:FDSS:FTYP CUST

Manual operation: See "FDSS filter characteristics" on page 115
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CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:FDSS:LOAD
<FileName>

Loads a previously saved shaping vector file for the FDSS filter.

Prerequisites for this command

e Select custom FDSS filter type (CONFigure [ :NR5G] : UL [ : CC<cc>] :
FRAMe<fr>:BWPart<bwp>:FDSS:FTYPe).

Suffix:

<cc> 1...16 (component carrier)
<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)

Setting parameters:
<FileName> String containing the path and file name of the shaping vector
file ( . json file format).

Example: //Load shaping vector
CONF:DL:CC2:FRAM:BWP2:FDSS:FTYP CUST
CONF:DL:CC2:FRAM:BWP2:FDSS:LOAD 'c:
\fdss filter.json'

Usage: Setting only

Manual operation: See "FDSS filter characteristics" on page 115

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:FDSS:STORe
<FileName>

Stores a shaping vector file for the FDSS filter.

Prerequisites for this command

e Select custom FDSS filter type (CONFigure [ :NR5G] : UL [ : CC<cc>] :
FRAMe<fr>:BWPart<bwp>:FDSS:FTYPe).

Suffix:

<cc> 1...16 (component carrier)
<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)

Setting parameters:
<FileName> String containing the path and file name of the shaping vector
file ( . json file format).

Example: //Store shaping vector
CONF:DL:CC2:FRAM:BWP2:FDSS:FTYP CUST
CONF:DL:CC2:FRAM:BWP2:FDSS:STOR 'c:
\fdss filter.json'

Usage: Setting only

Manual operation: See "FDSS filter characteristics" on page 115
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CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:FDSS:SVECtor
<ShapingVector>

Defines the shaping vector of the FDSS filter.

Prerequisites for this command

e Select custom FDSS filter type (CONFigure [ :NR5G] : UL [ :CC<cc>] :
FRAMe<fr>:BWPart<bwp>:FDSS:FTYPe).

Suffix:

<cc> 1...16 (component carrier)

<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)

Parameters:

<ShapingVector> String containing the filter coeffcients, one | value and one Q
value for each subcarrier. The number of values depends on the
signal.
See "FDSS filter characteristics" on page 115 for details.

Example: //Define filter shaping vector

CONF:DL:CC2:FRAM:BWP2 : FDSS: FTYP CUST
CONF:DL:CC2:FRAM:BWP2: FDSS: SVEC '707,0,707,0),
[...]"

Manual operation: See "FDSS filter characteristics" on page 115

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SSE:NESubcarriers
<Subcarrier>

Defines the number of excess subcarriers for FDSS-SE filter.

Suffix:

<cc> 1...16 (component carrier)

<fr> 1..x (frame)

<bwp> 1...12 (bandwidth part)

Parameters:

<Subcarrier> Only even numbers are allowed.
*RST: 0

Example: //Select number of excess subcarriers

CONF:DL:CC2:FRAM:BWP2:SSE:NES 12

Manual operation: See "Symmetric spectral extension" on page 115
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6.10.20 Generator control
CONFigure:GENerator:FREQuency:CENTEr:SYNC[:STATE].....ccuuuieereerieriiieeeeeernieeeeeeeenranns 382
CONFigure:GENerator:IPConnection:ADDRESS..........cieeiiiiiiieeeeeeeetieeeeeeeeniaeeeeserraaaeeaees 382
CONFigure:GENerator:IPConnection:LEDState?.........uiiiiiieieieeeee e 383
CONFigure:GENerator:POWENLEVEISTATE. ... aaaaeieeeeeee ettt 383
CONFigure:GENerator:LEVEl:DUTGAIN. .......ceeeeieeeeeeieeeeiiiieiieeeaeaeaeae e e e e e e eeaeaaeeeeeeeeeeeanenens 383
CONFigure:GENerator:LEVEl:DUTLIMIt.........ceieieieeeeeeeeeieiiiiiteeeaese e e e e e e e eeaeeeeeeeeeeeeeenennens 384
CONFigure:GENerator:LEVel:DUTLIMIt:STATE. ...cuuuuieieeiietiiiieeeeeetiee e e e e eeeteeeeeeeeate e e eeeeeenes 384
CONFigure:GENerator:POWEILEVEL........ccuuuiiieiieeiiie e et e et e e e e et e e e e e eeeb e eaeees 385
CONFigure:GENerator:QERROI?......ccittutiuiettuiaaaaaaaae e e e e e e e e e e e aeeeeeeeeeeeeeeeeesessnnanaa e eas 385
CONFIgure:SETTINGSINRBG . ....ceiiiiiiieiei ettt e e e e e e e e e e e e e e e e et eeeeeaeeesesennnnnnan 385
CONFigure:SETTINGS:NRSEG:PINTEIVAL .....cieiiiiiieiiiiiiieeeaaaae s e e e e e e e e e e e e e e eeeeeeeeeeeenenemeeeeas 386
CONFigure:SETTINGSINRSEGISYNC......ciiiiiieeeieieeeeeee ettt ae s e e e e e e e e e aaaaaeeeeeeeeeeenenennns 386
CONFIGUrE: SETTINGS R - it e e e e e e e et r e e e e e e e e e e e e e e e e e e e e eeeeaeeeeensnnnnaens 386
CONFigure:GENerator:RFOUIPUL S TATE] uuuuueeeeeeitiieieeeeeetieeeeeeeesteeeeeeeetnneeeessestaneeeeeeenes 387
CONFigure:GENerator:CONTIOI:STATE]...cuuuuieeeeeetttieeeeeeeeriieeeeeeeetttaeeeeserstnaeeeesessnnasaaaeens 387
CONFigure:GENerator:SETTINGS:UPDAtE:RF .........cuuviuiiiiiiiieieieeeeeeeeeeeeeeeeeeeeeeeeesenannanane 387

CONFigure:GENerator:FREQuency:CENTer:SYNC[:STATe] <State>
Turns frequency synchronization between analyzer and generator on and off.
You can define the frequency itself with [SENSe: ] FREQuency:CENTer [ : CC<cc>].

Prerequisites for this command
e |P connection to a signal generator.
e Generator control state is on (CONFigure:GENerator:CONTrol [:STATe]).

Parameters:

<State> ON|OFF|1]0
*RST: OFF

Example: /[Turn on RF output

CONF:GEN:CONT ON
CONF:GEN:FREQ:CENT ON

Manual operation: See "Center Frequency" on page 117

CONFigure:GENerator:IPConnection:ADDRess <|PAddress>
This command defines the IP address of the connected signal generator.

Make sure to synchronize with *O0pC? or *WAT to make sure that the command was
successfully applied on the generator before sending the next command.

Parameters:
<IPAddress> String containing the IP address or computer name.
Example: //IConnect to the generator with the stated IP address

CONF:GEN:IPC:ADDR '192.0.2.0"'; *WATI
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Example: /IConnect to the generator with a computer name
CONF:GEN:IPC:ADDR 'MyGenerator'; *WATI

Manual operation: See "Generator IP Address" on page 116

CONFigure:GENerator:IPConnection:LEDState?
This command queries the state of connection to the signal generator.

Return values:

<State> GREen
Connection was successful.
GREY
Unknown connection state.
RED
Connection was not successful.
Example: CONF:GEN:IPC:LEDS?
would return, e.g.:
RED
Usage: Query only

Manual operation: See "Generator IP Address" on page 116

CONFigure:GENerator:POWer:LEVel:STATe <State>
Turns level synchronization between analyzer and generator on and off.

Prerequisites for this command
e |P connection to a signal generator.
e Generator control state is on (CONFigure:GENerator:CONTrol [:STATe]).

Parameters:
<State> ON|OFF|1]0
*RST: OFF
Example: /[Turn on level synchronization

CONF:GEN:CONT ON
CONF:GEN:POW:LEV:STAT ON

Manual operation: See "Level Control State" on page 117

CONFigure:GENerator:LEVel:DUTGain <Level>
Defines DUT level gain for generator level control.

Prerequisites for this command
e |P connection to a signal generator.
e Generator control state is on (CONFigure:GENerator:CONTrol [:STATe]).

e Level controlis on (CONFigure:GENerator:POWer:LEVel : STATe).
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Parameters:

<Level> *RST: 0
Default unit: dB

Example: //Define DUT gain

CONF :GEN:CONT ON
CONF:GEN:LEV:DUTG ON

Manual operation: See "DUT Gain" on page 118

CONFigure:GENerator:LEVel:DUTLimit <Level>

Defines the output power RMS level of the generator.

Prerequisites for this command

e |P connection to a signal generator.

e Generator control state is on (CONFigure:GENerator:CONTrol [:STATe]).

e Level control is on (CONFigure:GENerator:POWer:LEVel : STATe).

e DUT peak input power limit is on (CONFigure:GENerator:LEVel :DUTLimit:

STATe).
Parameters:
<Level> *RST: 30
Default unit: dB
Example: //Define peak input power

CONF:GEN:CONT ON
CONF:GEN:POW:LEV:STAT ON
CONF:GEN:LEV:DUTL:STAT ON
CONF:GEN:LEV:DUTL 10

Manual operation: See "Limit DUT Peak Input Power" on page 118

CONFigure:GENerator:LEVel:DUTLimit:STATe <State>
Turns a limitation of the DUT peak input power on and off.
Define the peak input power with CONFigure:GENerator:LEVel :DUTLimit.

Prerequisites for this command

e |P connection to a signal generator.

e Generator control state is on (CONFigure:GENerator:CONTrol [ :STATe]).
e Level controlis on (CONFigure:GENerator:POWer:LEVel : STATe).

Parameters:
<State> ON|OFF|1]0
*RST: OFF
Example: /[Turn on DUT input power limitation

CONF :GEN:CONT ON
CONF:GEN:POW:LEV:STAT ON
CONF:GEN:LEV:DUTL:STAT ON
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Manual operation: See "Limit DUT Peak Input Power" on page 118

CONFigure:GENerator:POWer:LEVel <Level>

Defines the output power RMS level of the generator.

Prerequisites for this command

e |P connection to a signal generator.

e Generator control state is on (CONFigure:GENerator:CONTrol [ :STATe]).

e Level controlis on (CONFigure:GENerator:POWer:LEVel : STATe).

Parameters:
<Level> *RST: 0
Default unit: dBm
Example: //Define generator output level

CONF:GEN:CONT ON
CONF:GEN:POW:LEV:STAT ON
CONF:GEN:POW:LEV -10

Manual operation: See "Level (RMS)" on page 118

CONFigure:GENerator:QERRor?
Queries any errors that might have occurred for the generator control

Return values:
<Message> String containing the error messages.

Example: //Query error messages
CONF : GEN: QERR?

Usage: Query only

CONFigure:SETTings:NR5G
Downloads the NR signal description from the generator to the analyzer.

Prerequisites for this command
e |P connection to a signal generator.
e Generator control state is on (CONFigure:GENerator:CONTrol [ :STATe]).

Example: //Synchronize signal description
CONF : GEN:CONT ON
CONF:SETT:NR5G

Usage: Event

Manual operation: See "Query Settings from Generator" on page 118
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CONFigure:SETTings:NR5G:PINTerval <Time>

Defines the polling interval for periodic synchronization between analyzer and genera-
tor.

Prerequisites for this command

e |P connection to a signal generator.

e Generator control state is on (CONFigure:GENerator:CONTrol [ :STATe]).

e Periodic synchronization is on (CONFigure: SETTings :NR5G: SYNC).

Parameters:
<Time> Default unit: s
Example: /[Define polling interval

CONF:GEN:CONT ON
CONF:SETT:NR5G:SYNC ON
CONF:SETT:NR5G:PINT 30

Manual operation: See "Periodic synchronization of 5G NR settings" on page 118

CONFigure:SETTings:NR5G:SYNC <State>
Turns periodic synchronization of the signal description on the analyzer on and off.

Prerequisites for this command
e |P connection to a signal generator.
e Generator control state is on (CONFigure:GENerator:CONTrol [ :STATe]).

Parameters:
<State> ON|OFF|1]0

*RST: OFF
Example: //Define polling interval

CONF :GEN:CONT ON
CONF:SETT:NR5G:SYNC ON

Manual operation: See "Periodic synchronization of 5G NR settings" on page 118

CONFigure:SETTings:RF
Downloads the RF settings (frequency, level) from the generator to the analyzer.

Prerequisites for this command
e |P connection to a signal generator.
e Generator control state is on (CONFigure:GENerator:CONTrol [:STATe]).

Example: /[Synchronize signal description
CONF:GEN:CONT ON
CONF:SETT:RF

Usage: Event

Manual operation: See "Query Settings from Generator" on page 118
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CONFigure:GENerator:RFOutput[:STATe] <State>
Turns the RF output of the generator on and off.

Prerequisites for this command
e |P connection to a signal generator.
e Generator control state is on (CONFigure:GENerator:CONTrol [ :STATe]).

Parameters:

<State> ON|OFF|1]0
*RST: OFF

Example: /[Turn on RF output

CONF :GEN:CONT ON
CONF :GEN:RFO ON

Manual operation: See "RF Output State" on page 117

CONFigure:GENerator:CONTrol[:STATe] <State>
Turns control over the signal generator on and off.

Prerequisites for this command
e |P connection to a signal generator.

Parameters:
<State> ON|OFF|1]0

*RST: OFF
Example: /[Turn on generator control

CONF:GEN:CONT ON

Manual operation: See "Generator Control State" on page 117

CONFigure:GENerator:SETTings:UPDate:RF
Uploads the RF settings (frequency, level) from analyzer to the generator.

Prerequisites for this command
e |P connection to a signal generator.
e Generator control state is on (CONFigure:GENerator:CONTrol [:STATe]).

Example: //Upload RF settings
CONF :GEN:CONT ON
CONF:GEN:SETT:UPD:RF

Usage: Event

Manual operation: See "Upload RF Settings to Generator" on page 118
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Input configuration
Remote commands to configure the input described elsewhere:
e TINPut:COUPling on page 394
e INPut:IMPedance on page 395
INP UL L PAT H. ettt et et et et e e s e e e et e e e e ea e eeaeaenneean 388
INP UL LT Y LG i S T AT ettt ettt ettt ettt ettt et e et e et et e e e et e e e e et e e e e e aenaan 389
INPULSIPZ ISELEC. ..ot e ettt e e e e e e e e e e e e e e e e e e e eeeeaeaeeensnnnn e nns 389
MMEMOrY:LOAD:IQ:STREAM.c.ceetieiieetieiiirirrrrereteeeesessesansrrnrrrereeeesessesaasnnrrrreeeeeeeeseeaess 389
MMEMOory:LOAD:IQ:STREAMIAUTO...ccetiiieieiieiiiiiirieeeeeee e e e e e s e e s e e e e e e e e e e s aesnrnreeeeeeas 390
MMEMOory:LOAD:IQ:STREAM:LIST 2. uuiiiiiiieeee e e e e et e e e e e e e e e e e e rreee e e e e e ae e e s e e sannenneens 390
TRACE:IQ:FILE:REPEtition:COUNL.......ceiiiiiieieiiiiiiniiieeereresese e e e e e e eaeeeeereeereeeeeeeeenenennnnananas 390

INPut:FILE:PATH <FileName>[, <AnalysisBW>]
Selects the 1/Q data file to be used as input for further measurements.

The 1/Q data file must be in one of the following supported formats:

e .ig.tar

e .igw
e .CsV
e .mat
[ ] WV

e .aid

Only a single data stream or channel can be used as input, even if multiple streams or
channels are stored in the file.

For some file formats that do not provide the sample rate and measurement time or
record length, you must define these parameters manually. Otherwise the traces are
not visible in the result displays.

Parameters:

<FileName> String containing the path and name of the source file.
The file type is determined by the file extension. If no file
extension is provided, the file type is assumed to be .ig.tar.
For .mat files, Matlab® v4 is assumed.

<AnalysisBW> Optionally: The analysis bandwidth to be used by the measure-
ment. The bandwidth must be smaller than or equal to the band-
width of the data that was stored in the file.
Default unit: HZ

Example: INP:FILE:PATH 'C:\R S\Instr\user\data.iqg.tar'

Uses I/Q data from the specified file as input.
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Example: //Load an IQW file
INP:FILE:PATH 'C:\R_S\Instr\user\data.iqw'
INP:SEL FIQ

//Define the sample rate
TRAC:IQ:SRAT 10MHz

//Define the measurement time
SENSe:SWEep:TIME 0.001001
//Start the measurement

INIT:IMM

Manual operation: See "Select I/Q data file" on page 120
See "Data import and export" on page 174

INPut:FILTer:YIG[:STATe] <State>
Enables or disables the YIG filter.

Parameters:
<State> ON|OFF |01
Example: INP:FILT:YIG OFF

Deactivates the YIG-preselector.

Manual operation: See "YI|G-Preselector" on page 119

INPut<ip>:SELect <Source>

Selects the signal source for measurements, i.e. it defines which connector is used to
input data to the R&S FSV/A.

If no additional input options are installed, only RF input or file input is supported.

Suffix:
<ip> 1..n
Parameters:
<Source> RF
Radio Frequency ("RF INPUT" connector)
FIQ
1/Q data file
(selected by TNPut:FILE: PATH on page 388)
*RST: RF

Manual operation: See "I/Q Input File State" on page 120

MMEMory:LOAD:IQ:STReam <Channel>

Only available for files that contain more than one data stream from multiple channels:
selects the data stream to be used as input for the currently selected channel.

Automatic mode (MMEMory : LOAD: TQ: STReam: AUTO) is set to OFF.
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Parameters:
<Channel> String containing the channel name.
Example: MMEM:LOAD:IQ:STR?

//Result: 'Channell', 'Channel?2’
MMEM:LOAD:IQ:STR 'Channel2'

Manual operation: See "Selected Channel" on page 121

MMEMory:LOAD:IQ:STReam:AUTO <State>

Only available for files that contain more than one data stream from multiple channels:
automatically defines which data stream in the file is used as input for the channel.

Parameters:
<State> ON|OFF |01

OFF | 0
The data stream specified by MMEMory : LOAD: TQ: STReam is
used as input for the channel.

ON |1

The first data stream in the file is used as input for the channel.
Applications that support multiple data streams use the first data
stream in the file for the first input stream, the second for the
second stream etc.

*RST: 1

Manual operation: See "Selected Channel" on page 121

MMEMory:LOAD:1Q:STReam:LIST?
Returns the available channels in the currently loaded input file.

Example: MMEM:LOAD:IQ:STR?
//Result: 'Channell', 'Channel?2’

Usage: Query only

Manual operation: See "Selected Channel" on page 121

TRACe:IQ:FILE:REPetition:COUNt <RepetitionCount>

Determines how often the data stream is repeatedly copied in the 1/Q data memory.
If the available memory is not sufficient for the specified number of repetitions, the
largest possible number of complete data streams is used.

Parameters:
<RepetitionCount> integer

Example: TRAC:IQ:FILE:REP:COUN 3

Manual operation: See "File Repetitions" on page 121
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6.10.22 Frequency configuration
[SENSe:]JFREQUENCY:CENTEI:CCKCC>] . iiiitutieieeeieitiiieeeeeetateeeeeeeeetie s e e e eeeaaaeseeseesnaseaaeens 391
[SENSe:]JFREQuency:CENTer[:CC<CC>:0FFSEt...uiiiiiiiiiiiei it eeeeeeiee e eeeieice e 391
[SENSe:]FREQUENCY:CENTEISTEP. ... ettt e s 392

[SENSe:]JFREQuency:CENTer[:CC<cc>] <Frequency>
Sets the center frequency for RF measurements.

Component carrier measurements

e Defining or querying the frequency of the first carrier is possible with
FREQ:CENT:CC1. The CC1 part of the syntax is mandatory in that case.

e FREQ:CENT? queries the measurement frequency (center of the two carriers).

Suffix:
<cc> 1...16 (component carrier)
Parameters:
<Frequency> <numeric value>
Range: fmin to fmax
*RST: 1 GHz
Default unit: Hz
Example: /[Define frequency for measurement on one carrier:
FREQ:CENT 1GHZ
Example: //Define frequency for measurement on aggregated carriers:

FREQ:CENT:CC1 850MHZ

Manual operation: See "Frequency configuration" on page 70
See "Center Frequency" on page 117
See "Center Frequency" on page 121

[SENSe:]JFREQuency:CENTer[:CC<cc>]:OFFSet <Offset>
Defines the general frequency offset.

For measurements on multiple component carriers, the command defines the fre-
quency offset for a component carrier. The effect of the command depends on the
syntax:
e When you omit the [CC<cec>] syntax element, the command defines the overall
frequency offset.
In that case, the value is added to the measurement frequency and, in case of
measurements with component carriers, the center frequency of the component
carriers.
e When you include the [CC<cc>] syntax element, the command defines the offset
of the component carrier relative the first component carrier.
In that case, the command is not available for the first component carrier -
thus, ...:CC1l:... is not possible.
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Prerequisites for this command

e Select the first component carrier (CC1) as the reference point for the frequency
offset (CONFigure[ :NR5G] : OREL).

Suffix:

<cc> 1...16 (component carrier)

Parameters:

<Offset> <numeric value>
» General frequency offset: frequency offset in Hz.
» Component carrier offset: frequency offset relative to the first
component carrier in Hz.
Default unit: Hz

Example: //Add a frequency offset of 50 Hz to the measurement frequency.
//If you are measuring component carriers, the value is also
added to the center frequencies of those carriers.
FREQ:CENT:0FFS 50HZ

Example: /[Define a frequency offset of 15 MHz for the second component

carrier relative to the first component carrier.
CONF:0REL CC1
FREQ:CENT:CC2:0FFS 15MHZ

Manual operation: See "Frequency configuration" on page 70
See "Center Frequency" on page 121

[SENSe:]FREQuency:CENTer:STEP <Frequency>

Defines the center frequency step size.

Parameters:

<Frequency> fax IS specified in the specifications document.
Range: 1 to fTMAX
*RST: 0.1 x span
Default unit: Hz

Example: //Set the center frequency to 110 MHz.

FREQ:CENT 100 MHz
FREQ:CENT:STEP 10 MHz
FREQ:CENT UP

Manual operation: See "Frequency Step Size" on page 122

6.10.23 Amplitude configuration

DISPlay[:WINDow<n>][:SUBWindow<w>]:TRACe<t>:Y[:SCALe]:RLEVel........c.ccervrrrruruunnnnn. 393
DISPlay[:WINDow<n>][:SUBWindow<w>]:TRACe<t>:Y[:SCALe]:RLEVel:OFFSet................ 393
INPUEATTENUAHONSKANES.....eeieeeeii ittt e e e e e e e e e s e e e e e e e e e e e e s annns 394
INPUt:ATTeNUatioN<ANE>IAUTO .. .uuiiiiiiiieiee e e ettt e e e e e e e e e s st eee e e e e e e e e e e e e s ennnreeeees 394
INP UL COUPIING . - ettt ettt ettt et e et et e e et e et e ee e et e ean e eeaeeaaeenaennaeennns 394
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1N LU S 7N L RS AN 1= TP 395
INPUEGAINEVALUET. e eeeeeeeeseseeseseseeeseseseeseseseseseeeesseeseseseeeeseseseseseseesesesenenees 395
TN LT 1LY = Z=Yo F= T et = N 395
LN LT o o =T = 396
INPULEATT<ANt> AUTO ot ieiieiiee e eeeeet e e e e et tee s e e e eett e e e e e e eaaaseeesastanaeeseesnsaneaesensnnns 396
NP UL E AT T ANt > S T AT ettt eeeeeett e e e ettt eeeeeeeeet e e eeeeeeta e seessestaneeeseesannsaeserstannaeeeeesnnn 396

DISPlay[:WINDow<n>][:SUBWindow<w>]: TRACe<t>:Y[:SCALe]:RLEVel
<ReferencelLevel>

Defines the reference level (for all traces in all windows).

With a reference level offset * 0, the value range of the reference level is modified by

the offset.
Suffix:
<n> irrelevant
<w> subwindow
Not supported by all applications
<t> irrelevant
Parameters:
<ReferencelLevel> The unit is variable.
Range: see specifications document
*RST: 0dBm
Default unit: DBM
Example: DISP:TRAC:Y:RLEV -60dBm

Manual operation: See "Reference Level" on page 122

DISPlay[:WINDow<n>][:SUBWindow<w>]:TRACe<t>:Y[:SCALe]:RLEVel:OFFSet
<Offset>

Defines a reference level offset (for all traces in all windows).

Suffix:
<n> irrelevant
<w> subwindow
Not supported by all applications
<t> irrelevant
Parameters:
<Offset> Range: -200 dB to 200 dB
*RST: 0dB
Default unit: DB
Example: DISP:TRAC:Y:RLEV:OFFS -10dB

Manual operation: See "Reference Level Offset" on page 123
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INPut:ATTenuation<ant> <Attenuation>
Defines the RF attenuation level.

Prerequisites for this command
e Decouple attenuation from reference level (INPut : ATTenuation<ant>:AUTO).

Suffix:

<ant> irrelevant

Parameters:

<Attenuation> *RST: 10 dB
Default unit: dB

Example: //Define RF attenuation
INP:ATT:AUTO OFF
INP:ATT 10

Manual operation: See "RF Attenuation" on page 124

INPut:ATTenuation<ant>:AUTO <State>

Couples and decouples the RF attenuation to the reference level.

Suffix:
<ant> irrelevant
Parameters:
<State> ON|OFF|1]0
*RST: ON
Example: //Couple attenuation to reference level (auto attenuation)

INP:ATT:AUTO ON

Manual operation: See "RF Attenuation” on page 124

INPut:COUPIling <CouplingType>
Selects the coupling type of the RF input.
If an external frontend is active, the coupling is automatically set to AC.

Parameters:

<CouplingType> AC | DC
AC
AC coupling

DC
DC coupling

*RST: AC
Example: INP:COUP DC

Manual operation: See "Input Coupling" on page 125
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INPut:GAIN:STATe <State>

Turns the internal preamplifier on and off. It requires the optional preamplifier hard-
ware.

For R&S FSV/A44 models, note the restrictions described in "Preamplifier”

on page 125.
Parameters:
<State> ON|OFF |01
OFF | 0
Switches the function off
ON |1
Switches the function on
*RST: 0
Example: INP:GAIN:STAT ON

INP:GAIN:VAL 15
Switches on 15 dB preamplification.

Manual operation: See "Preamplifier" on page 125

INPut:GAIN[:VALue] <Gain>

Selects the "gain" if the preamplifier is activated (INP:GAIN: STAT ON, see INPut:
GAIN:STATe on page 395).

The command requires the additional preamplifier hardware option.

For R&S FSV/A44 or higher models, note the restrictions described in "Preamplifier”

on page 125.

Parameters:

<Gain> The following settings are available:
15 dB and 30 dB
All other values are rounded to the nearest of these two.
Default unit: DB

Example: INP:GAIN:STAT ON

INP:GAIN:VAL 30
Switches on 30 dB preamplification.

Manual operation: See "Preamplifier" on page 125

INPut:IMPedance <Impedance>

Selects the nominal input impedance of the RF input. In some applications, only 50 Q
are supported.

Parameters:
<Impedance> 50|75

*RST: 50 Q
Default unit: OHM
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Example: INP:IMP 75

Manual operation: See "Impedance" on page 125

INPut:EATT<ant> <Attenuation>
Defines the electronic attenuation level.

If the current reference level is not compatible with an attenuation that has been set
manually, the command also adjusts the reference level.

Suffix:

<ant> Connected instrument

Parameters:

<Attenuation> Attenuation level in dB.
Default unit: dB

Example: //Define signal attenuation

INP:EATT 10

Manual operation: See "Electronic Attenuation" on page 124

INPut:EATT<ant>:AUTO <State>
Turns automatic selection of the electronic attenuation on and off.

If on, electronic attenuation reduces the mechanical attenuation whenever possible.

Suffix:
<ant> 1.4
Connected instrument
Parameters:
<State> ON|OFF|1]0
*RST: OFF
Example: /[Turn on automatic selection of electronic attenuation

INP:EATT:AUTO ON

Manual operation: See "Electronic Attenuation" on page 124

INPut:EATT<ant>:STATe <State>

Turns the electronic attenuator on and off.

Suffix:
<ant> 1.4
Connected instrument
Parameters:
<State> ON | OFF

*RST: OFF
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Example: /[Turn on electronic attenuation

INP:EATT:STAT ON
Manual operation: See "Electronic Attenuation" on page 124
Data capture
[SENSE:INRSG:FRAME:COUNL.. ...ttt ettt e et e et e e e et e e e e e e enaas 397
[SENSe:INR5G:FRAME:COUNLAUTO . ...ttt ettt et e e e e e e e e e e e 397
[SENSE:INR5G:FRAMEICOUNESTATE. ...ceieeeeeeiieiienneneaaaaaaaaeaeeeeeeaaaaeeeeeeeeeaeeeeeeennnnnnnnnnnnns 398
[SENSE:INRSG:FRAME:SLOT ... it ee et e e et e e e et e e e s e e e e e een s eeenneeeen 398
[SENSE:INRSEG:FRAME:SRSLOL....cccvttuieieieiiitieieeieetieeeeeeertts s e e eeeeaaeseeseestaaeeeeeesnnanenns 398
[SEN SO SWWAPIG. s+ vt eveeeeeeeeeteeeeeeeeeeeeeeeeeeeeseeseaseeseasessesesaseaseseeeeeeneenesee et eneeeeeeneeneanens 398
[SENSE: SWEEDP:CTMOUE. ... .vveeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeaneseeseeeueeneeeeeneeeeeeeeeseaseesessesseanearenees 399
[SENSEISWEEP:LCAPIUIE. ...t eeeeeee e eee e ee e e e e eeeeee e eeeeee s eeeeeseeseeeneeeanas 399
[SENSE:ISWEEP:TIMEL.....ciceituieieeeieite i e e e eeetae e e e e eettaaeeeeesaataeeeesestnnaeeeeresnnnsaesensnnnaaaaees 400
IR YO (@ BT A 1= U 400

[SENSe:]NR5G:FRAMe:COUNt <Frames>
Defines the number of frames to analyze.

Prerequisites for this command

e Turn on overall frame count ([ SENSe: ] NR5G: FRAMe : COUNt : STATe
on page 398).
If the overall frame count is off, this command is a query only.

Parameters:
<Frames> <numeric value> (integer only)
*RST: 1
Example: //Define number of frames to analyze manually

NR5G:FRAM: COUN: STAT ON
NR5G:FRAM:COUN 10

Manual operation: See "Number of Frames to Analyze" on page 129

[SENSe:]NR5G:FRAMe:COUNt:AUTO <State>

Turns automatic selection of the number of frames to analyze on and off.

Parameters:
<State> ON |1
Selects the analyzed number of frames as specified by 3GPP.
OFF | 0
Turns on manual selection of the number of frames.
Example: /[Turn on automatic selection of analyzed frames

NR5G: FRAM: COUN:AUTO ON

Manual operation: See "Frame Analysis" on page 129
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[SENSe:]NR5G:FRAMe:COUNt:STATe <State>
Turns manual definition of number of frames to analyze on and off.
Parameters:
<State> OFF | 0
The R&S FSV/A analyzes all frames in the capture buffer.
ON |1
Define the number of frames to analyze with [SENSe: ]NR5G:
FRAMe : COUNt.
*RST: ON
Example: [[Turn on overall frame count.

NR5G: FRAM: COUN: STAT ON

Manual operation: See "Overall Frame Count" on page 129

[SENSe:]NR5G:FRAMe:SLOT <Slots>

Defines the number of slots that are analyzed.

Parameters:
<Slots> ALL
Analyzes all slots in a frame.
<numeric value> (integer only)
Analyzes a certain number of slots in a frame.
*RST: ALL
Example: //Analyze all slots in a frame

NR5G:FRAM: SLOT ALL

Manual operation: See "Maximum Number of Slots per Frame to Analyze"
on page 130

[SENSe:]NR5G:FRAMe:SRSLot <State>

Turns analysis of custom signals with repeating slots on and off.

Parameters:
<State> ON|OFF|1]|0
*RST: OFF
Example: /[Turn on repeated slot analysis

NR5G: FRAM: SRSL ON

Manual operation: See "Signal Repeats Max No of Slots to Analyze" on page 130

[SENSe:]SWAPiq <State>

Turns a swap of the | and Q branches on and off.
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Parameters:
<State> ON|OFF|1]0
*RST: OFF
Example: //Swap | and Q branches
SWAP ON

Manual operation: See "Swap I/Q" on page 129

[SENSe:]SWEep:CTMode <Mode>
Selects the capture mode.

Prerequisites for this command
e Select FR2-2 (CONFigure[:NR5G] : UL[:CC<cc>] : DFRange on page 296).

Parameters:
<Mode> AUTO

Automatic determination of the capture time.

MANual

Manual definition of the capture time.

Define the capture time with [SENSe: ] SWEep: TIME.
Example: //Select capture time mode

CONF:UL:DFR EHIG
SWE:CTM AUTO

Manual operation: See "Capture Time" on page 128

[SENSe:]SWEep:LCAPture <State>
Turns the long capture on and off.

Prerequisites for this command

e Number of component carriers must be "1" (CONFigure [ :NR5G] : NOCC).

e Multi frame configuration is not supported. Every frame must have the same config-
uration.

Effects of this command

e Frame count functions become unavailable:
[SENSe: ]NR5G: FRAMe : COUNt
[SENSe: ]NR5G: FRAMe : COUNt : AUTO

® [SENSe:]NR5G:FRAMe:COUNt:STATe

Parameters:

<State> ON|OFF|1]0
*RST: OFF

Example: /[Turn on long capture

SWE : LCAP ON

Manual operation: See "Long Capture" on page 128
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[SENSe:]SWEep:TIME <CaptureLength>
Defines the capture time.
Parameters:
<CaptureLength> <numeric value>

*RST: 20.1 ms

Default unit: s
Example: //Define capture time

SWE:TIME 40ms
Manual operation: See "Capture Time" on page 128
TRACe:IQ:SRATe?
Queries the capture sampling rate.
Return values:
<SamplingRate> <numeric value> (integer only)
Example: /IQuery sample rate

TRAC:IQ:SRAT?
Usage: Query only

6.10.25 Trigger

TRIGE:SEQUENCEIDTIME. .. .eeueaaaee e e e e e e e e e e e e e e e e e et et eeeeeeeenee s e aa e e e e e e e e aeaaaeaaeeeeeeeeannens 400
TRIGger[:SEQuence]:HOLDOF<aNt>[: TIME]....uuuuieeeieieieieeeeeeeeeeeeeeeeeeeeeesererennnnnneeeaeseneens 401
TRIGger[:SEQuence]:IFPOWEr:HOLDOR . ........ciieiieiiiee et e et e e et e e e e e eane e e e e eees 401
TRIGGer[:SEQUENCE]:IFPOWETHY STEIESIS. ..uiiieeiiiiieiieieeiiiieeeeeeiaiae s e e e eeeinae e e e e eeeianeeeaeeeens 401
TRIGger[:SEQuence]:.LEVel<ant>[:EXTernal<tp>]........cceeiiriiiiueiiiiieeiiiie e e e e 401
TRIGger[:SEQuUeNCe]:LEVEI<ant> IFPOWEN........ccciiieeeiiie e e eeeiice s e et e e e e e e e e e eeaaa e e e e 402
TRIGger[:SEQuence]:LEVel<ant>:IQPOWET...........cieieeiieiiii e eeeeiiee e e e e e e e e ee e e e e eeeenans 402
TRIGger[:SEQuence]:LEVel<ant>REPOWET............cuuuuuiuruuueaaaaaaeieeeeeeeeeeeaeaeeseeeeeeeeennennes 403
TRIGQEN:SEQUENCEI:PORTSANE ... .ciiiiiiiieeeeeeiee e ee e e e e et e e e e e et e e e e eeenbeeeeeeesnnas 403
TRIGQEN:SEQUENCE]:SLOPE......ccceitiieie ettt e ettt e e ettt re e e e e e e eab e e e e e eeasbaeeeesentanaeaaees 403
TRIGQer[:SEQUENCE]:SOURCESANES .. .. it iiiiiiiiii e e e e eeiiiee e e et e e e e e e s e e e e e e e ean e 404

TRIGger[:SEQuence]:DTIMe <DropoutTime>

Defines the time the input signal must stay below the trigger level before a trigger is
detected again.

Parameters:

<DropoutTime> Dropout time of the trigger.
Range: 0sto10.0s
*RST: Os

Default unit: S
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TRIGger[:SEQuence]:HOLDoff<ant>[:TIME] <Offset>

Defines the trigger offset.

Suffix:

<ant> 1...4 (antenna)

Parameters:

<Offset> <numeric value>
*RST: Os

Default unit: s

Example: /[Define trigger offset
TRIG:HOLD 5MS

TRIGger[:SEQuence]:IFPower:HOLDoff <Period>
Defines the holding time before the next trigger event.

Note that this command can be used for any trigger source, not just IF Power
(despite the legacy keyword).

Parameters:
<Period> Range: Os to 10s
*RST: O0s
Default unit: S
Example: TRIG:SOUR EXT

Sets an external trigger source.
TRIG:IFP:HOLD 200 ns

Sets the holding time to 200 ns.

TRIGger[:SEQuence]:IFPower:HYSTeresis <Hysteresis>

Defines the trigger hysteresis, which is only available for "IF Power" trigger sources.

Parameters:

<Hysteresis> Range: 3dB to 50 dB
*RST: 3dB
Default unit: DB

Example: TRIG:SOUR IFP

Sets the IF power trigger source.
TRIG:IFP:HYST 10DB

Sets the hysteresis limit value.

TRIGger[:SEQuence]:LEVel<ant>[:EXTernal<tp>] <Level>
Defines the level for an external trigger.

Suffix:
<ant> 1...4 (antenna)
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<tp> 1...3 (trigger port)

Parameters:

<Level> Range: 05V to 3.5V
*RST: 1.4V

Default unit: V

Example: //Define trigger level
TRIG:LEV 2V

TRIGger[:SEQuence]:LEVel<ant>:IFPower <Level>

Defines the power level at the third intermediate frequency that must be exceeded to
cause a trigger event.

Note that any RF attenuation or preamplification is considered when the trigger level is
analyzed. If defined, a reference level offset is also considered.

Suffix:
<ant> 1...4 (antenna)
Parameters:
<Level> <numeric value>
For details on available trigger levels and trigger bandwidths see
the specifications document.
*RST: -10 dBm
Default unit: dBm
Example: /[Define trigger level

TRIG:SOUR IFP
TRIG:LEV:IFP -30dBm

TRIGger[:SEQuence]:LEVel<ant>:IQPower <Level>
Defines the magnitude the I/Q data must exceed to cause a trigger event.

Note that any RF attenuation or preamplification is considered when the trigger level is
analyzed. If defined, a reference level offset is also considered.

Suffix:

<ant> Instrument

Parameters:

<Level> <numeric value>
Range: -130 dBm to 30 dBm
*RST: -20 dBm
Default unit: dBm

Example: /[Define trigger level

TRIG:SOUR IQP
TRIG:LEV:IQP -30dBm
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TRIGger[:SEQuence]:LEVel<ant>:RFPower <Level>

Defines the power level the RF input must exceed to cause a trigger event. Note that
any RF attenuation or preamplification is considered when the trigger level is analyzed.
If defined, a reference level offset is also considered.

The input signal must be between 500 MHz and 8 GHz.

Suffix:
<ant> 1...4 (antenna)
Parameters:
<Level> <numeric value>
For details on available trigger levels and trigger bandwidths see
the specifications document.
*RST: -20 dBm
Default unit: dBm
Example: /[Define trigger level

TRIG:SOUR RFP
TRIG:LEV:RFP -30dBm

TRIGger[:SEQuence]:PORT<ant> <port>

Selects the trigger port for measurements with devices that have several trigger ports.

Suffix:
<ant> 1...4 (antenna)
Parameters:
<port> PORT1
PORT2
PORT3
Example: /[Select trigger port 1

TRIG:PORT PORT1

TRIGger[:SEQuence]:SLOPe <Type>
Selects the trigger slope.

Parameters:

<Type> POSitive | NEGative

POSitive
Triggers when the signal rises to the trigger level (rising edge).

NEGative
Triggers when the signal drops to the trigger level (falling edge).

*RST: POSitive

Example: TRIG:SLOP NEG
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TRIGger[:SEQuence]:SOURce<ant> <Source>
Selects the trigger source.
Note on external triggers:

If a measurement is configured to wait for an external trigger signal in a remote control
program, remote control is blocked until the trigger is received and the program can
continue. Make sure this situation is avoided in your remote control programs.

Suffix:
<ant> Analyzer
Parameters:
<Source> IMMediate
Free run (no trigger event to start a measurement).
EXTernal
Measurement starts when the external trigger signal exceeds a
certain level.

Trigger signal from the "Trigger Input/Output" connector.
Note: Connector must be configured for "Input".

EXT2
Trigger signal from the "Trigger Input / Output" connector.
Note: Connector must be configured for "Input”.

RFPower

Measurement starts when the first intermediate frequency
exceeds a certain level.

(Frequency and time domain measurements only.)

IFPower
Measurement starts when the second intermediate frequency
exceeds a certain level.

IQPower

Measurement starts when the sampled 1/Q data exceeds a cer-
tain magnitude.

For applications that process I/Q data, such as the 1/Q analyzer
or optional applications.

PSEN
External power sensor
*RST: IMMediate
6.10.26 Optimization
[SENSe:]ADJust:NCANCEI:AVERAGE[:COUNL].......cutreeeeeieeeeeeeeeeeeeseeeeesseeeess e e seesee e see s 404
[SENSe:]ADJUStNCANCEIAVERAGE[:STATE ... eveeeeeseeeeeeeeeeeeeeeeeeeeseeseeeeseneesesseeeesnseeanns 405

[SENSe:]JADJust:NCANcel:AVERage[:COUNt] <Count>

Defines the number of measurements that are performed on the captured 1/Q data to
determine the average noise density due to the spectrum analyzer.
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Only available if I/Q noise cancellation is enabled ([ SENSe: ]ADJust : NCANcel:
AVERage [ : STATe] ON).

Parameters:
<Count> integer
Number of measurements
Example: [SENSe: ]ADJust :NCANcel :AVERage [ : STATe] ON

[SENSe: ]ADJust:NCANcel :AVERage [ :COUNt] 8

Manual operation: See "Reduce Noise on I/Q Data" on page 131

[SENSe:]JADJust:NCANcel:AVERage[:STATe] <State>
Enables and disables 1/Q noise cancellation.
Requires the R&S FSV3-K575 option and a synchronized, repetitive input signal.

The number of initial measurements performed is defined by [SENSe: ]ADJust:
NCANcel :AVERage [ : COUNt] on page 404.

For details on the concept of I/Q noise cancellation, see the R&S FSV/A 1/Q Analyzer
and 1/Q Input User Manual.

Parameters:

<State> ON|OFF |01
OFF | 0
Switches the function off
ON |1
Switches the function on
If synchronization fails, the noise cancellation process is not
started, and an error message is provided. Status bit 7 in the
STATus:QUEStionable:SYNC:CONDition status registeris
set (BIT K575 FAILED).

*RST: 0

Example: [SENSe: ]ADJust:NCANcel :AVERage [ :STATe] ON
[SENSe:]ADJust :NCANcel :AVERage [ :COUNt] 8

Manual operation: See "Reduce Noise on I/Q Data" on page 131

Tracking

[SENSe:]INR5G:DEMOd:CESTIMAtON. .. .cuuieieeiet et e et e e e e e e e e e e eees 406
[SENSE:INREG:IQ:GIQE ..-.eeeeeereeeeseeeeseeseseeseseeseseeseseesesseseseasessesessessesesesesesessesesensesees 406
[SENSE:INRSG:TRACKING:LEVEL. ... ettt 406
[SENSE:INRSG:TRACKING:PHASE. .....eeeeeaaaaaeee et e e ettt e e e e e e e eaeas 406
[SENSE:INREG: TRACKING TIME . ... eeeeeeeereeeeeeeeseeseeeseseeeseeseseseseeseseseessesessesesseesseseseesssens 407
[SENSE:INREG: TRACKING: TPUTSTATE ... eeeeeeeeeeeseeeeeeseseseeeeseseseesesesesesesessaseseseseanesens 407
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[SENSe:]NR5G:DEMod:CESTimation <State>
Selects the channel estimation method.
Parameters:
<State> LINT
Channel estimation by interpolating the missing information.
OFF
Turns off channel estimation.
PILPay
Channel estimation by examining both the reference signal and
the payload resource elements.
Example: //Select channel estimation method

NR5G:DEM:CEST PILP

Manual operation: See "Channel Estimation" on page 132

[SENSe:]NR5G:1Q:GIQE <State>

Turns the calculation of the gain imbalance and the quadrature error in the result
summary on and off.

Parameters:
<State> ON|OFF|1]0
*RST: ON
Example: [[Turn off calculation of results

NR5G:IQ:GIQE OFF

Manual operation: See "Gain Imbalance / Quadrature Error" on page 133

[SENSe:]NR5G:TRACking:LEVel <State>

Turns level tracking on and off.

Parameters:
<State> ON|OFF |01

*RST: OFF
Example: /[Turn on level tracking

TRAC:LEV ON

Manual operation: See "Level Tracking" on page 133

[SENSe:]NR5G:TRACking:PHASe <State>
Turns phase tracking on and off.

Parameters:
<State> OFF
Deactivate phase tracking
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PIL
Pilot only
Corresponds to ON for PRACH analysis

PILPAY
Pilot and payload
Unavailable for PRACH analysis.

*RST: OFF

Example: //Use pilots and payload for channel estimation
SENS:TRAC:PHAS PILPAY

Manual operation: See "Phase" on page 132

[SENSe:JNR5G:TRACking: TIME <State>

Turns time tracking on and off.

Parameters:

<State> ON|OFF|1]0
*RST: OFF

Example: /[Turn on time tracking

NR5G:TRAC:TIME ON

Manual operation: See "Time Tracking" on page 133

[SENSe:]NR5G:TRACKing:TPUT:STATe <State>
Turns the throuput measurement on and off.

Effects of this command

e Number of analyzed frames is set to manual ([ SENSe: ] NR5G: FRAMe : COUNt :
AUTO).

Parameters:
<State> ON|OFF|1]0
*RST: OFF
Example: /[Turn on throughput measurement

NR5G:TRAC: TPUT: STAT ON

Manual operation:  See "Throughput Measurement State" on page 133

Demodulation

[SENSe:INRS5G:DEMOA:CMETRNOM. ... ettt ettt ettt e e et e e e e e e e e e enas 408
[SENSE:INRSG:DEMOG:DDATA. .. ettt ettt ettt e et e e e e e e e e e e ea e eaa e e aennas 408
[SENSe:INR5G:DEMOA:EFLRANGE. ....cceeeeiieiiiiiiniiiieaaaaaaae e e e e e e e e e eeaeeeeeeeeeeeeeeneeeenennnnnns 408
[SENSE:INRSG:DEMO:FILTEN . c.ceetieieeeiiaiiiiiieeeeeeee e e e e e st e e e e e e e e e e s nneeeeeeaeeeeaan 409
[SENSE:INRSG:DEMOA:PRDALA. ......cevuuiieeeiiiiiieeeeieetiieeeeeeeetteeeeeeeeaae e e e s eesbaaeeeeeeennanens 409
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[SENSe:]INRS5G:DEMOA:SATRANSIENT. ..cceuiiiiiiieiieii e 410
[SENSe:]INRS5G:DEMOA:SBTREANSIENT. ..cevuiiieeniiienereeei e eee e e e e e e e e e e e e e eeas 410
[SENSe:INRSG:DEMOA: TPERIOM. ... .cceuiiietieeeei et e et ee et e e e e e e e e e e eena e 410

[SENSe:]NR5G:DEMod:CMEThod <State>
Selects the EVM calculation method.

Parameters:
<State> HPOS
EVM at high timing position

LPOS
EVM at low timing position

OoTP
EVM at optimal timing position

TGPP
EVM according to 3GPP definition

*RST: TGPP

Example: /[Select EVM calculation method
NR5G:DEM:CMET TGPP

Manual operation: See "EVM Calculation Method" on page 135

[SENSe:]NR5G:DEMod:DDATa <State>
Selects the point at which the data is demodulated for the bitstream.

Parameters:
<State> ADEScramble
Demodulates the descrambled data.

BDEScramble
Demodulates the scrambled data.

DPData
Demodulates the decoded data.

*RST: BDEScramble

Example: /[Demodulate decoded data
NR5G:DEM: DDAT DPD

Manual operation: See "Demodulation Data" on page 134

[SENSe:]NR5G:DEMod:EFLRange <State>
Turns the extended frequency lock range on and off.

Parameters:
<State> ON|OFF|1]0

*RST: OFF
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Example: Turn on extended frequency lock range
NR5G:DEM:EFLR ON

Manual operation: See "Extended Frequency Lock Range" on page 136

[SENSe:]NR5G:DEMod:FILTer <Filter>

Selects the filter for suppression of neighboring channels.

Parameters:
<Filter> MFILter
Multi-carrier filter.
NONE
No filter.
PBWP
Bandwidthpart filter.
*RST: NONE
Example: /[Select multi-carrier filter

NR5G:DEM:FILT MFIL

Manual operation: See "Filter" on page 134

[SENSe:]NR5G:DEMod:PRData <Reference>
Selects the PUSCH reference data.

Note that when you select an ORAN test case, this setting is automatically adjusted to
the ORAN test case.

Parameters:
<Reference> AUTO
Automatic detection of reference values.

PASLots

Available when the ORAN application is installed.

PDSCH based on NR-TM PN23 (pseudo random sequence 23)
with all PUSCH having the same sequence.

If an ORAN test case is selected (CONFigure [ :NR5G] : ORAN:
TCASe, this parameter selects the ORAN PN23 sequence for all
PUSCH.

PN23

Available when the ORAN application is installed.

PDSCH based on NR-TM PN23 (pseudo random sequence 23)
with each PUSCH getting its own sequence.

If an ORAN test case is selected (CONFigure [ :NR5G] : ORAN:
TCASe, this parameter selects the ORAN PN23 sequence.

*RST: AUTO

Example: /[Select PDSCH reference data
NR5G:DEM: PRD AUTO
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Manual operation: See "PUSCH Reference Data" on page 136

[SENSe:]NR5G:DEMod:SATRansient <Symbol>
Selects the symbol right after the transient period.

Prerequisites for this command
e Select a transient period = 10 us ([SENSe: | NR5G: DEMod : TPER1 od).

Parameters:

<Symbol> String containing the symbol numbers as a comma separated
list.

Example: /[Select symbol before transient

NR5G:DEM: TPER US2
NR5G:DEM:SATR "1,5,9"

Manual operation: See "Transient Period" on page 135

[SENSe:]NR5G:DEMod:SBTRansient <Symbol>
Selects the symbol right before the transient period.

Prerequisites for this command
e Select a transient period # 10 ys ([ SENSe : ] NR5G: DEMod : TPER1od).

Parameters:

<Symbol> String containing the symbol numbers as a comma separated
list.

Example: /[Select symbol before transient

NR5G:DEM: TPER US2
NR5G:DEM:SBTR "1,5,9"

Manual operation: See "Transient Period" on page 135

[SENSe:INR5G:DEMod:TPERiod <State>

Selects the time period of the transient.

Parameters:

<State> US2 | US4 | US7 | US10
Transient period in ys. Available transient periods depend on the
selected subcarrier spacing.

Example: /[Select transient period

NR5G:DEM: TPER US2

Manual operation: See "Transient Period" on page 135
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6.10.29 PRACH analysis
CONFigure[:NR5G]:UL[:CC<cc>]:PRACH:FORMAL........ccvvueieeeeiiiiiieieeeeeerieeeeeeeeereeeeeeeeeaans 411
CONFigure[:NR5GJ:UL[:CCCCST:PRACH:LRA. ...t eveeeeeteeeeeeeeeeee et eeeeeeeeeeeeeeeeeeeeeeeeeeeeenens 411
CONFigure[:NR5G]:UL[:CC<CC>]:PRACHIPOWET........covcueeeeeeereeeeereeeeeeseeseseneeseeeneesesensesens 412
CONFigure[:NR5G]:UL[:CC<cc>]:PRACh:PREamMbIe.......c.coeiiiiiiiei e 412
CONFigure[:NR5G]:UL[:CC<cC>]:PRACH:RBOFFSEL.....cceeieieieiieiieeeeeeeeeeeeeeeeeeeevevvae 412
CONFigure[:NR5G]:UL[:CC<cc>]:PRACh:RSEQUENCE........eceerrrrieeeeeeeiiiieeeeeeeenreeeeeeeeannanns 412
CONFigure[:NR5G]:UL[:CC<CC>]:PRACN:IRSET....ciieieiiiiieieeeeeeiiiee e eeeeeetee e e e eernne e e e e eeraans 413
CONFiIgure[:NR5G]:UL[:CCSCCS]:PRACH:SCS .. veeeeereteeeeeeeeeeeeeeeeeeseeeereeseesseeseeeseeeneees 413
CONFigure[:NR5G]:UL[:CC<CC>]:PRACNH:ZCZONE. ......veeeeeeeeeseseeeeseseeeeseeeeeeseseesessaeseeeens 413
CONFigure[:NR5G]:UL[:CC<cc>]:PRACh:FORMat <Format>
Selects the PRACH format.
Suffix:
<cc> 1...16 (component carrier)
Parameters:
<Format> 0|1]2|3|A1]|A2|A3|B1|B2|B3|B4|C0|C2
*RST: A1
Example: //Select PRACH format

CONF:UL:CC2:PRAC:FORM B4

Manual operation: See "Preamble Format" on page 139

CONFigure[:NR5G]:UL[:CC<cc>]:PRACh:LRA <Value>
Selects the PRACH parameter Lga.

Suffix:

<cc> 1...16 (component carrier)

Parameters:

<Value> L139 | L571 | L839 | L1151
The availability of the parameters depends on the PRACH for-
mat and subcarrier spacing.
*CONFigure [ :NR5G] :UL[ :CC<cc>] : PRACh:FORMat
*CONFigure [ :NR5G] : UL[:CC<cc>] : PRACh:SCS
*RST: L839

Example: /[Select L_RA

CONF:UL:PRAC:FORM Al
CONF:UL:PRAC:SCS SS15
CONF:UL:PRAC:LRA L139

Manual operation: See "L_RA" on page 139
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CONFigure[:NR5G]:UL[:CC<cc>]:PRACh:POWer <Power>
Defines the relative power of the PRACH.

Suffix:
<cc> 1...16 (component carrier)
Parameters:
<Power> *RST: 0

Default unit: dB
Example: //Select PRACH power

CONF:UL:CC2:PRAC:POW -3

Manual operation: See "Rel. Power" on page 139

CONFigure[:NR5G]:UL[:CC<cc>]:PRACh:PREamble <Index>
Selects the PRACH preamble index.

Suffix:

<cc> 1...16 (component carrier)
Parameters:

<Index> *RST: 0

Example: /[Select preamble index

CONF:UL:CC2:PRAC:PRE 2

Manual operation: See "Preamble Index" on page 140

CONFigure[:NR5G]:UL[:CC<cc>]:PRACh:RBOFfset <Offset>
Defines the resource block offset for the PRACH.

Suffix:

<cc> 1...16 (component carrier)
Parameters:

<Offset> *RST: 0

Example: //Select PRACH resource block offset

CONF:UL:CC2:PRAC:RBOF 10

Manual operation: See "RB Offset" on page 139

CONFigure[:NR5G]:UL[:CC<cc>]:PRACh:RSEQuence <Index>

Defines the PRACH logical root sequence index.

Suffix:

<cc> 1...16 (component carrier)
Parameters:

<Index> *RST: 0
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Example: /[Select logical root sequence index
CONF:UL:CC2:PRAC:RSEQ 4

Manual operation: See "Logical Root Sequ. Idx" on page 140

CONFigure[:NR5G]:UL[:CC<cc>]:PRACh:RSET <Type>
Selects the restricted set for the PRACH.

Suffix:

<cc> 1...16 (component carrier)

Parameters:

<Type> NONE |A|B
Restricted sets Type A and Type B are only supported by
PRACH formats 0 to 3 (CONFigure [ :NR5G] : UL [ :CC<cc>] :
PRACh: FORMat).

Example: //Select PRACH restricted set

CONF:UL:CC2:PRAC:RBOF A

Manual operation: See "Restricted Set" on page 140

CONFigure[:NR5G]:UL[:CC<cc>]:PRACh:SCS <SubcarrierSpacing>
Select the subcarrier spacing of the PRACH.

Suffix:
<cc> 1...16 (component carrier)

Parameters:

<SubcarrierSpacing> SS1_25| SS5| SS15 | SS30 | SS60 | SS120 | SS480 | SS960
The availability of subcarrier spacings depends on the selected
deployment and PRACH format (CONFigure [ :NR5G] : UL [ :
CC<cc>]:DFRangeandCONFigure[:NRSG]:UL[:CC<CC>]:
PRACh: FORMat).

Example: //Select PRACH subcarrier spacing
CONF:UL:CC2:DFR LOW
CONF:UL:CC2:PRAC:FORM 0
CONF:UL:CC2:PRAC:SCS sSS1 25

Manual operation: See "Subcarrier Spacing (PRACH)" on page 139

CONFigure[:NR5G]:UL[:CC<cc>]:PRACh:ZCZone <Index>

Defines the PRACH zero correlation zone.

Suffix:

<cc> 1...16 (component carrier)
Parameters:

<Index> *RST: 0
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Example: /[Select zero correlation zone
CONF:UL:CC2:PRAC:ZCZ 1

Manual operation: See "Zero Correlation Zone" on page 140

Frequency sweep measurements

Commands to configure frequency sweep measurements described elsewhere.
e CONFigure[:NR5G]:LDIRection on page 295

e MMEMory:LOAD:DEModsetting:ALL on page 298

e MMEMory:LOAD:DEModsetting[:CC<cc>] on page 299

e MMEMory:STORe<n>:DEModsetting:ALL on page 299

e MMEMory:STORe<n>:DEModsetting[:CC<cc>] on page 299

® CONFigure[:NR5G]:UL[:CC<cc>] :BW on page 296

Refer also to the user manual of the R&S FSV/A base unit for a list of commands

supported by the frequency sweep measurements that are not specific to the 5G NR
application.

[SENSe:]IPOWer:ACHaNNel:AACHEANNEL ........ccee e et eeeeeeees 414
[SENSE: IPOWWEIPCLASS. .. .cceieeetieeeeeeteeeeeeeeetee e e e e eeaaaeeeeeeeetaeeeseeeaseeeesenssseeeerernnnnss 414
[SENSE:IPOWETSEM:IFF .....uiiiiiiieaaaaaaaee e e e eeeeeeeeeteeee e eeeeeeaeeesansnaaaaaaeseeeeeasaaaaaaeeeeeeennnns 415
[SENSe:]IPOWer:SEM:UL:REQUIIEMENT......ccvvrrrririririiieieieieeeeeeeeeeeseeereereeeesssrsrsnnnnnnnnnnes 415
[SENSE:IPOWETTID....cceeieetieeieeeeeetiee e e e ettt e e e e e ettt eeeeeeeeeta e eeesesssbanseeseetannaaeaerssrannsaasenes 415
CALCulate<n>:LIMit<li>:ACPOWEINPMODE.......ccctiuiiiiiiiiieie e 416

[SENSe:]POWer:ACHannel:AACHannel <Channel>

Selects the bandwidth of the adjacent channel for ACLR measurements.

Parameters:

<Channel> E500
Selects an WCDMA signal with 3.84 MHz bandwidth as
assumed adjacent channel carrier.
NOSBw
Selects an 5G NR signal as assumed adjacent channel carrier.
*RST: NOSBw

Example: /[Select assumed adjacent channel

POW:ACH:AACH NOSB

Manual operation: See "Adjacent Channels" on page 141

[SENSe:]POWer:PCLass <PowerClass>

Selects the power class of a UE for ACLR measurements.
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Parameters:

<PowerClass> PC1|PC1_5|PC2|PC3
*RST: PC2

Example: //Select power class

POW:PCL PC3

Manual operation: See "Power Class" on page 141

[SENSe:]POWer:SEM:IFF <Size>
Selects the size of the DUT for the SEM measurement.

Prerequisites for this command
e Select FR2 deployment (CONFigure [ :NR5G] :UL[:CC<cc>] : DFRange).

Parameters:
<Size> DUT15
DUT size €15 cm
DUT30
DUT size <30 cm
*RST: DUT15
Example: /[Select DUT size

CONF:UL:DFR HIGH
POW:SEM: IFF DUT30

Manual operation: See "IFF (Indirect Far Field)" on page 142

[SENSe:]POWer:SEM:UL:REQuirement <Requirement>

Selects the network signaled value for the spectrum emission mask.

Parameters:

<Requirement> GENeral
SEM without additional requirements.
NS35
Applies additional limits according to 3GPP.
*RST: GENeral

Example: //Select network signaled value

POW:SEM:UL:REQ NS35

Manual operation: See "Network Signaled Value" on page 143

[SENSe:]POWer:TID <ID>

Selects the test ID for ACLR measurements.
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Prerequisites for this command

e Select FR2 frequency deployment (CONFigure [ :NR5G] : UL [ :CC<cc>] :
DFRange on page 296).

Parameters:
<ID> NONE
No test ID.
ID1|ID2|ID3|ID4 | ID5|1D6 | ID7 | ID8 | ID9 | ID10 | ID11 |
ID12 | ID13 | ID14 | ID15
Test ID 1 to 15.
Example: //Select ACLR test ID

CONF:UL:DFR HIGH
POW:TID ID1

CALCulate<n>:LIMit<li>:ACPower:PMODe <Mode>
Selects the limit evaluation mode for ACLR measurements.

Supported for ACLR measurements in the LTE and 5G applications.

Suffix:

<n> irrelevant

<li> irrelevant

Parameters:

<Mode> AND
Overall limit check passes if both absolute and relative limit
checks pass.
OR
Overall limit check passes if either absolute or relative limit
checks pass.
*RST: AND

Example: //Select evaluation mode

CALC:LIM:ACP:PMOD AND

Manual operation: See "Total Limit Pass Mode" on page 142

Combined measurements

In addition to the commands otherwise supported for I/Q measurements and frequency
sweep measurements, combined mode supports the following commands.

[SENSe:]ESPectrum<sb>:PRESEt[:STANArd]........ccvvurueieeeiieriieeeeeeeeteeeeeeeeeeeeeeeeeeranens 417
[SENSE:INRSG:ACPOWEIALPMOGE. .. cuiieieieeiee ettt et e e e e e e e e e eeennes 417
[SENSE:INREG:FRAMEISCAPIUME. .. .uutettueaaaaaaeieeeeeeeeeeeeeeeeeeeeeeeeeeeeansnsnnaaaaaaaeeeeeeaeaaaees 418
[SENSE:INRSG:FRAMEISALEVEL....cvvvvirurutiiiieieieieeeeeeeeeeeeeetereeeeererararass e eeeaeaaaaeses 418
[SENSE:|SWEED:EGATE:AGATING. ...ctttuieeeetietiieieeeeeettaaeeeseettaaeeeeerettaaeeeseetnnaaeeeerssraaens 418
[SENSE:ISWEED:EVENL. .. ceeeeeeeeeeeeeeeeeeeeeeeseseseseseseseeeeeeeseeeeseseseseseseseseseseeeeeseesesanesenenens 418
[SENSE:ISWEED:MODE . ....eeeeeeeeeeeeeeeeeeeeeeee e s seseseseseeeeeeeeeeeeeeneseseseseseseseseeeeeeeesesanesenenens 419
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CALCulate<n>:MARKer<m>:FUNCtion:POWer<sb>:PRESEt.........ccceuvrrrmrmrniiiiiiiiieiereeeennn. 419
CONFIgUIrE[:INRSGI:ACLR. .. ettt ettt e e e et e e e e e e e e e e e 419
CONFIgUrE[:INRBGIEVM......ciiiiiieieeeeeeeeeeeet e e e e e e e e e e e e e e e e e e e e eeeeaneenenennnnan e ens 420
(01 @ ]\ U T =Y AN 2T S Y 420
MMEMOTY:LOAD : SE T TINGS eeettttueteeeeettuieeeeetentateeereetnaaeeeeeestaaeeesertnnaeeeeresnnaaaeeseessnans 420
OUTPut<up>:TRIGger<tp>:PULSE:IMMEIate.........cceevruiiereeieiiiiei et eera e 420
TRIGQErTSHEIPErDELAY.....ccciiieieeeeeeieieieeeee e e e e e e e e e e e e e e e e e e e ee e e e e eeeeseats b a b aaeeeeeeas 421
TRIGQErTSHEIPErEDELAY....uuuuiiiieieieie i e e e eeeeeeee ettt e e s e s e e e e e eaaaaaaaseeeeeeeeeeees 421
TRIGEr T SHE PO F TRIGUET ...ttt eeeeeeeeieeeeeee e e e e e e ee ettt eeeeeea e e e saseeeeaaeaaaaaaseseseeeeeeens 422
TRIGQEr TSHEIPEr RINTEIVAL ..ciiieee e e e e ee et e e e e e e e e e e e e e e e e e e e eeenaeeenennnnnnan 422
TRIGQEr:TSHEIPEr:SEQUENCE. .........c.eeeeeeeeeeerereriitit i seaaaseseseeeeeaaaeeaseeserereeeessersrsararanannnns 422
[SENSe:]JESPectrum<sb>:PRESet[:STANdard] <Standard>
Loads an SEM settings file for combined measurements.

Suffix:

<sb> irrelevant

Parameters:

<Standard> <string>
String that contains the path to the settings file (. xm1 format).
NONE
Removes the settings file.

Example: /[Select and subsequently remove settings file

ESP:PRES 'c:\settings.xml'
ESP:PRES NONE

Manual operation: See "Manage User Standards" on page 145

[SENSe:]NR5G:ACPower:ALPMode <Mode>

Selects the limit evaluation mode for ACLR measurements in combined measurement

mode.

Parameters:

<Mode> ABSolute
Checks against the absolute limits.
RELative
Checks against the relative limits.
OR
Checks against both absolute and relative limits according to
3GPP.
*RST: OR

Example: /[Select ACLR lim it evaluation mode

NR5G:ACP:ALPM ABS

Manual operation: See "ACLR Limit Pass Mode" on page 180
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[SENSe:]NR5G:FRAMe:SCAPture <State>

Selects the signal capture mode for combined multiple carrier measurements.

Parameters:
<State> AUTO
Automatically determines how many carriers are captured.
SINGle
Captures a single capture buffer for each carrier.
*RST: AUTO
Example: /[Turn on single capture mode

NR5G:FRAM: SCAP SING

Manual operation: See "Signal Capture" on page 146

[SENSe:]NR5G:FRAMe:SALevel <Level>

Turns auto leveling for each event in combined measurement sequence on and off.

Parameters:
<Level> ON|OFF|1]|0
*RST: OFF
Example: /[Turn on auto leveling sequence

NR5G: FRAM: SAL ON

Manual operation: See "Sequence Auto Level" on page 146

[SENSe:]SWEep:EGATe:AGATing <State>

Turns auto gating on and off.

Parameters:

<State> ON|OFF|1]0
*RST: ON

Example: /[Turn on auto gating

Manual operation: See "Auto Gating" on page 149

[SENSe:]SWEep:EVENt <Event>

Defines the number of events in a combined measurement sequence.

Parameters:
<Event> *RST: 10
Example: //IDefine number of events

SWE:EVEN 25

Manual operation: See "# Events" on page 146
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[SENSe:]SWEep:MODE <Mode>
Selects the capture mode for combined measurements.
Prerequisites for this command
e Measure the EVM only:
— CONFigure[:NR5G] :ACLR = OFF
— CONFigure[:NR5G] :SEM = OFF
— CONFigure[:NR5G] :EVM = ON

Parameters:

<Mode> AUTO
Captures and analyzes the complete signal.
TX
Captures and analyzes the Tx channel only.
*RST: AUTO

Example: //Select capture mode

CONF:ACLR OFF
CONF:SEM OFF
CONF:EVM ON
SWE :MODE TX

Manual operation: See "Capture Mode" on page 146

CALCulate<n>:MARKer<m>:FUNCtion:POWer<sb>:PRESet <Standard>

Loads an ACLR settings file for combined measurements.

Suffix:

<n> irrelevant

<m> irrelevant

<sb> irrelevant

Parameters:

<Standard> <string>
String that contains the path to the settings file (. xm1 format).
NONE
Removes the settings file.

Example: //Select and subsequently remove settings file

CALC:MARK:FUNC:POW:PRES 'c:\settings.xml'
CALC:MARK:FUNC:POW: PRES NONE

Manual operation: See "Manage User Standards" on page 145

CONFigure[:NR5G]:ACLR <State>

Includes or excludes ACLR measurements from combined measurements.
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Parameters:
<State> ON|OFF|1]0
*RST: ON
Example: /lInclude ACLR measurements

CONF:ACLR ON

Manual operation: See "EVM / ACLR / SEM" on page 144

CONFigure[:NR5G]:EVM <State>

Includes or excludes EVM measurements from combined measurements.

Parameters:
<State> ON|OFF|1]0
*RST: ON
Example: /lInclude EVM measurements

CONF:EVM ON

Manual operation: See "EVM / ACLR / SEM" on page 144

CONFigure[:NR5G]:SEM <State>

Includes or excludes SEM measurements from combined measurements.

Parameters:
<State> ON|OFF|1]0
*RST: ON
Example: /lInclude SEM measurements

CONF:SEM ON

Manual operation: See "EVM /ACLR / SEM" on page 144

MMEMory:LOAD:SETTings
Restores the settings of the last measurement sequence in combined mode.

Example: //IRestore settings
MMEM:LOAD: SETT

Usage: Event

Manual operation: See "Restore Settings" on page 145

OUTPut<up>:TRIGger<tp>:PULSe:IMMediate
Sends a trigger signal from the analyzer to the DUT.

For combined measurement, this command is useful to start a closed-loop trigger
sequence.
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Suffix:
<up> irrelevant
<tp> 1.3
Trigger port
Example: //Send trigger signal from trigger output 3
OUTP:TRIG3:PULS:IMM
Usage: Event
Manual operation: See "Send Trigger 3" on page 149
TRIGger:TSHelper:DELay <Time>
Defines a delay between events.
Prerequisites for this command
e Select open-loop sequence (TRIGger : TSHelper : SEQuence).
e Select frame trigger with delay (TRIGger: TSHelper:FTRigger).
Parameters:
<Time> *RST: 0
Default unit: s
Example: //Define a delay between open-loop measurements

TRIG:TSH:SEQ OLO
TRIG:TSH:FTR AED
TRIG:TSH:DEL 1S

Manual operation: See "Delay" on page 148

TRIGger:TSHelper:EDELay <Time>
Defines the event delay for combined measurements.

Prerequisites for this command
e Select the periodic sequence (TRIGger: TSHelper: SEQuence).

Parameters:

<Time> *RST: 1.0
Default unit: s

Example: /[Define event delay

TRIG:TSH:SEQ PER
TRIG:TSH:EDEL 2S

Manual operation: See "Event Delay" on page 148
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TRIGger:TSHelper:FTRigger <Source>
Select the availability of a frame trigger in a combined measurement sequence.

Parameters:

<Source> AEDelay
Frame trigger available (external) trigger with a delay between
events.

AVAilable
Frame trigger available (external trigger).

NAVailable
Time trigger available.

RSLots
No trigger available.

*RST: AVAilable

Example: /[Select trigger source
TRIG:TSH:FTR RSL

Manual operation: See "Frame Trigger" on page 148

TRIGger:TSHelper:RINTerval <Interval>
Defines the recalibration interval for combined measurements.

Prerequisites for this command
e Select time trigger (TRIGger : TSHelper: SEQuence).

Parameters:
<Interval> *RST: 1
Example: /[Define recalibration interval

TRIG:TSH:SEQ OLO
TRIG:TSH:FTR NAV
TRIG:TSH:RINT 5

Manual operation: See "Recalibration Interval" on page 149

TRIGger:TSHelper:SEQuence <Source>
Select the type of measurement sequence for combined measurement.

Parameters:

<Source> The selected sequence has an impact on the trigger settings. If
you select a certain sequence and change, for example, the trig-
ger source or trigger input / output configuration, the sequence
type automatically returns to manual.
CLOop
Closed-loop sequence.
MANual
Custom trigger configuration.
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OLOop
Open-loop sequence.

PERiodic
Periodic sequence.

*RST: MANual

Example: /[Select sequence type
TRIG:TSH:SEQ OLO

Manual operation: See "Sequence" on page 147

6.11 Result evaluation

o General analysis tO0IS.........oooiiiiiiiiiiccccre e ————
e Analysis tools for I/Q measurements. ... ...
e Analysis tools for combined measurements.............oooiiiiiiiii e

6.11.1 General analysis tools

6.11.1.1 Trace export

FORMat:DEXPOIrt: D SEPAIratOr. . cuuivieiieieeeeieiie e e e eee e e et e e e et e s s e e enesaeraserenrenns
FORMat:DEXPOIHEADET.......ieiiiieei et e e e et e e e e et e e e e ea e e e e e e e enas
FORMaAt:DEXPOI TRACES. .. ittt e s s e e e e e aaas
MMEMOrY:STORE<SNZTRACE. . ettt ettt et et e e e et e e e et e e e e eaaenas

FORMat:DEXPort:DSEParator <Separator>

Selects the decimal separator for data exported in ASCII format.
Parameters:

<Separator> POINt | COMMa

COMMa
Uses a comma as decimal separator, e.g. 4,05.

POINt
Uses a point as decimal separator, e.g. 4.05.

*RST: *RST has no effect on the decimal separator.

Default is POINTt.

Example: FORM:DEXP:DSEP POIN
Sets the decimal point as separator.
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FORMat:DEXPort:HEADer <State>

If enabled, additional instrument and measurement settings are included in the header
of the export file for result data. If disabled, only the pure result data from the selected
traces and tables is exported.

Parameters:
<State> ON|OFF |01

*RST: 1

FORMat:DEXPort:TRACes <Selection>

Selects the data to be included in a data export file (see MMEMory : STORe<n>: TRACe
on page 424).

Parameters:

<Selection> SINGle | ALL

SINGle
Only a single trace is selected for export, namely the one speci-
fied by the MMEMory : STORe<n>: TRACe command.

ALL

Selects all active traces and result tables (e.g. "Result Sum-
mary", marker peak list etc.) in the current application for export
to an ASCII file.

The <trace> parameter for the MMEMory : STORe<n>: TRACe
command is ignored.

*RST: SINGle

MMEMory:STORe<n>:TRACe <Trace>, <FileName>
Exports trace data from the specified window to an ASCII file.
Secure User Mode

In secure user mode, settings that are stored on the instrument are stored to volatile
memory, which is restricted to 256 MB. Thus, a "memory limit reached" error can occur
although the hard disk indicates that storage space is still available.

To store data permanently, select an external storage location such as a USB memory
device.

For details, see "Protecting Data Using the Secure User Mode" in the "Data Manage-
ment" section of the R&S FSV3000/ FSVA3000 base unit user manual.

Suffix:

<n> Window

Parameters:

<Trace> Number of the trace to be stored

<FileName> String containing the path and name of the target file.
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Example: MMEM:STOR1:TRAC 1, 'C:\TEST.ASC'
Stores trace 1 from window 1 in the file TEST . ASC.

Diagram scale

DISPlay[:WINDow<n>][:SUBWindow<w>]:-TRACe<t>:Y[:SCALEJ:AUTO.....ccccrrerrirrrrnrernnnn. 425
DISPlay[:WINDow<n>][:SUBWindow<w>]:-TRACe<t>:Y[:SCALe]:MAXimum......c....cccerrrrr... 425
DISPlay[:WINDow<n>][:SUBWindow<w>]:TRACe<t>:Y[:SCALe]:MINimum...........ccceevurrruv.s 426

DISPlay[:WINDow<n>][:SUBWindow<w>]:TRACe<t>:Y[:SCALe]:AUTO <ONCE>

Automatically scales the y-axis of a diagram based on the displayed results.

Suffix:

<n> 1...16 (window)
<w> 1...2 (view)

<t> irrelevant

Setting parameters:

<ONCE> ALL
Scales the y-axis in all windows for an ideal viewing experience.
DEFault
Restores the default scale of the y-axis.
ONCE
Scales the y-axis in a specific window for an ideal viewing expe-
rience.

Example: //Automatically scale the y-axis in subwindow 2 of window 2

DISP:WIND2:SUBW2:TRAC:Y:AUTO ONCE
Usage: Setting only

Manual operation: See "Auto Scale" on page 62
See "Automatic scaling of the y-axis" on page 175

DISPlay[:WINDow<n>][:SUBWindow<w>]:TRACe<t>:Y[:SCALe]:MAXimum
<Value>

Defines the maximum value displayed on the y-axis of a diagram.

Suffix:

<n> 1...16 (window)

<w> 1...2 (view)

<t> irrelevant

Parameters:

<Value> Maximum displayed value. The unit and value range depend on

the selected diagram.
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Example: //Define maximum value on y-axis in subwindow 2 of window 2
DISP:WIND2:SUBW2:TRAC:Y:MAX 0

Manual operation: See "Manual scaling of the y-axis" on page 175

DISPlay[:WINDow<n>][:SUBWindow<w>]:TRACe<t>:Y[:SCALe]:MINimum
<Value>

Defines the minimum value displayed on the vertical diagram axis.

Suffix:

<n> 1...16 (window)

<w> 1...2 (view)

<t> irrelevant

Parameters:

<Value> Minimum displayed value. The unit and value range depend on
the selected diagram.

Example: //Define minimum value on y-axis in subwindow 2 of window 2

DISP:WINDZ2:SUBW2:TRAC:Y:MIN -50

Manual operation: See "Manual scaling of the y-axis" on page 175

Zoom

DISPlay[:WINDow<n>][:SUBWindow<w>]:ZOOM:AREA..........ceeeeee e 426
DISPlay[:WINDow<n>][:SUBWindow<w>]:ZOOM:MULTIple<zn>:AREA. .........covrreererererrer.. 427
DISPlay[:WINDow<n>][:SUBWindow<w>]:ZOOM:MULTiple<zn>[:STATE]......vervrererrererrenens 428
DISPlay[:WINDow<n>][:SUBWINdow<w>]:ZOOM[:STATE].....uuueerrerrrrruaieereerinrieeeererinnaaeaenes 429

DISPlay[:WINDow<n>][:SUBWindow<w>]:ZOOM:AREA <x1>,<y1> <x2>,<y2>
Defines the zoom area.

To define a zoom area, you first have to turn the zoom on.

1 Frequency Sweep e 1Rm Clrw e

1 = origin of coordinate system (x1 =0, y1 =0)
2 = end point of system (x2 = 100, y2= 100)
3 = zoom area (e.g. x1 =60, y1 = 30, x2 = 80, y2 = 75)

Suffix:
<n> Window
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<w> subwindow
Not supported by all applications

Parameters:

<x1> Diagram coordinates in % of the complete diagram that define
the zoom area.
The lower left corner is the origin of coordinate system. The
upper right corner is the end point of the system.
Range: 0 to 100
Default unit: PCT

<y1> Diagram coordinates in % of the complete diagram that define
the zoom area.
The lower left corner is the origin of coordinate system. The
upper right corner is the end point of the system.
Range: 0 to 100
Default unit: PCT

<x2> Diagram coordinates in % of the complete diagram that define
the zoom area.
The lower left corner is the origin of coordinate system. The
upper right corner is the end point of the system.
Range: 0 to 100
Default unit: PCT

<y2> Diagram coordinates in % of the complete diagram that define

the zoom area.
The lower left corner is the origin of coordinate system. The
upper right corner is the end point of the system.

Range: 0 to 100
Default unit: PCT

DISPlay[:WINDow<n>][:SUBWindow<w>]:ZOOM:MULTiple<zn>:AREA
<X1>,<y1>,<x2>,<y2>

Defines the zoom area for a multiple zoom.

To define a zoom area, you first have to turn the zoom on.

1 Frequency Sweep ® 1Rm Clrw o

Q;r 2.0 GHz 2.5 MHz/ Span 25.0 MHz HN 21
CF 2.000519931 GHz 498 pts 1,24 MHz/Span 12.435008666 MHz

1 = origin of coordinate system (x1 =0, y1 =0)

2 = end point of system (x2 = 100, y2= 100)
3 = zoom area (e.g. x1 =60, y1 = 30, x2 = 80, y2 = 75)
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Suffix:
<n> Window

<w> subwindow
Not supported by all applications

<zn> Selects the zoom window.

Parameters:

<x1> Diagram coordinates in % of the complete diagram that define
the zoom area.
The lower left corner is the origin of coordinate system. The
upper right corner is the end point of the system.

Range: 0 to 100
Default unit: PCT

<y1> Diagram coordinates in % of the complete diagram that define
the zoom area.
The lower left corner is the origin of coordinate system. The
upper right corner is the end point of the system.

Range: 0 to 100
Default unit: PCT

<x2> Diagram coordinates in % of the complete diagram that define
the zoom area.
The lower left corner is the origin of coordinate system. The
upper right corner is the end point of the system.

Range: 0 to 100
Default unit: PCT

<y2> Diagram coordinates in % of the complete diagram that define
the zoom area.
The lower left corner is the origin of coordinate system. The
upper right corner is the end point of the system.
Range: 0 to 100
Default unit: PCT

DISPlay[:WINDow<n>][:SUBWindow<w>]:ZOOM:MULTiple<zn>[:STATe] <State>

Turns the multiple zoom on and off.

Suffix:

<n> Window

<w> subwindow
Not supported by all applications

<zn> Selects the zoom window.
If you turn off one of the zoom windows, all subsequent zoom
windows move up one position.

Parameters:

<State> ON|OFF |01
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OFF | 0
Switches the function off

ON |1
Switches the function on

DISPlay[:WINDow<n>][:SUBWindow<w>]:ZOOM[:STATe] <State>

Turns the zoom on and off.

Suffix:
<n> Window
<w> subwindow
Not supported by all applications
Parameters:
<State> ON|OFF |01
OFF |0
Switches the function off
ON |1
Switches the function on
Example: DISP:ZOOM ON

Activates the zoom mode.

6.11.1.4 Markers

Commands to configure markers described elsewhere.
® CALCulate<n>:DELTamarker<m>:X

® CALCulate<n>:DELTamarker<m>:Y?

® CALCulate<n>:MARKer<m>:X

® CALCulate<n>:MARKer<m>:Y

® CALCulate<n>:MARKer<m>:77?

® CALCulate<n>:MARKer<m>:7Z:ALL?

CALCulate<n>:DELTamarker<m>:AOFF........ccciiiiuiiiiiieiee e
CALCulate<n>:DELTamarker<m>:MAXIimUM:LEFT.......coiiiiiiiiiiccn e
CALCulate<n>:DELTamarker<m>:MAXimUm:NEXT.....cccccoiiiiiiiiiiiiiiir e,
CALCulate<n>:DELTamarker<m>:MAXimum:RIGHt............ccoiiiriiiieeen
CALCulate<n>:DELTamarker<m>:MAXimUM[:PEAK]......ccciiiiiiiii e eeeanas
CALCulate<n>:DELTamarker<m>:MINIimMUum:LEFT.........cccoiiiiiii s
CALCulate<n>:DELTamarker<m>:MINIimum:NEXT......cccciuiiiiiiiriieiieiireieeeeeeeeeennes
CALCulate<n>:DELTamarker<m>:MINimum:RIGHL...........ccccoiiiiiiiiiiiiiie s
CALCulate<n>:DELTamarker<m>:MINIimMUumM[:PEAK].....c.ccoriiiriiiiiiccceeeeeeee,
CALCulate<n>:DELTamarker<m>[:STATE].....ucuitiiieieiieie e e e e ee e ee e
CALCulate<n>:DELTamarker<m>:TRACE......cccctiieiieiieiieei e tee e eanas
CALCulate<n>:MARKEr<m>:AOFF ..ottt e e e
CALCulate<n>:MARKer<m>:MAXIiMUM:LEFT.....cociiiiiii e
CALCulate<n>:MARKer<m=>:MAXIimUM:NEXT......ccccoiiiiiiiiiiiieiie e
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CALCulate<n>:MARKer<m>:MAXIimMUM:RIGH.........c.cciiiiiiiiiiieeee e, 433
CALCulate<n>:MARKer<m>:MAXIiMUM[:PEAK].....cittteeieiee e et e e e e e e e s 433
CALCulate<n>:MARKer<m>:MINIMUM:LEFT.......ccoeuiiiiie e e e 433
CALCulate<n>MARKer<m>:MINIMUMINEXT .....c.ciiiiuiiiiiiiiieeiieeeeieeeeeene et e e e e e raneeen e eans 434
CALCulate<n>:MARKer<m>:MINimUM:RIGHT............ccoiiiiiiiiiiii e 434
CALCUIate<n>:MARKEIr<MS[:STATE] ceuuueieeeiertiiieeeeeetttiaeeeeeeetaaeeeesreetaaeeeseesstaeeaesenrnnnnns 434
CALCuUlate<n>:MARKEIr<M>:TRACE. .......ceeieeeieeteeeeeeeetieeeeeeeeetee e e e e eeaaaaeeeeeeeraeseeeeeernnanns 434
DISPIay[:WINDOWSNZ]IMTABIE. . .. ettt ettt e e e e e e enaas 435

CALCulate<n>:DELTamarker<m>:AOFF

Turns off all delta markers.

Suffix:

<n> Window

<m> irrelevant
Example: CALC:DELT:AQFF

Turns off all delta markers.

CALCulate<n>:DELTamarker<m>:MAXimum:LEFT
Moves a delta marker to the next positive peak value.

The search includes only measurement values to the left of the current marker posi-

tion.

Suffix:

<n> Window
<m> Marker

CALCulate<n>:DELTamarker<m>:MAXimum:NEXT

Moves a marker to the next positive peak value.

Suffix:

<n> 1..n
Window

<m> 1..n
Marker

CALCulate<n>:DELTamarker<m>:MAXimum:RIGHt
Moves a delta marker to the next positive peak value on the trace.

The search includes only measurement values to the right of the current marker posi-
tion.

Suffix:
<n> Window
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<m> Marker
CALCulate<n>:DELTamarker<m>:MAXimum[:PEAK]

Moves a delta marker to the highest level.

If the marker is not yet active, the command first activates the marker.

Suffix:
<n> Window
<m> Marker

CALCulate<n>:DELTamarker<m>:MINimum:LEFT
Moves a delta marker to the next minimum peak value.

The search includes only measurement values to the right of the current marker posi-

tion.

Suffix:

<n> Window
<m> Marker

CALCulate<n>:DELTamarker<m>:MINimum:NEXT

Moves a marker to the next minimum peak value.

Suffix:
<n> Window
<m> Marker

CALCulate<n>:DELTamarker<m>:MINimum:RIGHt
Moves a delta marker to the next minimum peak value.

The search includes only measurement values to the right of the current marker posi-

tion.

Suffix:

<n> Window
<m> Marker

CALCulate<n>:DELTamarker<m>:MINimum[:PEAK]
Moves a delta marker to the minimum level.
If the marker is not yet active, the command first activates the marker.

Suffix:
<n> Window
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<m> Marker

CALCulate<n>:DELTamarker<m>[:STATe] <State>
Turns delta markers on and off.
If necessary, the command activates the delta marker first.

No suffix at DELTamarker turns on delta marker 1.

Suffix:
<n> Window
<m> Marker
Parameters:
<State> ON|OFF |01
OFF | 0
Switches the function off
ON |1
Switches the function on
Example: CALC:DELT2 ON

Turns on delta marker 2.

CALCulate<n>:DELTamarker<m>:TRACe <Trace>
Selects the trace a delta marker is positioned on.
Note that the corresponding trace must have a trace mode other than "Blank".

If necessary, the command activates the marker first.

Suffix:

<n> Window

<m> Marker

Parameters:

<Trace> Trace number the marker is assigned to.
Example: CALC:DELT2:TRAC 2

Positions delta marker 2 on trace 2.

CALCulate<n>:MARKer<m>:AOFF

Turns off all markers.

Suffix:

<n> Window

<m> Marker

Example: CALC:MARK:AQOFF

Switches off all markers.
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CALCulate<n>:MARKer<m>:MAXimum:LEFT
Moves a marker to the next positive peak.

The search includes only measurement values to the left of the current marker posi-

tion.

Suffix:

<n> Window
<m> Marker

CALCulate<n>:MARKer<m>:MAXimum:NEXT

Moves a marker to the next positive peak.

Suffix:
<n> Window
<m> Marker

CALCulate<n>:MARKer<m>:MAXimum:RIGHt
Moves a marker to the next positive peak.

The search includes only measurement values to the right of the current marker posi-

tion.

Suffix:

<n> Window
<m> Marker

CALCulate<n>:MARKer<m>:MAXimum[:PEAK]
Moves a marker to the highest level.

If the marker is not yet active, the command first activates the marker.

Suffix:
<n> Window
<m> Marker

CALCulate<n>:MARKer<m>:MINimum:LEFT
Moves a marker to the next minimum peak value.

The search includes only measurement values to the right of the current marker posi-

tion.

Suffix:

<n> Window
<m> Marker
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CALCulate<n>:MARKer<m>:MINimum:NEXT

Moves a marker to the next minimum peak value.

Suffix:
<n> Window
<m> Marker

CALCulate<n>:MARKer<m>:MINimum:RIGHt
Moves a marker to the next minimum peak value.

The search includes only measurement values to the right of the current marker posi-

tion.

Suffix:

<n> Window
<m> Marker

CALCulate<n>:MARKer<m>[:STATe] <State>

Turns markers on and off. If the corresponding marker number is currently active as a
delta marker, it is turned into a normal marker.

Suffix:
<n> Window
<m> Marker
Parameters:
<State> ON|OFF |01
OFF |0
Switches the function off
ON |1
Switches the function on
Example: CALC:MARK3 ON

Switches on marker 3.

CALCulate<n>:MARKer<m>:TRACe <Trace>
Selects the trace the marker is positioned on.
Note that the corresponding trace must have a trace mode other than "Blank".

If necessary, the command activates the marker first.

Suffix:
<n> Window
<m> Marker
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6.11.2

6.11.2.1

Parameters:

<Trace> 1to 16
Trace number (or bandwidth part if the trace represents one) the
marker is assigned to.

Example: /[Assign marker to trace 1

CALC:MARK3:TRAC 1

DISPlay[:WINDow<n>]:MTABIle <DisplayMode>

Turns the marker table on and off.

Suffix:
<n> irrelevant
Parameters:
<DisplayMode> ON |1
Turns on the marker table.
OFF | 0
Turns off the marker table.
AUTO
Turns on the marker table if 3 or more markers are active.
*RST: AUTO
Example: DISP:MTAB ON

Activates the marker table.

Analysis tools for I/Q measurements

®  RESUIL VIBWS....ccceeeeeeeeee sttt s e e e e e e e e aeeaaeeeeaeeeenenne
®  RESUIL SEHINGS...uuieiiieiiee e e e
®  EVvaluation raNge......ccooii i i —————

Result views

DISPlay[:WINDow<n>][:SUBWINndow<w>]:CCNUMDET........ccceruiriiiriiiiiniereciiaeeeei e
DISPlay[:WINDow<n>][:SUBWIindow<w>]:FNUMDETr........cccccimiiimiiiiiieiiici e

DISPlay[:WINDow<n>][:SUBWindow<w>]:CCNumber <Carrier>
Assigns a specific component carrier to a view.

Prerequisites for this command
e Capture more than one component carrier.

Suffix:
<n> 1...16 (window)
<w> 1...2 (view)
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Parameters:
<Carrier> <numeric value> (integer only)
Example: /[Select a component carrier to analyze in view 2

DISP:SUBW2:CCN 2

Manual operation: See "Views" on page 69
See "Component Carrier No" on page 183

DISPlay[:WINDow<n>][:SUBWindow<w>]:FNUMber <Frame>
Assigns a specific frame to a view.

Prerequisites for this command
e Capture more than one frame.

Suffix:

<n> 1...16 (window)

<w> 1...2 (view)

Parameters:

<Frame> <numeric value> (integer only)
Example: //Select a frame to analyze in view 2

DISP:SUBW2:FNUM 2

Manual operation: See "Effects of capturing multiple frames on results" on page 76
See "Frame No" on page 183

Result settings

DISPlay[:WINDow<n>][:SUBWINAOWSW>]:COUPHNG. c+.e v eereeeeeereereseseeeeseseseeseeeeeseeseseeesens 436
DISPlay[:WINDOowW<N>]:TABLEITEM. ... .ttt eas 437
ST = ST [N C 1 O 0@ e 437
[SENSE:INRSG:CDRPOWET.........ccceteieieeieererertstaras i aaaaeieeeeeesasaaessseserereeersssrsrrrraran—————nn 438
[SENSE:INREGEMHOIG. c.. e eveeeeeeeeeeeeeeeeeeeeseseseseseseseseseseseeseseseseseseseseseseseseseesseseseeesesesens 438
[SENSe:INRSG:RSUMMAry:CCRESUIL......cevuieieeiiiiiie i et e e e eeeetee e eeeeevee e e e e e eetaeeeeeeeees 438
[SENSe:INR5G:RSUMMAry:PMODE... ...ttt ettt e e e e 439
[SENSe:INRS5G:RSUMMAry:SHOW ... .. ittt e e e e 439
[SENSE:INRSEG: TDVIBW. ...vvveeeeeeeseeeeereseeeeseseesesesestesssesesassesesesessesesestasasesesesseseneseeneseses 439
L0 1N 1 = 1 3 440
O] 07N ] =T =Y o ot Y USRRRR 440
L] O A = SRPRPRPPN 440
LN I 441
LN IS 7 = TP 441
L0 1N I I8 O R 441

DISPlay[:WINDow<n>][:SUBWindow<w>]:COUPIling <State>

Couples or decouples result display tabs (subwindows).
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Subwindow coupling is available for measurements with multiple data streams (like
carrier aggregation).

Suffix:
<n> 1...16 (window)
<w> 1...2 (subwindow)
Parameters:
<State> ON|OFF|1]0
*RST: OFF
Example: /[Turn on subwindow coupling

DISP:COUP ON

Manual operation: See "Subwindow Coupling" on page 179

DISPlay[:WINDow<n>]:TABLe:ITEM <Result>, <State>

Turns the display of individual results in the numerical result summary on and off.

Suffix:

<n> 1...16 (window)

Parameters:

<Result> BLER | CRESt | DSQP | DSSF | DSST | DSTS | UPRach |
FSOFfset | EVM | EVMPeak | FERRor | GIMBalance | IQOFfset
| MODulation | NORB | OSTP | RSTP | SSPower | CSIPower |
PCHannel | POWer | PPRE | PSIGnal | QUADrature | SDPB |
SDQP | SDSF | SDST | SDTS | SERRor | TPUT | UCCD | UCCH
| USPB | USQP | USSF | USST | USTS

<State> ON|OFF|1]0

Example: /[Display or hide results

DISP:WIND2:TABL:ITEM DSSF,ON
DISP:WINDZ2:TABL:ITEM DSQP,OFF

Manual operation: See "Result state" on page 182

[SENSe:]NR5G:CCOLor <Type>

Selects the information that the colors of the constellation points in the constellation
diagram represent.

Parameters:

<Type> ALLocation
Colors represent allocation types.
MODulation
Colors represent modulation types.
*RST: MODulation

Example: /[Select colors for constellation diagram

NR5G:CCOL MOD
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Result evaluation
Manual operation: See "Constellation Color" on page 180

[SENSe:]NR5G:CDRPower <State>

Turns the consideration of a boosting factor to calculate the constellation points in the
constellation diagram on and off.

Parameters:
<State> ON|OFF|1]0

*RST: OFF
Example: /[Turn on boosting factor

NR5G:CDRP ON

Manual operation: See "Constellation Diagram Relative Power" on page 180

[SENSe:]NR5G:EMHold <State>

Turns the EVM max hold function on and off.

Parameters:
<State> ON|OFF|1]0

*RST: OFF
Example: [[Turn on EVM max hold

NR5G:EMH ON

Manual operation: See "EVM Max Hold" on page 179

[SENSe:]NR5G:RSUMmary:CCResult <Result>
Selects the way multiple carriers are analyzed.

Prerequisites for this command
e Select mutiple carriers (CONFigure [ : NR5G] : NOCC).

Parameters:

<Result> ALL
Analyzes all component carriers and shows information about all
of them in the result summary.

VIEWed

Analyzes the two component carriers assigned to the two views.
The result summary only shows information about those two
component carriers.

*RST: VIEWed

Example: //Analyze all carriers
CONF:NOCC 4
NR5G:RSUM:CCR ALL

Manual operation: See "CC Result" on page 181
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[SENSe:]NR5G:RSUMmary:PMODe <Result>

Selects the power averaging mode.

Parameters:

<Result> AASL
Power avergaing over all symbols in a slot.
AASY
Power avergaing over all used symbols in a slot.
*RST: AASL

Example: /[Select power averaging mode

NR5G:RSUM: PMOD AASY

Manual operation: See "Power Mode" on page 181

[SENSe:]INR5G:RSUMmary:SHOW <Result>
Selects the way the contents of the result summary are calculated.

Parameters:

<Result> AVERage
Shows the average over all analyzed frames.
SINGle
Shows the result for the frame selected with [SENSe: |NR5G[ :
CC<cc>] :FRAMe: SELect
If only one frame has been captured, the results are the same in
both cases.

*RST: AVERage

Example: /[Display results for a single frame
DISP:SUBW2:FNUM 2
NR5G:RSUM: SHOW SING

[SENSe:]JNR5G: TDView <State>

Turns the 3D view for selected diagrams on and off.

Parameters:

<State> ON|OFF|1]0
*RST: OFF

Example: /[Turn on 3D view

NR5G:TDV ON

Manual operation: See "3D View" on page 179
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UNIT:BSTR <Unit>

Selects the way the bit stream is displayed.

Parameters:

<Unit> SYMbols
Displays the bit stream using symbols
BITs
Displays the bit stream using bits
*RST: SYMbols

Example: /[Display bit stream as bits

UNIT:BSTR BIT

Manual operation: See "Bitstream Format" on page 178

UNIT:CAReference <Reference>

Selects the reference for result displays whose x-axis shows frequency characteristics

of the signal.
Parameters:
<Reference> LRB
Frequency values relative to the lowest resource block.
RTCF
Frequency values relative to the center frequency of the carrier.
*RST: LRB
Example: //Select carrier reference

UNIT:CAR RTCF

Manual operation: See "Carrier Axes Reference" on page 178

UNIT:CAXes <Unit>

Selects the scale of the x-axis for result displays that show subcarrier results.

Parameters:
<Unit> CARR
Shows the number of the subcarriers on the x-axis.
HZ
Shows the frequency of the subcarriers on the x-axis.
Example: /[Display frequency on the x-axis

UNIT:CAX HZ

Manual operation: See "Carrier Axes" on page 178
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UNIT:EVM <Unit>
Selects the EVM unit.

Parameters:
<Unit> DB
EVM results returned in dB
PCT
EVM results returned in %
*RST: PCT
Example: /[Display EVM results in %

UNIT:EVM PCT

Manual operation: See "EVM Unit" on page 178

UNIT:SAXes <Unit>

Selects the scale of the x-axis for result displays that show symbol results.

Parameters:
<Unit> SYMBol
Shows the number of the symbol on the x-axis.
TIME
Shows the time stamp of the symbols on the x-axis.
Example: /[Display symbol numbers on the x-axis

UNIT:SAX SYMB

Manual operation: See "Symbol Axes" on page 178

UNIT:TPUT <Unit>
Selects the unit for the throughput measurement.

Prerequisites for this command
e Turn on throughput measurement ([ SENSe: | NR5G: TRACking: TPUT: STATe).

Parameters:
<Unit> MBPS
Unit is Mbit/s.
PCT
Unit is percent.
*RST: PCT
Example: /[Select unit for throughput measurement

NR5G:TRAC:TPUT:STAT ON
UNIT:TPUT MBPS

Manual operation: See "TPUT Unit" on page 181
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6.11.2.3 Evaluation range

CONFigure[:NR5G]:DL[:CC<CC>]:BF:AP[LUERS].....cccietieeieieeeiirinintiseseseee e e e e e e eaaasaeeeeeneens 442
[SENSe:INR5G[:CC<CC>]:ALLOCAtION:SELECE....uuiiieiieiiiiieeeeeetiee et 442
[SENSe:INR5G[:CC<CC>:ANTENNA:SELECE. ...ccciiiiiiiiiiiiiiiieee e ee e 443
[SENSe:INR5G[:CC<CC>]:BWPArt:SELEC. ...c.ueeieieeeeee et e 443
[SENSe:INR5G[:CC<CC>]:CARRIEINSELECL. c.eeiiieieitiiaaaaaae e e e e e e e e e e 443
[SENSe:INR5G[:CC<CC>]:FRAME:SELECE.......ceeeeeeeeeeeeeeeeeieieieieteseese e e e e e e e e e e e e e aeeeeeeeeees 444
[SENSe:INR5G[:CC<CC>]:LOCAtION:SELEC...uuuiiiiiiiiiieeeeieeice e e ee et e e e eeere e e e e eera e e 444
[SENSe:INR5G[:CC<cC>]:MODUIAtiON:SELECE....ccuvuieeeiiiiiieeeeeeeetee e e e e e e e eeaen 444
[SENSe:INR5G[:CC<CC>]:PREAMDIE:SELECL. ... eeeeeeeerereseeeseseeeseseseseeeeseneseseseseseseseseseees 445
[SENSE:INRSG[:CCKCCIIRAP . ettt ettt e e e et e en e e e enaas 445
[SENSe:INRSG[:CC<CC>]:SLOT:SELECE. .. eeuieteeee ettt 446
[SENSe:INR5G[:CC<cC>]:SUBFrame:SELECL. .......uuviiiiriiieiieiiieiiiieeeee e 446
[SENSe:INR5G[:CC<CC>]:SYMBOI:SELECE. ...ceieereieieririiieeeee e ee e 446

CONFigure[:NR5G]:DL[:CC<cc>]:BF:AP[:UERS] <Port>

Selects an antenna port to analyze.

Suffix:
<cc> 1...16 (component carrier)
Parameters:
<Port> ALL
Selects all antenna ports.
<numeric_value> (integer only)
Selects a specific antenna port. The value corresponds to the
antenna port number.
*RST: ALL
Example: /[Select antenna port

CONF:DL:BF:AP 1002

Manual operation: See "RS Weights" on page 187

[SENSe:]NR5G[:CC<cc>]:ALLocation:SELect <Allocation>

Filters the displayed results in the constellation diagram by a certain allocation.

Suffix:

<cc> irrelevant
Parameters:

<Allocation> ALL

Shows the results for all allocations.

<numeric value> (integer only)

Shows the results for a single allocation type.

Allocation types are mapped to numeric values. For the

code assignment, see Section 6.9.1.25, "Return value codes",
on page 283.
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*RST: ALL

Example: /IDisplay results for all allocations
NR5G:ALL:SEL ALL

Manual operation: See "Evaluation range for the constellation diagram”
on page 186

[SENSe:]NR5G[:CC<cc>]:ANTenna:SELect <Antenna>
Filters the constellation points by a certain antenna port.

Prerequisites for this command

e Create the constellation diagram after MIMO decoding ([SENSe: ]NR5G[ :
CC<cc>] :LOCation:SELect).

Suffix:

<cc> irrelevant

Parameters:

<Antenna> Number of the antenna port (for example 1001).
Example: /[Filter constellation points by antenna port

NR5G:LOC:SEL AMD
NR5G:ANT:SEL 1001

[SENSe:]NR5G[:CC<cc>]:BWPart:SELect <BWP>
Filters the displayed results by a certain bandwidth part.

Suffix:

<cc> irrelevant

Parameters:

<BWP> ALL
Shows the results for all bandwidth parts, including the SS/
PBCH block.
SSBLock
Shows the results for the SS/PBCH block.
<numeric value> (integer only)
Shows the results for a single bandwidth part.
*RST: ALL

Example: /IDisplay results for SS/PBCH block

NR5G:BWP:SEL SSBL

Manual operation: See "BWP/SS Selection” on page 184

[SENSe:]NR5G[:CC<cc>]:CARRIier:SELect <Carrier>

Filters the displayed results in the constellation diagram by a certain subcarrier.
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Suffix:

<cc> irrelevant

Parameters:

<Carrier> ALL
Shows the results for all subcarriers.
<numeric value> (integer only)
Shows the results for a single subcarrier.
*RST: ALL

Example: /[Display results for all subcarriers

NR5G:CARR:SEL ALL

Manual operation: See "Evaluation range for the constellation diagram"
on page 186

[SENSe:]NR5G[:CC<cc>]:FRAMe:SELect <Frame>

Filters the displayed results by a specific frame.

Suffix:

<cc> irrelevant

Parameters:

<Frame> *RST: 1

Example: /[Display results for frame 2

NR5G:FRAM:SEL 2

Manual operation: See "Effects of capturing multiple frames on results" on page 76
See "Frame Selection" on page 183

[SENSe:]NR5G[:CC<cc>]:LOCation:SELect <Location>

Selects the point in the signal processing at which the constellation diagram is created.

Suffix:
<cc> irrelevant
Parameters:
<Location> AMD
After MIMO decoding.
BMD
Before MIMO decoding.
*RST: BMD
Example: //Select constellation diagram data source

NR5G:LOC:SEL AMD

[SENSe:]NR5G[:CC<cc>]:MODulation:SELect <Modulation>

Filters the displayed results in the constellation diagram by a certain modulation type.
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Suffix:

<cc> irrelevant

Parameters:

<Modulation> ALL
Shows the results for all modulation types.
<numeric value> (integer only)
Shows the results for a single modulation type.
Modulation types are mapped to numeric values. For the
code assignment, see Section 6.9.1.25, "Return value codes",
on page 283.
*RST: ALL

Example: /[Display results for all elements with a QPSK modulation

NR5G:MOD:SEL 2

Manual operation: See "Evaluation range for the constellation diagram”
on page 186

[SENSe:]NR5G[:CC<cc>]:PREamble:SELect <Preamble>

Filters the displayed results by a certain preamble.

Suffix:

<cc> irrelevant

Parameters:

<Preamble> ALL
Shows the results for all preambles.
<numeric value> (integer only)
Shows the results for a single preamble.
*RST: ALL

Example: /[Display result for preamble 2

NR5G:SLOT:SEL 2

Manual operation: See "Preamble Selection" on page 186

[SENSe:]NR5G[:CC<cc>]:RAP <Port>

Selects the reference antenna port for relative beamforming results.

Suffix:

<cc> irrelevant

Parameters:

<Port> Value corresponds to the antenna port.
*RST: 1000

Example: //Select reference antenna port

NR5G:RAP 2000

Manual operation: See "Reference AP" on page 187
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[SENSe:]NR5G[:CC<cc>]:SLOT:SELect <Slot>

Filters the displayed results by a certain slot.

Suffix:

<cc> irrelevant

Parameters:

<Slot> ALL
Shows the results for all slots.
<numeric value> (integer only)
Shows the results for a single slot.
*RST: ALL

Example: /[Display result for slot 4

NR5G:SLOT:SEL 4

Manual operation: See "Slot Selection" on page 185

[SENSe:]NR5G[:CC<cc>]:SUBFrame:SELect <Subframe>
Filters the displayed results by a certain OFDM subframe.

Suffix:

<cc> irrelevant

Parameters:

<Subframe> ALL
Shows the results for all subframes.
<numeric value> (integer only)
Shows the results for a single subframe.
*RST: ALL

Example: /[Display result for subframe 1

NR5G:SUBF:SEL 1

Manual operation: See "Subframe Selection" on page 184

[SENSe:]NR5G[:CC<cc>]:SYMBol:SELect <Symbol>

Filters the displayed results in the constellation diagram by a certain OFDM symbol.

Suffix:

<cc> irrelevant
Parameters:

<Symbol> ALL

Shows the results for all symbols.

<numeric value> (integer only)
Shows the results for a single OFDM symbol.

*RST: ALL
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Example: /[Display result for OFDM symbol 2
NR5G:SYMB:SEL 2

Manual operation: See "Evaluation range for the constellation diagram"
on page 186

Analysis tools for combined measurements

[SENSEINREG[CCICCSTSMID ... eeeeeeeeeeeeeeeeeeeeeee e eeeeee s eeeeseseeeeeeseeeeeeseseeseneseseesenesenenes 447
[SENSE:INR5G:EFILIErFPARGMELETS. ... .uiiieieieeeeeeeeeee e e e et e e e e e e e e aaeaeens 447
[SENSe:INR5G:EFILter:FPARAMELEIS:STATE. ......ceeeeeeeererrreriiiiiiaaaaeieseeeeeeeeeaeseseesereeeeeees 448
[SENSE:INRSGEFILIErPRESE!.....cccttuiiieieiiiiieeeeeceetee e e ettt e e e e et e e e e e e et e e e e e eeab e as 448
[SENSE: INR S G EF L el S T AT . ittt et et e e e e e e aeaas 449
[SENSE:INRSG:FEVENtS:COUNL 2. ...ttt e e e e e 449

[SENSe:]INR5G[:CC<cc>]:SMID <Event>

Selects a specific measurement (meas ID) from the measurement sequence in com-
bined measurements.

Suffix:

<cc> irrelevant

Parameters:

<Event> *RST: 1
Example: //Select a measurement

NR5G:SMID 5

Manual operation: See "Selected Meas ID" on page 184

[SENSe:]NR5G:EFILter:FPARameters <Result>[, <Condition>, <Value>]

Defines a filter condition for the event filter in combined measurements.

Parameters:
<Result> SSTate | APFail | AAPFail | ARPFail | SPFail | MID | TSTamp |
TSDelta | EVM | POWer | DSQP | DSST | DSSF | DSTS |
FSOFfset | PCHannel | PSIGnal | FERRor | SERRor | IQOFfset |
GIMBalance | QUADrature | OSTP | RSTP | RSSI | CSIPower |
SSPower | CRESt | OVLD | MODulation | NORB | BLER | TPUT
Selects the result that you want to define a filter for.
<Condition> FAILed
Filter condition: test failed (for boolean results only).
GTEQual
Filter condition: greater than or equal (for numerical results
only).
LTEQual

Filter condition: lower than or equal (for numerical results only).
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PASSed
Filter condition: test passed (for boolean results only).

<Value> For numerical results only.

Example: /IDefine filter condition: time stamp deltas greater than 0.25 sec-
onds

NR5G:EFIL:FPAR TSD,GTH,0.25S

Example: //Define filter condition: signal synchronization pass
NR5G:EFIL:FPAR SST, PASS

Manual operation: See "Filter Parameters" on page 188

[SENSe:]NR5G:EFILter:FPARameters:STATe <Result>, <State>
Turns an event filter on and off.

Turning on an event filter adds it to the filter list and removes the results from the result
summary that do not fulfill the filter conditions.

Turning it off removes it from the list.

Prerequisites for this command
e Define a filter condition ([ SENSe: |NRSG:EFILter: FPARameters).

Parameters:

<Result> CRESt | DSQP | DSSF | DSST | DSTS | FSOFfset | EVM |
OVLD | FERRor | GIMBalance | IQOFfset | MODulation |
NORB | OSTP | RSTP | RSSI | SSPower | CSIPower |
PCHannel | POWer | PPRE | PSIGnal | QUADrature | SERRor |
MID | TSTamp | TSDelta | SSTate | APFail | AAPFail | ARPFail |
SPFail | BLER | TPUT
Selects the result that you want to add a filter for.

<State> ON|OFF|1]0
*RST: OFF

Example: //Add two filter conditions to the filter list

NRSG:EFIL:FPAR TSD,GTH,0.25S
NR5G:EFIL:FPAR TSD,ON
NR5G:EFIL:FPAR SST, PASS
NR5G:EFIL:FPAR SST,ON

Manual operation: See "Filter Parameters" on page 188

[SENSe:]NR5G:EFILter:PRESet
Removes all event filters.

Example: /I[Remove all event filters
NR5G:EFIL:PRES

Usage: Event
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Reading out status register

Manual operation: See "Reset Filter Settings" on page 188

[SENSe:]NR5G:EFILter:STATe <State>

Turns an event filter for combined measurement results on and off.

Parameters:

<State> ON|OFF|0]1
*RST: OFF

Example: /[Turn on event filter

NR5G:EFIL:STAT ON

Manual operation: See "State" on page 188

[SENSe:]NR5G:FEVents:COUNt?
Queries the number of filtered events for combined measurements.

Prerequisites for this command
e Define and turn on an event filter.

Return values:

<Count>

Example: /[Query filtered events
NR5G:EFIL:STAT ON
NR5G: FEV:COUN?

Usage: Query only

Manual operation: See "Filter Parameters" on page 188

Reading out status register

The following commands are required to read out the STATus:QUEStionable:SYNC
status register.

For a full list of commands required to read out the status register, refer to the
R&S FSV/A user manual.

STATUS:QUESHIONable:SYNCIEVENL]?...ccvuiiei et e et e et e e e e e eebe e e e e eeena 449
STATus:QUEStionable:SYNC:CONDItION?........ciiiiiieieiiieeeetee et e e e e e e e et e e e e e e enaeeeean 450
STATUS:QUESHIONADIE:SYNCENABIE. .. ..ttt r e e e e e e e e eneenas 450
STATus:QUEStionable:SYNCINTRANSIHION.......c.uiiiiiieeiii e 450
STATus:QUEStionable:SYNC:PTRANSItION. ......ccoeuiieiii e 451

STATus:QUEStionable:SYNC[:EVENt]? <ChannelName>
Reads out the EVENTt section of the status register.

The command also deletes the contents of the EVENt section.
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Query parameters:

<ChannelName> String containing the name of the channel.
The parameter is optional. If you omit it, the command works for
the currently active channel.

Usage: Query only

STATus:QUEStionable:SYNC:CONDition? <ChannelName>
Reads out the CONDition section of the status register.
The command does not delete the contents of the EVENTt section.

Query parameters:

<ChannelName> String containing the name of the channel.
The parameter is optional. If you omit it, the command works for
the currently active channel.

Usage: Query only

STATus:QUEStionable:SYNC:ENABIe <BitDefinition>, <ChannelName>
Controls the ENABIe part of a register.

The ENABIe part allows true conditions in the EVENTt part of the status register to be
reported in the summary bit. If a bit is 1 in the enable register and its associated event
bit transitions to true, a positive transition will occur in the summary bit reported to the
next higher level.

Parameters:
<BitDefinition> Range: 0 to 65535
<ChannelName> String containing the name of the channel.

The parameter is optional. If you omit it, the command works for
the currently active channel.

STATus:QUEStionable:SYNC:NTRansition <BitDefinition>[,<ChannelName>]
Controls the Negative TRansition part of a register.

Setting a bit causes a 1 to 0 transition in the corresponding bit of the associated
register. The transition also writes a 1 into the associated bit of the corresponding

EVENt register.

Parameters:

<BitDefinition> Range: 0 to 65535
<ChannelName> String containing the name of the channel.

The parameter is optional. If you omit it, the command works for
the currently active channel.
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STATus:QUEStionable:SYNC:PTRansition <BitDefinition>[,<ChannelName>]
These commands control the Positive TRansition part of a register.

Setting a bit causes a 0 to 1 transition in the corresponding bit of the associated
register. The transition also writes a 1 into the associated bit of the corresponding

EVENt register.

Parameters:

<BitDefinition> Range: 0 to 65535
<ChannelName> String containing the name of the channel.

The parameter is optional. If you omit it, the command works for
the currently active channel.
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[SENSe:]JADJust: CONFigure:LEVEEDURGLON. ........ccuiiiiiieieieeie et 292
[SENSe:]JADJust: CONFigure:LEVel:DURatIONIMODE.............couiiiiiiiieiie ittt 293
[SENSE:JADJUSEDEMOU.......ceiiiiiieitie ettt ettt e e et e e et e e et e e e e ba e e e asaeeesnbeeesnnseeesnseeeeasseeeanns 293
[SENSE:JADJUSEIEVM. ...ttt ettt e bt e et eeae e e beeese e e beeeneeeeseeenseeeseeanseesnneeneeanns 293
[SENSE:JADJUSEEVIMISLOTS.....ceiieieieeiieite ettt ettt ettt e et eseeeneenae e s e teeseeteeseeneenneaneenneenenneeneens 293
[SENSE:JADJUSELEVEL ...t et e e e et e e e e e e e et e e e esaee e sneeeesaneeas 294
[SENSe:]JADJust:NCANCEI:AVERAGE[:COUNL]......cuiiiiiiiiieieie et 404
[SENSe:JADJUst:NCANCELAVERAGE[:STATE]....cciueiiiii ittt 405
[SENSe:[ESPectrum<sb>:PRESE[:STANCAId]........cveiiiiiiieeiee et 417
[SENSe:]JFREQuency:CENTer:STEP...................

[SENSe:JFREQuency:CENTer[:CC<cc>]
[SENSe:JFREQuency:CENTer[:CC<CCEIMCOFTSEL... ..ottt 304
[SENSe:JFREQuency:CENTer[:CC<CCE:OFFSEL.... ..ot 391
[SENSE:INRSG:ACPOWEIALPMOGE. ...ttt ettt
[SENSE:INRSGICCOLON ... .eiieiieieeeetie ettt ettt e e e e et e e e e b e e e et e e e eabeeeaaseeeaaaeeeasseeesasseeesnseeesnneeans
[SENSE:INRSEGICDRPOWET.......cccuiiitieitiieiie et etee et et ee e eae e teesteeaeeeeaeeeseeeseeeaseeeseeeseeenseenseeanseesneeanseennees
[SENSe:INR5G:DEMod:CESTimation....
[SENSEe:INRSG:DEMOA:CMETROM. ...ttt ettt ettt ettt et e bt et et eebeesneeeas
[SENSE:INRSEG:DEMOA:DDATA. ... .ciiuiieiieeiiee ittt ettt ee et eee et e et e e sbeessteesseeenseesseeenseesnneenseeanseenseesneeanns
[SENSe:INRSG:DEMOA:EFLRANGE. ... .cciiiiiiiiiiie ettt
[SENSE:INRSG:DEMOG:FILTEN......cciiiieeeeie ettt ettt e e e e et e e et e e e ebe e e e e b e e s enbeeeseasaeeansnaeans
[SENSE:INRSG:DEMOA:PRDALA. .......ceiiiiiieiie ettt et e este et e et eesneeanseeeneeeseeaneeas
[SENSe:INRSG:DEMOA:SATRANSIENE. ...ttt ettt ettt neee s
[SENSe:INR5G:DEMod:SBTRansient....
[SENSE:INRSG:DEMOA: TPERIOM. .......oiitiiiiiieitie ettt ettt ettt e e e st et eeaeeeeseasnseeeneeenneennes
[SENSE:INRSG:EFILIERFPARGMETEIS. ...ttt ettt
[SENSe:INRS5G:EFILter:-FPARAMEIEIS:STATE. ....cci e ettt e et e e aae e e eaae e e enaeas 448
[SENSE:INRSEGEFILIENPRESEL. .......coiiiiiieie ettt ettt ettt et e et e e eseeensaeeneeeseeaneeas 448
[SENSE: INRSEGEFILIEI STATE. ...ttt ettt ettt et ettt e et e e st e et e e eseaesaeeenseesaeenteesseesnsaennes 449
[SENSE:INRSEGIEMHOIG. ...ttt ettt h ettt e bt e et e bt e e b e saeeebeeenbeeabeesnneenns 438
[SENSE:INRSEGIFEVENIS:COUNLE?. ...ttt ettt et e et e b e saeeenseeeneeeeseeaneaeas 449
[SENSE:INREG:FRAMEICOUNL. ...ttt sttt st et e b e e e s te et e teeneenteeneenseeneeneeeneenneanes 397
[SENSe:INR5G:FRAME:COUNEAUTO. ...ttt ettt ettt et e eae et e bt beesbeeenes 397
[SENSE:INREG:FRAMEICOUNLESTATE. ...ttt ettt ettt ettt see e e naeenees 398
[SENSe:INR5G:FRAMe:SALevel............

[SENSe:INR5G:FRAMe:SCAPture
[SENSE:INRSEGIFRAME:SLOT ... ittt ettt ettt ettt e et e e eat e e beeeseeeseeenseeseeenseesneeanseeaneeenseeaneeas
[SENSE:INRSEGIFRAMEISRSLOL......eiiitii ittt ettt ettt et et e et e et eesteeseeenbeesseesnsaesneeensaeaneeas
[SENSE:INRSGIIQIGIQE. ... .ottt et e b e et e e he e et e e et e e e bt e saeeanbeeenbeeabeeanneenne
[SENSe:INREG:RSUMMArY:CCRESUIL. ...ttt 438
[SENSe:INRSG:RSUMMAIY:PMODE.......coiuiiiiiiiiieiie ettt
[SENSe:]NR5G:RSUMmary:SHOW....
[SENSE:INRSEGITDVIBW. .....ceiiiiiie ettt ettt et e et e et e et e e st e e seeeeseeeseeeeseeenseeeseeenseesnseeseeenseenseaanneean
[SENSE:INRSEG:TRACKINGILEVEL. ...ttt ettt eate e e enaeeebeeenae e
[SENSE:INRSEG:TRACKINGIPHASE. ...ttt ettt et e et e anee e
[SENSE:INRSEG:TRACKING:TIME ... oiiitiiiiie ittt ettt e et s e e beesaeeeseeeneeeseeesseesneesnnaaneas
[SENSE:INRSG:TRACKING: TPUT:STATE.....coiuieieieeeieeetee ettt ettt ettt te e sse e ae e sateeseeenseeaeeenneennees 407
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[SENSe:INR5G[:CC<CC>]:ALLOCAtION:SELECL........eiiiiiiieeiiie ettt e e eaaee e 442
[SENSe:]NR5G[:CC<cc>]:ANTenna:SELect.. ...443
[SENSe:INRSG[:CC<CC:BWPArt:SELECL. ......cciiiiiiiiiieii ettt 443
[SENSe:INR5G[:CC<CC>]:CARRIEIHSELECL........viiiiiiieeciie ettt ettt e et e s eae e e aeeeeennes 443
[SENSe:INRS5G[:CC<CC>:FRAMEISELECL. ....c..iiiiiiiiiiieie ettt e e 444
[SENSe:INRSG[:CC<CC>]:LOCAtiON:SELECT. .....ccueiiiiiitiiie e 444
[SENSe:INR5G[:CC<cC>]:MODUIAtION:SELECL.......ccciuiiieeiiie ettt e aae e 444
[SENSe:INR5G[:CC<CC>]:PREAMDIEISELECL........oiiiiiiiiiiiiieitie et 445
(ST ST ST € 01 @2 oo H N PSR 445
[SENSE:INRSG[:CC<CCZ]:SLOTISELECL. ...ttt e e e e a e e easeaeenes 446
[SENSE:INRSEG[:CCKCCZI:SMID.....iiiiiiiiie ettt ettt et e st e e bt e eae e et e e eaeeebeaenseesneeennaeneas 447
[SENSe:INRS5G[:CC<CC>]:SUBFrame:SELECL........cc.ooiiiiiiiiiiei e 446
[SENSe:INR5G[:CC<cc>]:SYMBol:SELect .
[SENSe:]POWer:ACHaNNEEAACHANNEL..........eiiiie ettt e et e et e e e e aee e
[SENSE:IPOWETIPCLASS. ...ttt ettt ettt b ettt et e et e st et eteeeenes
[SENSE:IPOWESEM:IFF ... ittt ettt e e e e et e e e et e e e eaa e e e e b e e e e baeesenseeesnnseeeansaeeans
[SENSe:]POWer:SEM:UL:REQUIFEMENE.........oiiiiiiiiiiie ettt
[SENSEIPOWETTID ...ttt bt a et b et ae e bt et e e ekt e e e st e et e e e bt e nbeeaane e

(5] S ST A A 1o TSRS PR PRSPPI
[SENSe:]SWEep:CTMode................

[SENSE: ]SWEEDP:EGATEIAGATING. ...ttt ettt ettt ettt b ettt ettt e e et et et e e ein e e nbeeaane e
[SENSE:ISWEEP:EVENT..... ..ottt et e et e e et e e e e ae e e e e aaeeeesaeeessseaesnsseaesnneeas
[SENSE:ISWEEP:LCAPIUIE. ...ttt ettt et e et e bt e et e e est e et e e es e e e beeeaeeanseeenseeabeaaneeenns
[SENSE:ISWEEP:MODE.......ccoeiiiiieieeeee ettt e st este st e e st et sne e eesne e e sneeneeaneeneeaneeneennenn
[SENSE:ISWEEP:TIMEL.......oiiieiieeciii ettt ettt e e et e e et e e e st e e e easeeeessseeeabseeeentaeeeensseeanneeeannes

5] SN ST S 4O H 0L 02 oloo | S 1N =Y ISR PRT PRSI 212

CALCulate<n>:DELTamarker<m>:MAXIMUMINEXT ..ot esee e reee e see e eeee e e e s e e anaeaeens 430
CALCulate<n>:DELTamarker<m>:MAXIimUM:RIGHL...........ccciiiiiiiiii e 430
CALCulate<n>:DELTamarker<m>:MAXIMUM[:PEAK]..........ooi i 431
CALCulate<n>:DELTamarker<m>:MINIMUMILEFT.........cooiiiiiiieie e enaee e 431
CALCulate<n>:DELTamarker<m>:MINIiMUMINEXT ........cooiiiiiiiii e 431
CALCulate<n>:DELTamarker<m>:MINimMUM:RIGHTL............cooiiii e 431
CALCulate<n>:DELTamarker<m>:MINiMUM[:PEAK]........c.coiiiiiiiiiiie e 431
CALCulate<n>:DELTamarker<m>:TRACE. .......c.cuiiiaiie ittt ettt et e sttt abeeanee e 432
CALCuUlate<n>:DELTaMarKer<m>:X........ooi i eiee et et et e et e e etaee e aase e e e smseeeaabeeeeanteeaeanseeasanseeaanes 246
CALCUIate<n>:DELTamMarker<m>:Y 2. .. .o eiiee et e st e s ee e et e e stae e e snseeeesnseeeansseaeanseeaeanseeeennseeennes 246
CALCulate<n>:DELTamarker<m>[:STATE]........eeeiiiuiieeeiee e et eeee et e et e s e s e e e et e e esaee e esreeesaseeeesnneens 432
CALCulate<n>:LIMit<li>:ACPower:ACHannel:RESult:ABSOIULe.............ccoiiiiiiiiiiieie e 261
CALCulate<n>:LIMit<li>:ACPower:ACHannel:RESUlt:RELAtIVE.............ccooiiiiiiiieiie e 262
CALCulate<n>:LIMit<li>:ACPower:ACHanNel:RESUIE?. ..o 261
CALCulate<n>:LIMit<li>:ACPower:ALTernate<alt>:RESUIt?............ccccoiiiiiiiiiie e 262
CALCulate<n>:LIMit<li>:ACPower:GAP<gap>:ACLR:RESult:ABSolute?....

CALCulate<n>:LIMit<li>:ACPower:GAP<gap>:ACLR:RESUlt:RELative?............ccccoeiiiiiiiiiicceee 264
CALCulate<n>:LIMit<li>:ACPower:GAP<gap>:ACLR:IRESUIt?............cccoiiiiiiiii e 263
CALCulate<n>:LIMit<li>:ACPower:GAP<gap>[:CACLI:RESUlt:ABSOIUtE?..........ceeriiiiiiiiiieeceee 265
CALCulate<n>:LIMit<li>:ACPower:GAP<gap>[:CACLI:RESult:RELatiVe?...........cccoeiiiiiiiiiieiiece e 266
CALCulate<n>:LIMit<li>:ACPower:GAP<gap>[:CACLIT:RESUI?..........ccociiiiiiiiee e 265
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CALCulate<n>:LIMit<li>:ACPOWEIPMODE...........c.ciiiiiiiiiit ettt 416
CALCUIAtE <N LIMIt<IIZIFAIL? ...ttt ettt eneens .. 266
CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:ALL:RESUlt?.........c..cccerrirrrnnnn. 251
CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:FERRor[:AVERage]:

RESUIE?. .. ettt ettt ettt ettt e st e te e st e te e st et e es e et e e s s enseessent e e Reenseeae e st e eae et e eteenteereentenaan 252

CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SD1K:MAXimum:RESult?.. 252
CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDPB:MAXimum:RESult?..253
CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDQP:MAXimum:RESult?..254
CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDSF:MAXimum:RESult?.. 254
CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDST:MAXimum:RESult?...255
CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDTS:MAXimum:RESult?.. 255
CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:UCCD:MAXimum:RESult?. 256
CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:UCCH:MAXimum:RESult?. 256
CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:US1K:MAXimum:RESult?.. 257
CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USPB:MAXimum:RESult?..258
CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USQP:MAXimum:RESult?..258
CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USSF:MAXimum:RESult?.. 259
CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USST:MAXimum:RESult?...259
CALCulate<n>:LIMit<li>[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USTS:MAXimum:RESult?.. 260
CALCulate<n>:MARKer<m>:AOFF
CALCulate<n>:MARKer<m>:FUNCtion:POWer<sb>:PRESet

CALCulate<n>:MARKer<m>:FUNCtion:POWer<sb>:RESult:DETaIlS............cceeriiriiiiiiiiiiiieiieeie e 285
CALCulate<n>:MARKer<m>:FUNCtion:POWer<sb>:RESUlt[:CURRENt]?..........cccccerriiiiiiiiiiiie e 283
CALCulate<n>:MARKer<m>:MAXIMUM:LEF T ........oitiiiiiie e e e et e e ae e snneeeeneee s
CALCulate<n>:MARKer<m>:MAXIMUMINEXT ..ottt
CALCulate<n>:MARKer<m>:MAXIMUM:RIGHL. ...t
CALCulate<n>:MARKer<m>:MAXimum[:PEAK]

CALCulate<n>:MARKer<m>:MINIMUMLEF T ..o
CALCulate<n>:MARKer<m=>:MINIMUM:INEXT ...t a e e e e enes
CALCulate<n>:MARKer<m>:MINIMUM:RIGHTL...........ccccoiiiiiii e
CALCUIate<n>:MARKEIr<M>ITRACE. ... .ciiiiiitii ittt ettt b ettt et e be e e b e enee e

(07 R OU ] = 1 (O g B 1Y o =T £ 11 b OSSR SPR 247
CALCUIAte<N>IMARKEISIMZIY ... ittt e e e et e e e e e e s sae e e e seeeeansteeesnseeeeasseaeaasaeeeensseeesnneeeennnenns 247
CALCUIate<n>:MARKEISMZIZIALL? ...ttt ettt ettt 248
CALCUIAte<N>IMARKEISIMZIZ? ...ttt ettt e ettt e e e tb e e e eaee e e e abbe e e abeeeeanteeeeanseeeaaneeaeannes 248
CALCulate<n>:MARKEIr<MS[:STATE]. ....cuut ittt sttt 434
CALCUIate<n>:STATISHICSICODF XSSP, ettt ettt et 249
CALCulate<n>:STATistics:RESult<res>?...

CONFigure:GENerator:CONTIOI:STATE].......eiiiieaiieetie ettt
CONFigure:GENerator:FREQuency:CENTErSYNC:STATE].......coiiiiiiieieeiieiesteeeeie e 382
CONFigure:GENerator:IPConnecCtioN:ADDRESS.......cciuuiiiiiiii ettt st e e eeee e e e e neee s 382
CONFigure:GENerator:IPConnection:LEDSTAtE?.........coiiiiiiiiiie e 383
CONFigure:GENerator:LEVEIDUTGAIN. ......cc.uiiiiiiiiiiie ittt ettt ettt 383
CONFigure:GENerator:LEVELDUTLIMIL. .....ooiiie ettt ettt et e et e e e e e e aeee s 384
CONFigure:GENerator:LEVel:DUTLIMIE:STATE. ...c.oiiiiiiii ettt 384
CONFigure:GENErator:POWEILEVEL..........coiiiiiiiiie et 385
CONFigure:GENerator:POWErLEVEISTATE. ....coiiiieiiie ettt et e e ee e e e e neee s 383
CONFigure:GENerator:QERROI?..........iiii ettt ettt 385
CONFigure:GENerator:RFOUIPUL[:STATE].....cc.uiiiiieiie ittt ebeeanee e 387
CONFigure:GENerator:SETTINGS:UPDAEIRF.........ooiiiiiieei et 387
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CONFIgUre:SETTINGSINRSG. ...ttt ettt ettt b et et eat e e be e ne e e naeeaneeenes
CONFigure:SETTings:NR5G:PINTerval
CONFigure:SETTINGSINRSGISYNC . .......oiiiiiitiiiii ettt ettt
CONFIGUIEISETTINGSIRF ...ttt ettt h et e bt e b e e be e bt e e e beeaneeens
CONFIQUIE[:INRSGIACLR.........eei ettt ettt ettt et e e st e e bt e eae e e st e emteeeteeenneeeneeennaeaneas
CONFIGUIE[:INRSOG I CENTET . ...ttt a ettt et et e nan e e
CONFIGUIE[INRSGIICRASHET. ...ttt ettt et he e bttt e bt e e b e e bt e et e e eneeebeesnee s
(610N To [U =T N 3 € O] 2= o (U PSSR
CONFIGUrE[:NRSOGIICSPACING. ....utteiuteeteeiit ettt ettt ettt ettt sbe et et e be e sae e e eneenane e
CONFigure[:NR5G]:DL[:CC<CC>]:BF:AP[:UERS]......ciitiitiiiiie ittt 442
CONFIGUIE[:INRSGIEVM...... ittt ettt b et et e et e e e be e et e e eaeeenseeenbeenbeeaneaaas
CONFIGUrE[:NRSOG IFCORTSEL. ...ttt bttt ettt
CONFigure[:NR5G]:GMCFreq...
CONFIQUre[:NRSOG :LDIRECHON. .......tieeeeiieeete et ee ettt ettt e et e et e e st e e e nte e e anae e e e anbeeeanbeeeanneeeesnnneeanes
CONFIgUre[:NRSOG]MEASUIEIMENT. ...ttt ettt ettt et sae et e e sae e b e aiae e
CONFIgUrE[:NRSGIINCSPACING. ...ttt ettt ettt bt ehe et e et e b e et e e eaeeeaeeenees
CONFIQUIE[:INRSGIINOCC. ...ttt ettt ettt ettt et e e e e bt e et e e e beeeaeeeseeeateebeaenneeeneeennaeneas
CONFIgUre[:NRSOGIOBANG. ...ttt ettt i ettt ettt et e bt e et e e eebeeaaee s
CONFIQUrE[:INRSGIIOMODE. .......uiiiiiiiiit ettt ettt h ettt ettt e bt e bt e bt e eab e e bt e e nb e e abe e et e e eneeebeeanees
CONFigure[:NR5G]:ORAN:TCASe..
CONFIGUIE[:INRSOGIIOREL ...ttt ettt ettt nae et beeaine e
CONFIGUIELINRSGIISEM.......cieiiit ittt b et e e h ettt e b e e bt e e he et e e et e e beeaneeens
CONFigUre[:NRSG :UL[ECCKCCSIBW ...ttt ettt ae et eeene e e e e enea e
CONFigure[:NRSGL:UL[:CC<CC>:DFRANGE. .....cueiiiiiiiieitie ettt
CONFigure[:NRSGLUL[:CCSCCZIIFNNF ...ttt b et s
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:ADD..........ccccceiiiiiiiiiieaiieiie e
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:CLEar...
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:CSLOt.........cccerriiiiiiiieiiieiieiie e
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:DETection............cccceeeieiiiiniiiniieie e 294
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:DUPLIcate...........cccceervrrerrireaiie e 307
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:FDSS:FTYPe€........ccceiiiiriiiiiiiiieic e 379
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:FDSS:LOAD.........cccceeiiiiiiiiiaiieaie e 380
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:FDSS:STORE.........cccceeovirriiriieiieieeneeee 380
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:FDSS:SVECHOr..........ccccoerriiiiriiiriieeieene 381
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:RBCoUNt.............cooiiiiiiiiiiieieie e 307
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:RBOFfSet..........ccceriiriiiiiiiiiisiccec e 307
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:REMOVE............ccceeriiiiiiiiiiiieiiieiie e 308
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SCOUNt?.........ccccciriiiiiiiiiieiiesie e 310
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<SI>:ALCOUNt........ccrcevrerrirrarrieeeeiennn 332
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:CCODing:IMCS. 364
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:CCODing:

YL@ =T o[PS 365
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:CCODing:

RVINGEX. ...ttt ettt h et eh st h e e s e b e st e bt et e bt ettt naeenee s 365
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:CCODing:

XOWVHEA. ...ttt ettt a et h et b ettt ettt ettt ens 366
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>:ALLocation<al>:CLMapping........ 347
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:COPY................ 334

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:COPY:DURation332
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:COPY:MODE.... 333
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CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:COPY:PERiod... 334
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:COPY:SLOT......335
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:CUSTom:LOAD. 367
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:CUSTom:

IMIODUIBLION. ...ttt ettt a et h et b e e ekt ettt ettt et ne e aneen 368
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:CUSTom:

NORMEIZAEON. ...ttt bttt ettt en ettt et e 369
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>:ALLocation<al>:CUSTom:

LR 257111 o TSP 369

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:CUSTom:STATe 370
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>:ALLocation<al>:CUSTom:

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:DMRS:AP..........347
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:DMRS:CGWD... 348
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:DMRS:CTYPe... 348
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:DMRS:

MSY MDOEAPOSIION. ...ttt ettt bttt ea et eb et eeb et e bt es et e et s 349
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:DMRS:
MSYMDBOELENGN........ciiiii ettt ettt b e 349

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:DMRS:MTYPe...350
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:DMRS:NID........ 350
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:DMRS:NIONe....351
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:DMRS:NIRid......352
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:DMRS:NIRS...... 352
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:DMRS:NSCid.... 353
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:DMRS:NSPorts. 354
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:DMRS:POWer...354
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:DMRS:RST....... 355
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>:ALLocation<al>:DMRS:

ST €T = N =T = o o TSRS 355
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:DMRS:TAPos.... 356
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:DMRS:TCONfig.356
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:DMRS:TPMI...... 357
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:MODulation....... 335

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>:ALLocation<al>:POWer.............. 336
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:PTRSK............. 358
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI|>:ALLocation<al>:PTRS:L.............. 359

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>:ALLocation<al>:PTRS:NGRoups 359
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:PTRS:NID......... 360
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:PTRS:NIID........ 361
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:PTRS:

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:PTRS:POWer....362
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:PTRS:REOFfset362
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:PTRS[:STATe]... 363

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:RBCount............ 336
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>:ALLocation<al>:RBOFfset.......... 337
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:SCOunt............. 337

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:SCRambling...... 366
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CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:
SCRambling:DSID
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:SOFFset............ 338

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:ALLocation<al>:UEID.................. 357
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<SI>:ATYPE......cccoiiiiiiiiiiiiiiieiiee 310
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<SI>:COPY .......ccceceviiriirniiiienieieene 311
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>:FORMat.............cccceerrerrrrrirannnn 31
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<sI>:PASTe:ALL.........cccceiiiiriiiaiiens 312
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<SI>:PASTE:TO......ccceveerrrreirrreaannns 313
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PASTe:TO:DURation................... 312
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PASTe:TO:MODE............c..co..... 313
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PASTe: TO:PERiod...................... 314

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PASTe: TO:SLOTs
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PASTe[:SLOT]......ccceererrrreriens
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<SI>:PRESE€t........c.ceerrreririeiiireennns
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PUCCh<cr>:COPY............cceccu... 327
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PUCCh<cr>:COPY:DURation..... 325
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PUCCh<cr>:COPY:MODE.......... 326
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PUCCh<cr>:COPY:PERiod......... 327
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PUCCh<cr>:COPY:SLOT........... 328
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PUCCh<cr>:DMRS:ADDitional... 339
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PUCCh<cr>:DMRS:GHOPping...339
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PUCCh<cr>:DMRS:HID.............. 340
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PUCCh<cr>:DMRS:ICSHift......... 341
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PUCCh<cr>:DMRS:ISFHopping. 341
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PUCCh<cr>:DMRS:NID.............. 342
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PUCCh<cr>:DMRS:0OCCLength. 342
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PUCCh<cr>:DMRS:POWer........ 343
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PUCCh<cr>:DMRS:

ST €T = N =T = o o TSP 343
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PUCCh<cr>:DMRS:SHPRb........ 344
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PUCCh<cr>:DMRS:SID.............. 344
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PUCCh<cr>:DMRS:TDOindex.... 345
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PUCCh<cr>:FORMat.................. 345
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PUCCh<cr>:POWer.................... 329
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PUCCh<cr>:RBCount................. 329
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PUCCh<cr>:RBOFfset................ 329

CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PUCCh<cr>:SCOunt......
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:PUCCh<cr>:SOFFset
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SLOT<s|>:UCCCount............ccceerrrrrrerreene.
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:FHOPping:BHOP............cccevirriiinn
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:FHOPpPIing:BSRS.............cccovrrriieerns
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:FHOPpPIng:CSRS..........cccccverieiiennnn.
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:FPOS
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:FSHift
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:NPORts
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:NSYMbDOIS..........ccceveiriiiiiiiiiiiieiee
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:POWeT..........cccccveeiiireeeiee e
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:RFACHOr...........ccccoviiriiiiiiiiiieeiieeen
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:SEQuence:CSHift............c..ccecvurrrnnenne
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CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:SEQuence:HOPPINng.........c.cccceruvennnnn 321
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:SEQuence:ID
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:SLOT:PERIodiCity..........cceerrrrerrirrrannns 322
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:SLOT:POFFset..........ccccoervriiiriiiannnn 323
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:SPOS..........ccccceiiiiiiiiiieiiieee e 323
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS:STATE..........coctrrieiriiiieieieie e 323
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS: TCOMb:OFFSet..........cccceevrrrirrnnnnnn. 324
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SRS: TCOMb[:VALUE].........cceereriririariaannne. 324
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SSE:NESubcarriers..........c.ccccceevuurerrrerernnnen. 381
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:BWPart<bwp>:SSPacing..........cccccsuriiiiiiiiiiieiiieiie e 308
CONFigure[:NR5G]:UL[:CC<cc>]:FRAME<fr>:BWPCOUNE?........coiiiiiiiiiiieiie et 309
CONFigure[:NR5G]:UL[:CC<CC>]:FRAMESITZICOPY .....oiiiiiiiiitiiiiie ettt 304
CONFigure[:NR5G]:UL[:CC<cc>]:FRAME<Ir>PASTEIALL......cociiiiiiiiiiiieee e 304
CONFigure[:NR5G]:UL[:CC<cc>]:FRAMe<fr>:PASTE[:FRAME]......cetiiiiiiieiie ittt 305
CONFigure[:NRSG]:UL[:CC<CCZ:FTCONTIG. ...ttt 305
CONFigUre[:NRSGLUL[ZCCKCCZLiIDC......eieiieeieeiie ettt ettt et anee e 373
CONFigure[:NR5G]:UL[:CC<cc>]:PAMapping<cf>:PUSCh:AP<aP>.......ccccceiiiiiiiiiie i 371
CONFigure[:NR5G]:UL[:CC<cc>]:PAMapping<Cf>:STATE......ccutiiuiiiiiaiie ittt 371
CONFigure[:NRSGL:UL[:CCCCZIPLCICID. ...cutiiiiiieiie ittt
CONFigure[:NR5G]:UL[:CC<cc>]:PLC:DETection...
CONFigure[:NRSGL:UL[:CC<CC ] :PLCIPCLASS. ...ttt
CONFigure[:NR5G]J:UL[:CC<cC>]:PRACH:IFORMEL. ......cc.eiiiiiiiiiiiiieiiii ettt
CONFigure[:NR5G]:UL[:CC<CC>:PRACKLRA. ... .ot
CONFigure[:NRS5G]:UL[:CC<CC>]:PRACH:IPOWET........ccoiiiiiieiiiiieeee e
CONFigure[:NR5G]:UL[:CC<cc>]:PRACh:PREGMDIE........c.coiiiiiiiiiieiie it
CONFigure[:NR5G]:UL[:CC<cc>]:PRACH:RBOFTFSEL.......ccuiiiiiiiiiiiiii et
CONFigure[:NR5G]:UL[:CC<cc>]:PRACh:RSEQuence....

CONFigure[:NRS5GL:UL[:CC<CC>:PRACHIRSET ......oiiiiiiiiiieiit ettt
CONFigure[:NRS5GJ:UL[:CC<CC>:PRACKISCS.......ciiiiiiie et
CONFigure[:NRS5G]:UL[:CC<CC>]:PRACK:ZCZONE.......cccuiiiiiiiieiee ettt
CONFigure[:NR5G]:UL[:CC<cc>]:PUSCh:FHOPPING.....cciuiiiiieiiiiiiie ittt
CONFigure[:NR5G]:UL[:CC<cC>]:PUSChHOPPING.....cciiiiiiiiiteiiie ettt
CONFigure[:NR5G]:UL[:CC<cc>]:RFUC:FZERO:FREQUENCY.........ccouiiiiiiiiiiic it 374
CONFigure[:NR5G]:UL[:CC<cc>]:RFUC:FZERO:IMODE...........coiiiiiiiiiiiit et 374
CONFigure[:NRS5G]:UL[:CC<CC>IRFUC:ISTATE. .....eiiiiiiiieeiie ettt ettt enee e s 375
CONFigure[:NR5G]:UL[:CC<CC>]:RPA:AFREQUENCY ...ttt 376
CONFigure[:NR5G]:UL[:CC<cC>:RPAIKZERO:ISCFE........ccoiiiiiiiieiieeiee et 376
CONFigure[:NR5G]:UL[:CC<cC>]:RPAIKZERO:SCF T ... .ottt 377
CONFigure[:NRS5G]:UL[:CC<CC>]:RPA:KZERO:SCNS.......oiiiiiiiiiiiet ettt e 377
CONFigure[:NR5G]:UL[:CC<CC>]:RPAIKZERO:SCOT ...ttt ettt 377
CONFigure[:NR5G]:UL[:CC<cC>]:RPAIKZERO:SCST ......uiiiiiiiii ettt 378
CONFigure[:NRS5G:UL[:CC<CC>:RPAIKZERO:SCTT ... ..ttt ettt 378
CONFigure[:NRSG]:UL[:CC<CC>:RPAIRTCF ...ttt 378
CONFigure[:NR5G]:UL[:CC<CC>:RPAITBOFFSEL?. ..ottt 379
CONFigure[:NR5G]:UL[:CC<cc>]:SFLatness:ECONditions

CONFigure[:NRS5G]:UL[:CC<CC>]: TPRECOAING. ... ceueteuiieitiietie ettt ettt ettt
DISPIAYIFORMAL. ...ttt ettt e h et e e ehe e et e e eseeeaseeeaeeaseeenseebeeeneeeneeenneeneeannas
DISPIay[:WINDOWSNSTIMTABIE......ccuiiiiiiie ettt ettt ettt et
DISPIay[:WINDOWSNSTISIZE...... .ottt ettt ettt h et b e et e e sbeeebeeenbeateean
DISPlay[:WINDOW<N>]: TAB<taD>ISELECL........eiiiiiiiiiii ettt

User Manual 1178.9255.02 — 15 458



R&S®FSV3-K145

List of commands (5G NR uplink)

DISPIay[:WINDOWSNS [ TABLEITEM. ...ttt ettt ebe et e
DISPlay[:WINDow<n>][:SUBWindow<w>]:CCNumber..

DISPlay[:WINDow<n>][:SUBWINdOW<W>]:COUPING. .....cccouiiiiiiiiiiiiaiee ittt
DISPlay[:WINDow<n>][:SUBWINdOW<W>]:FNUMDET..........coiiiiiiiiiiiiie e
DISPlay[:WINDow<n>][:SUBWINAOWSW>]:SELECL.........ccoiiiiiiiiiiiiieie et
DISPlay[:WINDow<n>][:SUBWindow<w>]:TRACe<t>:Y[:SCALE:AUTO......ccceeriririiiririiiienieeieeeie e 425
DISPlay[:WINDow<n>][:SUBWindow<w>]:TRACe<t>:Y[:SCALE]l:MAXIMUM.........ccccvuiriiiriiriiianieiieesieene 425
DISPlay[:WINDow<n>][:SUBWindow<w>]:TRACe<t>:Y[:SCALE]:MINIMUM.........ccccerirrrininiinenienieneeeens 426
DISPlay[:WINDow<n>][:SUBWindow<w>]:TRACe<t>:Y[:SCALE]:RLEVeL.........ccccceciirriiiiiiiiiiiieee 393
DISPlay[:WINDow<n>][:SUBWindow<w>]:TRACe<t>:Y[:SCALe]:RLEVel:OFFSet...........cccccervieriiiiianne 393
DISPlay[:WINDow<n>][:SUBWINdow<w>]:ZOOM:AREA..........ccceeiiiiiiiriiaie st
DISPlay[:WINDow<n>][:SUBWindow<w>]:ZOOM:MULTIiple<zn>:AREA.........ccccociiiiiiirieeese e
DISPlay[:WINDow<n>][:SUBWindow<w>]:ZOOM:MULTiple<zn>[:STATe]..
DISPlay[:WINDow<n>][:SUBWINdOW<W>]:ZOOM[:STATE]......ccutrreiirmiaieitieiesieeie et
FETCh:ALL:SUMMary:BLER:MAXIMUM?.......coiiiiiiiiii ettt 218
FETCh:ALL:SUMMary:BLERIMINIMUM ..ottt ettt 218
FETCh:ALL:SUMMAIY:EVMIALL?. ...ttt 218
FETCh:ALL:SUMMary:EVM:PCHANNEI?..........oiiiiiiiiiiie et 219
FETCh:ALL:SUMMErY:EVM:PEAKT ..ottt 219
FETCh:ALL:SUMMary:EVM:PSIGnal?...

FETCh:ALL:SUMMAIY:EVM:SDTK?. ...ttt ettt neesne e e nne e e nneen e nneeneenees 221
FETCh:ALL:SUMMErY:EVM:SDAK?.......oiiiiiiieeii ettt 223
FETCh:ALL:SUMMArY:EVM:SDIBK?. ..ottt sttt 222
FETCh:ALL:SUMMary:EVM:SDCUSIOM?........uuiiiiiiiiieitie ittt sttt ettt ene e 223
FETCh:ALL:SUMMErY:EVM:SDPB?.......ooiiiiiiiiie ittt sttt 224
FETCh:ALL:SUMMary:EVM:SDQP?..... oottt bbbt sttt nne e 225
FETCh:ALL:SUMMary:EVM:SDSF?~.... ...225
FETCh:ALL:SUMMEIY:EVM:SDST 2.ttt sttt et 226
FETCh:ALL:SUMMEIY:EVM:SDTS?.....eeitiiiiitteieeste ettt ettt sttt nne e 227
FETCh:ALL:SUMMArY:EVM:UCCD?.... .ottt ettt esne e enne s e naeeneenes 227
FETCh:ALL:SUMMary:EVMIUCCH?......ooiiiie et 228
FETCh:ALL:SUMMArY:EVM:USTK? ...ttt 229
FETCh:ALL:SUMMArY:EVM:USAK?......oooiieeee ettt ettt e e e nne s e naeeneenes 230
FETCh:ALL:SUMMArY:EVM:USTBK?. ..ottt 229
FETCh:ALL:SUMMary:EVM:USCUSIOM?.......ccuiiiiiiiiiiie ettt 231
FETCh:ALL:SUMMErY:EVM:IUSPB?.......ooiiiiiieie ittt ane e sne e nne s 231
FETCh:ALL:SUMMary:EVM:USQP?.......ooiiiiiiiieite ettt 232
FETCh:ALL:SUMMary:EVM:USSF?.... ...233
FETCh:ALL:SUMMEIY:EVM:USST ...ttt ettt e et eneenneaneenneaneens 233
FETCh:ALL:SUMMErY:EVM:USTS?.....ooiiiiiit ettt 234
FETCh:ALL:SUMMAIY:IPOWEI? ...ttt ittt ettt ettt 237
FETCh:ALL:SUMMary: TPUT:IMAXIMUM?......iiiiiiiiiiieet ettt sttt 239
FETCh:ALL:SUMMary: TPUTIMINIMUM?. ...ttt ettt ettt et e s 239
FETCR[:CCKCCIIPLC:CID ...ttt bttt ettt ettt ettt et et s 298
FETCh[:CC<cc>][:ISRC<ant>]:SUMMary:CRESt[:AVERage]?.......
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:AAPFail?..........cccccoiiiiiiiiiiie e 240
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:ALL?.........cccoiiiiiiiiirieie e 217
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:APFail?..........c.ccoiiriiiiiiieiie e 240
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:ARPFail?.........ccccoiiiiiiiiiiii e 241
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:BLER[:AVERAJE]?........ccccererririirieiireereseeeenn 218
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FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:CFREQUENCY?.........c.cciiiiiiaiieiieeiie e 241
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EAACCS?........cccevveerirairne. ...242
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:PCHannel:MAXimum?............ccccccuerreerinnennn. 219
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:PCHannel:MINimum?...........cccccceeriernieeninnns 219
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:PCHannel[:AVERage]?.........c.ccceeeerrrenrennn. 219
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:PEAK:MAXIMUM?..........ccceriianiiiniiieenieee 219
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:PEAK:MINIMUM?..........ccooimiiiiiiiiiinieie 220
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:PEAK[:AVERAQE]?........cccieriiriiiiiieieaieene 220
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:PRACh:MAXiMUM?.........ccccmmmenriiniirieeinns 220
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:PRACh:MINimum?...........ccccceevieieininnenann 220
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:PRACh[:AVERAgE]?........ccceervriiiiirieeine 220
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:PSIGnal:MAXimum?..........cccceveerrerneenineennn 221
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:PSIGnal:MINimum?......
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:PSIGnal[:AVERage]?.........cccceeeriirrrirannann. 221
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SD1K:MAXIiMUM?........cooiiriiiiiiiecieeneeene 221
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SD1K:MINimum?.........ccccccoeriiiiiniiiieneee 221
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SD1K[:AVERAgE]?........cceereeiiriiieeeieene 221
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SD4K:MAXIMUM?........cooiimiiiiiiirecnecneeee 223
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SD4K:MINimumM?.........cccccceeriiiiiiniiiienieae 223
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SD4K[:AVERage]?.....
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SD16k:MAXIiMmUM?.........cccerviiriiinriiieeneeene 222
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SD16k:MINIimumM?............cccccoeeriininiieneee 222
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SD16k[:AVERagE]?.........ceceerreiiiaiieerannee. 222
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDCustom:MAXimum?...........ccccccverreercnnennn. 223
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDCustom:MINimum?...........ccccceerirrneenenans 223
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDCustom[:AVERage]?..........cccccceerrrnrene. 223
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDPB:MAXimum?.....
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDPB:MINimum?...........cccccccoeeriiiniriianeenns 224
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDPB[:AVERage]?........cccceeeerieiiieiiecreee. 224
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDQP:MAXIMUM?.........ccoiiriirianiiniieneeene 225
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDQP:MINimum?.........cccccccemiieniiaiiriiiann 225
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDQP[:AVERAQGE]?.......ccreirieiieiiieieeeeen 225
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDSF:MAXIMUM?..........ccccerrieniiiiiiiiiiieee 225
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDSF:MINIimumM?.........cccceevimireiieiieneen 226
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDSF[:AVERAQGE]?........ccceeririiiiiiaieeieene 226
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDST:MAXIMUM?........cccoemriiriianriirieneeene 226
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDST:MINIMUM?........cccceeriimiianiianieiieeeennn 226
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDST[:AVERage]?. .
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDTS:MAXIMUM?..........cccoemiieneiiiiiiiieieene 227
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDTS:MINIimumM?.........ccccoeriiiriiiiiiieneee 227
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:SDTS[:AVERAQGE]?........cerieririiiiiieiiecieene 227
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:UCCD:MAXIiMUM?........ccccervrrmnrinriineenneenen 227
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:UCCD:MINIimumM?..........cccceeriiriianiiiiieiieane 227
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:UCCD[:AVER&gE]?.......c.cceeereraieriraieannne 227
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:UCCH:MAXimum?.
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:UCCH:MINIimumM?..........cccceoviriiiniiiiienieas 228
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:UCCH[:AVERage]?.......c.cceceerverirerirarenne. 228
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:US1K:MAXIimUM?.......cccoeeririiinriieeneeee. 229
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USTK:MINimum?...........ccccoeriiiiiiiiiiieninee 229
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:US1K[:AVERage]?........ccceevieriiriiiireieene 229
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FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:US4K:MAXIiMmUM?........ccoiiiiiiiiiiieiiie e 230
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:US4K:MINimum?...
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:US4K[:AVERage]?.........cccccoereriiririiinieenn. 230
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:US16k:MAXIimUM?.........cccorviiiiiiiiiieiieene 229
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:US16k:MINimum?............c.cccceervriniiiiiannne 229
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:US16k[:AVERage]?..........cccceevrerrerneernrann. 229
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USCustom:MAXimum?...........cccccceererrnrennn. 231
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USCustom:MINimum?.............ccceeerriveannanns 231
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USCustom[:AVERage]?..........cccccceervvrrvrennn. 231
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USPB:MAXiMUM?........cccceeriiiiiiiiiiieeiieene 231
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USPB:MINimum?.............cccccoeeriiiniiiiraene 231
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USPB[:AVERage]?..........ccccceevrerrirnierrenn. 231
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USQP:MAXimum?.....
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USQP:MINimum?............cccceervirniianiriraennn 232
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USQP[:AVERAgGE]?.......cccoeerririiinrieicreeene 232
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USSF:MAXIimUM?..........cccceeiiieriiiniiiieeieenne 233
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USSF:MINimum?...........ccccoocieiiinianrinen 233
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USSF[:AVERAQGE]?........cccceriiririiriiieineane 233
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USST:MAXIMUM?........cccccoeriiiiiianiiiiienieane 233
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USST:MINimum?.... ...233
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USST[:AVERAQGE]?........ccceerrirriirririieiiene 233
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USTS:MAXIMUM?..........ccccerrieiiiaiiiiiieieene 234
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USTS:MINimum?...........ccccooiiniiiiiirine 234
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM:USTS[:AVERAQGE]?........cccceerrirriirririieineane 234
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM[:ALL:MAXIMUM?......cccooiiiiiiiiiieiieiie e, 218
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM[:ALL]::MINIiMUumM?.........cccoooiiiiiiiiiiiiiaeecieee 218
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:EVM[:ALL][:AVERage]?..
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:FERRor:MAXimUM?...........cccceiiiiiiiiiiieeieesieee 234
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:FERRor:MINimum?...........ccccceriiiiniiiniieis e 234
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:FERROr[:AVERAGE]?........cceveerriiriiiieieeeee 234
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:FOFFSEet?..........ccooiiiiiiiiiiiiieeiceeee e 239
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:GIMBalance:MAXimum?............c.cccceeeveeriereinennnnnn 235
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:GIMBalance:MINimum?..........c.ccccereuvenrerneennnennn. 235
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:GIMBalance[:AVERage]?..........ccccevurrreerierneennnns 235
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:IQOFfset:MAXIiMmUM?..........cccccerirririiiiiiiienen 236
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:IQOFfset:MINimumM?............ccccecerieniinniiiicnnee 236
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:IQOFfset[:AVERage]?...........ccccerviriireiiinieseen. 236
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:OSTP:MAXimum?....... ...236
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:OSTP:MINIMUM?.........cccormiiiiiiiiiiiieeee e 236
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:OSTP[:AVERAGE]?........cceeeeririiiiiieiiieiie e 236
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:OVLD?.........cccocotiiiiiiieie et 242
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:PACCS?.......cccceriiriiiiiiieriee et 243
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:POWer:MAXimuUM?..........cccovieiiiiiieiiieiie e 237
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:POWer:MINimum?.............ccccccerriiiiiiiianieieeee. 237
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:POWer[:AVERage]?....
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:QUADerror:MAXimUM?..........cccccervurriianieiiienieanns 237
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:QUADerror:MINimum?..........cccccceriieniirnniieriinenne 237
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:QUADerror[:AVERage]?........cccccervurrrrinrenieenecenn 237
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:SERROrMAXIMUM?........cccccoiiiiiiiiieiieiiee e 238
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:SERRor:MINimum?............ccccoooiriiiiiiiiieeeeeee 238
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FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:SERROI[:AVERAQGE]?.........cceeriiiiiiiiiieiie e 238
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:SPFail?....
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:SSTate?.........ccccoviriuiiriiiiieiie e 244
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary: TPUT[:AVERAQGE]?........cccceeiiiiiiiiiiiiieiie e 239
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:TSDelta?...........cccceiiiiiiiiiiaiie e 245
FETCh[:CC<cc>][:ISRC<ant>][:FRAMe<fr>]:SUMMary:TSTampP?.......ccccerreerriiriiereieiee e 245
FORMat:DEXPOMDSEPAIALOr. ........eiiiieiiiiiieeit ettt bttt et e b e
FORMat:DEXPOIFORMAL. ......coiiiiiiiiiii ettt ettt h et e ae e et e e st e e beeemeeeseeenbeesaeaanneas
FORMAt:DEXPOIMHEADET ........eiieiiiee ettt et e et e e et e e et e e e e e e e nte e e e nteeeanteeeanneeeeanseeeannseeenneneens
FORMAEDEXPOIMTRACES. ...ttt ettt ettt ettt h et et e ekttt e b e et e eat e et e et e e nbeeaneeas
FORMEBE I D AT A ettt ettt ettt ettt et e e e st e e et e e a s e e be e e s eeeeaeeemse e seeenbeeeaeeemseeeneeenbeeeneeeseesnseaneeanes
INITiate:SEQUENCEIABORI. ...ttt e et e e et e e e e e e st e e anteeeanseeeeansteeeanseeeeanneeennneeas
INITiate:SEQuencer:IMMediate....
INITiate:SEQUENCEIIMODE....... ..ottt et e et e e et b e e e e be e e e ente e e s aneeeeanseeeaanteeeaanseaean
INITIAtE NS ICONTINUOUS. ...eeetteteetieeeeieee e e tee e sttt e e sttt e e e sseeeeateeeeasseeeeasseeeaaneeeeanseeeeanseeeeanseeeannseeeanneeeanneeeannnen
INITIAtESNS[IMMEIAEE]. ...t e e e e e e e e e e e e e e st eeeeeeseasnsneeaeeeesennnnnees
INPUE AT TENUATIONSANTS ...ttt et e e e he e e e bt e e e e nbe e e e nbeeeanneeeeanneeeeanneeeaas
INPUEATTENUAtION<ANTSIAUTO ...ttt et e e s e e e et e e e sae e e esaeeesnneeeesnseeeeanneeeensneaennes
INPULICOUPTING. ...ttt h e h et eh ekttt e e b e e bt e ehe e e bt e ehb e e bt e ess e e bt e enbeeaneeanne
INPut:EATT<ant>.............
INPUEEATTSANEZIAUTO . ..ottt et e et e e st e e st te e e smse e e e saeeeansaeeeanseeeesnsseeesnneeeannseeeensenaennes
INP UL E AT T aNES IS TATE ..ottt ettt ekttt et ekt e e h bt e bt e eab e e bt e bt e ebbeebeeenbeeteean
INPULIFILEIPATH. ..ottt ettt et e bt e e st e e ea e e e abeeese e e b e e eaeeemseeenseebeeeneeeneesnseaseeanns
INP UL FILTE Y TG IS TATE]. ettt bttt et h e bttt ettt e e bt e e b saneeeee e
INP UL GAINISTATE. ...ttt h et h bttt e bt e bt e e a bt e bt e e st e e ehe e ea bt e eheeembe e e bt e enbeennneenbeens
INPULIGAINIVALUE]. ..ttt ettt ettt et ekt e e h e e eae e e st e e abeeeheeenseeenbeemseeesbeesbeeenseanneeansaeaseaanns
INPut:IMPedance
INPULKIDZISELECL. ...ttt ettt e e et e e et e e et e e e e abeeeesbeeesasseeesnssaeeansaeeesseaeenseeas
INSTrument:CREALE:IDUPLICALE. .......oiiiiiie ettt ettt e et e e e sae e e e e ans e e e anneaeenneeaaanes
INSTrumMENt:CREALEIREPLACE.........ciiiiiiie ettt st e e st e e e snne e e e snneeeeneeeeenseeeennes
INSTrUMENt:CREGLE[INEWW].....cooiiieieiee ettt e e e et e e et e e e s e e e e aaeaeesaeaeensneas
INSTIUMENTIDELELE. ... ettt et e et e e et e e sbe e e e st e e e e st e e e smnbeeeanseeeaanneeeannneas
LN ST a1 L I SRR 199
INSTrUMENERENGME. ...ttt et b ettt e h ettt e b b e bt e eat e te e et e e abeeaneeas 200
[N S T aa LT BT =1 =T § PRSPPI 200
LAYOUL ADD[WINDOW]?......eeeetie ettt ettt e et ettt et e et e et e ssee e st e esseeseeesseessaeensaessseanseessseenseesnseenseeanes 203
LAYOUt:CATAIOGL:WINDOW] ...ttt h ettt bttt e eh e et e e beeenbeeeneeetee e 205
LAYout:IDENify[: WINDow]?...
LAYOUL:REMOVE[IWINDOW]......eeete ittt ettt ettt ettt ettt et eenaeeenaees
LAYOUE:REPLACE[:WINDOW].....ce ittt ettt ettt ettt e e e e s ettt e e e e e e st e e e e e e e annsseeeeeeesansnseneaeeeeanns
[N o TU L ] o I 1 (=T SRS RRUPPRN
LAYOUL:WINDOWSNZIADD ... eeee et eetee st e e s e e sttt e e et e e snteeesnsteeeanseeeeaseeeeaseeaeenseeeesnseeeeanseeeannseeeanseeenn 208
LAYOUt:WINDOWSNZIIDENLIfY 2. ..ttt ettt ettt e e e 209
LAYOUL:WINDOWSNZIREMOVE. ...ttt ettt et e et e e et e e e te e e e smsbeeeemneeesanneeeannneeaanes
LAYout:WINDow<n>:REPLace
LAYOULWINDOWSNZITYPE. ...ttt ettt et e et e e eeaanes
MMEMOory:LOAD:DEMOASENGIALL. ..ottt ettt ettt e ese et e et e e neeeneeeseeaaneeas 298
MMEMory:LOAD:DEMOASENG[:CCKCCD]....uiiiiiiiii ittt 299
MMEMOTrY:LOAD:IQ:STATEIALL. ... 290
MMEMOry:LOAD:IQ:STREAM . ......iiiiiiiiii ettt ettt ettt ettt et sb e as 389
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MMEMory:LOAD:IQ:STREAMIAUTO.......ciiiiiiiie ittt ettt
MMEMory:LOAD:IQ:STReam:LIST?...

MMEMOTY:LOAD :SETTINGS. ¢ttt ettt ettt ettt ettt et b et e he e et et e e bt e nae e et e e st ebeeaene s
MMEMOTrY:LOAD: TMODEI[ICCKCC>]. ettt ettt ettt b et b et e et e e nbe e naeeenbeeanees
MMEMOory:STORe<N>:DEMOASENG:ALL. .......oiiiii ettt e e et e e neee s 299
MMEMory:STORe<n>:DEMOdSEttiNg[:CC<CC>].....uiiiiiiiiiiiiiieiie ittt 299
MMEMOry:STORESNZIIQISTATE. ...ttt ettt ettt ettt neeas 290
MMEMOry:STORE<NZIIQ:ISTATEIALL . ..ottt ettt 290
MMEMOry:STORE<NZIQINC:ISTATE. ...ttt ettt ettt sttt et beesane e 291
MMEMOTry:STORESNZIMSERVICE. .......coiuiiiiiiiiit ettt ettt ettt b e e e bt e et e enteebe e 291
MMEMOTY:STORESNZITRACE. ...ttt bttt ettt b et na et e bt nbe e nes 424
OUTPut<up>:TRIGger<tp>:PULSE:IMMEIALE. ........ccceiiiiiiiiiiieie e 420
STATus:QUESHIoNable:SYNC:CONDItION?........oiuiiiiiiiiiiiiieee ittt 450
STATUS:QUESHONADIEISYNCENABIE. ...ttt 450
STATuUs:QUEStIONabIe:SYNCINTRANSIHION. ....ccuvieeiiiieeiiiee ettt see e e seee e et e e e st e e e sneeeeenneeeennnes 450
STATus:QUESHIoNable:SYNC:PTRANSITION. ........cciiiiiiiieicieeesie ettt 451
STATUS:QUESHONADIEISYNCEVENE]?......ceieee ettt 449
SYSTem:PRESE:CHANNEILEXEC]... ... ittt ettt ste e e nteeneenteeneeneeeneeneeanes 291
SY STEMISEQUENCET ...ttt ettt ettt ettt ettt a et h et e b e et e bt ettt ettt et et e e neeeaes 213
TRACE:IQ:FILE:REPEHHONICOUNTL. .......eiiiiiiiiiiieie ettt 390
QLR AN O = [ B o - 400
TRACESNZICATAIOG?. ..ttt ettt ea ettt h e e bt e R et e bt e e e bt e bt e e a bt e ehe e e bt e enb e e b e e e neeeaneeenbeeaneas 286
LR A 0TI o B TN N BSOSO PP 287
QLR AN O =T g e [ T 1 SR 286
TRIGGENTSHEIPEIDELAY......cotiiiiiiiieii ittt ettt e st e bt e et e e bt e enbeeaneeanne
TRIGGErTSHEIPEIEDELAY........eiiiiiiieieie ettt ettt e et e e e st e e e eae e e e abeeeeanbeeeaaneeeeannees
TRIGger:TSHelper:FTRigger

TRIGGENTSHEIPEIRINTEIVAL. ...ttt ettt b e e sneeebeennee e 422
TRIGGEr:TSHEIPEr:SEQUENCE. ... ..ottt ettt 422
TRIGGE:SEQUENCELDTIME. ...ttt b ettt ettt e bt 400
TRIGger[:SEQuence]:HOLDOff<ANt>[:TIME].......ccoiiiiiiiiiiieie ettt 401
TRIGger[:SEQuence]:IFPOWEr:HOLDOR..........c.oiii e 401
TRIGGer[:SEQUENCE]:IFPOWEIHY STEIESIS. ......cuiiiiiiiii ittt 401
TRIGger[:SEQUENCE]:LEVEI<aNt>IIFPOWET........coiiiiiii it 402
TRIGger[:SEQuence]:.LEVel<ant>:IQPOWET............ccciiiiiiiii e 402
TRIGger[:SEQueNce]:LEVEI<ant>:RFPOWET...........ooiiiiiiiiiieei e 403
TRIGger[:SEQuence]:.LEVel<ant>[:EXTernal<tp>]........coouiiiiiiiiieieie e 401
TRIGger[:SEQuence]:PORT<ant>

TRIGGE:SEQUENCEI:SLOPE. ...ttt ettt ettt na et beesie e
TRIGQer[:SEQUENCEL:SOURCESANES ...ttt ettt et 404
UNITEBSTR. ..ttt bbbttt bt b4t bbb e etk e ettt e et et et e bt et e beebeenentean 440
L0l 07 =Y (Y =Y o o= SRS 440
UNITECAXES. ..ttt ettt bttt ekttt bt et h e et h bbbt e bt bt et et e e eee et e e e e
UNITEEVIML et b s bt s b e ettt e h et e h e et e e bt et e eb e e b e e bt es b e bt et e beeneetean
UNIT:SAXes....

UNITETPUT et h e h et h et bt h e bt a ettt ettt e et ne e beenn et eeneeee e
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